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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical
Committee B/539, Ceramic tiles and other rigid tiling, upon which the
following bodies were represented:

Association of Building Engineers

British Adhesives and Sealants Association
British Ceramic Research Ltd.

British Ceramic Tile Council

Building Research Establishment

Chartered Institute of Building

Concrete Society

Construction Confederation

Consumer Policy Committee of BSI

Contract Flooring Association

Federation of Master Builders

Federation of Resin Formulators and Applicators
Health and Safety Executive

Institute of Clerks of Works of Great Britain
London Underground Ltd.

Mortar Producers’ Association

National Federation of Clay Industries

National Federation of Terrazzo, Marble and Mosaic Specialists
National Master Tile Fixers’ Association
National Tile, Faience and Mosaic Fixers’ Society
Natural Slate Quarries Association

Royal Institute of British Architects

Stone Federation
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National foreword

This British Standard has been prepared by Technical Committee B/539 and is
the English language version of EN ISO 10545-6:1997 Ceramic tiles —

Part 6: Determination of resistance to deep abrasion for unglazed tiles, published
by the European Committee for Standardization (CEN). It is identical with

ISO 10545-6:1995, published by the International Organization for
Standardization (ISO). It supersedes BS 6431-14:1983, which will be withdrawn
when Parts 1 to 16 of BS EN ISO 10545 have all been published.

This Part of BS EN ISO 10545 was originally drafted by CEN/TC 67, Ceramic
tiles, as EN 102, published in 1982, and confirmed in 1991. Subsequently the
European Standard was revised by ISO as a Part of ISO 10545, which has now
been approved by CEN as a Part of EN ISO 10545.

The technical changes from the method described in BS 6431-14 are as follows.
The abrasion apparatus is calibrated against transparent fused silica and the
alumina abrasive now has to conform to ISO 8486-1. Consequently the
calibration criterion for the pressure of the rotating steel disc on the tile being
tested is a 24 mm chord after 150 revolutions.

Cross-reference

Publication referred to Corresponding British Standard

ISO 8486-1:1996 BS ISO 8486 Bonded abrasives — Determination and
designation of grain size distribution
Part 1:1996 Macrogrits F4 to F220

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii,
the EN ISO title page, pages 2 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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