
BRITISH STANDARD BS EN ISO 
10960:1997

Rubber and plastics 
hoses — 
Assessment of ozone 
resistance under 
dynamic conditions

The European Standard EN ISO 10960:1996 has the status of a
British Standard

ICS 23.040.70

Full document details: BS EN ISO 10960:1997

http://www.avadocuments.com/doc/bs-en-iso-10960-1997
http://www.avadocuments.com/doc/bs-en-iso-10960-1997


BS EN ISO 10960:1997

This British Standard, having 
been prepared under the direction 
of the Sector Board for Materials 
and Chemicals, was published 
under the authority of the 
Standards Board and comes 
into effect on
15 January 1997

© BSI 11-1998

The following BSI references 
relate to the work on this 
standard:
Committee reference PRI/66/4 
Draft for comment 92/42982 DC

ISBN 0 580 26398 3

Committees responsible for this 
British Standard

The preparation of this British Standard was entrusted by Technical 
Committee PRI/66, Rubber and plastics tubing, hoses and hose assemblies, to 
Subcommittee PRI/66/4, Methods of test, upon which the following bodies were 
represented:

British Fluid Power Association
British Rubber Manufacturers Association Ltd.
Energy Industries Council
Ministry of Defence
Society of Motor Manufacturers and Traders Limited

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS EN ISO 10960:1997

http://www.avadocuments.com/doc/bs-en-iso-10960-1997
http://www.avadocuments.com/doc/bs-en-iso-10960-1997


BS EN ISO 10960:1997

© BSI 11-1998 i

Contents

Page
Committees responsible Inside front cover
National foreword ii

Foreword 2
1 Scope 3
2 Normative references 3
3 Principle 3
4 Apparatus 3
5 Test pieces 3
6 Conditioning of test pieces 3
7 Test conditions 3
8 Procedure 3
9 Test report 4

Figure 1 — Mounted test piece 4

List of references Inside back cover

Full document details: BS EN ISO 10960:1997

http://www.avadocuments.com/doc/bs-en-iso-10960-1997
http://www.avadocuments.com/doc/bs-en-iso-10960-1997

