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Foreword 

This document (EN ISO 11058:2010) has been prepared by Technical Committee ISO/TC 221 
"Geosynthetics" in collaboration with Technical Committee CEN/TC 189 “Geosynthetics”, the secretariat of 
which is held by NBN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by October 2010, and conflicting national standards shall be withdrawn at 
the latest by October 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 11058:1999. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 11058:2010 has been approved by CEN as a EN ISO 11058:2010 without any modification. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 11058 was prepared by Technical Committee ISO/TC 221, Geosynthetics. 

This second edition cancels and replaces the first edition (ISO 11058:1999), which has been technically 
revised. 
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Geotextiles and geotextile-related products — Determination of 
water permeability characteristics normal to the plane, without 
load 

1 Scope 

This International Standard specifies two test methods for determining the water permeability characteristics 
of a single layer of geotextile or geotextile-related product normal to the plane: 

a) the constant head method; 

b) the falling head method. 

NOTE If the full permeability characteristics of the geotextile or geotextile-related product have previously been 
established, then for control purposes it can be sufficient to determine the velocity index at a head loss of 50 mm only. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 2854, Statistical interpretation of data — Techniques of estimation and tests relating to means and 
variances 

ISO 5813, Water quality — Determination of dissolved oxygen — Iodometric method 

ISO 9862, Geosynthetics — Sampling and preparation of test specimens 

ISO 10320, Geotextiles and geotextile-related products — Identification on site 

3 Terms and definitions 

For the purposes of this document the following terms and definitions apply. 

3.1 
velocity index 
VH50 
velocity corresponding to a head loss of 50 mm across a specimen, expressed to the nearest ±1 mm/s 
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4 Test specimens 

4.1 Handling 

The sample shall not be folded and shall be handled as infrequently as possible to avoid disturbance to its 
structure. The sample shall be kept in a flat position without any load. 

4.2 Selection 

Take specimens from the sample according to ISO 9862. 

4.3 Number and dimensions 

Cut five test specimens from the sample, each of suitable dimensions for the water permeability apparatus to 
be used. 

If it is necessary to determine the results to within a given confidence interval of the mean, the number of test 
specimens shall be determined in accordance with ISO 2854. 

4.4 Condition of specimens 

The specimens shall be clean, free from surface deposits and without visible damage or folding marks. 

5 Constant head method 

5.1 Principle 

A single, unloaded layer of geotextile or geotextile-related product is subjected to a unidirectional flow of water 
normal to the plane under a range of constant heads. 

5.2 Apparatus 

5.2.1 Apparatus in which it is possible to observe the presence of air bubbles on the surface of the 
specimen, with an internal diameter of minimum 50 mm, complying with the following requirements. 

a) The apparatus shall be capable of installing a maximum head loss of at least 70 mm and maintaining a 
constant head for the duration of each test with water on both sides of the specimen. It shall be capable 
of achieving a constant water head of up to 250 mm. 

NOTE Some examples of apparatus are shown in Figure 1. 

b) The mean internal diameter of the apparatus shall be known to an accuracy of at least 0,1 mm. The 
exposed diameter of the specimen shall be the same as the internal diameter of the apparatus. The 
diameter of the apparatus shall remain identical on both sides of the specimen over a length of at least 
twice its internal diameter [see Figures 1 a) and 1 b)]. Abrupt changes in diameter shall be avoided. 

Alternatively [see Figure 1 c)], the outflow may discharge into a reservoir with a diameter of at least four 
times the exposed diameter of the specimen. In this case, the distance from the geotextile to the base of 
the reservoir shall be at least 1,5 times the exposed diameter of the specimen. 

If the product shows an obvious pattern, this pattern shall be included at least three times along any 
diameter of the specimen. 

c) Where necessary, to avoid any visible deformation, a grid of 1 mm diameter wire and a mesh size of 
(10 ± 1) mm shall be placed downstream of the specimen to support it during the test. 

d) The head loss measured at any velocity when a test is performed without the test specimen, but including 
any specimen-supporting grid, shall be less than 1 mm. 
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