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European foreword

This document (EN ISO 11073-10427:2018) has been prepared by Technical Committee ISO/TC 215
"Health informatics" in collaboration with Technical Committee CEN/TC 251 “Health informatics” the
secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2018, and conflicting national standards
shall be withdrawn at the latest by September 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

Endorsement notice

The text of ISO 11073-10427:2018 has been approved by CEN as EN ISO 11073-10427:2018 without
any modification.
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Health informatics—Personal health device communication

Part 10427: Device specialization—
Power Status Monitor of
Personal Health Devices

1. Overview

1.1 Scope

This standard establishes a normative definition of communication between devices containing a power source
(agents) and managers (e.g., cell phones, personal computers, personal health appliances, set-top boxes) in a
manner that enables plug-and-play interoperability. Using existing terminology, information profiles, applica-
tion profile standards, and transport standards as defined in other ISO/IEEE 11073 standards, this standard de-
fines a common core of communication functionality of personal health devices (PHDs) containing a battery,
including: 1) current device power status (e.g., on mains or on battery); 2) power charge status (e.g., percent of
full charge); and 3) estimated time remaining (e.g., minutes).

1.2 Purpose

This standard addresses a need for an openly defined, independent standard for power status information ex-
change from PHDs to manager(s) (e.g., cell phones, personal computers, personal health appliances, and set-
top boxes). Interoperability is the key to growing the potential market for monitoring the power status of
devices and enabling people to be better informed participants in the management of their health.

1.3 Context

See ISO/IEEE 11073-20601:2016' for an overview of the environment within which this standard is written.

This standard defines the specialization for monitoring the power status of PHDs, as well as being a specific
agent type. It also provides a description of the concepts, its capabilities, and its implementation according to
this standard.

Information on references can be found in Clause 2.
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|EEE Std 11073-10427-2016
Health informatics—Personal health device communication—Part 10427: Device
specialization—Power Status Monitor of Personal Health Devices

This standard is based on ISO/IEEE 11073-20601:2016, ISO/IEEE 11073-20601a:2010, and IEEE Std 11073-
20601-2008, which in turn draw information from both ISO/IEEE 11073-10201:2004 [B8] and ISO/IEEE
11073-20101:2004 [B9].> The medical device encoding rules (MDERSs) used within this standard are fully
described in Annex F of ISO/IEEE 11073-20601:2016.

This standard reproduces relevant portions of the nomenclature found in ISO/IEEE 11073-10101a:2015 [B6]
and in ISO/IEEE 11073-10101:2004 [B7] and adds new nomenclature codes for the purposes of this standard.
Together this standard, ISO/IEEE 11073-20601:2016, and IEEE Std 11073-206012a:2010 document all imple-
mentation required nomenclature codes.

NOTE 1—IEEE Std 11073-20601a:2010 is an amendment to IEEE Std 11073-20601:2008. It contains new material and
corrections and does not copy the content of ISO/IEEE 11073-20601:2010. Any reference to ISO/IEEE 11073-20601:2016
refers to the document that is obtained after applying this new material and corrections to ISO/IEEE 11073-20601:2010.

NOTE 2—In this standard, ISO/IEEE 11073-104zz is used to refer to the collection of device specialization standards that
utilize ISO/IEEE 11073-20601:2016, where zz can be any number from 01 to 99, inclusive.

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must be
understood and used, so that each referenced document is cited in text and its relationship to this document is
explained). For dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments or corrigenda) applies.

IEEE Std 11073-20601™-2008, Health informatics—Personal health device communication—Part 20601:
Application profile—Optimized exchange protocol. (Use with IEEE Std 11073-20601a-2010.)**

ISO/IEEE 11073-20601:2016, Health informatics—Personal health device communication—Application
profile—Optimized Exchange Protocol.®

ISO/IEEE 11073-20601a:2010, Health informatics—Personal health device communication—Application
Profile—Optimized Exchange Protocol—Amendment 1.

3. Definitions, acronyms, and abbreviations
3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards Dictionary
Online should be consulted for terms not defined in this clause.’

agent: A node that collects and transmits personal health data to an associated manager.

class: In object-oriented modeling, it describes the attributes, methods, and events that objects instantiated
from the class utilize.

device: A term used to refer to a physical apparatus implementing either an agent or a manager role.

>The numbers in brackets correspond to those of the bibliography in Annex A.

*Notes in text, tables, and figures are given for information only and do not contain requirements needed to implement the standard.
“The IEEE standards or products referred to are trademarks of the Institute of Electrical and Electronics Engineers, Inc.

SIEEE publications are available from the Institute of Electrical and Electronics Engineers (http://standards.ieee.org/).

‘ISO/IEEE publications are available from the International Organization for Standardization (http://www.iso.ch/) and the Institute of
Electrical and Electronics Engineers (http://standards.ieee.org/).

"The IEEE Standards Dictionary Online is available at: http://ieeexplore.ieee.org/xpls/dictionary.jsp.
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handle: An unsigned 16-bit number that is locally unique and identifies one of the object instances within an

agent.

manager: A node receiving data from one or more agent systems. Some examples of managers include a cel-

lular phone, health appliance, set-top box, or a computer system.

object: In object-oriented modeling, a particular instantiation of a class. The instantiation realizes attributes,
methods, and events from the class.

obj-handle: See: handle.

personal health device (PHD): A device used in personal health applications.

power status monitor (PSM): An agent that monitors the power status of a device and communicates this to

a manager.

3.2 Acronyms and abbreviations

APDU
ASN.1
DIM
EUI-64
ICS
MDC
MDER
MDS
MOC
OID
PDU
PHD
PSM
VMO
VMS

4. Introduction to ISO/IEEE 11073 personal health devices (PHDs)

4.1 General

application protocol data unit
Abstract Syntax Notation One
domain information model
extended unique identifier (64 bits)
implementation conformance statements
medical device communication
medical device encoding rules
medical device system

managed object class

object identifier

protocol data unit

personal health device

power status monitor

virtual medical object

virtual medical system

This standard and the remainder of the series of ISO/IEEE 11073 PHD standards fit in the larger context of the
ISO/IEEE 11073 series of standards. The full suite of standards enables agents to interconnect and interoperate
with managers and with computerized healthcare information systems. See IEEE Std 11073-20601 for a de-

scription of the guiding principles for this series of ISO/IEEE 11073 PHD standards.

IEEE Std 11073-20601 supports the modeling and implementation of an extensive set of PHDs. This standard
defines aspects for monitoring power status of PHDs. It describes all aspects necessary to implement the appli-
cation layer services and data exchange protocol between an ISO/IEEE 11073 PHD agent and a manager for
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power status monitoring. This standard defines a subset of the objects and functionality contained in IEEE Std
11073-20601 and it extends and adds definitions where appropriate. All new definitions are given in Annex B,
titled Abstract Syntax Notation One (ASN.1). Nomenclature codes referenced in this standard, which are not
defined in IEEE Std 11073-20601, are normatively defined in Annex C.

4.2 Introduction to IEEE 11073-20601 modeling constructs
4.2.1 General

The ISO/IEEE 11073 series of standards, and in particular IEEE Std 11073-20601, is based on an object-ori-
ented systems management paradigm. The overall system model is divided into three principal components:
the domain information model (DIM), the service model, and the communication model. See IEEE Std 11073-
20601 for a detailed description of the modeling constructs.

4.2.2 Domain information model

The domain information model (DIM) is a hierarchical model that describes an agent as a set of objects. These
objects and their attributes represent the elements that control behavior and report on the status of the agent
and the data that an agent can communicate to a manager. Communication between the agent and the manager
is defined by the application protocol in IEEE Std 11073-20601.

4.2.3 Service model

The service model defines the conceptual mechanisms for the data exchange services. Such services are
mapped to messages that are exchanged between the agent and the manager. Protocol messages within the
ISO/IEEE 11073 series of standards are defined in ASN.1. The messages defined in IEEE Std 11073-20601
can coexist with messages defined in other standard application profiles defined in the ISO/IEEE 11073 series
of standards.

4.2.4 Communication model

In general, the communication model supports the topology of one or more agents communicating over logical
point-to-point connections to a single manager. For each logical point-to-point connection, the dynamic sys-
tem behavior is defined by a connection state machine as specified in IEEE Std 11073-20601.

4.2.5 Implementing the models

An agent implementing this standard shall implement all mandatory elements of the information, service,
and communication models as well as all conditional elements when the condition is met. The agent should
implement the recommended elements, and it may implement any combination of the optional elements. A
manager implementing this standard shall utilize the mandatory conditional, recommended, or optional ele-
ments. In this context, “utilize” means to use the element as part of the primary function of the manager device.
For example, a manager whose primary function is to display data would need to display a piece of data in the
element in order to utilize it.

4.3 Compliance with other standards

Devices that comply with this standard may also be required to comply with other domain- and device-specific
standards that supersede the requirements of this standard with respect to issues including safety, reliability,
and risk management. A user of this standard is expected to be familiar with all other such standards that apply
and to comply with any higher specifications thus imposed.

Typically, medical devices should comply with the IEC 60601-1:2005 [B1] base standards with respect to
electrical and mechanical safety and any device-specific standard as might be defined in the IEC 60601-2
[B2] series of standards. Software aspects may apply through standards such as IEC 62304:2006/EN
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62304:2006 [B3]. Devices that comply with this standard implement higher layers of network software and
utilize lower layers as appropriate to the application. The requirements on performance of such applications
and conformance are defined elsewhere and are outside the scope of this standard. Moreover, the use of any
medical equipment is subject to risk assessment and risk management appropriate to the application. Some
relevant examples are ISO 14971:2007 [B5] and IEC 80001-1:2010 [B4]. The requirements of such risk as-
sessment, risk management, and conformance are outside the scope of this standard.

5. Power status monitor concepts and modalities
5.1 General

This clause presents the general concepts of power status monitors (PSMs). In the context of PHDs in the ISO/
IEEE 11073 family of standards, a PSM provides the functionality that monitors the power status of a PHD.
The following aspects should be kept in mind when reading this specification for power status monitoring.

PHDs are usually powered by main sources or batteries. The number and types of batteries connected to a
PHD can vary. PHDs may obtain measures from their power sources that indicate the current power status of
the device. Some PHDs can obtain basic information about the current status of their power sources. This basic
information may include: whether power is being drawn from battery or main power lines, status of charging,
percentage of battery capacity remaining, and predicted amount of operational time left on the batteries.

5.2 Use case

PHDs available today are allowing more and more critical care device dependent patients to live and function
at home. This greatly reduces their healthcare costs and provides a better environment for the patient as well.
However, issues arise when there is disruption to the power to these devices due to inclement weather. During
such disruptions, patients leave their homes and go to a hospital or other location where emergency power is
available. However, this can place an added burden on these facilities that may already be inundated with pa-
tients, thus overloading their emergency power supply. This PSM device specialization is developed in part to
reduce the need for patients to leave their homes during a power outage.

An example use case for this device specialization has a homecare patient dependent on a critical care device.
The device is equipped with a main battery for normal portable use and an internal backup battery for hot
swapping the main battery, or for emergency use in the event of main battery failure. Through the use of this
PSM device specialization, a manager is able to receive information from the device about the device’s power
status. In the case when there is a power outage in the patient's home, the PSM would communicate with a
tracking service provider providing information such as the estimated operational time remaining, capacity of
each of the batteries, and which batteries are active, etc. The tracking service provider can then, in turn, con-
firm that the adverse weather event has occurred and notify the patient’s care team accordingly.

6. Power status monitor domain information model
6.1 Overview

This clause describes the DIM of the PSM.

6.2 Class extensions

In this standard, extensions are defined with respect to IEEE Std 11073-20601-2014.

The following two attributes are an extension to the Enumeration Class:
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— The Capability-Mask-Basic attribute indicates whether the corresponding bit in the Enum-Observed-
Value-Basic-Bit-Str attribute is supported by the Agent.

— The State-Flag-Basic attribute indicates whether the corresponding bit in the Enum-Observed-Value-
Basic-Bit-Str attribute is a state or event.

If the Enum-Observed-Value-Basic-Bit-Str attribute is used, the Capability-Mask-Basic and State-Flag-Basic
attributes are mandatory. The values of the Capability-Mask-Basic and State-Flag-Basic attributes are imple-
mentation specific. Please see Annex B for the ASN.1 structures.

The Capability-Mask-Basic attribute is dynamic. The State-Flag-Basic attribute is static.

6.3 Object instance diagram

The object instance diagram of the PSM DIM, which is defined for the purposes of this standard, is shown in

Figure 1.
MDS 1 o1 PM-store
Power Status Monitor [¢ . Battery Log
Q1
Numeric
l.n
Battery Capacity -
1.n Enumeration
Battery Status

Figure 1—PSM DIM

The objects of the DIM, as shown in Figure 1, are described in 6.5 to 6.12. See 6.5 through 6.12 for descrip-
tions of the different PSM objects. Each clause that describes an object of the PSM contains the following
information:

— The nomenclature code used to identify the class of the object. One example where this code is used is
the configuration event, wherein the object class is reported for each object. This allows the manager to
determine whether the class of the object being specified is a numeric, real-time sample array, enumer-
ation, scanner, or PM-store class.

— The attributes of the object. Each object has attributes that represent and convey information on the
physical device and its data sources. Each object has a handle attribute that identifies the object in-
stance within an agent. Attribute values are accessed and modified using methods such as GET and
SET. Attribute types are defined using an ASN.1. The ASN.1 definitions for new attribute types specif-
ic to this standard are in Annex B, and the ASN.1 definitions for existing attribute types referenced in
this standard are in IEEE Std 11073-20601.

— The methods available on the object.
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— The potential events generated by the object. The data is sent to the manager using events.

— The available services, such as getting or setting attributes.

The attributes for each class are defined in tables that specify the name of the attribute, its value, and its quali-
fier. The qualifiers mean the following:

M Attribute is Mandatory

C Attribute is Conditional and depends on the condition stated in the Remark or Value column
(if IEEE Std 11073-20601 is referenced, then it contains the conditions)

R Attribute is Recommended
NR Attribute is Not Recommended
o Attribute is Optional.

Mandatory attributes shall be implemented by an agent. Conditional attributes shall be implemented if the
condition applies and may be implemented otherwise. Recommended attributes should be implemented by
the agent. Not recommended attributes should not be implemented by the agent. Optional attributes may be
implemented on an agent.

The attributes can be static, dynamic, or observational as specified in IEEE Std 11073-20601 or this standard.

In Figure 1, there may be from one to “n” instantiations of the BatteryCapacity and BatteryStatus objects. The

[T 1]

number “n” represents the maximum number of batteries the device can support.

6.4 Types of configuration
6.4.1 General

As specified in IEEE Std 11073-20601, there are two styles of configurations available. Subclauses 6.4.2 and
6.4.3 briefly introduce standard and extended configurations.

6.4.2 Standard configuration

Standard configurations are defined in the ISO/IEEE 11073-104zz specializations (such as this standard) and
are assigned a well-known identifier (Dev-Configuration-Id). The usage of a standard configuration is negoti-
ated at association time between the agent and the manager. If the manager acknowledges that it understands
and wants to operate using the configuration, then the agent can begin sending measurements immediately. If
the manager does not understand the configuration, the agent provides the configuration prior to transmitting
measurement information.

A total of eight standard configurations (2700-2707) are supported. The standard configuration that should be
used depends on the maximum number of batteries, n, that can be configured for use by the device at any given
time, whether present or not. For each standard configuration 2700 to 2707, the standard configuration defines
the number of BatteryCapacity object(s) and BatteryStatus object(s) in that configuration as (“standard config-
uration” — 2700 + 1). Standard configurations do not contain a PM-Store. The standard configurations should
be used to monitor the power status on a continuous basis. For intermittent monitoring of power status and to
provide history of battery performance, an extended configuration with PM-store should be used.
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In an agent where a battery is supported but not initially present, then the “BatteryStatus” object for that bat-
tery shall report this status in an initial event report. Thereafter, the agent should send no further event reports

of status of that battery unless this status changes.

Agents that follow this standard and have an extended configuration with PM-Store are not required to support

any standard configuration, as specified by IEEE Std 11073-20601.

6.4.3 Extended configuration

In extended configurations, the agent’s configuration is not predefined in a standard. The agent determines
which objects, attributes, and values shall be used in a configuration, and assigns a configuration identifier. It
is required that the agent supports a minimum of one battery for an extended configuration. When the agent
associates with a manager, it negotiates an acceptable configuration. Typically, the manager does not recog-
nize the agent’s configuration on the first connection, so the manager responds that the agent needs to send the
configuration information as a configuration event report. If, however, the manager already understands the
configuration, either because it was preloaded in some way or the agent had previously associated with the
manager, then the manager responds that the configuration is known and no further configuration information

needs to be sent.

6.5 Profiles
6.5.1 General

A profile further constrains the objects, services, and communication model of a specialization. By profiling
the device specialization, the standard provides more guidance on the specific mandatory objects that shall be
implemented for that profile. This standard defines two profiles for devices that support the following: Eight or
fewer batteries (see Clause 11), and greater than eight batteries (see Clause 12). APSM device shall implement

one of these profiles.

6.6 Medical device system (MDS) object
6.6.1 MDS object attributes

Table 1 summarizes the attributes of the PSM MDS object. The nomenclature code to identify the MDS object

classis MDC_MOC_VMS MDS SIMP.

Table 1—MDS object attributes

Attribute Name Value Qualifier
Handle 0 M
System-Type See IEEE Std 11073-20601. NR
System-Type-Spec-List {MDC DEV SPEC PROFILE PSM, 1} M

And Profile value:

{MDC DEV SUB SPEC PROFILE EIGHT OR LESS BATTER-

IES, 1} OR

{MDC DEV SUB SPEC PROFILE MORE

THAN_EIGHT BATTERIES, 1}
System-Model {*Manufacturer”,“Model”} M
System-Id Extended unique identifier (64 bits) (EUI-64) M

Table continues
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Table 1—MDS object attributes (continued)
Attribute Name Value Qualifier

Dev-Configuration-1d Standard config: 0x0A8C (2700) M
Standard config: 0x0A8D (2701)
Standard config: 0xOAS8E (2702)
Standard config: 0OxOAS8F (2703)
Standard config: 0x0A90 (2704)
Standard config: 0x0A91 (2705)
Standard config: 0x0A92 (2706)
Standard config: 0x0A93 (2707)
Extended configs: 0x4000-0x7FFF

Attribute-Value-Map

See IEEE Std 11073-20601.

Production-Specification

See IEEE Std 11073-20601.

Mds-Time-Info

See IEEE Std 11073-20601.

Date-and-Time

See IEEE Std 11073-20601.

Base-Offset-Time

See IEEE Std 11073-20601.

Relative-Time

See IEEE Std 11073-20601.

HiRes-Relative-Time

See IEEE Std 11073-20601.

Date-and-Time-Adjustment

See IEEE Std 11073-20601.

Power-Status

onBattery or onMains

Battery-Level

See IEEE Std 11073-20601.

Remaining-Battery-Time

See IEEE Std 11073-20601.

Reg-Cert-Data-List

See IEEE Std 11073-20601.

Confirm-Timeout

See IEEE Std 11073-20601.

OO0 || |E|alala|lZ|lalalo|a

NOTE—See IEEE Std 11073-20601 for information on whether an attribute is observational, static, or dynamic.

In the response to a GET MDS object command, only implemented attributes and their corresponding values
are returned.

See IEEE Std 11073-20601 for descriptive explanations of the individual attributes as well as for information
on attribute ID and attribute type.

The Dev-Configuration-Id attribute holds a locally unique 16-bit identifier that identifies the device configura-
tion instance. The Device Configuration Identifiers for standard configurations are listed in Table 1. Fora PSM
agent with extended configuration, this identifier is chosen in the range of extended-config-start to extend-
ed-config-end (see IEEE Std 11073-20601) as shown in Table 1.

The agent sends the Dev-Configuration-Id during the Associating state (see 8.3) to identify its configura-
tion for the duration of the association. If the manager already holds the configuration information relating
to the Dev-Configuration-Id, it recognizes the Dev-Configuration-Id. Then the Configuring state (see 8.4) is
skipped, and the agent and manager enter the Operating state. If the manager does not recognize the Dev-Con-
figuration-Id, the agent and manager enter the Configuring state.

If an agent implements multiple IEEE 11073-104zz specializations, System-Type-Spec-List is a list of type/
version pairs, each referencing the respective device specialization or profile and version of that specialization
or profile.

6.6.2 MDS object methods

Table 2 defines the methods (actions) of the PSM agent’s MDS object. These methods are invoked using the
Action service. In Table 2, the Subservice type name column defines the name of the method; the Mode col-
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umn defines whether the method is invoked as an unconfirmed action (i.e., roiv-cmip-action from IEEE Std
11073-20601) or a confirmed action (i.e., roiv-cmip-confirmed-action); the Subservice type (action-type) col-
umn defines the nomenclature code to use in the action-type field of an action request and response (see IEEE
Std 11073-20601); the Parameters (action-info-args) column defines the associated ASN.1 data structure (see
IEEE Std 11073-20601 for ASN.1 definitions) to use in the action message for the action-info-args field of the
request; and the Results (action-info-args) column defines the structure to use in the action-info-args of the

response.
Table 2—MDS object methods
. . Parameters Results
Service fubsir:;f: Mode S'(l;cst?f)::_cte tg)e (action-info- (action-
yp yp args) info-args)
ACTION Il\{/lelzllsléls)tata_ Confirmed | MDC_ACT DATA REQUEST | DataRequest DataResponse
Set-Base- .
ACTION . Confirmed | MDC_ACT _SET BO TIME SetBOTimelnvoke | —
Offset-Time

— MDS-Data-Request:

This method allows the manager system to enable or disable measurement data transmission from the
agent (see IEEE Std 11073-20601).

—  Set-Base-Offset-Time:

This method allows the manager to set a real-time clock in the agent with the base time and offset. The
agent indicates whether the Set-Base-Offset-Time command is valid using the mds-time-capab-set-
clock bit in the Mds-Time-Info attribute (see IEEE Std 11073-20601.).

Since the agent supports the Base-Offset-Time-Stamp attribute, this method shall be implemented.
Agents following only this device specialization—and no others—may send event reports either by using
agent-initiated or manager-initiated measurement data transmission. During the association procedure (see
8.3), data-req-mode-capab shall be set to the appropriate value for the event report style. As a result, the man-
ager shall assume that if the PSM agent supports any of the MDS-Data-Request features, then it may use them

to access the object value only if the object’s Metric-Spec-Small attribute has its mss-acc-manager-initiated bit
set (see IEEE Std 11073-20601 for additional information).

6.6.3 MDS object events

Table 3 defines the events that can be sent by the PSM MDS object.

Table 3—Power status MDS object events

Subservice Subservice type Parameters Results
Service Mode . (event-reply-
type name (event-type) (event- info) info)
MDS- Confirmed | MDC_NOTI_CONFIG | ConfigReport ConfigReportRsp
Configuration-
Event
MDS- Confirmed | MDC NOTI SCAN ScanReportInfoFixed | —
EVENT gytnals}lc(i t REPORT_FIXED
REPORT | o b Paaies
Fixed
MDS- Confirmed | MDC NOTI SCAN ScanReportInfoVar —
Dynamic- REPORT VAR
Data-Update-
Var
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MDS-Configuration-Event:

This event is sent by the PSM agent during the configuring procedure if the manager does not already
know the configuration of the PSM agent from past associations or because the manager has not been
implemented to recognize the configuration according to the PSM device specialization. The event
provides static information about the supported measurement capabilities of the PSM agent.

MDS-Dynamic-Data-Update-Fixed:

This event provides dynamic measurement data from the PSM agent for the PSM numeric and enumer-
ation objects. These data are reported in the fixed format defined by the Attribute-Value-Map attribute
of the object(s). The event is sent as an unsolicited message by the agent (i.e., an agent-initiated mea-
surement data transmission). More information on unsolicited event reporting can be found in 8.5.3

» This event should be used when “Fixed Format Event Reports” are used.
MDS-Dynamic-Data-Update-Var:

This event provides dynamic measurement data from the PSM agent for the PSM numeric and enu-
meration objects. These data are reported using a generic attribute list variable format. The event is
sent as an unsolicited message by the agent (i.e., an agent-initiated measurement data transmission).
More information on unsolicited event reporting can be found in 8.5.3.

This event should be used when “Variable Format Event Reports™ are used.

NOTE—IEEE Std 11073-20601 requires that managers support all of the MDS object events listed above.

6.6.4 Other MDS services

6.6.4.1 GET service

A PSM agent shall support the GET service, which is provided by the MDS object to retrieve the values of all
implemented MDS object attributes. The GET service can be invoked as soon as the PSM agent receives the
Association Response and moves to the Associated state, including the Operating and Configuring sub-states.

The manager may request the MDS object attributes of the PSM agent; in which case, the manager shall send
the “Remote Operation Invoke | Get” message (see roiv-cmip-get in I[EEE Std 11073-20601) with the reserved
MDS handle value of 0. The PSM agent shall report its MDS object attributes to the manager using the “Re-
mote Operation Response | Get” message (see rors-cmip-get in IEEE Std 11073-20601). See Table 4 for a

summary of the GET service including some message fields.

Table 4—PSM MDS object GET service

Service Subservice Mode Subservice Parameters Results
type name type
GET <na> <implied <na> GetArgumentSimple GetResultSimple
confirmed> = (obj-handle = 0), = (obj-handle = 0),
attribute-id-list <optional> | attribute-list

See 8.5.2 for details on the procedure for getting the MDS object attributes.

6.6.4.2 SET service

The PSM specialization does not require an implementation to support the MDS object SET service.
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6.7 Numeric objects

6.7.1 General

The PSM DIM for metric objects contains a numeric object that represents the battery’s power; specifically
the percentage of capacity and estimated operational time remaining for the batteries connected to the MDS.

6.7.2 Battery Capacity

Table 5 summarizes the attributes of the Battery Capacity numeric object. The Battery Capacity object shall be
supported by a PSM agent.

Table 5—Battery capacity numeric object attributes

Standard configurations
(Dev-Configuration-I1d = 0x0A8C)
(Dev-Configuration-Id = 0x0A8D)
(Dev-Configuration-Id = 0x0A8E)
X Extended configuration (Dev-Configuration-Id = 0x0A8F)
Attribute name (Dev-Configuration-I1d = 0x0A90)
(Dev-Configuration-Id = 0x0A91)
(Dev-Configuration-Id = 0x0A92)
(Dev-Configuration-Id = 0x0A93)
Value Qual. Value Qual.
1 for 0XOA8C
1|3 for 0x0A8D
1315 for 0XOA8E
1]3|5|7 for 0XOAS8F
See IEEE Std 11073-20601. 1135|719 for 0x0A90
Handle (See NOTE) M 113]5]7]9] 11 | for 0x0A91 M
1|3|5(719]11]13
for 0x0A92
1|3|5(/719]11]13]15
for 0x0A93
Tvpe {MDC_PART PHD DM | M {MDC_PART PHD DM | M
P MDC_BATTERY CAPACITY} MDC_BATTERY CAPACITY}
Supplemental-T MDC_BATTERY 1]....| M MDC_BATTERY 1]....| M
uppiemental-=1ype | \ipc BATTERY n Static | MDC_BATTERY n Static
mss-avail-intermittent | mss-
Metric-Spec-Small | See IEEE Std 11073-20601. M upd-aperiodic | mss-msmi- M
aperiodic | mss-acc-agent-
initiated
Metric-Structure- o NR o NR
Small
Measurement-Status | — NR — NR
Metric-1d — NR — NR
Metric-1d-List — NR — NR
Metric-1d-Partition | — NR — NR
Unit-Code — NR — NR
Attribute-
Value-Map o NR o NR
Source-Handle- . NR o NR
Reference
Source-Handle-
Reference-List o NR o NR
Label-String See footnote a. (6} See footnote a. (0}

Table continues
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Table 5—Battery capacity numeric object attributes (continued)

Standard configurations
(Dev-Configuration-Id = 0x0A8C)
(Dev-Configuration-Id = 0x0A8D)
(Dev-Configuration-1d = 0x0A8E)
X Extended configuration (Dev-Configuration-Id = 0x0AS8F)
Attribute name (Dev-Configuration-1d = 0x0A90)
(Dev-Configuration-1d = 0x0A91)
(Dev-Configuration-1d = 0x0A92)
(Dev-Configuration-1d = 0x0A93)

Value Qual. Value Qual.
Unit-LabelString — NR — NR
Absolute-
Time-Stamp o NR o NR
Base-Offset-
Time-Stamp o M o M
Relative-
Time-Stamp o NR o NR
HiRes-Time-Stamp | — NR — NR
Measure-
Active-Period o NR o NR
Simple-Nu-
Observed-Value o NR o NR
Compound-Simple-
Nu-Observed-Value | NR o NR
Basic-Nu-
Observed-Value o NR T NR
Compound-Basic-
Nu-Observed-Value | NR o NR
Nu-Observed-Value | — NR — NR
Compound-Nu- See footnote b M See footnote b M
Observed-Value ’ ’
Accuracy — NR — NR

NOTE—It is recommended that the battery capacity numeric objects should be allocated handle values (2i—1) for each
battery 1, where i can take on value 1...n where n is the maximum number of batteries that can be present in the agent.

AInformation about the location of the battery may be given in the attribute “Label-String” as a human-readable string.
*The Compound-Nu-Observed-Value attribute reports the estimated battery capacity in terms of remaining operating time
(MDC_ATTR_TIME BATT REMAIN) and remaining charge (MDC _ATTR VAL BATT CHARGE). Any unit can be
used and is provided in the Compound-Nu-Observed-Value. Reporting on either (or both) the remaining operating time or
remaining charge is required in this specialization.

The Supplemental-Type attribute specifies the battery that is being reported and shall be specified using one of
the nomenclature codes MDC _BATTERY i, where. “i” may take a value 1 to 8 for standard configurations,
the value 1 to 16 for extended configuration, and is the ((value of the handle attribute)+1)/2. The value to use
for the supplemental type of a battery greater than 16 is not defined in this specialization.

The MDS attribute “Remaining-Battery-Time” shall report the remaining battery time as the sum of the re-
maining battery time of all the batteries. The MDS attribute “Battery Capacity” shall report the remaining
battery capacity as the summation of the remaining capacities of each battery divided by the summation of the
current full charge capacities of each battery expressed as a percentage.

Updates to the value of battery capacity object shall be provided using the MDS-Dynamic-Data-Update-Var
(see Table 3). When updates shall be sent is implementation and application-dependent; this may include
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scheduled transmission, transmission as a result of a given change in capacity, or on reaching specific con-
ditions such as being fully charged or discharged. Changes of less than 5% would not normally be sent for
critical care devices.

The value of the battery capacity shall be reported whenever a new association is established.

The most recently measured value of the battery capacity shall be returned whenever an MDS-Data-Request
is received by an agent with the timestamp set to indicate the actual time of the measurement. Where possible,
an agent should return the actual current value of the battery capacity in response to the MDS-Data-Request.

6.8 Real-time sample array objects

Real-time sample array objects are not required by this standard.

6.9 Enumeration objects

6.9.1 General

The enumeration objects listed in this clause report the status of each battery in a PSM agent. The nomencla-
ture code to identify an enumeration object class is MDC MOC VMO METRIC ENUM. The following
subclauses provide definitions of status that may be reported by the battery status enumeration object.

6.9.2 Battery status

Table 6 defines the attributes for the object that represents the detail of the battery status, including if the bat-
tery is present, active, charging, disposable, rechargeable, or faulty. This battery status object shall be support-
ed by a PSM agent with standard configuration.

Table 6—Battery status enumeration object attributes

Standard configurations
(Dev-Configuration-1d = 0x0A8C)
(Dev-Configuration-Id = 0x0A8D)
(Dev-Configuration-Id = 0x0A8E)
Extended configuration (Dev-Configuration-Id = 0x0A8F)
(Dev-Configuration-Id = 0x0A90)
(Dev-Configuration-Id = 0x0A91)
(Dev-Configuration-1d = 0x0A92)
(Dev-Configuration-1d = 0x0A93)
Value Qual. Value Qual.
2 for 0x0A8C
2| 4 for 0X0OA8D
2416 for 0XOA8E
See IEEE Std 11073-20601. 214168 for 0xOASF
(See NOTE 1.) 2468110 for 0x0A90
21416|8]10| 12| for 0x0A91
201416|8]10]12]14
for 0x0A92

- {MDC_PART PHD DM | {MDC_PART PHD DM |
ype MDC_BATTERY STATUS} MDC _BATTERY STATUS}

Attribute name

Handle

M

Table continues
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Table 6—Battery status enumeration object attributes (continued)

Copyright © 2017 IEEE. All rights reserved.

Full document details: BS EN ISO 11073-10427:2018

Standard configurations
(Dev-Configuration-1d = 0x0A8C)
(Dev-Configuration-Id = 0x0A8D)
(Dev-Configuration-Id = 0x0A8E)
Extended configuration (Dev-Configuration-Id = 0x0A8F)
Attribute name
(Dev-Configuration-Id = 0x0A90)
(Dev-Configuration-Id = 0x0A91)
(Dev-Configuration-Id = 0x0A92)
(Dev-Configuration-Id = 0x0A93)
Value Qual. Value Qual.
Supplemental- MDC BATTERY 1]....| M MDC BATTERY 1]....| M
Type MDC BATTERY n Static MDC BATTERY n Static
Metric-Spec- mss-avail-intermittent | mss-upd-ape-
p See IEEE Std 11073-20601. M riodic | mss-msmt-aperiodic M
Small R
| mss-acc-agent-initiated
Metric-
See IEEE Std 11073-20601. (¢} See IEEE Std 11073-20601. o
Structure-Small
g{:fjsuremem' See IEEE Std 11073-20601. C See IEEE Std 11073-20601. C
Metric-1d — NR — NR
Metric-Id-List — NR — NR
Metric-1d-
Partition o NR o NR
Unit-Code — NR — NR
Attribute. MDC_ATTR_ENUM_OBS VAL
Value-Ma. See IEEE Std 11073-20601. (¢} BASIC BIT STR, then MDC M
ue-Viap ATTR_TIME_STAMP_BO.
Source-Handle- . NR o NR
Reference
Source-Handle-
Reference-List o NR o NR
Label-String See footnote a. (0] See footnote a. (0]
Unit-LabelString | See IEEE Std 11073-20601. (¢} See IEEE Std 11073-20601. (¢}
Absolute-
Time-Stamp o NR o NR
Base-Offset-
Time-Stamp o M o M
Relative-
Time-Stamp o NR o NR
HiRes-
Time-Stamp o NR o NR
Measure-
Active-Period o NR o NR
Enum-Observed-
Value-Simple- — NR — NR
OID
Enum-Observed-
Value-Simple- — NR — NR
Bit-Str
Table continues
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