BS EN I1SO 11073-10441:2017

I 4 =

BSI Standards Publication

Health informatics — Personal
health device communication
Part 10441: Device specialization —

Cardiovascular fitness and activity monitor
(ISO/IEEE 11073-10441:2015)

o
Sl. Documents
Document Sharing Hub

Full document details: BS EN ISO 11073-10441:2017


http://dx.doi.org/10.3403/30313810
http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017
http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017

BS EN ISO 11073-10441:2017 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN ISO 11073-10441:2017. It is identical to [SO/IEEE 11073-10441:2015.
It supersedes BS ISO/IEEE 11073-10441:2015 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee IST/35, Health informatics.

A list of organizations represented on this committee can be obtained
on request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2017.
Published by BSI Standards Limited 2017

ISBN 978 0 580 931659
ICS 11.040.55; 35.240.80

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 March 2015.

Amendments/corrigenda issued since publication

Date Text affected

31 March 2017  This corrigendum renumbers BS ISO/IEEE 11073-10441:2015
as BS EN ISO 11073-10441:2017
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EUROPEAN STANDARD ENISO 11073-10441

NORME EUROPEENNE
EUROPAISCHE NORM February 2017

ICS 11.040.55; 35.240.80

English Version

Health informatics - Personal health device
communication - Part 10441: Device specialization -
Cardiovascular fitness and activity monitor (ISO/IEEE
11073-10441:2015)

Informatique de santé - Communication entre Medizinische Informatik - Kommunikation von Geraten

dispositifs de santé personnels - Partie 10441: fiir die personliche Gesundheit - Teil 10441:
Spécialisation des dispositifs - Moniteur d'activité et de Geratespezifikation - Monitor fiir die Herz-Kreislauf-
forme cardiovasculaire (ISO/IEEE 11073-10441:2015) Fitness und -Aktivitit (ISO/IEEE 11073-10441:2015)

This European Standard was approved by CEN on 16 January 2017.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2017 CEN  All rights of exploitation in any form and by any means reserved Ref. No. ENISO 11073-10441:2017 E
worldwide for CEN national Members.
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European foreword

The text of [SO/IEEE 11073-10441:2015 has been prepared by Technical Committee ISO/TC 215
“Health informatics” of the International Organization for Standardization (ISO) and has been taken
over as EN ISO 11073-10441:2017 by Technical Committee CEN/TC 251 “Health informatics” the
secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by August 2017, and conflicting national standards shall
be withdrawn at the latest by August 2017.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent
rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands,
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
the United Kingdom.

Endorsement notice

The text of [SO/IEEE 11073-10441:2015 has been approved by CEN as EN ISO 11073-10441:2017
without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards
through a consensus development process, approved by the American National Standards Institute, which
brings together volunteers representing varied viewpoints and interests to achieve the final product. Volunteers
are not necessarily members of the Institute and serve without compensation. While the IEEE administers the
process and establishes rules to promote fairness in the consensus development process, the IEEE does not
independently evaluate, test, or verify the accuracy of any of the information contained in its standards.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is called to the possibility that implementation of this standard may require the use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. ISO/IEEE is not responsible for identifying essential
patents or patent claims for which a license may be required, for conducting inquiries into the legal validity or
scope of patents or patent claims or determining whether any licensing terms or conditions provided in
connection with submission of a Letter of Assurance or a Patent Statement and Licensing Declaration Form, if
any, or in any licensing agreements are reasonable or non-discriminatory. Users of this standard are expressly
advised that determination of the validity of any patent rights, and the risk of infringement of such rights, is
entirely their own responsibility. Further information may be obtained from ISO or the |IEEE Standards
Association.

ISO/IEEE 11073-10441 was prepared by the 11073 Committee of the Engineering in Medicine and Biology
Society of the IEEE (as IEEE 11073-10441-2013). It was adopted by Technical Committee ISO/TC 215,
Health informatics, in parallel with its approval by the ISO member bodies, under the “fast-track procedure”
defined in the Partner Standards Development Organization cooperation agreement between 1ISO and IEEE.
IEEE is responsible for the maintenance of this document with participation and input from ISO member
bodies.

ISO/IEEE 11073 consists of the following parts, under the general tittle Health informatics — Personal health
device communication (text in parentheses gives a variant of subtitle):

— Part 00103: Overview
— Part 10101: (Point-of-care medical device communication) Nomenclature
— Part 10102: (Point-of-care medical device communication) Nomenclature — Annotated ECG

— Part 10103: (Point-of-care medical device communication) — Nomenclature — Implantable device,
cardiac

— Part 10201: (Point-of-care medical device communication) Domain information model

— Part 10404: Device specialization — Pulse oximeter
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— Part 10406: Device specialization — Basic electrocardiograph (ECG) (1- to 3-lead ECG)
— Part 10407: Device specialization — Blood pressure monitor

— Part 10408: Device specialization — Thermometer

— Part 10415: Device specialization — Weighing scale

— Part 10417: Device specialization — Glucose meter

— Part 10418: Device specialization — International Normalized Ratio (INR) monitor

— Part 10420: Device specialization — Body composition analyzer

— Part 10421: Device specialization — Peak expiratory flow monitor (peak flow)

— Part 10441: Device specialization — Cardiovascular fitness and activity monitor

— Part 10442: (Point-of-care medical device communication) Device specialization — Strength fitness
equipment

— Part 10471: Device specialization — Independent living activity hub

— Part 10472: Device specialization — Medication monitor

— Part 20101: (Point-of-care medical device communication) Application profiles — Base standard

— Part 20601: Application profile — Optimized exchange protocol

— Part 30200: (Point-of-care medical device communication) Transport profile — Cable connected

— Part 30300: (Point-of-care medical device communication) Transport profile — Infrared wireless

— Part 30400: (Point-of-care medical device communication) Interface profile — Cabled Ethernet

— Part 90101: (Point-of-care medical device communication) Analytical instruments — Point-of-care test
— Part 91064: (Standard communication protocol) Computer-assisted electrocardiography

— Part 92001: (Medical waveform format) — Encoding rules
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IEEE STANDARDS ASSOCIATION <IEEE

Health Informatics—Personal health device communication

Part 10441: Device specialization—
Cardiovascular fitness and activity
monitor

IEEE Engineering in Medicine and Biology Society

Sponsored by the
IEEE 11073™ Standards Committee

IEEE
3 Park Avenue IEEE Std 11073-1 0441’"‘72_01 3
New York, NY 10016-5997 (Revision of
USA IEEE Std 11073-10441-2008)

29 March 2013
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Abstract: Within the context of the ISO/IEEE 11073 family of standards for device
communication, a normative definition of communication between personal telehealth
cardiovascular fithess and activity monitor devices and managers (e.g., cell phones, personal
computers, personal health appliances, and set top boxes) is established in this standard in a
manner that enables plug-and-play interoperability. Appropriate portions of existing standards are
leveraged including ISO/IEEE 11073 terminology, information models, application profile
standards, and transport standards. The use of specific term codes, formats, and behaviors in
telehealth environments restricting optionality in base frameworks in favor of interoperability is
specified. A common core of communication functionality for personal telehealth cardiovascular
fithess and activity monitor devices is defined in this standard.

Keywords: activity monitor, cardiovascular fitness, IEEE 11073-10441™, medical device
communication, personal health devices

The Institute of Electrical and Electronics Engineers, Inc.
3 Park Avenue, New York, NY 10016-5997, USA

Copyright © 2013 by The Institute of Electrical and Electronics Engineers, Inc.
All rights reserved. Published 29 March 2013. Printed in the United States of America.
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Notice and Disclaimer of Liability Concerning the Use of IEEE Documents: IEEE Standards documents are developed
within the IEEE Societies and the Standards Coordinating Committees of the IEEE Standards Association (IEEE-SA)
Standards Board. IEEE develops its standards through a consensus development process, approved by the American National
Standards Institute, which brings together volunteers representing varied viewpoints and interests to achieve the final product.
Volunteers are not necessarily members of the Institute and serve without compensation. While IEEE administers the process
and establishes rules to promote fairness in the consensus development process, IEEE does not independently evaluate, test, or
verify the accuracy of any of the information or the soundness of any judgments contained in its standards.

Use of an IEEE Standard is wholly voluntary. IEEE disclaims liability for any personal injury, property or other damage, of
any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting from the
publication, use of, or reliance upon any IEEE Standard document.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and expressly disclaims
any express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or that
the use of the material contained in its standards is free from patent infringement. IEEE Standards documents are supplied "AS
IS."

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase, market, or
provide other goods and services related to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a
standard is approved and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard. Every IEEE standard is subjected to review at least every ten years. When a document is
more than ten years old and has not undergone a revision process, it is reasonable to conclude that its contents, although still of
some value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have the
latest edition of any IEEE standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other services for, or on
behalf of, any person or entity. Nor is IEEE undertaking to perform any duty owed by any other person or entity to another.
Any person utilizing any IEEE Standards document, should rely upon his or her own independent judgment in the exercise of
reasonable care in any given circumstances or, as appropriate, seek the advice of a competent professional in determining the
appropriateness of a given IEEE standard.

Translations: The IEEE consensus development process involves the review of documents in English only. In the event that
an IEEE standard is translated, only the English version published by IEEE should be considered the approved IEEE standard.

Official Statements: A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered the official position of IEEE or any of its committees and shall not be considered to
be, nor be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or educational courses, an individual
presenting information on IEEE standards shall make it clear that his or her views should be considered the personal views of
that individual rather than the formal position of IEEE.

Comments on Standards: Comments for revision of IEEE Standards documents are welcome from any interested party,
regardless of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice pertaining
to IEEE Standards documents. Suggestions for changes in documents should be in the form of a proposed change of text,
together with appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is
important to ensure that any responses to comments and questions also receive the concurrence of a balance of interests. For
this reason, IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an instant
response to comments or questions except in those cases where the matter has previously been addressed. Any person who
would like to participate in evaluating comments or revisions to an IEEE standard is welcome to join the relevant IEEE
working group at http://standards.ieee.org/develop/wg/.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

Piscataway, NJ 08854-4141

USA

Photocopies: Authorization to photocopy portions of any individual standard for internal or personal use is granted by The
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center.
To arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood Drive,
Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for educational
classroom use can also be obtained through the Copyright Clearance Center.

Documents

Document Sharing Hub

Full document details: BS EN ISO 11073-10441:2017


http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017
http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017

BS EN ISO 11073-10441:2017
ISO/IEEE 11073-10441:2015(E)

Notice to users

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and
private uses. These include both use, by reference, in laws and regulations, and use in private self-
regulation, standardization, and the promotion of engineering practices and methods. By making this
document available for use and adoption by public authorities and private users, the IEEE does not waive
any rights in copyright to this document.

Updating of IEEE documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether
a given document is the current edition and whether it has been amended through the issuance of
amendments, corrigenda, or errata, visit the IEEE-SA Website at http://standards.ieee.org/index.html or
contact the IEEE at the address listed previously. For more information about the IEEE Standards
Association or the IEEE standards development process, visit IEEE-SA Website at
http://standards.ieee.org/index.html.

Errata

Errata, if any, for this and all other standards can be accessed at the following URL:
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.
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Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 11073-10441-2013, IEEE Standard for Health informatics—Personal health
device communication—Device specialization—Cardiovascular fitness and activity monitor.

ISO/IEEE 11073 standards enable communication between medical devices and external computer systems.
This document uses the optimized framework created in IEEE Std 11073-20601a™-2010" and describes a
specific, interoperable communication approach for cardiovascular fitness and activity monitors. These
standards align with, and draw on, the existing clinically focused standards to provide easy management of
data from either a clinical or a personal health device.

* Information on references can be found in Clause 2.
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Health informatics —Personal health device communication

Part 10441: Device specialization—
Cardiovascular fitness and activity
monitor

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, health, or
environmental protection, or ensure against interference with or from other devices or networks.
Implementers of IEEE Standards documents are responsible for determining and complying with all
appropriate safety, security, environmental, health, and interference protection practices and all
applicable laws and regulations.

This IEEE document is made available for use subject to important notices and legal disclaimers.
These notices and disclaimers appear in all publications containing this document and may
be found under the heading “Important Notice” or “Important Notices and Disclaimers
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at
http://standards.ieee.org/IPR/disclaimers.html.

1. Overview

1.1 Scope

Within the context of the ISO/IEEE 11073 family of standards for device communication, this standard
establishes a normative definition of the communication between personal cardiovascular fitness and
activity monitoring devices and managers (e.g., cell phones, personal computers, personal health
appliances, and set top boxes) in a manner that enables plug-and-play interoperability. It leverages
appropriate portions of existing standards including ISO/IEEE 11073 terminology and information models.
It specifies the use of specific term codes, formats, and behaviors in telehealth environments restricting
optionality in base frameworks in favor of interoperability. This standard defines a common core of
communication functionality for personal telehealth cardiovascular fitness and activity monitor devices. In
this context, cardiovascular fitness and activity monitor devices are being used broadly to cover
cardiovascular fitness and activity monitor devices that measure physical actions and the body’s various
physiological responses to that activity.
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1.2 Purpose

This standard addresses a need for an openly defined, independent standard for controlling information
exchange to and from personal health devices and managers (e.g., cell phones, personal computers,
personal health appliances, and set top boxes). Interoperability is the key to growing the potential market
for these devices and to enabling people to be better informed participants in the management of their
health.

1.3 Context

See IEEE Std 11073-206012-2010" for an overview of the environment within which this standard is
written.

This document defines the device specialization for the cardiovascular fitness and activity monitor being a
specific agent type, and it provides a description of the device concepts, its capabilities, and its
implementation according to this standard.

This standard is based on IEEE Std 11073-20601a-2010 and ISO/IEEE 11073-20601:2010(E), which in
turn draw information from both ISO/IEEE 11073-10201:2004 [B7] and
ISO/IEEE 11073-20101:2004 [B8].> The medical device encoding rules (MDERs) used within this standard
are fully described in ISO/IEEE 11073-20601:2010(E).

This standard reproduces relevant portions of the nomenclature found in ISO/IEEE 11073-10101:2004 [B6]
and adds new nomenclature codes for the purposes of this standard. Between this standard,
ISO/IEEE 11073-20601:2010(E), and IEEE Std 11073-20601a-2010, all required nomenclature codes for
implementation are documented.

NOTE 1—IEEE Std 11073-20601a-2010 is an amendment to ISO/IEEE 11073-20601:2010(E). It contains new
material and corrections and does not copy the content of ISO/IEEE 11073-20601:2010(E). Throughout this standard, a
reference to IEEE Std 11073-20601a-2010 refers to the document that is obtained after applying this new material and
corrections to ISO/IEEE 11073-20601:2010(E).

NOTE 2— In this standard, ISO/IEEE P11073-104zz is used to refer to the collection of device specialization standards
that utilize IEEE Std 11073-20601a-2010, where zz can be any number from 01 to 99, inclusive.

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used, so that each referenced document is cited in text and its relationship to this
document is explained). For dated references, only the edition cited applies. For undated references, the
latest edition of the referenced document (including any amendments or corrigenda) applies.

IEEE Std 11073-20601a™-2010, Health informatics—Personal health device communication—Application
profile—Optimized Exchange Protocol—Amendment 1.+’

ISO/IEEE 11073-20601:2010(E), Health informatics—Personal health device communication—
Application profile—Optimized Exchange Protocol.®

" Information on references can be found in Clause 2.

% The numbers in brackets correspond to those of the bibliography in Annex A.

* Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement

this standard.

* The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc.

> This publication is available from The Institute of Electrical and Electronics Engineers (http://standards.ieee.org/). D t
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See Annex A for all informative material referenced by this standard.
3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards
Dictionary Online should be consulted for terms not defined in this clause.’

agent: A node that collects and transmits personal health data to an associated manager.

class: In object-oriented modeling, a class describes the attributes, methods, and events that objects
instantiated from the class utilize.

device: A term used to refer to a physical apparatus implementing either an agent or a manager role.

handle: An unsigned 16-bit number that is locally unique and identifies one of the object instances within
an agent.

manager: A node receiving data from one or more agent systems. Some examples of managers include a
cellular phone, health appliance, set top box, or a computer system.

mass: An intrinsic property of matter that can be measured using the effect of the gravitational field on an
object.

obj-handle: See: handle.

object: In object-oriented modeling, a particular instantiation of a class. The instantiation realizes attributes,
methods, and events from the class.

personal health device: A device used in personal health applications.
personal telehealth device: See: personal health device.

proportional integral mode (PIM): This mode is defined as the integral of a variable with respect to one
of its axes over the duration of the session or subsession. It is used in actigraphy to provide an activity
measurement.

root mean square (RMS): The square root of the average of the squares of a variable over the duration of
the session or subsession.

time above threshold (TAT): This is defined as the total time that an input variable exceeds a given
threshold value over the duration of the session or subsession. It is used in actigraphy to provide an activity
measurement.

weight: The force that results from the exertion of gravity on an object. The weight is directly propotional
to the mass of the object. However, in the healthcare domain, the term “body weight” is typically used to
denote the body mass of a person. This notation applies also to this standard.

® ISO/IEC publications are available from the ISO Central Secretariat (http://www.iso.org/). ISO publications are also available in the
United States from the American National Standards Institute (http://www.ansi.org/).
" The IEEE Standards Dictionary Online subscription is available at http://www.ieee.org/portal/innovate/products/standard/

standards_dictionary.html.
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3.2 Acronyms and abbreviations

2D two-dimensional

3D three-dimensional

APDU application protocol data unit
ASN.1 Abstract Syntax Notation One
DIM domain information model

ICS implementation conformance statement
MDC medical device communication
MDS medical device system

MOC managed object class

PHD personal health device

PIM proportional integral mode
RPM revolutions per minute

RMS root mean square

RT-SA real-time sample array

TAT time above threshold

VMO virtual medical object

VMS virtual medical system

4. Introduction to ISO/IEEE 11073 personal health devices

4.1 General

This standard and the remainder of the series of ISO/IEEE 11073 personal health device (PHD) standards
fit in the larger context of the ISO/IEEE 11073 series of standards. The full suite of standards enables
agents to interconnect and interoperate with managers and with computerized healthcare information
systems. See IEEE Std 11073-20601a-2010 for a description of the guiding principles for this series of
ISO/IEEE 11073 Personal Health Device standards.

IEEE Std 11073-20601a-2010 supports the modeling and implementation of an extensive set of personal
health devices (PHDs). This standard defines aspects of the cardiovascular fitness and activity monitor
device. It describes all aspects necessary to implement the application layer services and data exchange
protocol between an ISO/IEEE 11073 PHD cardiovascular fitness and activity monitor agent and a
manager. This standard defines a subset of the objects and functionality contained in
IEEE Std 11073-20601a-2010 and extends and adds definitions where appropriate. All new definitions are
given in Annex B in Abstract Syntax Notation One (ASN.1) (ITU-T Rec. X.680-2002 [B9]). Nomenclature
codes referenced in this standard, which are not defined in IEEE Std 11073-20601a-2010, are normatively
defined in Annex C.

4.2 Introduction to ISO/IEEE 11073-20601 modeling constructs

4.2.1 General

The ISO/IEEE 11073 series of standards, and in particular IEEE Std 11073-20601a-2010, is based on an
object-oriented systems management paradigm. The overall system model is divided into three principal

components: the domain information model (DIM), the service model, and the communication model. See
IEEE Std 11073-20601a-2010 for a detailed description of the modeling constructs.

4.2.2 Domain information model

The DIM is a hierarchical model that describes an agent as a set of objects. These objects and their
attributes represent the elements that control behavior and report on the status of the agent and data that an
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agent can communicate to a manager. Communication between the agent and the manager is defined by the
application protocol in IEEE Std 11073-20601a-2010.

4.2.3 Service model

The service model defines the conceptual mechanisms for the data exchange services. Such services are
mapped to messages that are exchanged between the agent and the manager. Protocol messages within the
ISO/IEEE 11073 series of standards are defined in ASN.1. The messages defined in
IEEE Std 11073-20601a-2010 can coexist with messages defined in other standard application profiles
defined in the ISO/IEEE 11073 series of standards.

4.2.4 Communication model

In general, the communication model supports the topology of one or more agents communicating over
logical point-to-point connections to a single manager. For each logical point-to-point connection, the
dynamic system behavior is defined by a connection state machine as specified in
IEEE Std 11073-20601a-2010.

4.2.5 Implementing the models

An agent implementing this standard shall implement all mandatory elements of the information, service,
and communication models as well as all conditional elements where the condition is met. The agent
should implement the recommended elements, and it may implement any combination of the optional
elements. A manager implementing this standard shall utilize at least one of the mandatory, conditional,
recommended, or optional elements. In this context, “utilize” means to use the element as part of the
primary function of the manager device. For example, a manager whose primary function is to display data
would need to display a piece of data in the element in order to utilize it.

4.3 Compliance with other standards

Devices that comply with this standard may also be required to comply with other domain and device
specific standards that supersede the requirements of this standard with respect to issues including safety,
reliability, and risk management. A user of this standard is expected to be familiar with all other such
standards that apply and to comply with any higher specifications thus imposed. Typically, medical devices
will comply with the IEC 60601-1:2005 [B1] base standards with respect to electrical and mechanical
safety and any device specific standard as might be defined in the IEC 60601-2 series of standards [B2].
Software aspects may apply through standards such as IEC 62304:2006/EN 62304:2006 [B3]. Devices that
comply with this standard implement higher layers of network software and utilize lower layers as
appropriate to the application. The requirements on performance of such applications and conformance are
defined elsewhere and are outside the scope of this standard. Moreover, the use of any medical equipment
is subject to risk assessment and risk management appropriate to the application. Some relevant examples
are ISO 14971:2007 [BS5] and IEC 80001-1:2010 [B4]. The requirements of such risk assessment and risk
management and conformance are outside the scope of this standard.

5. Cardiovascular fithess and activity monitor device concepts and
modalities

Cardiovascular fitness and activity monitor agents measure the physical activity of an individual and record
the physiological response to that activity. Agents include treadmills, exercise bikes, heart rate monitors,
bike computers, pedometers, and overall activity/lifestyle monitors. Although there is great variety in the
forms of these agents, there is significant commonality and overlap in the measurements they make.
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5.1 General concepts

Agents in this category typically measure activity over a period of time called a session (see 6.9.4 for
details).

One mode of operations is to provide session summaries once a session is closed. The data associated with
a session may vary greatly from agent to agent. Minimally, the session will include information about the
date and time of the session, as well as the session duration and the activity that was measured during the
session. In addition, there may be a variety of metrics calculated for the entire session, like total distance or
mean speed. In some agents, the concept of subsessions is important. These subsessions provide a
mechanism to break up a session into smaller components that represent specific periods within the session.
The primary example of this is the lap concept, where an agent may allow users to mark when they have
completed a lap to be more granular in their data organization. Like a session, subsessions may have a
variety of metrics that apply across the entire subsession, reporting either the mean, maximum, or minimum
values over the session/subsession (i.e., subsession distance and mean speed).

Another mode of operations is to perform continuous monitoring while sessions and subsessions are in
progress; this is to collect metrics either periodically or episodically or both along with their timestamps at
a given sampling period. This allows applications to display progress during sessions and subsessions.

Raw data that are generated at much higher frequencies (maybe hundreds of time per second) can also be
collected though continuous monitoring sessions and transmitted to the manager without information loss.
This type of data requires the use of special ISO/IEEE 20601 metrics known as real-time sample array (RT-
SA) objects and is restricted to periodic.

Session: MDC_HC_ACT MULTIPLE

F Y
¥

Subsession: Subsession:
MOC_HC ACT WWALK S MOC_HC_ACT _RUN i
Summary subsession Continuous monitaring subsession

Murneric objects reported at end of MLmenc ehieess sqmpling

subsession i T e e T e o e B O

(might represent instantane ous
value, min, max, mean) RT-3A objects sampling

[ P T T TP TP A TP ST S AT
|~..- L Rl T R Tl R

-

L

Session-subsession-start-indicator

Figure 1—Sessions, subsessions, and their sampling rates

Figure 1 provides an illustration of the sessions, subsessions, and their different methods of reporting data.
In this example, a multiple session is made of a walking subsession followed by a running subsession. The
first subsession is a summary subsession providing a single point of measurement at the end of the
subsession. This data point might represent the instantaneous value, the minimum, the maximum, or the
average value of objects. The second subsession is started with the session-subsession-start-indicator
marking a continuously monitoring subsession where data are reported periodically. As such, one set of
measurements (such as the heart rate) is sampled at a given frequency using ISO/IEEE 20601 numeric

Documents

6 Document Sharing Hub
Copyright © 2013 IEEE. All rights reserved.

Full document details: BS EN ISO 11073-10441:2017


http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017
http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017

BS EN ISO 11073-10441:2017
ISO/IEEE 11073-10441:2015(E)

IEEE Std 11073-10441-2013
Health Informatics—Personal health device communication
Part 10441: Device specialization—Cardiovascular fitness and activity monitor

metric objects, while a second set of measurements (such as accelerometer data) RT-SA objects might be
sampled at another much higher frequency using ISO/IEEE 20601 RT-SA objects.

Session summaries are used in the pedometer profile (see Clause 11), whereas session continuous
monitoring are mandatory for the activity monitor profile (see Clause 12).

In 5.2 through 5.39, objects are presented in alphabetical order to allow an easy navigating of the document.

5.2 3D Acceleration (RT-SA)

Three-dimensional (3D) vector components (X, Y, Z, and Z-with-gravity-offset) of raw accelerometer
sensory data. One vector is generated at each clock sample of the accelerometer. These components might
be used to construct a two-dimensional (2D) or 3D vector in a scanner. Raw data are sometimes processed
within devices like pedometers for fine trajectory calculation, spent energy, and so on. In some cases, these
data are sent to the manager for further processing.

5.3 3D Angular acceleration (RT-SA)

3D vector components (X, Y, and Z), respectively, for pitch, roll, and yaw of raw angular accelerometer
sensor (e.g., gyroscopes). One vector is generated at each clock sample of the gyroscope. These
components might be used to construct a 2D or 3D vector in a scanner. Raw data are sometimes processed
within devices like gaming remote controls or activity monitors for fine trajectory calculation, stabilization,
and so on. In some cases, these data are sent to the manager for further processing.

5.4 Activity intensity (numeric)

This measurement reports the intensity of a certain activity. It is expected to be used as a supplement to the
program identifier to describe the nature of the activity (e.g., slow running, moderate running, or fast
running). The intensity of activity reports a percentage of intensity of this particular activity as compared
with the top performance intensity. Calculation methods are known in the state of the art, e.g., running 70%
could mean to run at 70% of the Vo2Max (maximum effort) capability, which can be approximated by the
following formula:

Vo2Max = Maximum recommended heart rate x 0.70

For calculation of the maximum recommended heart rate, see 5.25.

5.5 Activity time (enumeration)

This concept differs from a session or subsession in that this concept provides categorization and
aggregation of the time spent in certain activities within the associated session or subsession. Typically, this
concept is employed in general daily activity monitoring where daily activities are categorized by how
much time in the session or subsession was spent in various activities such as sleeping, sitting, or walking.

5.6 Age (numeric)

Age is a setting typically entered manually by the user. The age setting might be used by an agent for
derived calculations (e.g., calculation of maximum recommended heart rate; see 5.25).

Documents

7 Document Sharing Hub
Copyright © 2013 IEEE. All rights reserved.

Full document details: BS EN ISO 11073-10441:2017


http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017
http://www.avadocuments.com/doc/bs-en-iso-11073-10441-2017

BS EN ISO 11073-10441:2017
ISO/IEEE 11073-10441:2015(E)

IEEE Std 11073-10441-2013
Health Informatics—Personal health device communication
Part 10441: Device specialization—Cardiovascular fitness and activity monitor

5.7 Altitude (numeric)

Altitude represents a point of elevation, relative to sea level.

5.8 Altitude gain (numeric)

While ascent time and distance (see 5.10) capture the distance and time spent gaining altitude, the
measurement of altitude gain depicts the cumulative height gained during ascents since the start of a
session or subsession.

If in Figure 2 a person traveled a>b—>c, then both the altitude gain and the altitude loss would be bd.
These values are equal because the start and finish for the route of travel are on the same elevation.
However, if a person traveled from a—>b, then the altitude gain would be bd and the altitude loss would be
zZero.

b

C
d a

Figure 2 —Distance and elevation profile

5.9 Altitude loss (humeric)

While descent time and distance (see 5.7) capture the distance and time spent losing altitude, the
measurement of altitude loss depicts the cumulative height lost during descents since the start of a session
or subsession.

If in Figure 2 a person traveled a=>b—>c, then both the altitude gain and the altitude loss would be bd.
These values are equal because the start and finish for the route of travel are on the same elevation.
However, if a person traveled from a—>b, the altitude gain would be bd and the altitude loss would be zero.

5.10 Ascent time and distance

The ascent time records the period spent gaining elevation since the start of a session or subsession and
may be used to determine a measure of work expended. The ascent distance records the respective
distances covered during those periods.

If in Figure 2 a person traveled a>b—>c, then the ascent distance would be ab and the descent distance
would be bc.
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5.11 Body height (numeric)

Body height is a setting typically entered manually by the user. The height setting might be used by an
agent for derived calculations (e.g., calculation of body mass index).

5.12 Body weight (numeric)

Body weight is a setting typically entered manually by the user, although an agent may have the capability
to measure this directly. The weight setting might be used by an agent for derived calculations (e.g.,
calculation of the energy expended during a jogging session).

5.13 Breathing rate (numeric)

The breathing rate can provide information on lung function in response to physical exertion. The breathing
rate can either be calculated as the maximum, minimum, or mean values for a session or subsession or as an
instantaneous value.

5.14 Cadence (numeric)

Cadence records the frequency of a repetitive action, such as the rate of revolution of the pedals of a
bicycle or striding frequency of a runner or walker. Cadence is either recorded as the minimum, mean, or
maximum values for a session or subsession or as an instantaneous value.

5.15 Calories ingested (numeric)

Calories ingested are an entry, either through manual means or through an agent having the capability to set
it. This is the number of calories consumed or ingested by a person since the start of a session or subsession.

5.16 Carbohydrate calories ingested (numeric)

Carbohydrate calories ingested are an entry, either through manual means or through an agent having the
capability to set it. This is the number of carbohydrate calories consumed or ingested by a person since the
start of a session or subsession.

5.17 Descent time and distance (numeric)

The descent time records the period spent losing elevation since the start of a session or subsession and
may be used to determine a measure of work expended. The descent distance records the respective
distances covered during those periods.

If in Figure 2 a person traveled a=>b—>c, then the ascent distance would be ab and the descent distance
would be bc.

5.18 Distance (numeric)

Distance defines the total distance covered since the start of a session and/or subsession. Distance may be
specified as the actual distance such as meters or feet, or in more abstract concepts such as steps taken or
flights of stairs climbed. In the latter case, the distance expressed in MDC_DIM_STEP is equivalent to a
stride count measurement.
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Using the distance and elevation profile shown in Figure 2 if a person were to travel a>b->c, the distance
traveled would be ab + bc.

5.19 Energy expended (numeric)

This is the amount of energy expended since the start of a session or subsession.

5.20 Estimated weight loss (numeric)
The estimated weight loss approximates the weight loss since the start of a session and/or subsession.
Weight loss is a common goal for cardiovascular exercise. It is typically calculated by step counters and

activity monitors as a derivation from energy expended. The state of the art reports several methods of
calculation based on energy expended and weight.

5.21 Heart rate (numeric)
Heart rates can be observed either as the maximum, minimum, or mean values for a session or subsession,

or as an instantaneous value. The rate is a key indicator of physical exertion. In particular, the maximum
observed heart rate is an important observation that might be used to calculate the VO2 of a user.

5.22 Incline (numeric)
This measurement represents the steepness of the incline being traveled either as a minimum, mean, or
maximum value over a session or subsession or as an instantaneous value. A positive value means an

incline and a negative one a decline. As such, the minimum incline gives the value of the steepest decline
during the session or subsession.

5.23 Latitude (numeric)

This is the latitudinal (north/south) location of the person at a point in time.

5.24 Longitude (numeric)

This is the longitudinal (east/west) location of the person at a point in time.

5.25 Maximum recommended heart rate (humeric)

The maximum recommended heart rate is typically manually entered by the user (or the physician) or can
be calculated. Its simplest estimation is given by the formula:

Maximum recommended heart rate = 220 — Age

The maximum recommended heart rate can be useful in providing context for the other values like the
maximum, minimum, and mean observed heart rates achieved during an exercise session.

5.26 Proportional integral mode (PIM) (numeric)

PIM is defined for a session or subsession as the integral of the 3D variable with respect to one of its axes
over the duration of the session or subsession. It is used in actigraphy to provide an activity measurement
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for both sleep and activity periods. Figure 3 shows an example for the PIM for the z axis for 3D
acceleration.

—

—— 3D Acceleration

- .:":‘:'v
/ v T =Mz

Figure 3 —Proportional integral mode (monodimentional z)

Note that this PIM is not the one commonly defined by the IEEE in control systems as proportional integral
mode.

5.27 Power (numeric)

Power is a measure of the work rate of a user. Power is measured either as a minimum, mean, and
maximum value over a session or subsession or as an instantaneous value.

5.28 Program identifier (enumeration)

This measurement identifies the exercise program used by the person during a session or subsession.

5.29 Resistance (numeric)

This measurement represents either the minimum, mean, or maximum resistance employed over a session
or subsession or the instantaneous resistance. This measurement applies primarily to machines that apply
variable resistance to a person doing an exercise.

5.30 Root mean square (RMS) (numeric)

RMS is defined for a session or subsession as the root mean squared of the 3D variable with respect to one
of its axes over the duration of the session or subsession.

5.31 Session (enumeration)

A session defines the envelope that contains all the measurements associated with an episode of
activity/exercise. Each session defines its start date and time of the episode as well as the duration and the
activity that the user engaged in during the episode.

5.32 Session-subsession-start-indicator (enumeration)

The session-subsession-start-indicator is used to mark the beginning of a continuously monitored session or
subsession.
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5.33 Slopes (numeric)

This is the number of slopes skied by a person since the start of the session or a subsession.

5.34 Speed (numeric)
Speed adds additional context to the work being done and is used to capture how fast the user moved across

a distance (5.18). Speed is either reported as minimum, mean, or maximum speed for a session or
subsession or as instantaneous speed.

5.35 Stride length (numeric)
This is a measurement of the distance covered in a single stride/step when walking or running. It is either

captured as a minimum, mean, and maximum value over a session or subsession or as an instantaneous
value.

5.36 Subsession (enumeration)
The subsession defines the envelope that contains all the measurements associated with a portion of the

session. Each subsession defines its start date, start time, and duration; it also contains the activity that the
user engaged in during the subsession.

5.37 Sustained physical activity threshold (numeric)

This setting represents the amount of time a person must be engaged in physical activity to be considered
sustained physical activity, which is an important metric in determining a person’s activity level.

5.38 Time above threshold (TAT) (numeric)

TAT is defined for a session or subsession as the total time that the input variable exceeds a given threshold
value over the duration of the session or subsession. Figure 4 shows an example for the TAT for the z axis
for 3D acceleration.

. 3D Acceleration

T

l TAT thresheld

Ty

Figure 4 —Time above threshold (monodimensional z)
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5.39 TAT-threshold (numeric)

The TAT-threshold is the value applied in evaluating the corresponding the TAT value. The TAT-threshold
may change between sessions or subsession; in which case, the TAT-threshold should be provided with
every TAT value.

6. Cardiovascular fitness and activity monitor domain information model

6.1 Overview

This clause describes the domain information model of the cardiovascular fitness and activity monitor.

6.2 Class extensions

In this standard, no class extensions are defined with respect to IEEE Std 11073-20601a-2010.

6.3 Object instance diagram

The object instance diagram of the cardiovascular fitness and activity monitor domain information model,
defined for the purposes of this standard, is shown in Figure 5.

The objects of the DIM, as shown in Figure 5, are described in 6.4 through 6.13. This includes the medical
device system (MDS) object (see 6.4), the numeric objects (see 6.7), the RT-SA objects (see 6.8), the
enumeration objects (see 6.9), the PM-store objects (see 6.10), and the scanner objects (see 6.11). See 6.12
for rules for extending the information model beyond elements as described in this standard. Each
subclause that describes an object of the cardiovascular fitness and activity monitor contains the following
information:

— The nomenclature code used to identify the class of the object. One example where this code is
used is the configuration event, where the object class is reported for each object. This allows
the manager to determine whether the class of the object being specified is a numeric, real-time
sample array class, enumeration, scanner, or PM-store class.

— The attributes of the object. Each object has attributes that represent and convey information on
the physical agent and its data sources. Each object has a handle attribute that identifies the
object instance within an agent. Attribute values are accessed and modified using
communication services such as GET and SET. Attributes types are defined using ASN.1. The
ASN.1 definitions for new attribute types specific to this standard are in Annex B, and the
ASN.1 definitions for existing attribute types referenced in this standard are in
in IEEE Std 11073-20601a-2010.

— The methods available on the object.
— The potential events generated by the object. The data are sent to the manager using events.
— The available services such as getting or setting attributes.

The attributes for each class are defined in tables that specify the name of the attribute, its value, and its
qualifier. The qualifiers mean: M — Attribute is Mandatory, C — Attribute is Conditional and depends on
the condition stated in the Remark or Value column af
IEEE Std 11073-20601a-2010 is referenced, then it contains the conditions), R — Attribute is
Recommended, NR — Attribute is Not Recommended, and O — Attribute is Optional. Mandatory
attributes shall be implemented by an agent. Conditional attributes shall be implemented if the condition
applies and may be implemented otherwise. Recommended attributes should be implemented by the agent.
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Not recommended attributes should not be implemented by the agent. Optional attributes may be
implemented by the agent. For attributes with qualifiers set to R or NR, underlying requirements stated in
the Remark and Value column in IEEE Std 11073-20601a-2010 shall be followed.

The attributes can be either static, meaning that they shall remain unchanged after the configuration is
agreed upon, or dynamic, meaning that the attribute may change at some point after configuration.
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Figure 5—0Object instance diagram
6.4 Types of configuration
6.4.1 General

As specified in IEEE Std 11073-20601a-2010, two styles of configuration are available. Subclauses 6.4.2
and 6.4.3 briefly introduce standard and extended configurations.

6.4.2 Standard configuration

Standard configurations are defined in the ISO/IEEE 11073-104zz specializations (such as this standard)
and are assigned a well-known identifier (Dev-Configuration-Id). The usage of a standard configuration is
negotiated at association time between the agent and the manager. If the manager recognizes and selects to
operate using the configuration, then the agent can send measurements immediately. If the manager does
not recognize the configuration, then the agent provides the configuration prior to transmitting
measurement information. This standard does not support standard configurations.
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6.4.3 Extended configuration

In extended configurations, the agent’s configuration is not predefined in a standard. The agent determines
which objects, attributes, and values that it wants to use in a configuration and assigns a configuration
identifier. When the agent associates with a manager, it negotiates an acceptable configuration. Typically,
the manager does not recognize the agent’s configuration on the first connection, so the manager responds
that the agent must send its configuration information as a configuration event report. If, however, the
manager already understands the configuration, either because it was preloaded in some way or the agent
had previously associated with the manager, then the manager responds that the configuration is known and
no further configuration information needs to be sent.

6.5 Profiles
6.5.1 General
A profile further constrains the objects, services, and communication model of a specialization. By
profiling the device specialization, the standard provides more guidance on the specific mandatory objects
that shall be implemented, for that profile. This standard defines two profiles: step counter (see Clause 11)

and activity monitor (see Clause 12). A cardiovascular fitness and activity monitor device may implement
one of these profiles.

6.6 Medical device system object
6.6.1 MDS object attributes

Table 1 summarizes the attributes of the cardiovascular fitness and activity monitor MDS object. The
nomenclature code to identify the MDS object class is MDC_MOC_VMS_MDS_SIMP.

Table 1—MDS object attributes

Attribute name Value Qual.
Handle 0 M
System-Type Attribute not present. See IEEE Std 11073-20601a-2010. C
System-Model {“Manufacturer”,Model”}. M
System-Id See IEEE Std 11073-20601a-2010. M
Dev-Configuration-Id Extended configs: 0x4000-0x7FFF. M
Attribute-Value-Map See IEEE Std 11073-20601a-2010. C
Production-Specification See IEEE Std 11073-20601a-2010. (0]
Mds-Time-Info See IEEE Std 11073-20601a-2010. C
Date-and-Time See IEEE Std 11073-20601a-2010. C
Relative-Time See IEEE Std 11073-20601a-2010. C
HiRes-Relative-Time See IEEE Std 11073-20601a-2010. C
Base-Offset-Time-Stamp See IEEE Std 11073-20601a-2010. C
Date-and-Time-Adjustment | See IEEE Std 11073-20601a-2010. C
Power-Status onBattery or onMains. R
Battery-Level See IEEE Std 11073-20601a-2010. R
Remaining-Battery-Time See IEEE Std 11073-20601a-2010. R
Reg-Cert-Data-List See IEEE Std 11073-20601a-2010. (0]
System-Type-Spec-List {MDC_DEV_SPEC_PROFILE_HF_CARDIO, 1}. M

and Profile value:

{MDC_DEV_SUB_SPEC_PROFILE_STEP_COUNTER, 1} or

{MDC_DEV_SUB_SPEC_PROFILE_ACTIVITY, 1}
Confirm-Timeout See IEEE Std 11073-20601a-2010. O

In the response to a Get MDS object command, only implemented attributes and their corresponding values
are returned.
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See IEEE Std 11073-20601a-2010 for descriptive explanations of the individual attributes as well as for
information on attribute ID and attribute type.

If an agent implements multiple ISO/IEEE 11073-104zz specializations, System-Type-Spec-List is a list of
type/version pairs, each referencing the respective device specialization and version of that specialization.
For a cardiovascular fitness and activity monitor agent, a specialization value of
MDC_DEV_SPEC_PROFILE_HF_CARDIO shall be included in the System-Type-Spec-List attribute as
shown in Table 1. Additionally, the value(s) for the supported profile(s) shall be included in the System-
Type-Spec-List attribute.

The Dev-Configuration-Id attribute holds a locally unique 16-bit identifier that identifies the device
configuration. For a cardiovascular fitness and activity monitor agent, this identifier is chosen in the range
of extended-config-start to extended-config-end (see IEEE Std 11073-20601a-2010) as shown in Table 1.
Since it is an extended configuration, the actual configuration associated with the Dev-Configuration-Id is
globally unique only for a given System-Id (agent device).

The agent sends the Dev-Configuration-Id and System-Id during the Associating state (see 8.3) to identify
its configuration for the duration of the association. If the manager already holds the configuration
information relating to the Dev-Configuration-Id and System-Id pair, then it recognizes the Dev-
Configuration-Id for that agent device. Then, the Configuration state (see 8.4) is skipped, and the agent and
manager enter the Operating state. If the manager does not recognize the Dev-Configuration-Id for that
System-Id, then the agent and manger enter the Configuring state.

If an agent implements multiple IEEE 11073-104zz specializations, then the System-Type-Spec-List will
contain a list of type/version pairs each referencing the respective device specialization and version of that
specialization in addition to the entry required for this specialization as noted in Table 1.

6.6.2 MDS object methods

Table 2 defines the methods (actions) of the cardiovascular fitness and activity monitor agent’s MDS object.
These methods are invoked using the Action service. In Table 2, the Subservice type name column defines
the name of the method; the Mode column defines whether the method is invoked as an unconfirmed action
(i.e., roiv-cmip-action from IEEE Std 11073-20601a-2010) or a confirmed action (i.e., roiv-cmip-
confirmed-action); the Subservice type (action-type) column defines the nomenclature code to use in the
action-type field of an action request and response (see IEEE Std 11073-20601a-2010); the Parameters
(action-info-args) column defines the associated ASN.1 data structure (see IEEE Std 11073-20601a-2010
and ASN.1 definitions) to use in the action message for the action-info-args field of the request; and the
Results (action-info-args) column defines the structure to use in the action-info-args of the response.

Table 2—MDS object methods

Service Subservice Mode Subservice type Parameters Results
type name (action-type) (action-info-args) | (action-info-
args)
ACTION Set-Time Confirmed MDC_ACT_SET_TIME SetTimelnvoke —
Set-Base-Offset- | Confirmed | MDC_ACT_SET_BO_TIME | SetBOTimelnvoke —
Time
Set-Time

This method allows the manager to set a real-time clock in the agent with the absolute time. The agent
indicates whether the Set-Time command is valid using the mds-time-capab-set-clock bit in the Mds-Time-
Info attribute (see IEEE Std 11073-20601a-2010).

If the agent supports the Absolute-Time-Stamp attribute, then this method shall be implemented.
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