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Foreword

This document (EN ISO 11140-1:2014) has been prepared by Technical Committee ISO/TC 198 "Sterilization
of health care products" in collaboration with Technical Committee CEN/TC 102 “Sterilizers for medical
purposes” the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by May 2015, and conflicting national standards shall be withdrawn at the
latest by May 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 11140-1:2009. |

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.
According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 11140-1:2014 has been approved by CEN as EN I1SO 11140-1:2014 without any modification.
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Annex ZA
(informative)

Relationship between this European Standard and the Essential
Requirements of EU Directive 93/42/EC on medical devices

This European Standard has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association to provide a means of conforming to Essential Requirements of the
New Approach Directive 93/42/EC on medical devices.

Once this standard is cited in the Official Journal of the European Union under that Directive and has been
implemented as a national standard in at least one Member State, compliance with the clauses of this
standard given in Table ZA.1 confers, within the limits of the scope of this standard, a presumption of
conformity with the corresponding Essential Requirements of that Directive and associated EFTA regulations.

Table ZA.1 — Correspondence between this European Standard and Directive 93/42/EC

on medical devices

Clause(s)/sub-clause(s) of this | Essential Requirements (ERs) | Qualifying remarks/Notes
EN ISO 11140-1 of Directive 93/42/EC
7.2 .

59 release of toxic substances

6.2.2 transfer type 1

6.4.2 transfer type. 3 -6

7.2 test procedure

5.89) 7.3, 1% part Interfering substances

5.8 h) Safety precautions required
during and/or after use

6.2.2 Bleed and offset

4.1;4.2;5;6.1;6.2,7;,8 8.7 type 1 indicator

5.8 13.1 Instructions for use

5.6,5.7 13.2 Symbols

54,5.6,5.7,5.8i),5.8k) 13.3 a), b) Labelling

4 Classification of indicators

5.2 Critical variables and stated
values

5.8])) 13.3¢) Labelling

5.4,5.6,5.7,5.8i),5.8Kk) 13.3d) Labelling

4 Classification of indicators

5.2 Critical variables and stated
values

5.8]) 13.3 e),1),9), h) Labelling, expiry date.
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Clause(s)/sub-clause(s) of this
EN ISO 1114

Essential Requirements (ERs)
of Directive 93/42/EC

Qualifying remarks/Notes

5.8 ¢) 13.3 1) Storage

5.89) Interfering substances

5.8 13.3)) Instructions for use

5.8 h) 13.3 k) Safety precautions

5.4,5.6,5.7,5.8i), 5.8k) 13.31) Labelling

4 Classification of indicators

5.2 Critical variables and stated
values

5.8])) 13.3m), n) Labelling

54 13.4 Marking

5.8 13.6 a) Marking

5.8 13.6 b) Marking

5.8 h) 13.6€) Instructions after use

5.9 Toxicity declaration

5.89) 13.6 f) Interfering substances

5.8 h) 13.6 g), h), j), k), I), m), n), 0), p) | Instructions after use

5.9 Toxicity declaration

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling within

the scope of this standard.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 198, Sterilization of health care products.

This third edition cancels and replaces the second edition ([SO 11140-1:2005)), which has been technically
revised.

[SO 11140 consists of the following parts, under the general title Sterilization of health care products —
Chemical indicators:

— Part 1: General requirements
— Part 3: Class 2 indicator systems for use in the Bowie and Dick-type steam penetration test

— Part 4: Class 2 indicators as an alternative to the Bowie and Dick-type test for detection of steam
penetration

— Part 5: Class 2 indicators for Bowie and Dick-type air removal tests

[SO 11140-2 has been withdrawn and replaced by [[SO 18472.
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Introduction

This part of [SO 1114 specifies performance requirements and/or test methods for chemical indicators
intended for use with sterilization processes employing steam, dry heat, ethylene oxide, y or § radiation,
low temperature steam and formaldehyde or vaporized hydrogen peroxide.

Additional requirements for indicators intended for use with other sterilization methods (e.g. other
forms of moist heat sterilization) are not specifically provided in this part of [SO 1114(; however, the
general requirements will apply.

The requirements for specific test indicators (e.g. Bowie-Dick test indicators and indicator systems) are
covered in other parts of [SO 11140.

Standards for sterilizers and for the validation and process control of sterilization describe performance
tests for sterilizers and methods of validation and routine control, respectively.

This part of is intended for manufacturers of chemical indicators and specifies the general
requirements for chemical indicators. The categorization structure for chemical indicators is used solely
to denote the characteristics and intended use of each type of indicator when used as specified by the
manufacturer. This categorization has no hierarchical significance. The chemical indicators described
in this part of are categorized into six types. The chemical indicators within each of these
categorizations are further subdivided by the sterilization process for which they are designed to be
used. This part of defines the requirements for Type 1 and Types 3 to 6. In subsequent parts
of , the requirements for Type 2 indicators are categorized by their intended use. The use of
the indicators and indicator systems, specified in this part of [SO 11140, is described in for example the

[SO 11139, the [SO 17665 series, [SO 15882, EN 285, and EN 13064

Resistometers are used to characterize the performance of the chemical indicators described in this part
of [SO 11140, with the exception of Type 2 indicators. Requirements for resistometers are specified in
[SO 18472 Resistometers differ from sterilizers. As sterilizers cannot duplicate resistometer conditions
they should not be used to test the performance of chemical indicators. Sterilizers from different
manufacturers and of different ages have significantly different cycle profiles; for example, prolonged
preconditioning phases. Resistometers allow for precise control of the specific test cycle sequences in
order to study the effect of process parameters on indicator performance under controlled, repeatable
conditions. Guidance on the selection, use and interpretation of the results of chemical indicators is given
in ‘. Users of chemical indicators are expected to make reference to this part of .

Documents

. Document Sharing Hub
V1 © ISO 2014 - All rights reserved

Full document details: BS EN ISO 11140-1:2014


http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/BSENISO11135
http://dx.doi.org/10.3403/BSENISO17665
http://dx.doi.org/10.3403/02779182U
http://dx.doi.org/10.3403/01117940U
http://dx.doi.org/10.3403/30111542U
http://dx.doi.org/10.3403/BSENISO11140
http://dx.doi.org/10.3403/30097567U
http://dx.doi.org/10.3403/02779182U
http://dx.doi.org/10.3403/BSENISO11140
http://www.avadocuments.com/doc/bs-en-iso-11140-1-2014
http://www.avadocuments.com/doc/bs-en-iso-11140-1-2014

BS EN ISO 11140-1:2014
INTERNATIONAL STANDARD ISO 11140-1:2014(E)

Sterilization of health care products — Chemical
indicators —

Part 1:
General requirements

WARNING — The use of this can involve hazardous materials, operations
and equipment. This part of does not purport to address all of the safety problems
associated with their use. It is the responsibility of the user of this part of to determine
the applicability of national or regional regulatory requirements and to establish appropriate

occupational health and safety practices prior to use of any hazardous materials, operations
and/or equipment.

1 Scope

Thispart of specifies general requirements and test methods for indicators that show exposure
to sterilization processes by means of physical and/or chemical change of substances, and which are
used to monitor the attainment of one or more of the process parameter(s) specified for a sterilization
process. They are not dependent for their action on the presence or absence of a living organism.

NOTE1 Biological testsystemsare regarded as those test systems which are dependent for their interpretation
on the demonstration of the viability of an organism. Test systems of this type are considered in the [SO 11138
series for biological indicators (BIs).

The requirements and test methods of this part of [SO 1114( apply to all indicators specified in
subsequent parts of [SO 11140, unless the requirement is modified or added to by a subsequent part, in
which case the requirement of that particular part will apply.

Relevant test equipment is described in [SO 18472

NOTE 2 Additional requirements for specific test indicators/indicator systems (Type 2 indicators) are given in
[S0 11140-3 [SO 11140-4 and [SO 11140-5,

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

[SO 8601:2004f, Data elements and interchange formats — Information interchange — Representation of
dates and times

[SO 11135:2014, Sterilization of health-care products — Ethylene oxide — Requirements for the development,
validation and routine control of a sterilization process for medical devices

[SO 11137-1:2008, Sterilization of health care products — Radiation — Part 1: Requirements for development,
validation and routine control of a sterilization process for medical devices

[SO 11137-2:2013, Sterilization of health care products — Radiation — Part 2: Establishing the sterilization
dose

[SO 11137-3:2004, Sterilization of health care products — Radiation — Part 3: Guidance on dosimetric
aspects
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[SO 11138-1:2006, Sterilization of health care products — Biological indicators — Part 1: General
requirements

[SO 11138-2:2008, Sterilization of health care products — Biological indicators — Part 2: Biological
indicators for ethylene oxide sterilization processes

[SO 11138-3:2008, Sterilization of health care products — Biological indicators — Part 3: Biological
indicators for moist heat sterilization processes

[SO 11138-4:20046, Sterilization of health care products — Biological indicators — Part 4: Biological
indicators for dry heat sterilization processes

[SO 11138-5:2006, Sterilization of health care products — Biological indicators — Part 5: Biological
indicators for low-temperature steam and formaldehyde sterilization processes

[SO 11140-3:2007 Sterilization of health care products — Chemical indicators — Part 3: Class 2 indicator
systems for use in the Bowie and Dick-type steam penetration test

[SO 11140-4:2007 Sterilization of health care products — Chemical indicators — Part 4: Class 2 indicators
as an alternative to the Bowie and Dick-type test for detection of steam penetration

[SO 11140-5:2007 Sterilization of health care products — Chemical indicators — Part 5: Class 2 indicators
for Bowie and Dick-type air removal tests

[SO 17665-1:2006, Sterilization of health care products — Moist heat — Part 1: Requirements for the
development, validation and routine control of a sterilization process for medical devices

[SO/TS 17665-2:2009, Sterilization of health care products — Moist heat — Part 2: Guidance on the
application of SO 17665-1

[SO/TS 17665-3:2013 Sterilization of health care products — Moist heat — Part 3: Guidance on the
designation of a medical device to a product family and processing category for steam sterilization

[SO 18472:2008, Sterilization of health care products — Biological and chemical indicators — Test
equipment

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

bleed

unintentional lateral migration of the indicator agent beyond the margins within which the indicator
agent was applied

3.2

critical process variable

variable identified as being essential to the attainment of sterilization and monitored by the chemical
indicator

3.3

endpoint

point of the observed change defined by the manufacturer, occurring after the indicator has been
exposed to specified stated values

34
exposure period
time from the attainment of the specified exposure conditions to its termination
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3.5

graduated response

progressive observable change occurring on exposure to one or more critical process variables allowing
assessment of the level achieved

3.6

indicator

combination of the indicator agent and its substrate that reveals change in one or more process variables
based on a chemical or physical change resulting from exposure to a process

Note 1 to entry: An indicator intended to be used only in combination with a specific test load is also termed an
indicator (both together becoming an indicator system).

Note 2 to entry: See Annex E.

3.7
indicator agent
active substance(s) or combination of substances

Note 1 to entry: See Annex E.

3.8
indicator system
combination of an indicator and a specific test load

39
off-set
transfer of indicator agent to a material in intimate contact with the surface of the indicator

3.10
process parameter
specified value for a critical process variable

Note 1 to entry: The specification for a sterilization process includes the process parameters and their tolerances.
[SOURCE: ISO/TS 11139:2006, 2.34]

3.11
saturated steam
water vapour in a state of equilibrium between condensation and evaporation

3.12

stated value

Y%

value or values of a critical process variable at which the indicator is designed to reach its endpoint as
defined by the manufacturer

3.13
substrate
carrier or support material on to which the indicator agent is applied

Note 1 to entry: See Annex E.

3.14

visible change

change defined by the manufacturer, which can be seen in Type 1 indicators after exposure to one or
more critical process variables of the process
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4 Categorization

4.1 General

The chemical indicators or indicator systems described in this part of [SO 1114( are for use in three
main applications:

a) to allow differentiation between unprocessed and processed items;
b) in specific tests and/or procedures, e.g. the Bowie-Dick test;

c) placement inside individual load items in order to assess attainment of the process parameter(s)
and attainment of the respective parameter(s) at the point of placement.

The six indicator types described in the main body of this part of are categorized according
to their performance requirements. Table 1 describes three categories according to their intended use.
The chemical indicators within each of these categorizations are further subdivided by the sterilization
process for which they are designed to be used. These categorizations have no hierarchical significance.
Attainment of the chemical indicator’s end point should not be regarded as an indication of attainment
of an acceptable sterility assurance level, but rather one of many factors which should be taken into
consideration when judging the acceptability of a sterilization process.

Table 1 — Categories according to intended use

Intended use Type Category Description (intended use)

Indicate exposure to a process to allow differ- 1 el “Exposure” or process indicator
entiation between unprocessed and processed
items, and/or indicate gross failure of a steriliza-
tion process.

Requirements according to Type 1

Indicators for use in special applications, e.g. 2 s2 “Special” indicator (e.g. Bowie-
Bowie and Dick-type test. Dick)

Requirements in accordance with

[SO 11140-3 SO 11140-4, and

[SO 11140-5.
Indicators to be placed This indicator only 3 i3 “Internal” indicator
inside individual load reacts to one critical . . -
. . . Single variable indicator
items and to assess attain- |process variable.
ment of the critical process Requirements according to Type 3
variables at the point of This indicator reacts 4 i4 “Internal” indicator
placement.

to more than one

. . Multivariable indicator
critical process vari-

able. Requirements according to Type 4
This indicator reacts 5 i5 “Internal” indicator

to a-ll critical process Integrating indicator

variables.

Requirements according to Type 5

This indicator reacts 6 i6 “Internal” indicator
to a-ll critical process Emulating indicator
variables.

Requirements according to Type 6

4.2 Type 1: process indicators

Process indicators shall be designed for use with individual items (e.g. packs, containers) to show that
the unit has been directly exposed to the sterilization process and to distinguish between processed
and unprocessed items.
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