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Foreword

This document (EN I1SO 11148-12:2012) has been prepared by Technical Committee ISO/TC 118
"Compressors and pneumatic tools, machines and equipment" in collaboration with Technical Committee
CEN/TC 255 “Hand-held, non-electric power tools - Safety” the secretariat of which is held by SIS.

This European Standard shall be given the status of a national standard, either by publication of an identical

text or by endorsement, at the latest by June 2013, and conflicting national standards shall be withdrawn at
the latest by June 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 792-12:2000+A1:2008.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive.

For relationship with EU Directive, see informative Annex ZA, which is an integral part of this document.
According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of 1ISO 11148-12:2012 has been approved by CEN as a EN ISO 11148-12:2012 without any
modification.
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Annex ZA
(informative)

Relationship between this European Standard and the Essential
Requirements of EU Directive 2006/42/EC

This European Standard has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association to provide a means of conforming to Essential Requirements of the
New Approach Directive 2006/42/EC on machinery.

Once this standard is cited in the Official Journal of the European Union under that Directive and has been
implemented as a national standard in at least one Member State, compliance with the clauses of this
standard confers, within the limits of the scope of this standard, a presumption of conformity with the
corresponding Essential Requirements of that Directive and associated EFTA regulations.

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling
within the scope of this standard.
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Introduction

This International Standard is a type-C standard as stated in [SO 12100.

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are

defined in the Scope of this part of [SO 11148.

When requirements of this type-C standard are different from those which are stated in type-A or -B standards,
the requirements of this type-C standard take precedence over the requirements of other standards for
machines that have been designed and built according to the requirements of this type-C standard.

SO 11148 consists of a number of independent parts for individual types of hand-held non-electric power tools.

Certain parts of |[SO 11148 cover hand-held non-electric power tools driven by internal combustion engines
powered by gaseous or liquid fuel. In these parts, the safety aspects relating to internal combustion engines
are found in a normative annex.

The parts are type-C standards and refer to pertinent standards of type A and B where such standards are applicable.
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INTERNATIONAL STANDARD ISO 11148-12:2012(E)

Hand-held non-electric power tools — Safety requirements —

Part 12:
Circular, oscillating and reciprocating saws

IMPORTANT — The colours represented in the electronic file of this document can be neither viewed
on screen nor printed as true representations. For the purposes of colour matching, see ,
which provides colorimetric and photometric properties together with, as a guideline, references from
colour order systems.

1 Scope

This part of specifies safety requirements for hand-held non-electric power tools (hereinafter “circular,
oscillating and reciprocating saws”) intended for sawing. The circular, oscillating and reciprocating saws can be
powered by compressed air, hydraulic fluid or internal combustion engines and are intended to be used by one
operator and supported by the operator’s hand or hands, with or without a suspension, e.g. a balancer.

NOTE 1 At the time of publication, no circular, oscillating or reciprocating saws driven by internal combustion engines
are known [other than circular saws with bonded abrasives and/or super abrasives (diamond) cut-off wheels]. Once these
are identified, it is intended to amend this part of ]SO 1114 to include such power tools.

This part of [SO 11148 is applicable to
— circular saws;
— circular knives;

— oscillating saws having a saw blade with a radius of 50 mm or less or a diamond cutting-off blade with a
radius of 100 mm or less;

— oscillating knives (including windshield knives);
— reciprocating saws, including jig saws and power hack saws.
NOTE 2  For examples of circular, oscillating and reciprocating saws, see Annex B.

NOTE 3 For circular saws with bonded-abrasive and/or super-abrasive (diamond) cut-off wheels, see |]SO 11148-
and |SO 19432.

This part of ]SO 11148 is not applicable to special requirements and modifications of circular, oscillating and
reciprocating saws for the purpose of mounting them in fixtures.

This part of deals with all significant hazards, hazardous situations or hazardous events relevant
to circular, oscillating and reciprocating saws when they are used as intended and under conditions of misuse
which are reasonably foreseeable by the manufacturer, with the exception of the use of circular, oscillating and
reciprocating saws in potentially explosive atmospheres.

NOTE 4 N 13463-1| gives requirements for non-electrical equipment for potentially explosive atmospheres.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

S0 3857-3, Compressors, pneumatic tools and machines — Vocabulary — Part 3: Pneumatic tools and machines
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SO 5391|, Pneumatic tools and machines — Vocabulary

ISO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk reduction

SO 13732-1|, Ergonomics of the thermal environment — Methods for the assessment of human responses to
contact with surfaces —Part 1: Hot surfaces

SO 13732-3, Ergonomics of the thermal environment — Methods for the assessment of human responses to
contact with surfaces — Part 3: Cold surfaces

SO 15744, Hand-held non-electric power tools — Noise measurement code — Engineering method (grade 2)
SO 17068, Hydraulic tools — Vocabulary

SO 20643, Mechanical vibration — Hand-held and hand-guided machinery — Principles for evaluation of
vibration emission

SO 28927-8, Hand-held portable power tools — Test method for evaluation of vibration emission — Part 8:
Saws, polishing and filing machines with reciprocating action and small oscillating or rotating action

N 12098, Mechanical vibration — Declaration and verification of vibration emission values

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ]SO 3857-3, ISO 5391, ISO 12100 and
SO 17064 (for hydraulic tools) and the following apply.

3.1 General terms and definitions

3141

hand-held power tool

machine operated by one or two hands and driven by rotary or linear motors powered by compressed air,
hydraulic fluid, gaseous or liquid fuel, electricity or stored energy (e.g. by a spring) to do mechanical work and so
designed that the motor and the mechanism form an assembly that can easily be brought to its place of operation

NOTE Hand-held power tools driven by compressed air or gas are called pneumatic tools (or air tools). Hand-held
power tools driven by hydraulic liquid are called hydraulic tools.

31.2
inserted tool
tool inserted in the circular, oscillating or reciprocating saw to perform the intended work

31.3
service tool
tool for performing maintenance or service on the circular, oscillating or reciprocating saw

31.4

control device

device to start and stop the circular, oscillating or reciprocating saw or to change the direction of the rotation or
to control the functional characteristics, such as speed and power

31.5

start-and-stop device

throttle

manually operated control on the circular, oscillating or reciprocating saw by which the energy supply to the
motor can be turned on and off

Documents

Document Sharing Hub
2 © 1SO 2012 — All rights reserved

Full document details: BS EN ISO 11148-12:2012


http://dx.doi.org/10.3403/03006896U
http://dx.doi.org/10.3403/30201665
http://dx.doi.org/10.3403/30024784U
http://dx.doi.org/10.3403/30024801U
http://dx.doi.org/10.3403/02568046U
http://dx.doi.org/10.3403/30134222U
http://dx.doi.org/10.3403/03238008U
http://dx.doi.org/10.3403/30181083U
http://dx.doi.org/10.3403/01245577U
http://dx.doi.org/10.3403/00229525U
http://dx.doi.org/10.3403/03006896U
http://dx.doi.org/10.3403/BSENISO12100
http://dx.doi.org/10.3403/30134222U
http://www.avadocuments.com/doc/bs-en-iso-11148-12-2012
http://www.avadocuments.com/doc/bs-en-iso-11148-12-2012

BS EN ISO 11148-12:2012
ISO 11148-12:2012(E)

31.6

hold-to-run start-and-stop device

constant pressure throttle

start-and-stop device that automatically returns to the OFF position when force on the start-and-stop device
actuator is released

317

lock-on start-and-stop device

constant pressure throttle with instant release lock

hold-to-run start-and-stop device that can be locked in the ON position and whic is designed so that it permits
the circular, oscillating or reciprocating saw to be turned off by a single motion of the same finger or fingers
used to turn it on

31.8

lock-off start-and-stop device

lock-off throttle

start-and-stop device that automatically latches in the OFF position when the actuator is released and where
two motions are required to energize the circular, oscillating or reciprocating saw

31.9

positive on-off start-and-stop device

positive on-off throttle

start and stop device that remains in an ON position until it is manually changed

3110
maximum operating pressure
maximum pressure at which a circular, oscillating or reciprocating saw may be operated

3141
whip hose
air hose connecting the main air hose and an air tool for the purpose of providing more flexibility

3112

rated air pressure

air pressure, required at an air tool inlet port to assure rated performance of the tool, also considered the
maximum pressure at which the tool may be operated

3.1.13 Rated speed

3.1.131

rated speed

(pneumatic tool) speed of an air tool at no load and rated air pressure at the tool inlet port

NOTE The rated speed is expressed in revolutions per minute.

3.113.2
rated speed
(hydraulic tool) nominal speed of a hydraulic tool at no load and rated flow at the tool inlet port

NOTE The rated speed is expressed in revolutions per minute.

3114

maximum attainable speed

maximum speed which the tool can achieve under the most adverse condition of possible maladjustment or
malfunction of its speed control devices, when supplied with compressed air at the pressure marked on the
circular, oscillating or reciprocating saw

3115

suspension device

device attached to the tool, whose primary purpose is to reduce the strain on the operator caused by the
weight of the tool

NOTE The device can also have a secondary purpose of transmitting a reaction torque. Documents

) Document Sharing3Hub
© 1SO 2012 — All rights reserved

Full document details: BS EN ISO 11148-12:2012


http://www.avadocuments.com/doc/bs-en-iso-11148-12-2012
http://www.avadocuments.com/doc/bs-en-iso-11148-12-2012

BS EN ISO 11148-12:2012
ISO 11148-12:2012(E)

3.2 Definitions related to circular, oscillating and reciprocating saws

3.21
circular saw
rotary power tool equipped with a circular saw blade

3.2.2

panel saw

air tool for cutting ferrous or non-ferrous panelling, usually having an angle drive and blade speeds of 9,1 m/s
(1 800 sfpm) or less

3.23

trim saw

air tool for cutting trim, composition board, plywood, plastic and thin non-ferrous materials usually at speeds
of over 20,3 m/s (4 000 sfpm)

3.24
oscillating saw
power tool equipped with a circular or segment saw blade, which moves with an angular oscillating movement

3.25
reciprocating saw
power tool equipped with a straight saw blade, which moves with a reciprocating movement

EXAMPLE Jig saw or power hack saw.

3.2.6
knife
edge tool used as a cutting instrument, which has a pointed blade, a sharp edge and a handle

3.27

riving knife

metal part placed in the plane of the saw blade, which prevents the wood from tightening on to the rear part of
the saw blade, thus preventing the backward movement of the tool or the jamming of the saw blade

3.2.8
circular knife
rotary power tool equipped with a circular knife

3.29
oscillating knife
power tool equipped with a knife, which moves with an angular oscillating movement

3.210

saw blade

blade of circular, segment or straight shape intended for cutting or cutting-off operations by chip removal by
means of teeth with cutting edges

3.211
guide plate
part supporting the saw on the material being cut

See Figure 2.

3.212
shoe or backing plate
support for the reciprocating saw against the work while a cut is being made
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