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European foreword

This document (EN ISO 11200:2014) has been prepared by Technical Committee ISO/TC 43 “Acoustics” 
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This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by November 2014, and conflicting national standards 
shall be withdrawn at the latest by November 2014.

Attention is drawn to the possibility that some of the elements of this document may be the subject 
of patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such 
patent rights.

This document supersedes EN ISO 11200:2009.

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU  Directive(s), see informative Annex  ZA, which is an integral part of 
this document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom.
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The text of ISO 11200:2014 has been approved by CEN as EN ISO 11200:2014 without any modification.

Foreword to amendment A1

This document (EN ISO 11200:2014/A1:2020) has been prepared by Technical Committee ISO/TC 43 
"Acoustics" in collaboration with Technical Committee CEN/TC 211 “Acoustics” the secretariat of which 
is held by DIN.

This Amendment to the European Standard EN ISO 11200:2014 shall be given the status of a national 
standard, either by publication of an identical text or by endorsement, at the latest by August 2020, and 
conflicting national standards shall be withdrawn at the latest by August 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic 
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 
United Kingdom.

Endorsement notice
The text of ISO  11200:2014/Amd  1:2018 has been approved by CEN as EN  ISO  11200:2014/A1:2020 
without any modification.
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Annex ZA 
 (informative) 

 
Relationship between this European Standard and the Essential 

Requirements of EU Directive 2006/42/EC on machinery

This European Standard has been prepared under a mandate given to CEN by the European Commission 
and the European Free Trade Association to provide a means of conforming to Essential Requirements 
of the New Approach Directive 2006/42/EC on machinery.

Once this standard is cited in the Official Journal of the European Union under that Directive and has 
been implemented as a national standard in at least one Member State, compliance with the normative 
clauses of this standard confers, within the limits of the scope of this standard, a presumption of 
conformity with the relevant Essential Requirements of that Directive and associated EFTA regulations.

 WARNING — Other requirements and other EU Directives may be applicable to the product(s) 
falling within the scope of this standard. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO's adherence to the WTO principles in the Technical 
Barriers to Trade (TBT) see the following URL:  Foreword - Supplementary information

The committee responsible for this document is ISO/TC 43, Acoustics, Subcommittee SC 1, Noise.

This second edition cancels and replaces the first edition (ISO 11200:1995), which has been technically 
revised. It also incorporates the Technical Corrigendum ISO 11200:1995/Corr.1:1997.
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Introduction

0.1    For many users of machinery and equipment, the control of noise is a major issue which requires 
effective exchange of acoustical information among the several parties concerned. These include the 
manufacturer, installer and user of the machinery or equipment. This acoustical information is obtained 
from measurements. The main flow of information goes from the manufacturer to the user.

These measurements are useful only if the conditions under which they are carried out are specified, 
if they yield defined acoustical quantities, and if they are carried out using standardized instruments.

Two quantities which complement one another can be used to describe the sound emission of 
machinery or equipment: the sound power level and the emission sound pressure level at a specified 
position. The International Standards which describe the basic methods of determining the sound 
power level are ISO 3740,[2] ISO 3741, ISO 3743 (all parts), ISO 3744, ISO 3745, ISO 3746 and ISO 3747 
(determination from sound pressure level measurements), and ISO 9614‑1, ISO 9614‑2 and ISO 9614‑3 
(determination from sound intensity measurements). This International Standard introduces a group 
of five International Standards describing various methods for determining emission sound pressure 
levels of machinery and equipment taking into account possible situations for the source under test 
(mobile machine, fixed machine, various test rooms, various instrumentations, different kinds of work 
stations, etc.).

It is not the intention of this group of International Standards to describe procedures for measuring the 
occupational noise exposure of workers; for occupational noise exposure, see ISO 9612.[4]

0.2    Emission sound pressure levels in conjunction with sound power levels are used for declaration of 
the noise emitted under the defined conditions, verification of declared values, comparison of the noise 
emitted by machinery of various types and sizes, comparison with limits specified in a purchasing 
contract or a regulation, engineering work to reduce the noise emission of machinery, and prediction of 
noise exposure at the specified positions.

Included in this group of International Standards are three, which describe procedures for measuring 
emission sound pressure levels directly, in different test environments (ISO  11201, ISO  11202 and 
ISO  11204), a fourth (ISO  11203), which gives procedures for determining emission sound pressure 
levels from the sound power level and a fifth (ISO 11205), which gives a procedure for determining the 
emission sound pressure level from measured values of the sound intensity level.

0.3    In general, these sound pressure levels are different from those which occur if the machinery or 
equipment operates in its installed surroundings, where the environment influences the sound pressure 
level at work stations or other specified positions. The selection of standards for the determination of 
the sound power level can, for practical reasons, have consequences on the selection of standards for 
the determination of the emission sound pressure level. It is preferable to make the choice of standards 
concurrently with respect to the two noise emission quantities.

0.4    Standards in the ISO 11201, ISO 11202, ISO 11203, ISO 11204 and ISO 11205 group are often used 
in practice through their reference in standardized noise test codes (see 3.25). If a particular noise test 
code exists for a family of machinery, it is intended that it be used. For drafting a noise test code, it is 
recommended to be familiar with ISO 12001.[6]

0.5       The reasons for revising the ISO 11201, ISO 11202, ISO 11203, ISO 11204 and ISO 11205 group 
were manifold:

—	 the need arose to introduce a grade 1 method into the group in order to enhance the similarity with 
the ISO 3741, ISO 3743 (all parts), ISO 3744, ISO 3745, ISO 3746 and ISO 3747 group of International 
Standards on the determination of sound power level;

—	 feedback from experience with the use of the group showed that the ISO 11202 method gave more 
precise results than initially thought, hence the introduction into ISO 11202 of the possibility to get 
grade 2 results;
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—	 as source directivity plays a key role with regard to the emission sound pressure level, pragmatism 
led to introduce this parameter into the ISO 11202 and ISO 11204 methods;

—	 as measurement uncertainty was becoming a more and more central issue, the need arose to address 
the issue again in the light of the experience gained with the use of ISO/IEC GUIDE 98‑3.

No research was carried out in order to revise the ISO 11201, ISO 11202, ISO 11203, ISO 11204 and 
ISO 11205 group. Only existing knowledge was used.
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Acoustics – Noise emitted by machinery and equipment – 
Guidelines for the use of basic standards for the 
determination of emission sound pressure levels at a work 
station and at other specified positions

1	 Scope

This International Standard is the frame standard introducing the basic group, ISO 11201, ISO 11202, 
ISO 11203, ISO 11204 and ISO 11205, on the determination of emission sound pressure levels at work 
stations and other specified positions. It gives guidance for:

—	 facilitating the writing of noise test codes;

—	 providing physical explanations of this noise emission quantity compared to other noise 
quantities (see 4.1 to 4.3);

—	 comparing the different measurement methods offered by the group (see Table 1);

—	 facilitating the choice of the most appropriate method(s) in typical practical situations (Clause 6).

This International Standard is largely based on flow charts and tables. Case studies are described.

The guidance given applies to airborne sound only. It is for use in noise testing, in general, and in the 
preparation of noise test codes, in particular.

A standardized noise test code is intended to select standards from the ISO  11201, ISO  11202, 
ISO 11203, ISO 11204 and ISO 11205 group, which are the most appropriate to the machinery family it 
covers, and which give detailed requirements on mounting and operating conditions for the particular 
family, as well as the location of the work station(s) and other specified positions as prescribed in these 
International Standards.

The data so obtained can be used for the declaration and verification of emission sound pressure levels, 
e.g. as specified in ISO 4871.[3]

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 3741, Acoustics — Determination of sound power levels and sound energy levels of noise sources using 
sound pressure — Precision methods for reverberation test rooms

ISO  3743‑1, Acoustics  — Determination of sound power levels and sound energy levels of noise sources 
using sound pressure — Engineering methods for small movable sources in reverberant fields — Part 1: 
Comparison method for a hard-walled test room

ISO  3743‑2, Acoustics  — Determination of sound power levels of noise sources using sound pressure  — 
Engineering methods for small, movable sources in reverberant fields  — Part  2: Methods for special 
reverberation test rooms

ISO 3744, Acoustics — Determination of sound power levels and sound energy levels of noise sources using 
sound pressure — Engineering methods for an essentially free field over a reflecting plane

INTERNATIONAL STANDARD� ISO 11200:2014+A1:2018
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ISO 3745, Acoustics — Determination of sound power levels and sound energy levels of noise sources using 
sound pressure — Precision methods for anechoic rooms and hemi-anechoic rooms

ISO 3746, Acoustics — Determination of sound power levels and sound energy levels of noise sources using 
sound pressure — Survey method using an enveloping measurement surface over a reflecting plane

ISO 3747, Acoustics — Determination of sound power levels and sound energy levels of noise sources using 
sound pressure — Engineering/survey methods for use in situ in a reverberant environment

ISO  9614‑1, Acoustics  — Determination of sound power levels of noise sources using sound intensity  — 
Part 1: Measurement at discrete points

ISO  9614‑2, Acoustics  — Determination of sound power levels of noise sources using sound intensity  — 
Part 2: Measurement by scanning

ISO  9614‑3, Acoustics  — Determination of sound power levels of noise sources using sound intensity  — 
Part 3: Precision method for measurement by scanning

ISO  11201:2010, Acoustics — Noise emitted by machinery and equipment — Determination of emission 
sound pressure levels at a work station and at other specified positions in an essentially free field over a 
reflecting plane with negligible environmental corrections

ISO  11202:2010, Acoustics  — Noise emitted by machinery and equipment  — Determination of 
emission sound pressure levels at a work station and at other specified positions applying approximate 
environmental corrections

ISO 11203:1995, Acoustics — Noise emitted by machinery and equipment — Determination of emission 
sound pressure levels at a work station and at other specified positions from the sound power level

ISO  11204:2010, Acoustics  — Noise emitted by machinery and equipment  — Determination of 
emission sound pressure levels at a work station and at other specified positions applying accurate 
environmental corrections

ISO 11205:2003, Acoustics — Noise emitted by machinery and equipment — Engineering method for the 
determination of emission sound pressure levels in situ at the work station and at other specified positions 
using sound intensity

ISO/IEC  Guide  98‑3, Uncertainty of measurement  — Part  3: Guide to the expression of uncertainty in 
measurement (GUM:1995)

IEC 60942, Electroacoustics — Sound calibrators

IEC 61043, Electroacoustics — Instruments for the measurement of sound intensity — Measurement with 
pairs of pressure sensing microphones

IEC 61260, Electroacoustics — Octave-band and fractional-octave-band filters

IEC 61672‑1, Electroacoustics — Sound level meters — Part 1: Specifications

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
emission
<acoustics> airborne sound radiated by a well-defined noise source (e.g. the machine under test)

Note 1 to entry: Noise emission descriptors can be incorporated into a product label and/or product specification. 
The basic noise emission descriptors are the sound power level of the source itself and the emission sound 
pressure levels at a work station and/or at other specified positions (if any) in the vicinity of the source.

[SOURCE: ISO 11201:2010, 3.1]
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3.2
emission sound pressure
  p  
sound pressure, at a work station or another specified position near a noise source, when the source is 
in operation under specified operating and mounting conditions on a reflecting plane surface, excluding 
the effects of background noise as well as the effects of reflections other than those from the plane or 
planes permitted for the purpose of the test

Note 1 to entry: Emission sound pressure is expressed in pascals.

[SOURCE: ISO 11201:2010, 3.2]

3.3
emission sound pressure level
  Lp  
ten times the logarithm to the base 10 of the ratio of the square of the emission sound pressure, p, to the 
square of a reference value, p0, expressed in decibels 
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where the reference value, p0, is 20 µPa

Note 1 to entry: The emission sound pressure level is determined at a work station or another specified position 
in accordance with either a noise test code for a specific family of machines or, if no noise test code exists, one 
of the standards of the group (i.e. this International Standard along with ISO  11201, ISO  11202, ISO  11203, 
ISO 11204 and ISO 11205).

[SOURCE: ISO 11201:2010, 3.3, modified — In Note 1, the reference numbers of the group of standards 
have been written in full.]

3.4
time-averaged emission sound pressure level
  Lp ,  T   
ten times the logarithm to the base 10 of the ratio of the time average of the square of the emission 
sound pressure, p, during a stated time interval of duration, T (starting at t1 and ending at t2), to the 
square of a reference value, p0, expressed in decibels 
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where the reference value, p0, is 20 µPa

Note 1 to entry: For simplicity of notation, the subscript T is omitted throughout the following text.

Note 2 to entry: If specific frequency and time weightings as specified in IEC 61672–1 and/or specific frequency 
bands are applied, this is indicated by appropriate subscripts; e.g. LpA denotes the A-weighted emission sound 
pressure level.

Note 3 to entry: The formula is equivalent to that for the environmental noise descriptor “equivalent continuous 
sound pressure level” (ISO 1996‑1[1]). However, the emission quantity defined above is used to characterize the 
noise emitted by a source under test and assumes that standardized measurement and operating conditions as 
well as a controlled acoustical environment are used for the measurements.

Note 4 to entry: ISO 11205 uses LI instead of Lp,T and replaces p2 by the magnitude of the intensity vector, 


I , and 
p02 by I0 = 10−12 W/m2.

[SOURCE: ISO 11201:2010, 3.4, modified — Notes 1 to 3 have been renumbered; Note 4 has been added.]
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3.5
peak emission sound pressure
  p peak  
greatest absolute emission sound pressure during a stated time interval

Note 1 to entry: Peak emission sound pressure is expressed in pascals.

Note 2 to entry: A peak emission sound pressure may arise from a positive or negative sound pressure.

[SOURCE: ISO 11201:2010, 3.5]

3.6
peak emission sound pressure level
  Lp ,peak  
ten times the logarithm to the base 10 of the ratio of the square of the peak emission sound pressure, 
ppeak, to the square of a reference value, p0, expressed in decibels 
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where the reference value, p0, is 20 µPa

Note 1 to entry: The peak emission sound pressure level is usually C-weighted and denoted by LpC,peak.

[SOURCE: ISO 11201:2010, 3.6]

3.7
single event emission sound pressure level
  LE  
ten times the logarithm to the base 10 of the ratio of the integral of the square of the emission sound 
pressure, p, of an isolated single sound event (burst of sound or transient sound) of specified duration, 
T (or specified measurement time interval T  =  t2  –  t1 covering the single event), to the square of a 
reference value, p0, normalized to reference time interval T0 = 1 s, expressed in decibels 
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Note  1  to  entry:  This formula is equivalent to that for the environmental noise descriptor “sound exposure 
level”. However, the emission quantity defined above is used to characterize the noise emitted by a source under 
test and assumes that standardized measurement, mounting, and operating conditions as well as a controlled 
acoustical environment are used for the measurements.

[SOURCE: ISO  11201:2010, 3.7, modified  — The source of "sound exposure level" has been deleted 
from Note 1.]

3.8
work station
operator's position
position in the vicinity of the machine under test which is intended for the operator

[SOURCE: ISO 11201:2010, 3.11]

3.9
operator
individual whose work station is in the vicinity of a machine and who is performing a work task 
associated with that machine

[SOURCE: ISO 11201:2010, 3.12]

﻿

4� © ISO 2014 – All rights reserved

BS EN ISO 11200:2014+A1:2020

Full document details: BS EN ISO 11200:2014+A1:2020

http://www.avadocuments.com/doc/bs-en-iso-11200-2014-a1-2020
http://www.avadocuments.com/doc/bs-en-iso-11200-2014-a1-2020


﻿

ISO 11200:2014+A1:2018

3.10
specified position
position defined in relation to a machine, including, but not limited to, an operator's position

Note 1 to entry: The position can be a single, fixed point, or a combination of points along a path or on a surface 
located at a specified distance from the machine, as described in the relevant noise test code, if one exists.

Note 2 to entry: Positions located in the vicinity of a work station, or in the vicinity of an unattended machine, are 
identified as “bystander positions”.

[SOURCE: ISO 11201:2010, 3.13, modified — Note 3 has been deleted.]

3.11
operational period
interval of time during which a specified process is accomplished by the source under test

EXAMPLE	 For a dishwasher, when washing or rinsing or drying.

[SOURCE: ISO 11201:2010, 3.14]

3.12
operational cycle
specific sequence of operational periods occurring while the source under test performs a complete 
work cycle, where each operational period is associated with a specific process that may occur only 
once, or may be repeated, during the operational cycle

EXAMPLE	 For a dishwasher, when washing and rinsing and drying.

[SOURCE: ISO 11201:2010, 3.15]

3.13
measurement time interval
portion or a multiple of an operational period or operational cycle of the source under test, for which 
the time-averaged emission sound pressure level is determined or over which the maximum emission 
sound pressure level is sought

[SOURCE: ISO 11201:2010, 3.16]

3.14
background noise
noise from all sources other than the source under test

Note 1 to entry: Background noise can include contributions from airborne sound, noise from structure-borne 
vibration, and electrical noise in instrumentation.

[SOURCE: ISO 11201:2010, 3.18]

3.15
background noise correction
  K 1  
correction applied to the measured sound pressure levels to account for the influence of 
background noise

Note 1 to entry: Background noise correction is expressed in decibels.

Note 2 to entry: Background noise correction is frequency dependent. In the case of A-weighting, the correction, 
K1A, is determined from A-weighted measured values.

[SOURCE: ISO 11201:2010, 3.19]
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