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National foreword

This British Standard is the UK implementation of EN ISO
11474:2014. It is identical to ISO 11474:1998.

The UK participation in its preparation was entrusted to Technical
Committee ISE/NFE/8, Corrosion of metals and alloys.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2014. Published by BSI Standards
Limited 2014

ISBN 978 0 580 81971 1
ICS 77.060

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2014.

Amendments issued since publication
Date Text affected
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EUROPEAN STANDARD EN ISO 11474
NORME EUROPEENNE
EUROPAISCHE NORM March 2014

ICS 77.060

English Version

Corrosion of metals and alloys - Corrosion tests in artificial
atmosphere - Accelerated outdoor test by intermittent spraying of
a salt solution (Scab test) (ISO 11474:1998)

Corrosion des métaux et alliages - Essais de corrosion en Korrosion von Metallen und Legierungen -
atmosphére artificielle - Essai de corrosion accéléré en Korrosionsprifung in kiinstlicher Atmosphare -
extérieur par vaporisation intermittente d'un brouillard salin Beschleunigte AufRenbewitterung (Freibewitterung) mit
(Scab test) (ISO 11474:1998) intermittierendem Spriihen einer Salzlésung (Scab-Test)

(ISO 11474:1998)

This European Standard was approved by CEN on 9 February 2014.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2014 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 11474:2014 E
worldwide for CEN national Members.
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Foreword

The text of ISO 11474:1998 has been prepared by Technical Committee ISO/TC 156 “Corrosion of metals and
alloys” of the International Organization for Standardization (ISO) and has been taken over as EN
ISO 11474:2014 by Technical Committee CEN/TC 262 “Metallic and other inorganic coatings” the secretariat
of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2014, and conflicting national standards shall be
withdrawn at the latest by September 2014.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 11474:1998 has been approved by CEN as EN ISO 11474:2014 without any modification.
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Introduction

Corrosion testing under atmospheric exposure conditions is most
commonly executed as field tests. As the corrosion rate depends on the
environment of the test site, the latter should ideally be selected to best
represent the environments in which the material is likely to be used. The
results of field tests cannot therefore be used to predict service
performance exactly but they do provide the best guidance to service
performance. Field tests, however, may require exposure periods
corresponding to the expected service life of a material.

To promote corrosion and accelerate the degradation process, test sites
with a high atmospheric corrosivity can be used. Such test sites may be
located in marine environments or in highly polluted industrial areas. To
increase the corrosion rate at other test sites, artificial measures need to
be adopted. In the method described, the corrosion process during outdoor
exposure is accelerated by intermittently spraying a solution of sodium
chloride (mass fraction 3 %) on to the test surface thus simulating and
enhancing the environmental stress prevailing at marine test sites. The
method is mainly intended for comparative testing and one or more
reference materials are therefore always necessary. The results obtained
do not permit any more far-reaching conclusions on the corrosion
resistance of the tested metal in all environments in which it may be used.
The method described can nevertheless give valuable information on the
relative performance of materials in service.

NOTE — The title of this International Standard presents (within parentheses) a
common name for this kind of test. Hitherto, “scab test” has been used mainly in a
narrower sense to denote similar test methods developed within the car industry
for the study of underfilm corrosion, particularly where painted steel surfaces have
been locally damaged by stone shots. The word “scab” is no acronym. It simply
refers to a well-known but not very pleasant disease and its symptom, i.e. a kind of
crusty spots on the skin. In this International Standard, the same name is used in a
wider sense to denote a test method which is applicable to all kinds of metallic
substrate with or without coating. Some of these substrates will show a scab-like
appearance after being tested. Others will not.
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