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National foreword

This British Standard is the UK implementation of EN ISO 11806:2008.
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which is withdrawn.

The UK participation in its preparation was entrusted to Technical
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request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.
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from legal obligations.
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This European Standard was approved by CEN on 15 October 2008.
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Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
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under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.
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Foreword

The text of ISO 11806:1997 has been prepared by Technical Committee ISO/TC TC 23 “Tractors and
machinery for agriculture and forestry” of the International Organization for Standardization (ISO) and has
been taken over as EN ISO 11806:2008 by Technical Committee CEN/TC 144 “Tractors and machinery for
agriculture and forestry” the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2009, and conflicting national standards shall be withdrawn at the
latest by December 2009.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 11806:1997.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EC Directives.

For relationship with EC Directives, see informative Annexes ZA and ZB, which are integral parts of this
document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,

Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 11806:1997 has been approved by CEN as a EN ISO 11806:2008 without any modification.
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Annex ZA
(Informative)

Relationship between this European Standard and the Essential
Requirements of EU Directive 98/37/EC

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association to provide a means of conforming to Essential Requirements of the New
Approach Directive 98/37/EC on machinery, amended by the New Approach Directive 98/79/EC.

Once this standard is cited in the Official Journal of the European Communities under that Directive and has
been implemented as a national standard in at least one Member State, compliance with the normative
clauses of this standard confers, within the limits of the scope of this standard, a presumption of conformity
with the relevant Essential Requirements except Essential Requirements 1.2.7, 1.3.2 and 1.3.3 related to
efjected machine parts, 1.5.8, 1.5.9 and 1.7.4 f), of that Directive and associated EFTA regulations.

WARNING: Other requirements and other EU Directives may be applicable to the product(s) falling within the
scope of this standard.
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Annex ZB
(informative)

Relationship between this European Standard and the Essential
Requirements of EU Directive 2006/42/EC

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association to provide a means of conforming to Essential Requirements of the New
Approach Directive 2006/42/EC on machinery.

Once this standard is cited in the Official Journal of the European Communities under that Directive and has
been implemented as a national standard in at least one Member State, compliance with the normative
clauses of this standard confers, within the limits of the scope of this standard, a presumption of conformity
with the relevant Essential Requirements except Essential Requirements 1.2.1 fourth indent and second
paragraph, third indent, 1.3.2 and 1.3.3 related to machine parts, 1.5.8, 1.5.9, 1.7.3 first paragraph, first and
second indents, 1.7.4.2 q), t) and u) fourth paragraph second indent and 2.2.1.1 first paragraph second indent
of that Directive and associated EFTA regulations.

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling within
the scope of this standard.

Documents

Document Sharing Hub

Full document details: BS EN ISO 11806:2008


http://www.avadocuments.com/doc/bs-en-iso-11806-2008
http://www.avadocuments.com/doc/bs-en-iso-11806-2008

A
NAL ISO

STANDARD 11806

First edition
1997-06-15

Matériel agricole et forestier — Débroussailleuses et coupe-herbe portatifs
&4 moteur thermique — Sécurité

= — Dogtirents
— T ISO 11803:199_7(EL|
—_— Document Sharing Hub

Full document details: BS EN ISO 11806:2008


http://www.avadocuments.com/doc/bs-en-iso-11806-2008
http://www.avadocuments.com/doc/bs-en-iso-11806-2008

BS EN ISO 11806:2008
ISO 11806:1997(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard 1SO 11806 was prepared by the European
Committee for Standardization (CEN) in collaboration with 1ISO Technical
Committee TC 23, Tractors and machinery for agriculture and forestry,
Subcommittee SC 17, Manually portable forest machinery, in accordance
with the Agreement on technical cooperation between ISO and CEN
(Vienna Agreement).

Annexes A, B, C and D form an integral part of this International Standard.
Annexes ZA and ZZ are for information only.

Annex ZZ provides a list of corresponding International and European
Standards for which equivalents are not given in the text.

© SO 1997

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced
or utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.

International Organization for Standardization

Case postale 56 ¢ CH-1211 Genéve 20 » Switzerland

Internet  central @iso.ch

X.400 c=ch; a=400net; p=iso; o=isocs; s=central
Printed in Switzerland

Documents

Document Sharing Hub
ii

Full document details: BS EN ISO 11806:2008


http://www.avadocuments.com/doc/bs-en-iso-11806-2008
http://www.avadocuments.com/doc/bs-en-iso-11806-2008

BS EN ISO 11806:2008
ISO 11806:1997(E)

Contents
FOT@WOI. .. ooeieeeeeeerieeseeemnsesnsssanssssassssanssssssssssnssssanssssansssansssnsnsssnssesnssesnsssnnsstnsssnnssssnsssennssnnnnsss iv
O INErOAUCTION «.eeeeeeieritieeeranssrnnsssasssssnssssanssssanssssasnsesnnssssnsssssnsssssssennsstsssasnssssnsssnnsssnnsssnnsssnnnesss iv
L =TT o o Y- O S 1
2 NOIMAtiVE REFOIONCES. ..cou.iteerireerieaeerersnsireeesarsnsssranssranssssassssnnsasesssnmsssnnsssnnssnnasssnssssnnssannnsss 1
B DO iNItIONS .. .eeenieeeeeemmneremssrnmssesnssssasssssansssssnssssanssssnsssssnssennssssansssnssannsssnnsssnssssnassennassanssnnnnass 2
4 Safety reqUIreMENTS........cocuseriiemiiensnrsnrsn et s s s s 5
Y I T2 1= o | DT PP 5
VB IRV T2 (i [o) 1 TEUTUUTT TR PP 5
4.3 NOISE IS SION ... ieeeeeieeeeeee et eeeeeaesttssretssserssssenaaserasssranssessssrsnnseansesnnsernnrernssesssseennssennnns 6
4.4 EXRAUSE SYSTEM ......cooiiiiiiiiiii e 7
Y B R 5 P12 e | =Y PPN 7
Q.6 BaAITIOr o..ooeeoee oot e e e e e e et aaeesaseseasesassarssaserssssernsnssssssessnsessnsessssesnnssennsennseenasennsnsennssennnnns 7
B.7 TREOTIE CONIIOL ... oottt ettt ta e eaeetaeeraesstassenssssnsaneranssnnsanessnsanssenssnnsennsennnnen 7
YO o1 (V1 0o « DT TTR TP PP 8
4.9 Engine Stopping deVICe ..........cc.ooiiiimeiiiiiiiecieee 8
Y 00 3 0 1 1= NN 8
VO R I T 1Y S Vo - ST U RN 9
4.12 Cutting attachment strength................c.ccoooi 9
4.13 Retention of cutting attachment..................ccc i 9
4.14 Guards for cutting attachment ... 10
4.15 Distance to cutting attachment ... 10
F R T T K - 11 | <O 10
4.17 Protection against contact with hot parts ... 11
4.18 Starting deViCe..........ccceiiiiiiiieeie e 11
4.19 Protection against contact with parts under high voltage..........................ccocs 11
5 Verification of safety requirements........cocurrrrcenncsnnsnre s 12
6 INTOTMATION fOT US..uiieeeeieeerieeasrrrseennsnnnsssssssssssestrrsssnsnsssssssssesnnnssnssssssnnnnnssssessessnnnnnnnsnnsnnsnns 13
R I € =) 1 1= £ | DUV RO R 13
I (=1 018 11 or: LK o I= L 7= NPT 13
6.3 INSIUCTION NANADOOK . ... ittt e e et e e e s e e e et e easasennesersnserannssrannns 14
6.4 MATKING .....cooonveenieeeieete et r e 15
Annex A (normative) List of hazards ... 17
Annex B (normative) Cutting attachment impact test ..., 21
Annex C (normative) Thrown objects test........... e 22
Annex ZA (informative) Clauses of this Standard addressing essential requirements

or other provisions of EU DireCtives.........oumrvmreeinsineretsn e 28

Documents

Document Sharingiiub

Full document details: BS EN ISO 11806:2008


http://www.avadocuments.com/doc/bs-en-iso-11806-2008
http://www.avadocuments.com/doc/bs-en-iso-11806-2008

BS EN ISO 11806:2008
ISO 11806:1997(E)

Foreword

The text of EN ISO 11806:1997 has been prepared by Technical Committee CEN/TC 144 "Tractors and
machinery for agriculture and forestry ", the secretariat of which is held by AFNOR, in collaboration
with Technical Committee ISO/TC 23 "Tractors and machinery for agriculture and forestry".

This Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by December 1997, and conflicting national standards shall be withdrawn at
the latest by December 1997.

This Standard has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

The annex A is normative and contains the "List of hazards".

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this Standard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.

0 Introduction

The extent to which hazards are covered is indicated in the scope of this standard. In addition, machinery shall
comply as appropriate with EN 292 for hazards which are not covered by this standard.

This Standard covers brush cutters as well as grass trimmers, because the design of both machines is basically
identical. Frequently one and the same unit can be either a brush cutter or a grass trimmer, depending on what type
of cutting attachment is used. As grass trimmers are often used in forestry, the relevant requirements have been
included in this standard.
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1 Scope
This Standard specifies safety requirements and their verification for design and construction of portable
hand-held, combustion engine driven brush cutters and grass trimmers.

This standard is not applicable to backpack powered units, to lawn edge trimmers or to brush cutters equipped

with metalic blades consistine of more than one nart

AL ALVAGAT ViGaus WULLISIS UL Ul VIV uiadas Ui paiat.

It describes methods for the elimination or reduction of risks arising from their use. In addition it specifies the
type ot f information on safe 'w"ormﬁg ‘praCuCc‘:S to be px‘O‘vmcu uy the manufacturer. It does not however grve any
technical requirement to reduce noise and vibration hazards. Indeed the different means available to reduce these
risks are a matter for the technical information to which the manufacturer may resort, through specialised books

or specific bodies.

The list of significant hazards dealt with is given in Annex A. Annex A also indicates the hazards which have not
been dealt with.

Environmental aspects have not been considered in this standard.

This Standard applies primarily to machines which are manufactured after the date of issue of the standard.

2 Normative References

This Standard incorporates by dated or undated references, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply
to this Standard only when incorporated in it by amendment or revision. For undated references the latest
edition of the publication referred to apply.

EN 292-1 1991 Safety of machinery - Basic concepts, general principles for design - Part 1: Basic
terminology, methodology

EN 292-2 1991 Safety of machinery - Basic concepts, general principles for design - Part 2: Technical
EN 292-2:1991/A1:1995 principles and specifications

EN 563 1994 Safety of machinery - Temperatures of touchable surfaces - Ergonomics data to
establish temperature limit values for hot surfaces

EN 27917 1991 Acoustics - Measurement at the operator's position of airborne noise emitted by brush
saws
ISO 7112 1982 Machinery for forestry - Portable brush saws - Vocabulary
Documents
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ISO 7113 1991
ISO 7916 1989

ISO 7918 1995

ISO 8380 1993

ISO 8893 1989

ISO 10884 1995

3 Definitions

Forestry machinery - Portable brush saws - Saw blades
Forestry machinery - Portable brush saws - Measurement of hand-transmitted vibration

Forestry machinery - Portable brush cutters and grass trimmers - Cutting attachment
guard dimensions

Forestry machinery - Portable brush cutters and grass trimmers - Cutting attachment
guard strength

Forestry machinery - Portable brush-saws - Engine performance and fuel consumption

Manually portable brush cutters and grass trimmers with internal combustion engine -
Determination of sound power levels - Engineering method (Grade 2)

For the purposes of this Standard, the following definitions and figures 1 and 2 apply :

3.1 brush cutter

Unit fitted with a rotating blade made of metal or plastic intended to cut weed, brush, small trees and similar

vegetation.

suspension point
handle

throttle trigger
shaft tube

00 9 N L B W N -

hamess - hip pad

9 cutting attachment guard

10 blade
11 silencer

2

engine stopping device
throttle trigger lockout

harness - quick release mechanism

Figure 1 : Brush cutter
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3.2 brush saw
Brush cutter fitted with a circuiar saw biade.

3.3 grass trimmer
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1 choke

2 handle

3 engine stopping device

4 throttle trigger

S barrier

6 shaft tube

7 cutting attachment guard
8 silencer

Figure 2: Grass trimmer

3.4 lawn edge trimmer

Grass trimming machine where the cutting means operate in a plane approximately perpendicular to the ground.
3.5 backpack power unit

Power source designed to be mounted on the operator's back by means of a support frame.

3.6 barrier

Device attached to the unit, to ensure that the operator maintains a minimum distance from the cutting attachment
when the unit is being operated.
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3.7 blade

Rotating device with cutting edges, made of rigid material.

3.8 saw blade

Circular metal blade with peripheral cutting teeth.

3.9 blade retainer

Mechanism which holds the brush cutter blade to the driving member.
3.10 cutting attachment

Cutting device such as a blade with its retainer, a cutting head etc.
3.11 dry mass

Total unit mass without fuel, cutting attachment and guard.

3.12 cutting attachment guard

Device for the purpose of protecting the operator from unintentional contact with the cutting attachment and from
thrown objects.

3.13 transport guard

Device covering the cutting edges of the blade while the machine is transported or stored in an non operational
mode.

3.14 handle

Device fitted to the unit to enable the operator to hold and manoeuvre the unit.
3.15 harness

Adjustable strap(s) used to suspend the unit from the operator.

3.16 hip pad

Strap or pad of flexible material attached either to the unit or the harness to cushion the operator from impacts
from the unit and to reduce transmission of vibration.

3.17 power transmission shaft
Shaft inside the shaft tube for transmitting the power from the engine to the cutting attachment.
3.18 shaft tube

Part of the unit that provides a casing for the power transmission shaft.
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