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Foreword 

This document (EN ISO 11833-1:2012) has been prepared by Technical Committee ISO/TC 61 "Plastics" in 
collaboration with Technical Committee CEN/TC 249 “Plastics” the secretariat of which is held by NBN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by January 2013, and conflicting national standards shall be withdrawn at 
the latest by January 2013. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 11833-1:2007. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, the United Kingdom and Turkey. 

Endorsement notice 

The text of ISO 11833-1:2012 has been approved by CEN as a EN ISO 11833-1:2012 without any 
modification. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International 
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 11833‑1 was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 11, Products.

This third edition cancels and replaces the second edition (ISO 11833‑1:2007), of which Table 5 (concerning 
the basic properties of the sheets) and Clause 7 (concerning marking) have been technically revised.

ISO 11833 consists of the following parts, under the general title Plastics — Unplasticized poly(vinyl chloride) 
sheets — Types, dimensions and characteristics:

—	 Part 1: Sheets of thickness not less than 1 mm

—	 Part 2: Sheets of thickness less than 1 mm

iv� © ISO 2012 – All rights reserved
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INTERNATIONAL STANDARD� ISO 11833-1:2012(E)

Plastics — Unplasticized poly(vinyl chloride) sheets — Types, 
dimensions and characteristics —

Part 1: 
Sheets of thickness not less than 1 mm

1	 Scope

This part of ISO 11833 specifies the requirements for flat extruded sheets and pressed sheets of unplasticized 
poly(vinyl chloride) (PVC‑U) and the test methods to be used to measure the required values.

It applies only to sheets of thickness not less than 1,0 mm.

It does not cover biaxially stretched PVC‑U sheets.

2	 Normative references

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies.

ISO 75-2:2004, Plastics — Determination of temperature of deflection under load — Part 2: Plastics and ebonite

ISO 178, Plastics — Determination of flexural properties

ISO 179-1, Plastics — Determination of Charpy impact properties — Part 1: Non-instrumented impact test

ISO 291, Plastics — Standard atmospheres for conditioning and testing

ISO 306:2004, Plastics — Thermoplastic materials — Determination of Vicat softening temperature (VST)

ISO  527-2, Plastics  — Determination of tensile properties  — Part  2: Test conditions for moulding and 
extrusion plastics

ISO 899-2, Plastics — Determination of creep behaviour — Part 2: Flexural creep by three-point loading

ISO 1163-1:1995, Plastics — Unplasticized poly(vinyl chloride) (PVC‑U) moulding and extrusion materials — 
Part 1: Designation system and basis for specifications

ISO  1183-1, Plastics — Methods for determining the density of non-cellular plastics — Part  1: Immersion 
method, liquid pyknometer method and titration method

ISO 1183-2, Plastics — Methods for determining the density of non-cellular plastics — Part 2: Density gradient 
column method

ISO 2039-1, Plastics — Determination of hardness — Part 1: Ball indentation method

ISO 2818, Plastics — Preparation of test specimens by machining

ISO 13468-1, Plastics — Determination of the total luminous transmittance of transparent materials — Part 1: 
Single-beam instrument

IEC 60093, Methods of test for volume resistivity and surface resistivity of solid electrical insulating materials
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3	 Material

Sheets shall be fabricated from PVC‑U compounds as defined in ISO 1163-1:1995, Subclause 1.3. Compounds 
may contain additives such as stabilizers, lubricants, processing aids, impact modifiers, fillers, flame retardants 
and colourants. Compounds and additives of unknown identity and composition shall not be used for the 
processing of sheets.

4	 Classification

Extruded and pressed sheets are each classified into the following five groups, characterized by type of sheet 
as well as by the numerical values of the three most important properties, i.e. tensile stress at yield, Charpy 
impact strength and Vicat softening temperature (see Table 5):

Group 1: General-purpose grade;

Group 2: Transparent grade;

Group 3: High-modulus grade;

Group 4: High-impact grade;

Group 5: Heat-resistant grade.

5	 Requirements

5.1	 Masking

Protection of the sheet surface with a suitable material (for example polyethylene or paper) shall be agreed 
between the interested parties as required.

5.2	 Appearance

The surface shall be free of noticeable flaws, cracks, mottling, voids, bubbles, impurities and other defects 
which are not acceptable for the application envisaged. The sheet shall have a smooth surface, except for 
embossed sheets which shall have a uniform pattern.

5.3	 Colour

Colourants and pigments shall be distributed uniformly throughout the material. Admissible differences in 
colour within a sheet and amongst sheets shall be agreed between the interested parties as required.

5.4	 Dimensions

5.4.1	 Length and width

The nominal length and width of sheets shall be agreed between the interested parties. For any individual sheet 
selected at random from any delivery, the tolerances shall be as specified in Table 1.
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