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National foreword

This British Standard has been prepared by Technical Committee PRI/75, and is 
the English language version of EN ISO 11963:1995 Plastics — polycarbonate 
sheets — Types, dimensions and characteristics, published by the European 
Committee for Standardization (CEN).

Cross-references

Publication referred to Corresponding British Standard

ISO 62:1980

BS 2782 Methods of testing plastics
Part 4 Chemical properties
Methods 430A to 430D:1983 Determination of water 
absorption at 23 °C. Determination of water absorption 
at 23 °C with allowance for water-soluble matter. 
Determination of boiling water absorption. 
Determination of boiling water absorption with 
allowance for water-soluble matter

ISO 75-1:1993 Part 1 Thermal properties
Method 121:1994 General test method for determination 
of temperature of deflection under load of plastics

ISO 75-2:1993 Methods 121A to 121C:1994 Determination of 
temperature of deflection under load of plastics and 
ebonite

ISO 179:1993 Part 3 Mechanical properties
Method 359:1993 Determination of Charpy impact 
strength

ISO 306:1994 Part 1 Thermal properties
Methods 120A, 120B, 120D and 120E:1995 
Determination of Vicat softening temperature of 
thermoplastics

ISO 489:1983 Part 5 Optical and colour properties, weathering
Method 531A:1992 Determination of refractive index of 
transparent plastics

ISO 527-1:1993 Part 3 Mechanical properties
Method 321:1994 Determination of tensile properties 
General principles

ISO 527-2:1993 Method 322:1994 Determination of tensile properties, 
test conditions for moulding and extrusion plastics

ISO 1183:1987 Part 6 Dimensional properties
Methods 620A to 620D:1991 Determination of density 
and relative density of non-cellular plastics

ISO 2859-1:1989 BS 6001 Sampling procedures for inspection by 
attributes
Part 1:1991 Specification for sampling plans indexed by 
acceptable quality level (AQL) for lot-by-lot inspection

ISO 4607:1978 BS 2782 Methods of testing plastics
Part 5 Optical and colour properties, weathering
Method 550A:1981 Methods of exposure to natural 
weathering

ISO 4892-1:1994 Method 540D:1995 Methods of exposure to laboratory 
light sources — General guidance

ISO 4892-2:1994 Method 540E:1995 Methods of exposure to laboratory 
light sources — Xenon arc sources
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Publication referred to Corresponding British Standard

ISO 8256:1990 Part 3 Mechanical properties
Methods 354A and 354B:1991 Determination of 
tensile-impact strength

IEC 93:1980 BS 6233:1982 Methods of test for volume resistivity and 
surface resistivity of solid electrical insulating materials
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This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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