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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical Committee
TCI/35, Geotextiles, upon which the following bodies were represented:

Association of Consulting Engineers

British Geotechnical Society

British Polyolefin Textile Association

British Textile Technology Group

Chemical Industries Association

Department of the Environment (Building Research Establishment)
Department of Transport (Highways Agency)

Department of Transport (Transport Research Laboratory)
ERA Technology Ltd.

Federation of Civil Engineering Contractors

Institute of Asphalt Technology

Institute of Wastes Management

Institution of Chemical Engineers

Institution of Civil Engineers

National Rivers Authority

Society of Engineers Incorporated

This British Standard, having
been prepared under the
direction of the Sector Board for
Materials and Chemicals, was
published under the authority of
the Standards Board and comes
into effect on

15 November 1996
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Amendments issued since publication

Amd. No. Date Text affected

The following BSI references
relate to the work on this
standard:

Committee reference TCI/35
Draft for comment 92/42135 DC
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National foreword

This British Standard has been prepared by Technical Committee TCI/35 and is the
English language version of EN ISO 12236 : 1996 Geotextiles and geotextile-related
products — Static puncture test (CBR-test), published by the European Committee for
Standardization (CEN) and is identical with ISO 12236 : 1996 published by the
International Organization for Standardization (ISO).

EN ISO 12236 was prepared as a result of international dicussions in which the UK
took an active part.

This British Standard supersedes BS 6906 : Part 4 : 1989 which is withdrawn.

Cross-references

Publication referred to Corresponding British Standard

EN 963 : 1995 BS EN 963 : 1995 Geotextiles and geotextile-related products.
Sampling and preparation of test specimens

EN 30320 : 1992 BS EN 30320 : 1993 Geotextiles. Identification on site

ISO 3696 : 1987 BS EN ISO 3696 : 1995 Water for analytical laboratory use.
Specification and test methods

ISO 7500-1 : 1986 BS 1610 Materials testing machines and force verification
equipment

Part 1 : 1992 Specification for the grading of the forces
applied by materials testing machines when used in the
compression mode

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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EUROPEAN STANDARD EN 12236
NORME EUROPEENNE
EUROPAISCHE NORM February 1996

ICS 59.080.70

Descriptors: Textiles, geotextiles, tests, determination, punching strength

English version

Geotextiles and geotextile-related products —
Static puncture test (CBR-Test)
(ISO 12236 : 1996)

Géotextiles et produits apparentés — Geotextilien und geotextilverwandte Produkte —
Essai de poinconnement statique (essai CBR) Stempeldurchdriickversuch (CBR-Versuch)

This European Standard was approved by CEN on 1995-12-06. CEN members are
bound to comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this European Standard the status of a national standard
without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Central Secretariat has the
same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europiisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© Copyright reserved to CEN members
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