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National foreword

This British Standard is the official English language version of
EN ISO 12737:2005. It is identical with ISO 12737:2005. It supersedes
BS EN ISO 12737:1999 which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
ISE/NFE/4, Mechanical testing of materials, to Subcommittee ISE/NFE/4/4,
Toughness testing, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title
page, the EN ISO foreword page, the ISO title page, pages ii to iv, pages 1 to
18, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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de contrainte critique (ISO 12737:2005) (ebener Dehnungszustand) (ISO 12737:2005)

This European Standard was approved by CEN on 14 April 2005.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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© 2005 CEN Al rights of exploitation in any form and by any means reserved Ref. No. EN ISO 12737:2005: E
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Foreword

This document (EN ISO 12737:2005) has been prepared by Technical Committee ISO/TC 164
"Mechanical testing of metals" in collaboration with Technical Committee ECISS/TC 1 "Steel -
Mechanical testing", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by February 2006, and conflicting national
standards shall be withdrawn at the latest by February 2006.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary,
Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

Endorsement notice

The text of ISO 12737:2005 has been approved by CEN as EN ISO 12737:2005 without any
modifications.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 12737 was prepared by Technical Committee ISO/TC 164, Mechanical testing of metals, Subcommittee
SC 4, Toughness testing — Fracture (F), Pendulum (P), Tear (T).

This second edition cancels and replaces the first edition (ISO 12737:1996), which has been technically
revised. It includes the changes in Draft Amendement 1:2004, Recommendations relating to specimen test
temperature and crack-plane orientation.
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Metallic materials — Determination of plane-strain fracture
toughness

1 Scope

This International Standard specifies the ISO method for determining the plane-strain fracture toughness of
homogeneous metallic materials using a specimen that is notched and precracked by fatigue, and subjected
to slowly increasing crack displacement force.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 7500-1:2004, Metallic materials — Verification of static uniaxial testing machines— Part 1:
Tension/compression testing machines — Verification and calibration of the force-measuring system

ISO 9513:1999, Metallic materials — Calibration of extensometers used in uniaxial testing

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

plane-strain stress intensity factor

K,

magnitude of the elastic stress field at the tip of a crack subjected to opening mode displacement (mode [)

NOTE It is a function of applied force and test specimen size, geometry, and crack length, and has the dimensions of
force times length—3/2,

3.2

plane-strain fracture toughness

ch

measure, by the operational procedure of this method, of a material's resistance to crack extension when the
state of stress near the crack tip is predominantly plane strain and plastic deformation is limited

NOTE It is the critical value of K| at which significant crack extension occurs on increasing load with high constraint to
plastic deformation.

3.3
crack-plane orientation
method for relating the plane and direction of crack extension to the characteristic directions of the product

NOTE A hyphenated code is used wherein the letter(s) preceding the hyphen represent(s) the direction normal to the
crack plane, and the letter(s) following the hyphen represent(s) the anticipated direction of crack extension (see Figure 1).
For wrought metals, the letter X always denotes the direction of principal deformation (maximum grain flow in the product),
the letter Y the direction of least deformation, and the letter Z the direction normal to the X-Y plane. If specimen directions
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