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European foreword 

This document (EN ISO 12947-2:2016) has been prepared by Technical Committee ISO/TC 38 
"Textiles" in collaboration with Technical Committee CEN/TC 248 “Textiles and textile products” the 
secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by June 2017, and conflicting national standards shall be 
withdrawn at the latest by June 2017. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent 
rights. 

This document supersedes EN ISO 12947-2:1998. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 

Endorsement notice 

The text of ISO 12947-2:2016 has been approved by CEN as EN ISO 12947-2:2016 without any 
modification. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity assessment, 
as well as information about ISO’s adherence to the World Trade Organization (WTO) principles in the 
Technical Barriers to Trade (TBT) see the following URL: www.iso.org/iso/foreword.html.

The committee responsible for this document is ISO/TC 38, Textiles, Subcommittee SC 24, Conditioning 
atmospheres and physical tests for textile fabrics.

This second edition cancels and replaces the first edition (ISO 12947-2:1998), which has been technically 
revised.

It also incorporates the Technical Corrigendum ISO 12947-2:1998/Cor 1:2002.

A list of all parts in the ISO 12947 series can be found on the ISO website.
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Textiles — Determination of the abrasion resistance of 
fabrics by the Martindale method —

Part 2: 
Determination of specimen breakdown

1	 Scope

This document specifies the procedure for the determination of specimen breakdown (end-point of 
test) by inspection at fixed intervals and is applicable to all textile fabrics including nonwovens apart 
from fabrics where the specifier indicates the end performance as having a low abrasion wear life.

This document is not applicable to coated fabrics (including laminated fabrics). If the abrasion behaviour 
of the coated surface of a coated fabric is to be determined, use the methods described in the various 
parts of ISO 5470.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 105-A02, Textiles — Tests for colour fastness — Part A02: Grey scale for assessing change in colour

ISO 139, Textiles — Standard atmospheres for conditioning and testing

ISO  12947-1:1998, Textiles  — Determination of the abrasion resistance of fabrics by the Martindale 
method — Part 1: Martindale abrasion testing apparatus

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 12947-1, ISO 3572, ISO 8388, 
ISO 9092, ISO 23733 and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 IEC Electropedia: available at http://www.electropedia.org/

—	 ISO Online browsing platform: available at http://www.iso.org/obp

3.1
thread
textile yarn, either single or resulting from twisting together two or more single or folded yarns

3.2
woven fabric
fabric produced by interlacing (by weaving on a loom or a weaving machine) a set of warp threads and 
a set of weft threads normally at right angles to each other

[SOURCE: ISO 3572:1976, 2.1]
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3.3
knitted fabric
fabric in which at least one system of threads (3.1) is formed into knitted loops and the knitted loops are 
intermeshed into stitches

[SOURCE: ISO 8388:1998, 3.0.1]

3.4
cut pile fabric
fabric for which a surface effect is formed by tufts or cut loops of threads (3.1) that stand up from the 
ground fabric

Note 1 to entry: Corduroy fabric (cord fabric) is an example of cut pile fabric.

3.5
uncut pile fabric
fabric for which a surface effect is formed by uncut loops of threads (3.1) that stand up from the 
ground fabric

3.6
raised fabric
fabric for which a surface effect is formed by mechanically raising fibres from threads (3.1) of the 
ground fabric

3.7
flocked fabric
fabric for which a surface effect is formed by fixing fibre snippets (flock) onto the surface of a textile 
substrate

3.8
chenille yarn
novelty yarn with pile protruding radially from the axis, where the pile fibres are held between a core 
yarn system

[SOURCE: ISO 23733:2007, 3.1]

3.9
nonwoven fabric
structures of textile materials, such as fibres, continuous filaments, or chopped yarns of any nature or 
origin, that have been formed into webs by any means, and bonded together by any means, excluding 
the interlacing of yarns as in woven fabric (3.2), knitted fabric (3.3), laces, braided fabric or tufted fabric

[SOURCE: ISO 9092:2011, 2.1, modified.]

3.10
specimen breakdown
breakdown point which is reached when criteria based on thread breakage or worn off area (3.11) are met

3.11
worn off area
area which has been denuded of pile or flock such that the ground fabric is exposed

3.11.1
fully worn off area
worn off area (3.11) extending to more than three quarters of the exposed surface area

3.11.2
partially worn off area
worn off area (3.11) in which there is some visual loss of pile or flock in discrete locations

Note 1 to entry: A partially worn off area is such that when viewed through the template (5.2), no pile is visible 
and the ground fabric is exposed.
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