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National foreword

This British Standard is the UK implementation of EN ISO 13164-1:2020.
[tis identical to ISO 13164-1:2013. It supersedes BS ISO 13164-1:2013,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee EH/3/8, Radioactivity measurements methods.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2020
Published by BSI Standards Limited 2020
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ICS 17.240; 13.060.60; 13.280

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 September 2013.

Amendments/corrigenda issued since publication

Date Text affected

31 January 2014 Implementation of ISO corrected text 15 November
2013: Table 2 and clauses B.2 and B.3 corrected

31 March 2020 This corrigendum renumbers BS ISO 13164-1:2013
as BSEN ISO 13164-1:2020
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European foreword

The text of ISO 13164-1:2013 has been prepared by Technical Committee ISO/TC 147 "Water
quality” of the International Organization for Standardization (ISO) and has been taken over as
EN ISO 13164-1:2020 by Technical Committee CEN/TC 230 “Water analysis” the secretariat of which is
held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by August 2020, and conflicting national standards shall
be withdrawn at the latest by August 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO 13164-1:2013 has been approved by CEN as EN ISO 13164-1:2020 without any
modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2, www.iso.org/directives.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received, www.iso.org/patents.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

The committee responsible for this document is ISO/TC 147, Water quality, Subcommittee SC 3,
Radioactivity measurements.

ISO 13164 consists of the following parts, under the general title Water quality — Radon-222:
— Part 1: General principles

—  Part 2: Test method using gamma-ray spectrometry

—  Part 3: Test method using emanometry

The following part is under preparation:

—  Part 4: Test method using two-phase liquid scintillation counting

This corrected version of ISO 13164-1:2013 incorporates the following corrections:

— Table 2: The check marks which printed out incorrectly in the last two columns have been changed
to X's. The X's from the cells “Gamma spectrometry - On-site” and “Liquid scintillation - On-site”
have been removed.

— Annex B: The examples of data record forms for B.2 and B.3 were inversed. They are now in the
right places.
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Introduction

Radioactivity from several naturally occurring and human-made sources is present throughout the
environment. Thus, water bodies (surface waters, groundwaters, sea waters) can contain radionuclides
of natural and human-made origin.

— Natural radionuclides, including potassium-40, and those of the thorium and uranium decay series,
in particular radium-226, radium-228, uranium-234, uranium-238, lead-210, can be found in water
for natural reasons (e.g. desorption from the soil and wash-off by rain water) or releases from
technological processes involving naturally occurring radioactive materials (e.g. the mining and
processing of mineral sands or phosphate fertilizer production and use).

— Human-made radionuclides such as transuranium elements (americium, plutonium, neptunium,
curium), tritium, carbon-14, strontium-90 and gamma-emitting radionuclides can also be found in
natural waters as they can be authorized to be routinely released into the environment in small
quantities in the effluent discharged from nuclear fuel cycle facilities and following their used in
unsealed form in medicine or industry. They are also found in water due to the past fallout of the
explosion in the atmosphere of nuclear devices and the accidents at Chernobyl and Fukushima.

Drinking-water can thus contain radionuclides at activity concentration which could present a risk to
human health. In order to assess the quality of drinking-water (including mineral waters and spring
waters) with respect to its radionuclide content and to provide guidance on reducing health risks by
taking measures to decrease radionuclide activity concentrations, water resources (groundwater, river,
lake, sea, etc.) and drinking water are monitor for their radioactivity content as recommended by the
World Health Organization (WHO).

Standard test methods for radon-222 activity concentrations in water samples are needed by test
laboratories carrying out such measurements in fulfillment of national authority requirements.
Laboratories may have to obtain a specific accreditation for radionuclide measurement in drinking
water samples.

The radon activity concentration in surface water is very low, usually below 1 Bq I-1. In groundwater, the
activity concentration varies from 1 Bq 1-1 up to 50 Bq I-1 in sedimentary rock aquifers, from 10 Bq I-1
up to 300 Bq I-1 in wells, and from 100 Bq I-1 up to 1 000 Bq I-1 in crystalline rocks. The highest activity
concentrations are normally measured in rocks with high concentration of uranium (Reference [30]).

High variations in the activity concentrations of radon in aquifers have been observed. Even in a region
with relatively uniform rock types, some well water may exhibit radon activity concentration greatly
higher than the average value for the same region. Significant seasonal variations have also been
recorded (see Annex A).

Water may dissolve chemical substances as it passes from the soil surface to an aquifer or spring waters.
The water may pass through or remain for some time in rock, some formations of which may contain a
high concentration of natural radionuclides. Under favourable geochemical conditions, the water may
selectively dissolve some of these natural radionuclides.

Guidance on radon in drinking-water supplies provided by WHO in 2008 suggests that controls should be
implemented if the radon concentration of drinking-water for public water supplies exceeds 100 Bq 1-1.
It also recommended that any new, especially public, drinking-water supply using groundwater should
be tested prior to being used for general consumption and that if the radon concentration exceeds
100 Bq I-1, treatment of the water source should be undertaken to reduce the radon levels to well below
that level (Reference [41]).

This International Standard is one of a series dealing with the measurement of the activity concentration
of radionuclides in water samples.
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INTERNATIONAL STANDARD ISO 13164-1:2013

Water quality - Radon-222 —

Part 1:
General principles

WARNING — Persons using this document should be familiar with normal laboratory practice.
This document does not purport to address all of the safety problems, if any, associated with its
use. Itis the responsibility of the user to establish appropriate safety and health practices and to
ensure compliance with any national regulatory conditions.

IMPORTANT — It is absolutely essential that tests conducted in accordance with this document
be carried out by suitably qualified staff.

1 Scope

This part of ISO 13164 gives general guidelines for sampling, packaging, and transporting of all kinds of
water samples, for the measurement of the activity concentration of radon-222.

The test methods fall into two categories:
a) direct measurement of the water sample without any transfer of phase (see ISO 13164-2);

b) indirect measurement involving the transfer of the radon-222 from the aqueous phase to another
phase (see ISO 13164-3).

The test methods can be applied either in the laboratory or on site.

The laboratory is responsible for ensuring the suitability of the test method for the water samples tested.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 5667-1, Water quality — Sampling — Part 1: Guidance on the design of sampling programmes and
sampling techniques

ISO 5667-3, Water quality — Sampling — Part 3: Preservation and handling of water samples

ISO 10703, Water quality — Determination of the activity concentration of radionuclides — Method by
high resolution gamma-ray spectrometry

[SO 13164-2, Water quality — Radon-222 — Part 2: Test method using gamma-ray spectrometry
ISO 13164-3, Water quality — Radon-222 — Part 3: Test method using emanometry
ISO/IEC 17025, General requirements for the competence of testing and calibration laboratories

IS0 80000-10, Quantities and units — Part 10: Atomic and nuclear physics
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3 Terms, definitions, and symbols

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 80000-10 and the
following apply.

3.1.1

activity

number of spontaneous nuclear disintegrations occurring in a given quantity of material during a
suitably small interval of time divided by that interval of time

[SOURCE: ISO 921:1997,1 23]

3.1.2
activity concentration in water
activity per volume of water

Note 1 to entry: The activity concentration in water is expressed in becquerels per litre.

3.1.3
activity concentration in air
activity per volume of air following the degassing phase

Note 1 to entry: The activity concentration in air is expressed in becquerels per cubic metre.

3.14
test sample
part of the total sample subjected to analysis

3.1.5

Bunsen coefficient

volume of a gas dissolved at standard temperature (273,15 K) and standard partial pressure (0,1 MPa)
divided by the volume of the solvent at a temperature, T, and standard pressure (0,1 MPa)

Note 1 to entry: Adapted from Reference [10], p. 239.

Note 2 to entry: Modern practice recommends that gas solubility be expressed as molality, mole fraction or
mole ratio (see Reference [10]). However, in many studies dealing with radon measurement in water, the Bunsen
coefficient appears frequently.

Note 3 to entry: The solubility of radon in water increases as the water temperature decreases (see Annex A).

3.1.6

continuous measurement of radon in water

measurement of the radon activity concentration of continuous samples at a given sampling point in the
water environment

Note 1 to entry: This form of analysis is used to monitor variations in the activity concentration of radon in the
water at the sampling point over time.

3.1.7
continuous sampling
process whereby samples are taken continuously from a body of water

[SOURCE: ISO 6107-2:2006, 332, modified]

3.1.8
degassing
transfer of dissolved radon from water to air, usually by means of a physical process

Documents

Document Sharing Hub
2 © ISO 2013 - All rights reserved

Full document details: BS EN ISO 13164-1:2020


https://doi.org/10.3403/30126401U
http://www.avadocuments.com/doc/bs-en-iso-13164-1-2020
http://www.avadocuments.com/doc/bs-en-iso-13164-1-2020

BS ENISO 13164-1:2020
ISO 13164-1:2013

3.1.9
direct in-situ measurement
automatic analysis system in which at least the measurement probe is immersed in the body of water

3.1.10

discrete sample

localized discrete sample

single sample taken from a body of water at a random time or place

3.1.11
dissolution
mixing of two phases with the formation of one new homogeneous phase

3.1.12

drinking water

potable water

water of a quality suitable for drinking purposes

[SOURCE: ISO 6107-1:2004, 2_30]

3.1.13
groundwater
water which is held in, and can usually be recovered from, an underground formation

[SOURCE: ISO 6107-1:2004, 241, modified]

3.1.14
intermittent sampling
process whereby discrete samples are taken from a body of water

3.1.15

mains water

water fed from a drinking water treatment station, spring or borehole into a distribution system
Or reservoir

3.1.16

Ostwald coefficient

volume of a gas dissolved at a given temperature and pressure divided by the volume of the solvent at
the same temperature and pressure

Note 1 to entry: Adapted from Reference [10], p. 1147.

Note 2 to entry: Modern practice recommends that gas solubility be expressed as molality, mole fraction or mole
ratio (see Reference [10]). However, in many studies dealing with radon measurement in water, the Ostwald
coefficient appears frequently.

Note 3 to entry: The solubility of radon in a liquid increases as the liquid temperature decreases (see Annex A).

3.1.17
radon transport by permeation
transfer of radon from one medium to another across a third homogeneous medium (membrane)

3.1.18

raw water

water which has received no treatment whatsoever, or water entering a plant for treatment or
further treatment

[SOURCE: ISO 6107-1:2004, 2_59]
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