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National foreword

This British Standard reproduces vertabim EN ISO 13565-2:1997 and 
implements it as the UK national standard.
The UK participation in its preparation was entrusted to Technical Committee 
MTE/27, Properties and metrology of surfaces, which has the responsibility to:

— aid enquirers to understand the text;
— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the UK 
interests informed;
— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on 
request to its secretary.
Cross-references

The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or using the “Find” facility of the BSI Standards Electronic Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN ISO title page, page 2, the ISO title page, pages ii to iv, pages 1 to 4, 
an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.

Amendments issued since publication

Amd. No. Date Comments

9950 May 1998 Indicated by a sideline in the margin
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NORME EUROPÉENNE

EUROPÄISCHE NORM
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December 1997

ICS 17.040.20

Descriptors: See ISO document

English version

Geometrical product specifications (GPS) — Surface 
texture: Profile method; surfaces having stratified 

functional properties — Part 2: Height characterization 
using the linear material ratio curve

(ISO 13565-2:1996)

Spécification géométrique des produits 
(GPS) — Etat de surface: Méthode du profil; 
surfaces ayant des propriétés fonctionnelles 
différentes suivant les niveaux — 
Partie 2: Caractérisation des hauteurs par la 
courbe de taux de longueur portante
(ISO 13565-2:1996)

Geometrische Produktspezifikationen (GPS) — 
Oberflächenbeschaffenheit: 
Tastschnittverfahren; Oberflächen mit 
plateauartigen funktionsrelevanten 
Eigenschaften —
Teil 2: Beschreibung der Höhe mittels linearer 
Darstellung der Materialanteikurve
(ISO 13565-2:1996)

This European Standard was approved by CEN on 2 November 1997.
CEN members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration. Up-to-date lists and
bibliographical references concerning such national standards may be obtained
on application to the Central Secretariat or to any CEN member.
This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.
CEN members are the national standards bodies of Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europäisches Komitee für Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1997 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national 
Members.
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