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National foreword

This British Standard is the UK implementation of EN ISO
13588:2012.

The UK participation in its preparation was entrusted to Technical
Committee WEE/46, Non-destructive testing.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012

ISBN 978 0 580 66704 6
ICS 25.160.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2012.

Amendments issued since publication
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Non-destructive testing of welds - Ultrasonic testing - Use of
automated phased array technology (ISO 13588:2012)
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Foreword

This document (EN ISO 13588:2012) has been prepared by Technical Committee CEN/TC 121 “Welding”, the
secretariat of which is held by DIN, in collaboration with Technical Committee ISO/TC 44 "Welding and allied
processes".

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2013, and conflicting national standards shall be withdrawn at the
latest by April 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 13588 was prepared by the European Committee for Standardization (CEN) in collaboration with ISO
Technical Committee TC 44, Welding and allied processes, Subcommittee SC 5, Testing and inspection of
welds, in accordance with the Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

Requests for official interpretations of any aspect of this International Standard should be directed to the
Secretariat of ISO/TC 44/SC 5 via your national standards body. A complete listing of these bodies can be

found at www.iso.org.

Documents

. Document Sharing Hub
v © 1SO 2012 — All rights reserved

Full document details: BS EN ISO 13588:2012


http://www.iso.org
http://dx.doi.org/10.3403/30198091U
http://www.avadocuments.com/doc/bs-en-iso-13588-2012
http://www.avadocuments.com/doc/bs-en-iso-13588-2012

BS EN ISO 13588:2012
INTERNATIONAL STANDARD 1ISO 13588:2012(E)

Non-destructive testing of welds — Ultrasonic testing — Use
of automated phased array technology

1 Scope

This International Standard specifies the application of the phased array technology for the semi- or fully
automated ultrasonic testing of fusion-welded joints in metallic materials of minimum thickness 6 mm. It applies
to full penetration welded joints of simple geometry in plates, pipes, and vessels, where both the weld and
parent material are low-alloyed carbon steel.

Where material-dependent ultrasonic parameters are specified in this International Standard, they are based on
steels having an ultrasonic sound velocity of (5 920 + 50) m/s for longitudinal waves, and (3 255 + 30) m/s for
transverse waves. It is necessary to take this fact into account when examining materials with a different velocity.

This International Standard provides guidance on the specific capabilities and limitations of phased array
technology for the detection, location, sizing and characterization of discontinuities in fusion-welded joints.
Phased array technology can be used as a stand-alone technology or in combination with other non-destructive
testing (NDT) methods or techniques, for manufacturing inspection, pre-service and for in-service inspection.

This International Standard specifies four testing levels, each corresponding to a different probability of
detection of imperfections.

This International Standard permits assessment of indications for acceptance purposes based on either
amplitude (equivalent reflector size) and length or height and length.

This International Standard does not include acceptance levels for discontinuities.
This International Standard is not applicable:
— for coarse-grained metals and austenitic welds;

— for automated testing of welds during the production of steel products covered by |SO 10893-§,[3I
SO 10893-11}[4] and |[SO 3183.["]

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

SO 9712, Non-destructive testing — Qualification and certification of NDT personnel

SO 10863, Non-destructive testing of welds — Ultrasonic testing — Use of time-of-flight diffraction
technique (TOFD)

, Non-destructive testing of welds — General rules for metallic materials

, Non-destructive testing of welds — Ultrasonic testing — Techniques, testing levels, and assessment
, Non-destructive testing — Qualification and certification of NDT personnel — General principles
, Non-destructive testing — Terminology — Part 4: Terms used in ultrasonic testing

EN 16392-1, Non-destructive testing — Characterization and verification of ultrasonic phased array systems —
Part 1: Instruments
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N 16392-2, Non-destructive testing — Characterization and verification of ultrasonic phased array systems —
Part 2: Probes

EN 16392-3, Non-destructive testing — Characterization and verification of ultrasonic phased array systems —
Part 3: Complete systems

N 16018, Non-destructive testing — Terminology — Terms used in ultrasonic testing with phased arrays

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN_1330-4 and EN_1601§ and the
following apply.

341

phased array set-up

probe arrangement defined by probe characteristics (e.g. frequency, probe element size, beam angle, wave
mode), probe position, and the number of probes

3.2
phased array image
one- or two-dimensional display, constructed from the collected information of phased array operation

3.3

probe position

PP

distance between the front of the wedge and the weld centreline

34
phased array indication
pattern or disturbance in the phased array image which may need further evaluation

3.5
skewed scan
scan performed with a skewed angle

NOTE The skewed angle can be achieved electronically or by means of probe orientation

3.6
scan increment
distance between successive data collection points in the direction of scanning (mechanically or electronically)

4 Testing levels

Quality requirements for welded joints are mainly associated with the material, welding process and service
conditions. To accommodate all of these requirements, this International Standard specifies four testing levels
(A, B, C,and D).

From testing level A to testing level C, an increasing probability of detection is achieved by an increasing testing
coverage, e.g. number of incidences, combining techniques.

Testing level D may be agreed for special application using a written procedure which shall take into account the
general requirements of this International Standard. This includes tests of metals other than ferritic steel, tests
on partial penetration welds, tests with automated equipment, tests at object temperatures outside the range.

In general, the testing levels are related to quality levels (e.g. ISO 581 ﬂ[2])_ The appropriate testing level can

be specified by standards for testing of welds (e.g. [SO 17635), product standards or other documents. When
SO 17639 is specified, the recommended testing levels are as given in Table 1.
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