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National foreword

This British Standard is the official English language version of 
EN ISO 13626:2004. It is identical with ISO 13626:2003.

The UK participation in its preparation was entrusted by Technical Committee 
PSE/17, Materials and equipment for petroleum, petrochemical and natural 
gas industries, to Subcommittee PSE/17/-/4, Drilling and production 
equipment, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title 
page, the EN ISO foreword page, the ISO title page, pages ii to vi, pages 1 to 31, 
and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword 
 
 
 
The text of ISO 13626:2003 has been prepared by Technical Committee ISO/TC 67 "Materials, 
equipment and offshore structures for petroleum and natural gas industries" of the International 
Organization for Standardization (ISO) and has been taken over as EN ISO 13626:2004 by 
Technical Committee CEN/TC 12 "Materials, equipment and offshore structures for petroleum 
and natural gas industries" the secretariat of which is held by AFNOR. 
 
This European Standard shall be given the status of a national standard, either by publication of 
an identical text or by endorsement, at the latest by April 2005, and conflicting national 
standards shall be withdrawn at the latest by April 2005. 
 
According to the CEN/CENELEC Internal Regulations, the national standards organizations of 
the following countries are bound to implement this European Standard: Austria, Belgium, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, 
Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, 
Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
 
 
 
 

Endorsement notice 
 

The text of ISO 13626:2003 has been approved by CEN as EN ISO 13626:2004 without any 
modifications. 
 
NOTE  Normative references to International Standards are listed in annex ZA (normative). 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 13626 was prepared by Technical Committee ISO/TC 67, Materials, equipment and offshore structures 
for petroleum, petrochemical and natural gas industries, Subcommittee SC 4, Drilling and production 
equipment. 
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Introduction 

This International Standard is based on API Spec 4F, second edition, June 1995. 
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Petroleum and natural gas industries — Drilling and production 
equipment — Drilling and well-servicing structures 

1 Scope 

This International Standard specifies requirements and gives recommendations for suitable steel structures for 
drilling and well-servicing operations in the petroleum industry, provides a uniform method of rating the 
structures, and provides two product specification levels. 

This International Standard is applicable to all new designs of all standard steel derricks, special steel derricks, 
portable masts and substructures. 

Annex A provides a number of standard supplementary requirements which apply only if specified by the 
purchaser. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 9712, Non-destructive testing — Qualification and certification of personnel 

ISO 13535, Petroleum and natural gas industries — Drilling and production equipment — Hoisting equipment 

ISO 10425, Steel wire ropes for the petroleum and natural gas industries — Minimum requirements and terms 
of acceptance 

AISC1) 335, 1989, Specification for structural steel buildings, allowable stress design and plastic design 

API2) RP 2A-WSD, Recommended Practice for Planning, Designing and Constructing Fixed Offshore Platforms — 
Working Stress Design 

API Spec 8A, Specification for Drilling and Production Hoisting Equipment 

API RP 9B, Recommended Practice on Application, Care and Use of Wire Rope for Oilfield Service 

ASTM3) A 370, Standard Test Methods and Definitions for Mechanical Testing of Steel Products 

ASTM A 578/A 578M, Standard Specification for Straight-Beam Ultrasonic Examination of Plain and Clad 
Steel Plates for Special Applications 

AWS4) D1.1/D1.1M:2002, Structural Welding Code — Steel 

                                                      

1) American Institute of Steel Construction, 1 East Wacker Drive, Suite 3100, Chicago, Illinois 60601. 

2) American Petroleum Institute, 1220 L Street, Northwest, Washington, DC 20005-4070. 

3) American Society for Testing and Materials, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, Pennsylvannia 19428-2959. 

4) American Welding Society, Incorporated, 550 Northwest LeJeune Road, Box 351040, Miami, Florida 33135. 
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3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
angle of roll 
angle of pitch 
angle of movement to one side from vertical 

3.2 
critical component 
component which is necessary to maintain stability of a structure and which resides within the primary load 
paths of the structure when the structure is loaded under the design loadings of Clause 7 

3.3 
critical weld 
weld which joins critical components 

3.4 
crown block assembly 
stationary sheave or block assembly installed at the top of a derrick or mast 

3.5 
date of manufacture 
date chosen by the manufacturer occurring between the initiation of manufacture and the delivery to the 
purchaser 

3.6 
derrick 
semipermanent structure, of square or rectangular cross-section, having members that are latticed or trussed 
on all four sides 

NOTE 1 This unit is assembled in the vertical or operation position, as it includes no erection mechanism. 

NOTE 2 It may or may not be guyed. 

3.7 
design load 
force or combination of forces which a structure is designed to withstand without exceeding the allowable 
stress in any member 

3.8 
dynamic loading 
loading imposed upon a structure as a result of motion 

3.9 
erection load 
load produced in the mast and its supporting structure during its raising and lowering, or in the substructure 
during its raising and lowering 

3.10 
guide track and dollies 
equipment used to hold the travelling equipment in correct position relative to the derrick during various 
operations 

NOTE A retractable dolly is used move the travelling equipment horizontally between the drilling position and the 
retracted position. 
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3.11 
guy line 
wire rope with one end attached to the mast assembly and the other end attached to a suitable anchor to 
provide structural and/or lateral support for a mast under design loading conditions 

3.12 
guying pattern 
plan view showing the manufacturer's recommended locations for guy lines and their distance out to the 
anchors with respect to the centreline of the well 

3.13 
height of derrick and mast without guy lines 
minimum vertical distance from the top of the working floor to the bottom of the crown block support beams 

3.14 
height of mast with guy line 
minimum vertical distance from the ground to the bottom of the crown block support beams 

3.15 
impact loading 
loading resulting from near-instantaneous changes of forces 

3.16 
mast 
structural tower composed of one or more sections assembled in a horizontal position near the ground and 
then raised to the operating position 

NOTE If the unit contains two or more sections, it may be telescoped or unfolded during the erection procedure. 

3.17 
mast set-up distance 
distance from the centreline of the well to a designated point on the mast structure defined by a manufacturer 
to assist in the set-up of the rig 

3.18 
maximum rated static hook load 
load composed of the weight of the travelling equipment and a static load applied to the travelling equipment 

NOTE It is the largest load that can be applied to the structure within the guidelines imposed by this International 
Standard with a specified number of lines strung to the travelling block and in the absence of pipe setback, sucker rod or 
wind loading. A designated location of the deadline anchor and drawworks is assumed. 

3.19 
maximum rated wind velocity 
largest wind velocity the derrick or mast assembly is designed to resist for a specified design loading 

NOTE Maximum rated wind velocity is specified at 10 m above the ground or water surface. 

3.20 
nominal wire rope assembly strength 
nominal strength of the wire rope, multiplied by the efficiency of the end attachment in accordance with 
API RP 9B 

3.21 
period 
ττττ 
〈of roll, pitch or heave〉 time required for a complete cycle 
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