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Foreword 

This document (EN ISO 13786:2007) has been prepared by Technical Committee ISO/TC 163 "Thermal 
performance and energy use in the built environment" in collaboration with Technical Committee CEN/TC 89 
"Thermal performance of buildings and building components", the secretariat of which is held by SIS. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2008, and conflicting national standards shall be withdrawn at 
the latest by June 2008. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN ISO 13786:1999. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 13786:2007 has been approved by CEN as a EN ISO 13786:2007 without any modification. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 13786 was prepared by Technical Committee ISO/TC 163, Thermal performance and energy use in the 
built environment, Subcommittee SC 2, Calculation methods. 

This second edition cancels and replaces the first edition (ISO 13786:1999), which has been technically 
revised. 

The following principal changes have been made to the first edition: 

⎯ all equations in Clause 3 have been reviewed and corrected as appropriate; the definition of heat capacity 
(3.1.1.5) has been modified; 

⎯ all equations in 7.2.1 and 7.2.2 have been reviewed and corrected as appropriate; 

⎯ 7.2.4 contains a new equation for periodic thermal transmittance, and a new note; 

⎯ Equation (A.4) has been corrected; 

⎯ B.2 has undergone minor revisions; 

⎯ Table C.1 has been added; 

⎯ Annex D contains amended examples to align with changes to the formulae in the main body of the text. 
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Introduction 

This International Standard provides the means (in part) to assess the contribution that building products and 
services make to energy conservation and to the overall energy performance of buildings. 

The dynamic thermal characteristics of a building component describe the thermal behaviour of the 
component when it is subject to variable boundary conditions, i.e. variable heat flow rate or variable 
temperature on one or both of its boundaries. In this International Standard, only sinusoidal boundary 
conditions are considered: boundaries are submitted to sinusoidal variations of temperature or heat flow rate. 

The properties considered are thermal admittances and thermal dynamic transfer properties, relating cyclic 
heat flow rate to cyclic temperature variations. Thermal admittance relates heat flow rate to temperature 
variations on the same side of the component. Thermal dynamic transfer properties relate physical quantities 
on one side of the component to those on the other side. From the aforementioned properties, it is possible to 
define the heat capacity of a given component which quantifies the heat storage property of that component. 

The dynamic thermal characteristics defined in this International Standard can be used in product 
specifications of complete building components. 

The dynamic thermal characteristics can also be used in the calculation of: 

⎯ the internal temperature in a room; 

⎯ the daily peak power and energy needs for heating or cooling; 

⎯ the effects of intermittent heating or cooling, etc. 
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Thermal performance of building components — Dynamic 
thermal characteristics — Calculation methods 

1 Scope 

This International Standard specifies the characteristics related to the dynamic thermal behaviour of a 
complete building component and provides methods for their calculation. It also specifies the information on 
building materials required for the use of the building component. Since the characteristics depend on the way 
materials are combined to form building components, this International Standard is not applicable to building 
materials or to unfinished building components. 

The definitions given in this International Standard are applicable to any building component. A simplified 
calculation method is provided for plane components consisting of plane layers of substantially homogeneous 
building materials. 

Annex A specifies simpler methods for the estimation of the heat capacities in some limited cases. These 
methods are suitable for the determination of dynamic thermal properties required for the estimation of energy 
use. These approximations are not appropriate, however, for product characterization. 

Annex B gives the basic principle and examples of applications of the dynamic thermal characteristics defined 
in this International Standard. 

Annex C provides information for programming the calculation method. 

Annex D gives examples of calculation for a building component. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 6946, Building components and building elements — Thermal resistance and thermal transmittance — 
Calculation method 

ISO 7345, Thermal insulation — Physical quantities and definitions 

ISO 10211, Thermal bridges in building construction — Heat flows and surface temperatures — Detailed 
calculations 

BS EN ISO 13786:2007

Full document details: BS EN ISO 13786:2007

http://dx.doi.org/10.3403/00942964U
http://dx.doi.org/10.3403/00736051U
http://dx.doi.org/10.3403/BSENISO10211
http://www.avadocuments.com/doc/bs-en-iso-13786-2007
http://www.avadocuments.com/doc/bs-en-iso-13786-2007


ISO 13786:2007(E) 

2 © ISO 2007 – All rights reserved
 

3 Terms, definitions, symbols and units 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 7345 and the following apply. 

3.1.1 Definitions valid for any component 

3.1.1.1 
component 
part of a building, such as a wall, floor or roof, or a part of such an element 

3.1.1.2 
thermal zone of a building 
part of a building throughout which the internal temperature is assumed to have negligible spatial variations 

NOTE 1 A component separates two zones, designated in this International Standard by m and n. 

NOTE 2 The external environment can also be considered a zone. 

3.1.1.3 
sinusoidal conditions 
conditions in which the variations of the temperature and heat flows around their long term average values are 
described by a sine function of time 

NOTE Using complex numbers, the temperature in zone n can be described by Equation (1) and the heat flow by 
Equation (2): 

( ) j j1ˆ ˆ ˆ( ) cos
2

t t
n n n n n nt t e eω ωθ θ θ ω ψ θ θ θ −

+ −= + + = + +⎡ ⎤
⎣ ⎦  (1) 

( ) j j1ˆ ˆ ˆ( ) cos
2

t t
n n n n n nt t e eω ωΦ Φ Φ ω ϕ Φ Φ Φ −

+ −= + + = + +⎡ ⎤
⎣ ⎦  (2) 

where 

nθ  and nΦ  are average values of temperature and heat flow; 

ˆ
nθ  and ˆ

nΦ  are amplitudes of temperature and heat flow variations; 

ˆ
nθ ±  and ˆ

nΦ ±  are complex amplitudes defined by: 

jˆ
n n e ψθ θ ±

± = and jˆ ˆ
n n e ϕΦ Φ ±

± =  (3) 

ω is the angular frequency of the variations. 

3.1.1.4 
periodic thermal conductance 
Lmn 
complex number relating the periodic heat flow into a component to the periodic temperatures on either side of 
it under sinusoidal conditions 

Another representation of the concept: 

ˆ ˆˆ m mm m mn nL LΦ θ θ= −  (4) 
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