
BRITISH STANDARD

Vitreous and porcelain 
enamels —
Determination of crack 
formation temperature 
in the thermal shock 
testing of enamels for 
the chemical industry

ICS 25.220.50

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

BS EN ISO
13807:2009
Incorporating  
Technical 
Corrigendum  
October 2000

Full document details: BS EN ISO 13807:2009

http://www.avadocuments.com/doc/bs-en-iso-13807-2009
http://www.avadocuments.com/doc/bs-en-iso-13807-2009


This British Standard
published under the 
authority of the Standards 
Committee and comes into 
effect on 15 February 2001

National foreword

Amendments/corrigenda issued since publication

This British Standard is the UK implementation of EN ISO 13807:2009. 
It is identical with ISO 13807:1999, incorporating technical corrigendum

The UK participation in its preparation was entrusted to Technical Committee 
STI/36, Vitreous enamel coatings.

A list of organizations represented on this committee can be obtained on  
request to its secretary.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from 
legal obligations.

Amd. No. Date Comments 

13024  
Technical 
Corrigendum

July 2001
Implementation of ISO corrigendum 
October 2000. In 7.1 the last sentence in the 
paragraph after Figure 1 has been replaced

This corrigendum renumbers BS ISO 
13807:1999 as BS EN ISO 13807:2009
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Foreword 

The text of ISO 13807:1999, including Cor 1:2000 has been prepared by Technical Committee ISO/TC 107 
“Metallic and other inorganic coatings” of the International Organization for Standardization (ISO) and has 
been taken over as EN ISO 13807:2009 by Technical Committee CEN/TC 262 “Metallic and other inorganic 
coatings” the secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by July 2009, and conflicting national standards shall be withdrawn at the 
latest by July 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 13807:1999, including Cor 1:2000 has been approved by CEN as a EN ISO 13807:2009 
without any modification. 
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