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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 13855:2024.
[t is identical to ISO 13855:2024. It supersedes BS EN ISO 13855:2010,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee MCE/3, Safeguarding of machinery.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at www.
bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA/ZZ in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.
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EN ISO 13855:2024 (E)

European foreword

This document (EN ISO 13855:2024) has been prepared by Technical Committee ISO/TC 199 "Safety of
machinery” in collaboration with Technical Committee CEN/TC 114 “Safety of machinery” the
secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2025, and conflicting national standards shall be
withdrawn at the latest by June 2025.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 13855:2010.

This document has been prepared under a standardization request addressed to CEN by the European
Commission. The Standing Committee of the EFTA States subsequently approves these requests for its
Member States.

For the relationship with EU Legislation, see informative Annex ZA, which is an integral part of this
document.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 13855:2024 has been approved by CEN as EN ISO 13855:2024 without any modification.
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Annex ZA
(informative)

EN ISO 13855:2024 (E)

Relationship between this European Standard and the essential
requirements of Directive 2006/42 /EC aimed to be covered

This European Standard has been prepared under a Commission’s standardization request “M/396
Mandate to CEN and CENELEC for Standardisation in the field of machinery" to provide one voluntary
means of conforming to essential requirements of Directive 2006/42/EC of the European Parliament
and of the Council of 17 May 2006 on machinery, and amending Directive 95/16/EC (recast).

Once this standard is cited in the Official Journal of the European Union under that Directive,
compliance with the normative clauses of this standard given in Table ZA.1 confers, within the limits of
the scope of this standard, a presumption of conformity with the corresponding essential requirements
of that Directive, and associated EFTA regulations.

Table ZA.1 — Correspondence between this European Standard and Annex I of

Directive 2006/42 /EC
The relevant Essential Clause(s)/sub-clause(s) of Remarks/Notes
Requirements of Directive this EN
2006/42/EC
1.2.2 10, 11,
141 4,5,6,7,8,9,12
1.4.2.2 12
1.4.3 4,5,6,7,8,9,10,11
1.7.4.2 Annex D

Table ZA.2 — Applicable Standards to confer presumption of conformity as described in this

Annex ZA
Reference in International Title Corresponding
Clause 2 Standard Edition European Standard
Edition

[SO 12100:2010 [SO 12100:2010 |Safety of machinery — General

principles for design — Risk
assessment and risk reduction

ENISO 12100:2010

[SO 13857:2019 [SO 13857:2019 | Safety of machinery — Safety

distances to prevent hazard zones
being reached by upper and lower
limbs

ENISO 13857:2019
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The documents listed in the Column 1 of Table ZA.2, in whole or in part, are normatively referenced in
this document, i.e. are indispensable for its application. The achievement of the presumption of
conformity is subject to the application of the edition of Standards as listed in Column 4 or, if no
European Standard Edition exists, the International Standard Edition given in Column 2 of Table ZA.2.

WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European
Standard is maintained in the list published in the Official Journal of the European Union. Users of this
standard should consult frequently the latest list published in the Official Journal of the European
Union.

WARNING 2 — Other Union legislation may be applicable to the product(s) falling within the scope of
this standard.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. [SO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 199, Safety of machinery, in collaboration with
the European Committee for Standardization (CEN) Technical Committee CEN/TC 114, Safety of machinery,
in accordance with the Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

This third edition cancels and replaces the second edition (ISO 13855:2010), which has been technically
revised.

The main changes are as follows:

— document expanded for applicable cases and partly revised to be state-of-the-art;
— figures revised for clarity and better understanding;

— scope wording improved to better focus on the document’s content;

— Clause 4 improved for better explanation of the methodology;

— document restructured from Clause 5;

— calculation of reaching distances separated for those applications which are initiating a safety function
and those which are not initiating a safety function;

— dynamicseparation distance calculation included for mobile applications with unknown human direction
of approach;

— improvements for better distinction of different paths of approach;
— requirements for single control devices (hand- and foot-operated) and interlocking guards added;
— annexes revised in order to match with the body text of this document;

— Annexes D to G added.
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Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The structure of safety standards in the field of machinery is as follows:

a) type-A standards (basic safety standards) giving basic concepts, principles for design, and general
aspects that can be applied to all machinery;

b) type-B standards (generic safety standards) dealing with one safety aspect or one type of safeguard
that can be used across a wide range of machinery:

— type-B1 standards on particular safety aspects (e.g. safety distances, surface temperature, noise);

— type-B2 standards on safeguards (e.g. two-hand control devices, interlocking devices, pressure-
sensitive devices, guards);

c¢) type-Cstandards (machine safety standards) dealing with detailed safety requirements for a particular
machine or group of machines.

This document is a type-B1 standard as stated in ISO 12100.

This document is of relevance, in particular, for the following stakeholder groups representing the market
players with regard to machinery safety:

— machine manufacturers (small, medium and large enterprises);
— health and safety bodies (regulators, accident prevention organisations, market surveillance).

Others can be affected by the level of machinery safety achieved with the means of the document by the
above-mentioned stakeholder groups:

— machine users/employers (small, medium and large enterprises);

— machine users/employees (e.g. trade unions, organizations for people with special needs);
— service providers, e.g. for maintenance (small, medium and large enterprises);

— consumers (in case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate in the drafting
process of this document.

In addition, this document is intended for standardization bodies elaborating type-C standards.
The requirements of this document can be supplemented or modified by a type-C standard.

For machines which are covered by the scope of a type-C standard and which have been designed and
built according to the requirements of that type-C standard, the following applies: if the requirements of
that type-C standard deviate from the requirements in type-B standards, the requirements of that type-C
standard take precedence over the provisions of other standards.

Correct positioning of protective devices is critical for them to be effective. In deciding on these positions, a
number of aspects are taken into account, such as:

— the necessity of a risk assessment according to ISO 12100;
— the practical experience in the use of the machine;

— the time taken to achieve the intended risk reduction following operation of the safeguard, for example,
to stop the machine;

— the bio-mechanical and anthropometric data;

— any intrusion by a part of the body towards the hazard zone until the protective device is actuated;
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— the path taken by the body part when moving from the detection zone towards the hazard zone;
— the possible presence of a person between the safeguard and the hazard zone;

— the possibility of undetected access to the hazard zone.
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International Standard ISO 13855:2024(en)

Safety of machinery — Positioning of safeguards with respect
to the approach of the human body

1 Scope

This document specifies requirements for the positioning and dimensioning of safeguards with respect
to the approach of the human body or its parts towards hazard(s) within the intended span-of-control as
follows:

— the position and dimension of the detection zone(s) of ESPE and pressure-sensitive mats and pressure-
sensitive floors;

— the position of two-hand control devices and single control devices;
— the position of interlocking guards.

This document also specifies requirements for the positioning of safety-related manual control devices
(SRMCD) with respect to the approach of the human body or its parts from within the safeguard space
relative to:

— the position and dimension of the detection zone(s) of ESPE and pressure-sensitive mats and pressure-
sensitive floors; and

— the position and dimension of interlocking guards.

When evaluating the ability of the human body or its parts to access SRMCD from within the intended
safeguarded space, the requirements of this document are also applicable to determine the dimensions of
safeguard(s). Approaches such as running, jumping or falling, are not considered in this document.

NOTE1 The values for approach speeds (walking speed and upper limb movement) in this document are time
tested and proven in practical experience.

NOTE 2  Other types of approach can result in approach speeds that are higher or lower than those defined in this
document.

This document applies to safeguards used on machinery for the protection of persons 14 years and older.
Safeguards considered in this document include:
a) electro-sensitive protective equipment (ESPE) such as:

— active opto-electronic protective devices (AOPDs) (see );

— AOPDs responsive to diffuse reflection that have one or more detection zone(s) specified in two
dimensions (AOPDDRs-2D) (see [EC 61496-3));

— AOPDs responsive to diffuse reflection that have one or more detection zone(s) specified in three
dimensions (AOPDDRs-3D) (see [[EC 61496-3));

— visionbased protective devices usingreference patterntechniques (VBPDPP) (see IEC/TS 61496-4-2);
— vision based protective devices using stereo vision techniques (VBPDST) (see IEC/TS 61496-4-3);

b) pressure-sensitive mats and pressure-sensitive floors (see ISO 13856-1);

¢) two-hand control devices (see [SO 13851));
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d) single control devices;
e) interlocking guards (see ISO 14120).
This document is not applicable to:

— safeguards (e.g. pendant two-hand control devices) that can be manually moved, without using tools,
nearer to the hazard zone than the separation distance;

— protection against the risks from hazards arising from emissions (e.g. the ejection of solid or fluid
materials, radiation, electric arcs, heat, noise, fumes, gases);

— protection against the risks arising from failure of mechanical parts of the machine or gravity falls.

The separation distances derived from this document do not apply to safeguards used solely for presence
sensing function.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk reduction

[SO 13857:2019, Safety of machinery — Safety distances to prevent hazard zones being reached by upper and
lower limbs

3 Terms, definitions, symbols and abbreviated terms
For the purposes of this document, the terms and definitions given in ISO 12100 and the following apply.
[SO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1 Terms and definitions

3.1.1

overall system response time

DEPRECATED: overall system stopping performance

T

time interval between the actuation of the sensing function and achieving the intended risk reduction

Note 1 to entry: This time typically includes tolerance factors (e.g. due to uncertainty of measurements, consideration
of environmental factor such as friction).

3.1.2
response time
t

X
maximum time between the occurrence of the event leading to the actuation of the safeguarding device and

the achieving of its intended state

Note 1 to entry: This time typically includes tolerance factors (e.g. due to uncertainty of measurements, consideration
of environmental factor such as friction).

[SOURCE: IEC 61496-1:2020, 3.21, modified — The wording “output signal switching devices OSSD achieving
the OFF state” has been replaced by “achieving of its intended state”. The wording “sensing” has been
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replaced by “safeguarding”. The original Notes 1, 2 and 3 to entry have been deleted and a new Note 1 to
entry has been added.]

3.1.3

detection capability

d

ability to detect the specified test piece(s) in the specified detection zone

[SOURCE: IEC 61496-3:2018, 3.3, modified — Notes to entry and references have been removed.]

3.14

effective detection capability

de

sensing function parameter limit set by the integrator of the device that will cause its actuation

3.1.5

electro-sensitive protective equipment

ESPE

assembly of devices and/or components working together for protective tripping or presence-sensing
purposes and comprising as a minimum:

— asensing device;

— controlling/monitoring devices;

— output signal switching devices and/or a safety-related data interface.
Note 1 to entry: ESPEs refer only to non-contact sensing devices.

[SOURCE: IEC 61496-1:2020, 3.5, modified — The original Notes 1 and 2 to entry have been deleted and a
new Note 1 to entry has been added.]

3.1.6
indirect approach
approach where the shortest path to the hazard zone is obstructed by a mechanical obstacle

Note 1 to entry: The hazard zone can only be approached by going around the obstacle.

3.1.7
detection zone
zone within which a specified test piece is detected by the sensitive protective equipment

Note 1 to entry: The detection zone can also be a point, line or plane.

Note 2 to entry: ISO 13856-1 uses the term “effective sensing area” when describing pressure-sensitive mats
and pressure-sensitive floors. In this document, the terms “detection zone” and “effective sensing area” are used
synonymously.

[SOURCE: IEC 61496-1:2020, 3.4, modified — “electro-” has been removed before “sensitive protective
equipment” and Note 2 to entry has been added.]

3.1.8

separation distance

DEPRECATED: minimum distance

S

minimum distance required between the actuation position of the protective devices and the hazard zone
to prevent the human body or its parts from reaching the hazard zone before the cessation of the hazardous
machine function

Note 1 to entry: Examples of protective devices are found in ISO 12100:2010, 3.28.

Note 2 to entry: The separation distance is always the shortest distance between the detection zone and the hazard
zone, independent from the entry point of the person through the detection zone.

Documents

© IS0 2024 - All rights reserved Document Sharing Hub
3

Full document details: BS EN ISO 13855:2024


http://www.avadocuments.com/doc/bs-en-iso-13855-2024
http://www.avadocuments.com/doc/bs-en-iso-13855-2024

ISO 13855:2024(en)

3.19

reaching distance associated with a protective device

DEPRECATED: intrusion distance

Dps

distance that a part of the body can move through or past the safeguard prior to actuation of the safeguard,
either towards the hazard zone or towards a safety-related manual control device (SRMCD) (3.1.14) from
within the safeguarded space

3.1.10

reference plane

level at which persons would normally stand during the use of the machine or access to the hazard zone or
safety-related manual control device (SRMCD) (3.1.14)

Note 1 to entry: The reference plane is not necessarily the ground or the floor (e.g. a working platform can be the
reference plane).

[SOURCE: [SO 13857:2019, 3.2, modified — “or safety-related manual control device (SRMCD)” and its
definition reference “(3.1.14)” have been added.]

3.1.11
span-of-control
predetermined portion of the machinery under control of a specific device or safety function

Note 1 to entry: A protective device can initiate a stop function of a machine or a portion of a machine.

3.1.12

safeguarded space

area or volume enclosing a hazard zone(s) where guards and/or protective devices are intended to
protect persons

3.1.13
whole body access
situation where a person can be completely inside a safeguarded space (3.1.12)

Note 1 to entry: The term whole body access is used differently in other documents to specify the opening size for
ergonomic access.

3.1.14

safety-related manual control device

SRMCD

control device which requires deliberate human action and whose actuation can result in an immediate
increase of the risk(s)

Note 1 to entry: Examples include actuating devices such as pushbuttons, selector switches, or foot pedals designed
for functions such as reset, start/restart, unconditional guard unlocking or hold-to-run control (e.g. jog, inching).

3.1.15

single control device

control device which requires actuation by either a single hand or foot in order to initiate hazardous machine
functions, thus providing a protective measure only for the person who actuates it

Note 1 to entry: Examples include actuating devices such as pushbuttons or foot pedals designed to control hazardous
machine functions only during actuation, or incremental movement upon each actuation.

3.1.16

industrial environment

workplace where the public is restricted from access or not reasonably expected to be present for the
intended tasks and machine applications
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3.1.17
dynamic hazard
source of harm that changes its location either by the movement of parts of the machine or the machine itself

Note 1 to entry: The dimensions and shape of the hazard zone associated with the dynamic hazard result from the
range of the moving parts of the machine (operating space) or the moving range of the machine itself.

3.1.18

stopping distance

distance travelled by the hazard, hazardous point or part of the machine or the machine itself, from the
initiation of the safety function until the intended risk reduction is achieved

Note 1 to entry: Situations are possible in which the intended risk reduction is achieved even if the hazardous machine
parts are still moving.

Note 2 to entry: Hazards can also travel even if machine parts do not (e.g. a rotating laser beam).

3.1.19

speed and separation control

SSC

safety function that achieves the intended risk reduction by maintaining the separation distance by changing
the speed and or the trajectory of the machine or its parts relative to the detected position of parts of the
human body

Note 1 to entry: The separation distance depends on several parameters, e.g. the speed and approach direction of
the parts of the human body; the speed, direction, and orientation of moving hazard zones; the effective detection
capability (3.1.4) of the protective devices; the response time (3.1.2) of the safety-related parts of the control system
involved.

3.1.20

safety-related part of a control system

SRP/CS

part of a control system that performs a safety function, starting from a safety-related input(s) to generating
a safety-related output(s)

[SOURCE: ISO 13849-1:2023, 3.1.1, modified — Note 1 to entry has been deleted.]
3.2 Symbols and abbreviated terms

3.2.1 Symbols

See Annex E.

3.2.2 Abbreviated terms

AOPD active opto-electronic protective device
AOPDDR active opto-electronic protective device responsive to diffuse reflection (e.g. laser scanner)
VBPD vision-based protective device
ESPE electro-sensitive protective equipment
SPE sensitive protective equipment (see ISO 12100:2010, 3.28.5)
SRMCD safety-related manual control device
SRP/CS safety-related part of a control system
SCS safety-related control system (see IEC 62061:2021, 3.2.3)
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SSC speed and separation control

4 Methodology

4.1 General

Safeguards shall be configured and positioned such that access to the hazard zone to be safeguarded shall
be detected in time to achieve the intended risk reduction.

In an application using an SPE where two or more hazard zones are present, the separation distance for
each hazard zone shall be calculated. Where necessary, additional safeguards shall be provided to prevent
circumventing the detection zone of the safeguard (see Figure 12).

Figure 1 provides a representation of the methodology for determining the positioning of sensing or
actuating devices of safeguards in accordance with this document, which is as follows:

a) Determine if the considered safeguard is appropriate to achieve the intended risk reduction for the
identified hazard (as specified in ISO 12100).

NOTE1 Intended risk reduction can include detection of access toward a hazard zone, as well as reaching
toward an SRMCD from within the safeguarded space.

b) Ifatype-C standard exists for the machinery, select one of the specified types of safeguards from that
standard, and then use the distance specified by that standard. If no type-C standard exists, continue to
Step c).

If there is no type-C standard, use the formulae in this document to calculate the separation distance for
the safeguard selected.

NOTE2  Type-Cstandards can specify minimum distances (referred to as separation distance in this document)
directly or by reference to this document.

¢) Confirm that the application of the safeguard is within the assumptions identified within this document.
d) Identify the hazard zones associated with the safeguard.

e) Determine the separation distances between the safeguard and its hazard zone(s). Then select the largest
(most protective) of the separation distances. Consideration shall be given to possible circumvention of
the safeguard (e.g. reaching over, through, around or under).

f) Determine if whole body access is possible. If whole body access is possible, apply additional protective
measures to prevent unexpected reset/restart with person(s) inside the safeguarded space according to
step g). If whole body access is not possible or is not applicable (e.g. two-hand control device), continue
to step i).

NOTE 3  ISO 12895 is under preparation specifically for the topic of whole body access and its derived risks.

g) When no additional detection of persons within the safeguarded space is used, SRMCD(s) shall be
identified and step h) applies. Where additional detection of persons within the safeguarded space
is used for those additional detection means, the separation distances of this document do not apply,
continue to step i).

h) Determine the reaching distances for each possible approach (over, through, around or under) from the
safeguard toward the SRMCD(s). Then select the largest (most protective) of the reaching distances such
that circumvention is prevented.

i) Determine if the separation and reaching distances are feasible for the application. If feasible, the
process is completed, otherwise a design modification is required. Where this modification only applies
to the considered safeguard, the process shall be repeated starting at step €). Where the modification
consists of the application of a different safeguard or a modification of the machinery design (including
additional safeguards), the process shall be repeated starting at step a).
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NOTE 4
require the application of this document.

START

Select appropriate

Redesign of the machine or the safeguard can result in a risk reduction measure which does not

©

safeguard

Does applicable type-C
standard exist?

Confirm that application is
within assumptions of this
document

v

Identify the hazard zone(s)
associated with the safeguard

'

Determine separation distance

Does type-C
standard refer to
ISO 13855 for the
application of the
safeguard?

Apply requirements of
type-C standard

between the detection zone and .
the hazard zone(s) according

to this document

Is whole body access YES

possible / applicable?

Apply additional protective
measures to prevent reset/
restart with persons inside the
safeguarded space

Identify the SRMCD(s)
associated with the safeguard
intended to prevent reset/restart

{

Determine reaching distance
between the safeguard and the
SRMCD(s) according to this
document

Detection of persons
within the safeguarded
space applied?

YES

Separation distances of
this document do not apply for
the detection of the
presence of persons to prevent
unexpected start-up ?

Are the separation
and reaching distances
feasible?

YES

Is modification

NO

of the considered
safeguard possible?

a  This applies to the function of the detection of persons within the safeguarded space, regardless of whether this
function is provided by the same device providing the trip function or a different protective device providing the

detection function. See

Clause 1, last paragraph.

Figure 1 — Methodology
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4.2 Static and dynamic separation distances
Two different scenarios shall be considered for machinery:

a) Static separation distance: The separation distance is determined to the maximum boundary of the
hazard zone, independently of the actual position of the origin(s) of the hazard(s) within the physical
limits of the machine, or the position of the machine itself.

b) Dynamic separation distance: The separation distance is determined to the boundary of the hazard
zone that the origin(s) of the hazard(s) can reach according to its actual position and the change in this
position during the overall system response time, T to achieve the intended risk reduction.

Clause 5 describes the calculation of the static separation distance, e.g. for the proper positioning of an AOPD
(safety light curtain) away from the die of a power press. The static approach, however, can lead to large
safety distances due to its worst-case approach or cannot be applicable due to the nature of the hazards to
be covered by the intended safeguarding (e.g. the collision of a mobile platform with a human).

Clause 6 describes the calculation of the dynamic separation distance, e.g. for the proper sizing of the
detection zone of an AOPDDR-2D (safety laser scanner) or AOPDDR-3D (safety 3D sensor) or VBPD monitoring
a safeguarded space. As a basis for the dynamic separation distance calculation, the position of the hazard
and the overall system response time according to the actual speed and braking capability (deceleration) of
the hazard shall be known.

4.3 Reference planes

The parameters specified in this document are applicable to typical approaches of persons in the workplace.
In some applications, movement near machinery requires persons to change elevation to perform expected
tasks (step up or step down). Furthermore, design of machinery can present the ability for persons to change
elevation while accessing the hazard zone or an SRMCD. In such cases, the level the person is using for access
shall be considered when determining appropriate reaching considerations.

When a change in elevation is present (e.g. step, platform, machinery frame), the reference plane shall be
determined according to Table 1 and Figure 2.

When using Table 1 and Figure 2, the direction of approach toward the hazard zone or the SRMCD shall be
considered.

NOTE The situation where a person climbs and stays on the higher surface is not considered in the scenarios
described in Table 1 (see 4.4).
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Table 1 — Determination of reference plane with elevated surfaces when reaching toward hazard

zone or SRMCD
Height of step Width of step from edge to detec-
tion zone
Direction of approach SPE location to step
<50mm?2 250 mm?2
In front >1000 mm A A
_ [see Figure 2 a)] <1000 mm A A
Stepping up
At or behind 21000 mmP B B
[see Figure 2 b)] <1000 mm>P A C
In front >500 mm¢ D D
[see Figure 2 c]] <500 mm ¢ E E
Stepping down
At or behind 2500 mm ¢ D F
[see Figure 2 d)] <500 mm ¢ E G
Scenario Possibility of access Reference plane
A Undetected access to higher surface not possible Lower surface
B Access to higher surface not possible Lower surface
C Undetected access to higher surface possible Higher surface
D Undetected access to lower surface not possible d Higher surface
E Undetected access to lower surface not possible Higher surface
F Undetected access to lower surface possible d Lower surface
G Undetected access to lower surface possible Lower surface
a2 50 mm value derived from P5 heel width given in DIN 33402-2:2020-12, Table 60.
b 1000 mm value taken from [SO 13857:2019, Table 1 (Note a) and Table 2 (Note b).
¢ 500 mm presents risk of falling; value taken from ISO 14122-2:2016, 4.2.3.
d  SeeISO 14122-2 for further information for other means to address additional falling hazards.
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a) Stepping up (SPE in front of the step) b) Stepping up [SPE behind (or at) the step]
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c) Stepping down (SPE in front of the step) d) Stepping down [SPE behind (or at) the step]
Key
1 higher surface Hg height of step
2 lower surface W, width of step from edge to detection zone
3 direction of approach Dps reaching distance associated with a protective device
4 nearest point when approaching an SRMCD K  approach speed
5 nearest point when approaching a hazard zone T  overall system response time
6 hazard zone Z  application-dependent supplemental distance factor

Figure 2 — Representation of elevated surfaces for determining reference plane when reaching
toward hazard zone or SRMCD

4.4 Assumptions
The reaching distances have been derived by making the following assumptions:

— persons reaching toward a hazard zone(s) are not inserting the head or leg over or under the safeguard
in order to reach the considered area (hazard zone or SRMCD);

— anthropometric data from the 5t to the 95th percentile of persons of 14 years and older were used in the
determination of the reaching distance values in the formulae;
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— data specifically for children have not been used in this document. Until specific data are available
for approach speeds for children, the designer should calculate the distances taking into account that
children can be quicker and that a child can be detected later;

— thelargest anticipated value of d, is used to determine Dy for the application;
— the safeguards retain their position relative to the hazard zone(s) and SRMCD location(s);

— attention should be paid to the possibility that the hazard zone changes its position relative to the
safeguard or reference plane during the time interval from the actuation of the safeguard or reference
plane to achieving the intended risk reduction (e.g. industrial mobile robot);

— reaching distances are measured from the surface, restricting the relevant part of the body;

— persons can force parts of the body around or through openings created between safeguards and other
protective structures (e.g. mounting/support structures, machine frame) in an attempt to reach the
identified area (hazard zone or SRMCD);

— the reference plane is a surface on which a person would normally stand, but is not necessarily the floor
(e.g. a permanent working platform or permanent means of access);

— there is some contact with the reference plane (e.g. climbing is not included);
— no aids (e.g. chairs, portable ladders) are used to change the reference plane;

— it is not possible to gain access to the identified area by stepping or climbing on the housing of the
safeguards, including associated mounting structures;

— no aids (such as rods or tools) are used to extend the natural reach of the upper limbs that can reach or
become engaged with the identified area.

4.5 Specific requirements for ESPE regarding whole body access

4.5.1 General

When an ESPE is used only for the detection of whole body access on an orthogonal approach, the height of
the lower edge of the detection zone (e.g. beam) from the reference plane Hpj, to prevent access under the
detection zone, shall be < 200 mm. For industrial environments, a maximum height of 300 mm for the lowest
edge of the detection zone is acceptable if the results of the risk assessment show this to be sufficient. See
Annex C.

4.5.2 Additional requirements for detection zones mounted vertical to the reference plane

a) The height of the upper edge of the detection zone Hpy; shall be > 900 mm to prevent stepping over the
detection zone. This is not applicable where a single beam is used (see Annex C) as well as where the
detection zone is parallel to the direction of approach (see 9.2);

b) the beam spacing of the ESPE shall be < 400 mm. See Figure 3.
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Dimensions in millimetres

=400

Lo

Key
1 reference plane
2 ESPE beams

Figure 3 — Example of multiple beam system used for whole body access

In exceptional cases (see 8.3.5) a beam separation of 500 mm may be applied.

4.5.3 Additional requirements for single beam devices

Single beam devices mounted parallel to the reference plane shall only be used for openings with
height < 500 mm and shall be placed at a height of 200 mm. See Annex C.

4.6 Reaching distance to SRMCD

The concept of reaching distances has previously only been applied to distances for parts of the human body
accessing a hazard zone. This document extends this concept to include accessing an SRMCD from within a
safeguarded space. This concept shall be applied to positioning of any SRMCD whose actuation can result in
an immediate increase of the risk.

For use with SRMCD, substitute the point defined as the nearest hazard (e.g. location, measurements) in the
relevant parts of this document with the SRMCD where contact shall be prevented.

When actuation of an SRMCD can result in harm to individuals, the SRMCD shall be oriented and located at
sufficient distance to prevent actuation by a person from inside the safeguarded space.

For SRMCD used in conjunction with protective structures (e.g. guards), the requirements of ISO 13857 shall
apply in addition to the requirements of this document.

4.7 Direction of approach toward detection zone of SPE

The direction of approach of the person or part of the person’s body shall be determined to be
a) orthogonal (at right angles or normal) to the detection zone (see Clause 8), or

b) parallel to the detection zone (see Clause 9).

Requirements are also provided for arrangements where

— an angled approach (between orthogonal and parallel) needs to be considered (see Clause 7);
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— itis necessary to address possible circumventing of the detection zone (see 8.2 and 8.4);

— the path from the detection zone to the hazard zone is restricted by obstacles (indirect approach) (see 8.3.6).
NOTE1 These situations also appear in combination.

NOTE 2  This document is not intended to provide measures against reaching a hazard zone by climbing over.

For the use of AOPDDRs or VBPDs with a two-dimensional protection zone, the calculation of the separation
distance shall be in line with Clauses 8 or 9, depending on the approach direction.

4.8 Speed and separation control (SSC)

SSC may be used to achieve the required risk reduction by maintaining the dynamic separation distance
by appropriate adaptation of the speed or trajectory of the potential hazardous movements of the machine
or its parts. The change of speed or trajectory of the hazardous movements of the machine or its parts can
include causing a stop.

Safeguarding with SSC shall meet the requirements of 6.1, 6.2 and the following:

— Any parts of the human body intended to be detected and present in the safeguarded space shall be
detected.

— Failure to track all parts of the human body intended to be detected in the safeguarded space shall result
in an immediate command to achieve the intended risk reduction within the span-of-control.

— Failure to maintain the separation distance between a human or parts of the human body in the
safeguarded space shall result in an immediate command to achieve the intended risk reduction within
the span-of-control.

The dynamic separation distance shall be calculated according to 6.3. Where the SPE measures the approach
speed of the human or parts of the human body, the measured value may be applied for the calculation.
Otherwise, the approach speed according to 5.3.1 shall be applied.

The performance of the SRP/CS or SCS providing the approach speed measurement shall be such that it does
not diminish the performance of the SRP/CS or SCS that provides the SSC function. The uncertainty of the
measurement of the position and speed of the hazardous machine parts or the machine itself as well as the
uncertainty of the measurement of the position and speed of parts of the human body shall be included in
the supplemental distance factor Z. If the measurement uncertainty is known, it shall be stated as Zy; as
described in 5.6. If the measurement uncertainty is unknown, then three sample standard deviations shall
be added to the mean value of the measurements. See B.5 for additional information.

5 Separation distance

5.1 General

The safeguard shall be located at the separation distance from the hazards or hazard zone within the span-
of-control of the safeguard to protect persons when reaching over, through or under the safeguard. See also,
Annex A for information regarding achieving intended risk reduction.

Safeguards that require a separation distance include:

a) SPE (see Clauses 7, 8 and 9);

b) pressure-sensitive mats and pressure-sensitive floors (see Clause 9);
c¢) two-hand control devices (see Clause 10);

d) single control devices (see Clause 11);

e) interlocking guards (see Clause 12).
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