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Foreword

This document (EN ISO 14253-2:2011) has been prepared by Technical Committee ISO/TC 213 "Dimensional
and geometrical product specifications and verification" in collaboration with Technical Committee
CEN/TC 290 “Dimensional and geometrical product specification and verification” the secretariat of which is
held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by October 2011, and conflicting national standards shall be withdrawn at
the latest by October 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes ENV ISO 14253-2:2001].

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 14253-2:2011 has been approved by CEN as a EN ISO 14253-2:2011 without any
modification.
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Introduction

This part of ISO 14253 is a global GPS standard (see ISO/TR 14638:1995). This global GPS standard
influences chain links 4, 5 and 6 in all chains of standards.

The ISO/GPS Masterplan given in ISO/TR 14638 gives an overview of the ISO/GPS system of which this
document is a part. The fundamental rules of ISO/GPS given in ISO 8015 apply to this document and the
default decision rules given in ISO 14253-1 apply to specifications made in accordance with this document,
unless otherwise indicated.

For more detailed information on the relation of this International Standard to other standards and to the GPS
matrix model, see Annex D.

This part of ISO 14253 has been developed to support ISO 14253-1. This part of ISO 14253 establishes a
simplified, iterative procedure of the concept and the way to evaluate and determine uncertainty (standard
uncertainty and expanded uncertainty) of measurement, and the recommendations of the format to document
and report the uncertainty of measurement information as given in the Guide to the expression of uncertainty
in measurement (GUM). In most cases, only very limited resources are necessary to estimate uncertainty of
measurement by this simplified, iterative procedure, but the procedure may lead to a slight overestimation of
the uncertainty of measurement. If a more accurate estimation of the uncertainty of measurement is needed,
the more elaborated procedures of the GUM need to be applied.

This simplified, iterative procedure of the GUM methods is intended for GPS measurements, but may be used
in other areas of industrial (applied) metrology.

The uncertainty of measurement and the concept of handling uncertainty of measurement are important to all
the technical functions within a company. This part of ISO 14253 is relevant to several technical functions,
including management, design and development, manufacturing, quality assurance and metrology.

This part of ISO 14253 is of special importance in relation to ISO 9000 quality assurance systems, e.g. it is a
requirement that methods for monitoring and measurement of the quality management system processes are
suitable. The measurement uncertainty is a measure of the process suitability.

In this part of ISO 14253, the uncertainty of the result of a process of calibration and a process of
measurement is handled in the same way:

— calibration is treated as a “measurement of the metrological characteristics of a measuring equipment or
a measurement standard”;

— measurement is treated as a “measurement of the geometrical characteristics of a workpiece”.

Therefore, in most cases, no distinction is made in the text between measurement and calibration. The term
“measurement” is used as a synonym for both.
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Geometrical product specifications (GPS) — Inspection
by measurement of workpieces and measuring equipment —

Part 2:

Guidance for the estimation of uncertainty in GPS measurement,
in calibration of measuring equipment and in product
verification

1 Scope

This part of gives guidance on the implementation of the concept of the “Guide to the estimation of
uncertainty in measurement” (in short GUM) to be applied in industry for the calibration of (measurement)
standards and measuring equipment in the field of GPS and the measurement of workpiece GPS
characteristics. The aim is to promote full information on how to achieve uncertainty statements and provide
the basis for international comparison of measurement results and their uncertainties (relationship between
purchaser and supplier).

This part of ]SO 14253 is intended to support [SO 14253-1|. Both parts are beneficial to all technical functions
in a company in the interpretation of GPS specifications [i.e. tolerances of workpiece characteristics and
values of maximum permissible errors (MPEs) for metrological characteristics of measuring equipment].

This part of introduces the Procedure for Uncertainty MAnagement (PUMA), which is a practical,
iterative procedure based on the GUM for estimating uncertainty of measurement without changing the basic
concepts of the GUM. It is intended to be used generally for estimating uncertainty of measurement and giving
statements of uncertainty for:

— single measurement results;
— the comparison of two or more measurement results;

— the comparison of measurement results — from one or more workpieces or pieces of measurement
equipment — with given specifications [i.e. maximum permissible errors (MPEs) for a metrological
characteristic of a measurement instrument or measurement standard, and tolerance limits for a
workpiece characteristic, etc.], for proving conformance or non-conformance with the specification.

The iterative method is based basically on an upper bound strategy, i.e. overestimation of the uncertainty at all
levels, but the iterations control the amount of overestimation. Intentional overestimation — and not under-
estimation — is necessary to prevent wrong decisions based on measurement results. The amount of
overestimation is controlled by economical evaluation of the situation.

The iterative method is a tool to maximize profit and minimize cost in the metrological activities of a company.
The iterative method/procedure is economically self-adjusting and is also a tool to change/reduce existing
uncertainty in measurement with the aim of reducing cost in metrology (manufacture). The iterative method
makes it possible to compromise between risk, effort and cost in uncertainty estimation and budgeting.
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2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 14253-1:1998, Geometrical Product Specifications (GPS) — Inspection by measurement of workpieces
and measuring equipment — Part 1: Decision rules for proving conformance or non-conformance with
specifications

ISO 14660-1:1999, Geometrical Product Specifications (GPS) — Geometrical features — Part 1: General
terms and definitions

ISO/IEC Guide 98-3:2008, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in
measurement (GUM:1995)

ISO/IEC Guide 99:2007, International vocabulary of metrology — Basic and general concepts and associated
terms (VIM)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ]SO 14253-1, SO 14660-1,
ISO/IEC Guide 98-3 and ISO/IEC Guide 99 and the following apply.

31

black box model for uncertainty estimation

model for uncertainty estimation in which the uncertainties associated with the relevant input quantities are
directly represented by their influence on the quantity value being attributed to a measurand (in the units of the
measurand)

NOTE 1 The “quantity value being attributed to a measurand” is typically a measured value.

NOTE 2 In many cases, a complex method of measurement may be looked upon as one simple black box with
stimulus in and result out from the black box. When a black box is opened, it may turn out to contain several “smaller’
black boxes or several transparent boxes, or both.

NOTE3 The method of uncertainty estimation remains a black box method even if it is necessary to make
supplementary measurements to determine the values of influence quantities in order to make corresponding corrections.

3.2

transparent box model for uncertainty estimation

model for uncertainty estimation in which the relationship between the input quantities and the quantity value
being attributed to a measurand is explicitly expressed with equations or algorithms

3.3
measuring task
quantification of a measurand according to its definition

34
overall measurement task
measurement task that quantifies the final measurand

3.5
intermediate measurement task
measurement task obtained by subdividing the overall measurement task into simpler parts

NOTE 1 The subdivision of the overall measuring task serves the goal of simplification of the evaluation of uncertainty.

NOTE 2  The specific subdivisions are arbitrary, as is whether to subdivide at all.

Documents

Document Sharing Hub
2 ©1S0 2011 — All rights reserved

Full document details: BS EN ISO 14253-2:2011


http://dx.doi.org/10.3403/01722655
http://dx.doi.org/10.3403/02066123
http://dx.doi.org/10.3403/01722655U
http://dx.doi.org/10.3403/02066123U
http://www.avadocuments.com/doc/bs-en-iso-14253-2-2011
http://www.avadocuments.com/doc/bs-en-iso-14253-2-2011

BS EN ISO 14253-2:2011
ISO 14253-2:2011(E)

3.6

target uncertainty

Ur

(for a measurement or calibration) uncertainty determined as the optimum for the measuring task

NOTE 1 Target uncertainty is the result of a management decision involving e.g. design, manufacturing, quality
assurance, service, marketing, sales and distribution.

NOTE 2  Target uncertainty is determined (optimized) taking into account the specification [tolerance or maximum

permissible _error (MPE)], the process capability, cost, criticality and the requirements of JSO 9001, ]SO 9004 and
SO 14253-1|.

NOTE 3 See also 8.8.

?ézuired uncertainty of measurement

lljjrﬁ{certainty required for a given measurement process and task

NOTE See also 6.2. The required uncertainty may be specified by, for example, a customer.
3.8

uncertainty management
process of deriving an adequate measurement procedure from the measuring task and the target uncertainty
by using uncertainty budgeting techniques

3.9

uncertainty budget

(for a measurement or calibration) statement summarizing the estimation of the uncertainty components that
contributes to the uncertainty of a result of a measurement

NOTE 1 The uncertainty of the result of the measurement is unambiguous only when the measurement procedure
(including the measurement object, measurand, measurement method and conditions) is defined.

NOTE 2  The term “budget”’ is used for the assignment of numerical values to the uncertainty components and their
combination and expansion, based on the measurement procedure, measurement conditions and assumptions.

3.10

uncertainty component

XX

source of uncertainty of measurement for a measuring process

3.11

limit value (variation limit) for an uncertainty component

a

absolute value of the extreme value(s) of the uncertainty component, xx

3.12

uncertainty component

u

sitcgndard uncertainty of the uncertainty component, xx

NOTE The iteration method uses the designation u,, for all uncertainty components.

3.13
influence quantity of a measurement instrument
characteristic of a measuring instrument that affects the result of a measurement performed by the instrument

3.14
influence quantity of a workpiece
characteristic of a workpiece that affects the result of a measurement performed on that workpiece
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4 Symbols

For the purposes of this document, the generic symbols given in Table 1 apply.

Table 1 — Generic symbols

Symbol/
abbreviated Description
term

a limit value for a distribution

a,, limit value for an error or uncertainty component (in the unit of the measurement result, of the measurand)
a*.. limit value for an error or uncertainty component (in the unit of the influence quantity)
a linear coefficient of thermal expansion

b coefficient for transformation of a to u,

C correction (value)

d resolution of a measurement equipment

E Young's modulus

ER error (value of a measurement)

G function of several measurement values [G(X;, X, .... X, ...)]

h hysteresis value

k coverage factor

m number of standard deviations in the half of a confidence interval

MR measurement result (value)

n number of ...

N number of iterations

v Poisson's number

P number of total uncorrelated uncertainty components

r number of total correlated uncertainty components

P correlation coefficient

t safety factor calculated based on the Student ¢ distribution

TV true value of a measurement

u, u; standard uncertainty (standard deviation)

s, standard deviation of a sample

Sz standard deviation of a mean value of a sample

u, combined standard uncertainty

- standard deviation of uncertainty component xx — uncertainty component

U expanded uncertainty of measurement

Un true uncertainty of measurement

Ug conventional true uncertainty of measurement

Ug approximated uncertainty of measurement (number of iteration not stated)

Ugn approximated uncertainty of measurement of iteration number N

Ur required uncertainty

Ur target uncertainty

Uy uncertainty value (not estimated according to GUM or this part of )

X measurement result (uncorrected)

X; measurement result (in the transparent box model of uncertainty estimation)

Y measurement result (corrected)
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5 Concept of the iterative GUM method for estimation of uncertainty
of measurement

By applying the GUM method completely, a conventional true uncertainty of measurement, U, can be found.

The simplified, iterative method described in this part of sets out to achieve estimated uncertainties
of measurements, Ug, by overestimating the influencing uncertainty components (Ug > Ug). The process of
overestimating provides “worst-case contributions” at the upper bound from each known or predictable
uncertainty component, thus ensuring results of estimations “on the safe side”, i.e. not underestimating the
uncertainty of measurement. The method is based on the following:

— all uncertainty components are identified;
— it is decided which of the possible corrections shall be made (see 8.4.6);

— the influence on the uncertainty of the measurement result from each component is evaluated as a
standard uncertainty u_, called the uncertainty component;

xx?

— an iteration process, PUMA (see Clause 6) is undertaken;

— the evaluation of each of the uncertainty components (standard uncertainties) « . can take place either by
a Type A evaluation or by a Type B evaluation;

— Type B evaluation is preferred — if possible — in the first iteration in order to get a rough uncertainty
estimate to establish an overview and to save cost;

— the total effect of all components (called the combined standard uncertainty) is calculated by Equation (1):

2 2 2 2
ucz\/ux1+uxz +uy +...tug, (1)

— Equation (1) is only valid for a black box model of the uncertainty estimation and when the components
u, are all uncorrelated (for more details and other equations, see 8.6 and 8.7);

— for simplification, the only correlation coefficients between components considered are
p=1,-10 (2)
If the uncertainty components are not known to be uncorrelated, full correlation is assumed, either p =1
or p=-1. Correlated components are added arithmetically before put into the formula above (see 8.5
and 8.6);
— the expanded uncertainty U is calculated by Equation (3):
U=rkxXug (3)
where k = 2; k is the coverage factor (see also 8.8).

The simplified, iterative method normally will consist of at least two iterations of estimating the components of
uncertainty:

a) the first very rough, quick and cheap iteration has the purpose of identifying the largest components of
uncertainty (see Figure 1);

b) the following iterations — if any — only deal with making more accurate “upper bound” estimates of the
largest components to lower the estimate of the uncertainty (1, and U) to a possible acceptable
magnitude.
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The simplified and iterative method may be used for two purposes:

1) management of the uncertainty of measurement for a result of a given measurement process (can be
used for the results from a known measuring process or for comparison of two or more of such results) —
see 6.2;

2) uncertainty management for a measuring process. For the development of an adequate measuring
process, i.e. Ug < U, see 6.3.

6 Procedure for Uncertainty MAnagement — PUMA

6.1 General

The prerequisite for uncertainty budgeting and management is a clearly identified and defined measuring task,
i.e. the measurand to be quantified (a GPS characteristic of a workpiece or a metrological characteristic of a
GPS measuring equipment). The uncertainty of measurement is a measure of the quality of the measured
value according to the definitions of a GPS characteristic of the workpiece or a metrological characteristic of
the GPS measuring equipment given in GPS standards.

GPS standards define the “conventional true values” of the characteristics to be measured by chains of
standards and global standards (see ISO/TR 14638). GPS standards in many cases also define the ideal —
or conventional true — principle of measurement (see ISO/IEC Guide 99:2007, 2.4), method of measurement
(see ISO/IEC Guide 99:2007, 2.5), measurement procedure (see ISO/IEC Guide 99:2007, 2.6) and standard
“reference conditions” (see ISO/IEC Guide 99:2007, 4.11).

Deviations from the standardized conventional true values of the characteristics, etc. (the ideal operator) are
contributing to the uncertainty of measurement.

6.2 Uncertainty management for a given measurement process

Management of the uncertainty of measurement for a given measuring task (box 1 of Figure 1) and for an
existing measurement process is illustrated in Figure 1. The principle of measurement (box 3), measurement
method (box 4), measurement procedure (box 5) and measurement conditions (box 6) are fixed and given or
decided in this case, and cannot be changed. The only task is to evaluate the consequence on the uncertainty
of measurement. A required Ug may be given or decided.

Using the iterative GUM method, the first iteration is only for orientation, and to look for the dominant
uncertainty components. The only thing to do — in the management process in this case — is to refine the
estimation of the dominant components to come closer to a true estimate of the uncertainty components thus
avoiding an excessive overestimate — if necessary.

Given measurement
1 process

[ a]
| _| Measurement | |
method
| | Uncertainty budget
2 | 3 5 | I_ 7 8 9 m 11
i N - Ch: f i
Measuring Principle of Measurement | | Assumptions, Uncertainty Uncertainty ange o Final
1 taskgiven [ t[ || procedure [ knowledge, | modelling [| components [T Yen=kxu U ey possible uncertainty of
9 measuremen P | etc. and needed measurement
| Measurement | 12
| | conditions [ | Change:
6 Assumptions and/or
|_ - J modelling and/or
improve knowledge

Figure 1 — Uncertainty management for a measurement result from a given measurement process
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The procedure is as follows.

a) Make a first iteration based preferably on a black box model of the uncertainty estimation process and set
up a preliminary uncertainty budget (boxes 7 to 9) leading to the first rough estimate of the expanded
uncertainty, Ugq (box 10). For details about uncertainty estimation, see Clause 9. All estimates of
uncertainties Ug are performed as upper bound estimates.

b) Compare the first estimated uncertainty, Ug4, with the required uncertainty Uy (box A) for the actual
measuring task.

1) If Ug4 is acceptable (i.e. if Ugq < Ug), then the uncertainty budget of the first iteration has proven that
the given measurement procedure is adequate for the measuring task (box 11).

2) If Ug, is not acceptable (i.e. if Ugq > Ug) or if there is no required uncertainty, but a lower and more
true value is desired, the iteration process continues.

c) Before the new iteration, analyse the relative magnitude of the uncertainty components. In many cases, a
few uncertainty components dominate the combined standard uncertainty and expanded uncertainty.

d) Change the assumptions or improve the knowledge about the uncertainty components to make a more
accurate (see ISO/IEC Guide 99:2007, 2.13) upper bound estimation of the largest (dominant) uncertainty
components (box 12).

Change to a more detailed model of the uncertainty estimation process or a higher resolution of the
measuring process (box 12).

e) Make the second iteration of the uncertainty budget (boxes 7 to 9) leading to the second, lower and more
accurate (see ISO/IEC Guide 99:2007, 2.13) upper bound estimate of the uncertainty of measurement,
Ugs (box 10).

f) Compare the second estimated uncertainty Ug, (box A) with uncertainty required Uy for the actual
measuring task.

1) If Ug, is acceptable (i.e. if Ug, < Ug), then the uncertainty budget of the second iteration has proven
that the given measurement procedure is adequate to the measuring task (box 11).

2) If Ugy is not acceptable (i.e. if Ug, > UR), or if there is no required uncertainty, but a lower and more
true value is desired, then a third (and possibly more) iteration(s) is (are) needed. Repeat the
analysis of the uncertainty components [additional changes of assumptions, improvements in
knowledge, changes in modelling, etc. (box 12)] and concentrate on the currently largest uncertainty
components.

g) When all possibilities have been used for making more accurate (lower) upper bound estimates of the
measuring uncertainties without coming to an acceptable measuring uncertainty Ugy < Ug, then it is
proven that it is not possible to fulfil the given requirement Ug.

6.3 Uncertainty management for design and development of a measurement
process/procedure

Uncertainty management in this case is performed to develop an adequate measurement procedure
[measurement of the geometrical characteristics of a workpiece or the metrological characteristics of a
measuring equipment (calibration)]. Uncertainty management is performed on the basis of a defined
measuring task (box 1 in Figure 2) and a given target uncertainty, Ur (box 2). Definitions of the measuring
task and target uncertainty are company policy decisions to be made at a sufficiently high management level.
An adequate measurement procedure is a procedure which results in an estimated uncertainty of
measurement less than or equal to the target uncertainty. If the estimated uncertainty of measurement is
much less than the target uncertainty, the measurement procedure may not be (economically) optimal for
performing the measuring task (i.e. the measurement process is too costly).
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The PUMA, based on a given measuring task (box 1) and a given target uncertainty Uy (box 2), includes the
following (see Figure 2).

a) Choose the principle of measurement (box 3) on the basis of experience and possible measurement
instruments present in the company.

b) Set up and document a preliminary method of measurement (box 4), measurement procedure (box 5)
and measurement conditions (box 6) on the basis of experience and known possibilities in the company.

c) Make a first iteration based preferably on a black box model of the uncertainty estimation process and set
up a preliminary uncertainty budget (boxes 7 to 9) leading to the first rough estimate of the expanded
uncertainty, Ugq (box 10). For details about uncertainty estimation, see Clause 9. All estimates of
uncertainties Ug,, are performed as upper bound estimates.

d) Compare the first estimated uncertainty, Ug4, with the given target uncertainty, U (box A).

1) If Ug4 is acceptable (i.e. if Uz4 < Ut), then the uncertainty budget of the first iteration has proven that
the measurement procedure is adequate for the measuring task (box 11).

2) If Ugq << Ut , then the measurement procedure is technically acceptable, but a possibility may exist
to change the method or the procedure (box 13), or both, in order to make the measuring process
more cost effective while increasing the uncertainty. A new iteration is then needed to estimate the
resulting measurement uncertainty, Ug, (box 10).

3) If Ugq is not acceptable (i.e. if Ugq > Ut), the iteration process continues, or it is concluded that no
adequate measurement procedure is possible.

e) Before the new iteration, analyse the relative magnitude of the uncertainty components. In many cases, a
few uncertainty components predominate the combined standard uncertainty and expanded uncertainty.

f) If Ugq> U, then change the assumptions or the modelling or increase the knowledge about the
uncertainty components (box 12) to make a more accurate (see ISO/IEC Guide 99:2007, 2.13) upper
bound estimation of the largest (dominant) uncertainty components.

g) Make the second iteration of the uncertainty budget (boxes 7 to 9) leading to the second, lower and more
accurate (see ISO/IEC Guide 99:2007, 2.13) upper bound estimate of the uncertainty of measurement,
Ugs (box 10).

h) Compare the second estimated uncertainty Ug, with the given target uncertainty, U (box A).

1) If Ug, is acceptable (i.e. if Uz, < Ug), then the uncertainty budget of the second iteration has proven
that the measurement procedure is adequate for the measuring task (box 11).

2) If Ug, is not acceptable (i.e. if Ug, > Uy), then a third (and possibly more) iteration(s) is (are) needed.
Repeat the analysis of the uncertainty components [additional changes of assumptions, modelling
and increase in knowledge (box 12)] and concentrate on the currently largest uncertainty
components.

i)  When all possibilities have been used for making more accurate (lower) upper bound estimates of the
measuring uncertainties without coming to an acceptable measuring uncertainty Ugy < U, then it is
necessary to change the measurement method or the measurement procedure or the conditions of
measurement (box 13) to (possibly) bring down the magnitude of the estimated uncertainty, Ug,. The
iteration procedure starts again with a first iteration.

j)  If changes in the measurement method or the measurement procedure or conditions (box 13) do not lead
to an acceptable uncertainty of measurement, it is possible to change the principle of measurement
(box 14) and start the above-mentioned procedure again.

k) If changing the measuring principle and the related iterations described above still does not lead to an
acceptable uncertainty of measurement, the ultimate possibility is to change the measuring task or target
uncertainty (box 15), or both, and to start the above-mentioned procedure again.
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If changing the measuring task or target uncertainty is not possible, it has been demonstrated that no
adequate measurement procedure exists (box 16).
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Procedure for Uncertainty of Measurement MAnagement (PUMA)

Figure 2

for a measurement process/procedure
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7 Sources of errors and uncertainty of measurement

7.1 Types of errors

Different types of errors regularly show up in measurement results:
— systematic errors;

— random errors;

— drift;

— outliers.

All errors are by nature systematic. When errors are perceived as non-systematic, it is either because the
reason for the error is not looked for or because the level of resolution is not sufficient. Systematic errors may
be characterized by size and sign (+ or -).

ER=MR-TV
where
ER s the error;
MR is the measurement result;
TV s the true value.

Random errors are systematic errors caused by non-controlled random influence quantities. Random errors
may be characterized by the standard deviation and the type of distribution. The mean value of the random
errors is often considered as a basis for the evaluation of the systematic error (see Figure 3).

YA

—

= 6

><V

Key

X time
Y measured value

outlier

dispersion 1
dispersion 2
systematic error 1
systematic error 2

o O~ WON -

true value

Figure 3 — Types of errors in measurement results
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Drift is caused by a systematic influence of non-controlled influence quantities. Drift is often a time effect or a
wear effect. Drift may be characterized by change per unit time or per amount of use.

Outliers are caused by non-repeatable incidents in the measurement. Noise — electrical or mechanical —
may result in outliers. A frequent reason for outliers is human error, i.e. mistakes as reading and writing or
wrong handling of measuring equipment. Outliers are impossible to characterize in advance.

Errors or uncertainties in a measuring process will be a mix of known and unknown errors from a number of
sources or error components.

The sources or components are not the same in each case, and the sum of the components is not the same.

It is still possible to take a systematic approach. There are always several sources or a combined effect of the
ten different ones indicated in Figure 4.

In the following subclauses, examples and further details about each of the ten components are given.

What is often difficult is that each of the components may act individually on the measurement result. But in
many cases, they even interfere with each other and cause additional errors and uncertainty.

Figure 4 and the following non-exhaustive lists (see 7.2 to 7.11) shall be used for getting ideas in a systematic
way when making uncertainty budgets. In each case, in order to evaluate the actual error/uncertainty
component, it is necessary to have knowledge about physics or experience in metrology, or both.

In uncertainty budgets, the uncertainty components may be grouped for convenience.

Physical
constants
Reference
element of
measurement
equipment

Uncertainty
of the
measured
characteristic

Measuring
procedure

Definition
of the
characteristic

Measurement
equipment

Measurement
setup

Measuring
object

Software
and
calculations

Metrologist

Figure 4 — Uncertainty components in measurement
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7.2 Environment for the measurement

In most cases — especially in GPS measurements — the temperature is the main uncertainty component of

the environment. Other uncertainty components may be:
Temperature: absolute temperature, time
variance, spatial gradient

Vibration/noise

Humidity

Contamination

[llumination

Ambient pressure

Air composition

Air flow

Gravity

Electromagnetic interference
Transients in the power supply
Pressured air (e.g. air bearings)
Heat radiation

Workpiece

Scale

Instrument thermal equilibrium

7.3 Reference element of measurement equipment

The measuring equipment is divided into “reference element” and the “rest of the equipment”, and it often
pays to look at the equipment that way. The “reference element” includes the following items.

Stability
Scale mark quality
Temperature expansion coefficient

Physical principle: line scale, optical digital scale,
magnetic digital scale, spindle, rack & pinion,
interferometer

7.4 Measurement equipment
The “rest of the equipment” includes the following items.

Interpretation system

Magnification, electrical or mechanical
Error wavelength

Zero-point stability

Force stability/absolute force
Hysteresis

Guides/slideways

Probe system

Geometrical imperfections

Stiffness/rigidity

12

Full document details: BS EN ISO 14253-2:2011

CCD techniques

Uncertainty of the calibration

Resolution of the main scale (analogue or digital)
Time since last calibration

Wavelength error

Reading system

Linear coefficient for thermal expansion
Temperature stability/sensitivity
Parallaxes

Time since last calibration

Response characteristic

Interpolation system, error wavelength
Interpolation resolution

Digitization
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7.5 Measurement set-up (excluding the placement and clamping of the workpiece)

In many cases, there is no set-up; the measurement equipment can measure “alone”.

— Cosine errors and sine errors
— Abbe principle

— Temperature sensitivity

— Stiffness/Rigidity

— Tip radius

7.6 Software and calculations

Form deviation of tip

Stiffness of the probe system

Optical aperture

Interaction between workpiece and set-up

Warming up

Observe that even the number of digits or decimals can have an influence.

— Rounding/Quantification

— Algorithms

— Implementation of algorithms

— Number of significant digits in the computation

— Sampling

7.7 Metrologist

Filtering
Correction of algorithm/Certification of algorithm
Interpolation/Extrapolation

Outlier handling

The human being is not stable; there is a difference from day to day and often a rather large change during

the day.

— Education
— Experience
— Training

— Physical disadvantages/Ability

Knowledge (precision, appreciation)
Honesty

Dedication

7.8 Measurement object, workpiece or measuring instrument characteristic

The following factors can affect the outcome.

— Surface roughness

— Form deviations

— E-modulus (Young's modulus)

— Stiffness beyond E-modulus

— Temperature expansion coefficient
— Conductivity

—  Weight

— Size

— Shape

© 1SO 2011 — All rights reserved
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Magnetism

Hygroscopic characteristic of the material
Ageing

Cleanliness

Temperature

Internal stress

Creep characteristics

Workpiece distortion due to clamping

Orientation
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7.9 Definition of the GPS characteristic, workpiece or measuring instrument characteristic

The following are used in the definition.

— Datum —

— Reference system — Chain link 3 and 4 deviations (ISO/TR 14638)
— Degrees of freedom — Distance

— Toleranced feature — Angle

7.10 Measuring procedure

The procedure is affected by the following.

— Conditioning — Number of operators

—  Number of measurements — Strategy

— Order of measurements — Clamping

— Duration of measurements — Fixturing

— Choice of principle of measurement —  Number of points

— Alignment — Probing principle and strategy
— Choice of reference — reference item (standard) — Alignment of probing system

and value — relative to the measured value _ Drift check

— Choice of apparatus
— Reversal measurements

—  Choice of metrologist — Multiple redundancy, error separation

7.11 Physical constants and conversion factors

Knowledge of the correct physical values of, for example, material properties (workpiece, measuring
instrument, ambient air, etc.) is important.

8 Tools for the estimation of uncertainty components, standard uncertainty
and expanded uncertainty

8.1 Estimation of uncertainty components

Estimation of uncertainty components can be done in two different ways: Type A evaluation and Type B
evaluation.

Type A evaluation is evaluation of uncertainty components, u, , using statistical means. Type B evaluation is
evaluation of uncertainty components

, U, Dy any other means than statistical.

Type A evaluation will in most cases result in more accurate estimates of uncertainty components than
Type B evaluation. In many cases, Type B evaluation will result in sufficiently accurate estimations of
uncertainty components.

Therefore, a Type B evaluation shall be chosen in the iterative method, when it is not absolutely necessary to
evaluate uncertainty by using Type A evaluation. In a number of cases, no other possibilities exist than to use
a Type A evaluation. See “standard cases” for evaluation of uncertainty components in 8.4.

NOTE The iteration method uses the designation u . for all uncertainty components.
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8.2 Type A evaluation for uncertainty components

8.2.1 General

Type A evaluation of the uncertainty component, « ., needs data from repeated measurements. The standard
deviation of the distribution or the standard deviation of the mean value may be calculated using the formulas
in 8.2.2.

8.2.2 Statistical tools

Regardless of the type of statistical distribution, the following statistical parameters are defined by the
equations:

f:lxi){_ The mean value of a number, n, of measurement results X;. X is an
n 4 ! estimate of the true value of the mean u of the distribution.

The standard deviation of the distribution of the sample based on »n
measurement values. s, is an estimate of the standard deviation of the
distribution o .

The standard deviation of the mean value s+ of the sample is equal to
the standard deviation of the sample divided by the square root of the
number of measurements n.

When the mean value or the standard deviation is based on very few repeated measurements the estimated
standard deviation values may be wrong, and possibly too small. For this reason, a “safety” factor ¢ is used.

The safety factor ¢ is calculated based on the Student ¢ distribution. The standard deviation of the sample s,
(multiplied by the safety factor ¢ as appropriate) is used in the uncertainty budget as the value for ., when the
measurement result is obtained using single readings of the component concerned.

Uyy =Sxn

x t 4)

XX

The standard deviation of the mean value s; is the value used for the standard uncertainty u . in the
uncertainty budget when the measurement result is obtained using the mean of several readings of the
component concerned.

N

Uy, =S5 X1 [Sx,n = %J (5)
8.3 Type B evaluation for uncertainty components

8.3.1 General

The evaluation of standard deviations by any means other than statistical is most often limited to previous
experiences or by simply “guessing” what might be the standard deviation.

Experience shows that human beings do not “understand” or are not able to estimate standard deviations
directly.
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Experience shows that human beings remember limit values for variation (error limit values) or are able to
develop such by using logical arguments and physical laws. In many cases, specifications are known as limit
values. This can be developed into a systematic method to derive standard deviations from limit values.

8.3.2 Transformation tools for error limits

Given a limit of variation, a. For all (limited) distributions, there is a certain ratio between the standard
deviation (defined by the same formula valid for all distributions, see 8.2.2) and the limit value, a. Then, if the
limit value, a, is known and the type of distribution is known, it is possible to calculate the standard deviation.
The limit value designation is chosen as —a and +a (only symmetrical distributions):

U, =axb (6)

Experience shows that in most cases it is sufficient to use only three types of distribution for transforming
limits of variation into standard deviation.

In Figure 5, these three types of distribution are given with the formula for transforming from limit value to
uncertainty component u, . (standard uncertainty). The Gaussian distribution is not limited. Two times the
standard deviation (2s) is used as the limit value for the Gaussian distribution. By experience, it is known that
a human being remembers the 2s value as the limit value for Gaussian distributed data. The b value for the
three types of distribution shown in Figure 5 is:

— Gaussian distribution: b=0,5

— rectangular distribution: b=0,6

— U-distribution: b=0,7
Gaussian distribution: 5 = 0,5
Uy = % ~0,5xa . .
-a 0 +a
Rectangular distribution: b = 0,6
U, = a ~0,58xa~0,6xa
x -5~ = - >
\/5 -a 0 +a
U-distribution: 6 =0,7
U, = a ~0,71xa~=0,7xa
x — a2~ ~ Y <t >
\/E -a 0 +a

Figure 5 — The three types of distribution used for transforming limits of variation, a,
into uncertainty components, «, . (standard uncertainties)
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Type B evaluation of the uncertainty component needs a reasonable “guess” or knowledge about the limit
value, a. To be sure it is an overestimation make a high, but not too high, guess of the limit value to determine
the a value. The next step is to make an assumption about the distribution. In many cases, the type of
distribution is known or is obvious. If not, make a conservative assumption. If the distribution is not known to
be Gaussian, then choose a rectangular or U-distribution. If the type of distribution is not known to be
rectangular, then choose a U-distribution. The U-distribution is the most conservative assumption.

One way to make reasonable estimates of standard uncertainties — for influence quantities — without using
statistical methods is by experience or by using physical laws to set up variation limits for a component and
then transform these limit values to standard uncertainties by an assumed distribution type for the actual
error/uncertainty component.

8.4 Common Type A and B evaluation examples

8.4.1 General

In this clause, some examples of common uncertainty components will be discussed. Examples will be given
on how to derive the uncertainty component «,,. The examples are not exhaustive for the problems arising in
GPS measurement and calibration.

8.4.2 Experiment or limit value as basis for evaluation of the same uncertainty component

Data from repeated measurements give the possibility of using a Type A evaluation as well as a Type B
evaluation of the resulting uncertainty component.

Data can be used to calculate the standard deviation (uncertainty component) using the formulas given in
8.2.2 (Type A evaluation).

The same measured data may also be used in a Type B evaluation of the same uncertainty component only
using the extreme values in the data-set as limit values (a values) around a mean. The uncertainty component
is then calculated using the formulas in Figure 5.

8.4.3 Repeatability

In every uncertainty budget, repeatability is involved at least one time. In most cases, repeatability can only be
evaluated by an experiment (Type A evaluation). The uncertainty component is derived using the formulas for
s.and s; givenin 8.2.2.

The repeatability-based uncertainty component may be less than the uncertainty component derived from the
resolution of the measurement equipment reading. In this case, the latter shall be used instead of the
repeatability (see 8.4.4).

8.4.4 Resolution and rounding

The resolution of a measuring equipment (analogue or digital) or the step in last digit/decimal of a measured
value or rounded measured value, whichever is the largest, is causing an uncertainty component:

d

xx:2><\/§

where d is the resolution or the step in the last digit or decimal. The uncertainty component is equal to the
component from a rectangular distribution with limit value a = 0,5 x d.

u

z%x0,6z0,3xd 7)

When the repeatability uncertainty component is derived from experimental data, the effect from resolution,
etc., is included if the repeatability uncertainty component is greater than the component based on resolution,
etc.

An example is given in Annex C.
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