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National foreword

This British Standard was published by BSI. It is the UK implementation of
EN ISO 14577-4:2007.

The UK participation in its preparation was entrusted by Technical Committee
ISE/NFE/4, Mechanical testing of metals, to Subcommittee ISE/NFE/4/5,
Indentation hardness testing.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Amd. No. Date Comments

on 29 June 2007
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Foreword

This document (EN ISO 14577-4:2007) has been prepared by Technical Committee ISO/TC 164
"Mechanical testing of metals" in collaboration with Technical Committee ECISS/TC 1 "Steel -
Mechanical testing", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by November 2007, and conflicting national
standards shall be withdrawn at the latest by November 2007.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United
Kingdom.

Endorsement notice

The text of ISO 14577-4:2007 has been approved by CEN as EN ISO 14577-4:2007 without any
modifications.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 14577-4 was prepared by Technical Committee ISO/TC 164, Mechanical testing of metals, Subcommittee
SC 3, Hardness testing.

SO 14577 consists of the following parts, under the general title Metallic materials — Instrumented
indentation test for hardness and materials parameters:

— Part 1: Test method
— Part 2: Verification and calibration of testing machines
— Part 3: Calibration of reference blocks

— Part 4: Test method for metallic and non-metallic coatings
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Introduction

The elastic and plastic properties of a coating are critical factors determining the performance of the coated
product. Indeed many coatings are specifically developed to provide wear resistance that is usually conferred
by their high hardness. Measurement of coating hardness is often used as a quality control check. Young’s
modulus becomes important when calculation of the stress in a coating is required in the design of coated
components. For example, the extent to which coated components can withstand external applied forces is an
important property in the capability of any coated system.

It is relatively straightforward to determine the hardness and indentation modulus of bulk materials using
instrumented indentation. However, when measurements are made normal to a coated surface, depending on
the force applied and the thickness of the coating, the substrate properties influence the result.

The purpose of this part of is to provide guidelines for conditions where there is no significant
influence of the substrate, and, where such influence is detected, to provide possible analytical methods to
enable the coating properties to be extracted from the composite measurement. In some cases, the coating
property can be determined directly from measurements on a cross-section.
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Metallic materials — Instrumented indentation test for hardness
and materials parameters —

Part 4:
Test method for metallic and non-metallic coatings

1 Scope

This part of ]SO 14577 specifies a method for testing coatings which is particularly suitable for testing in the
nano/micro range applicable to thin coatings.

This test method is limited to the examination of single layers when the indentation is carried out normal to the
test piece surface, but graded and multilayer coatings can also be measured in cross-section if the thickness
of the individual layers or gradations is greater than the spatial resolution of the indentation process.

The test method is not limited to any particular type of material. Metallic, non-metallic and organic coatings are
included in the scope of this part of |[SO 14577

The application of this part of regarding measurement of hardness is only possible if the indenter is
a pyramid or a cone with a radius of tip curvature small enough for plastic deformation to occur within the
coating. The hardness of visco-elastic materials, or materials exhibiting significant creep will be strongly
affected by the time taken to perform the test.

NOTE 1  |SO 14577-1, ISO 14577-4 and |SO 14577-3 define usage of instrumented indentation testing of bulk
materials over all force and displacement ranges.

NOTE 2  The application of the method of this part of |[SO 14577 is not needed if the indentation depth is so small that
in any possible case a substrate influence can be neglected and the coating can be considered as a bulk material. Limits
for such cases are given.

NOTE 3  The analysis used here does not make any allowances for pile-up or sink-in of indents. Use of Atomic Force
Microscopy (AFM) to assess the indent shape allows the determination of possible pile-up or sink-in of the surface around
the indent. These surface effects result in an under-estimate (pile-up) or over-estimate (sink-in) of the contact area in the
analysis and hence may influence the measured results. Pile-up generally occurs for fully work-hardened materials. Pile-
up of soft, ductile materials is more likely for thinner coatings due to the constraint of the stresses in the zone of plastic
deformation in the coating. It has been reported that the piled up material results in an effective increase of the contact
area for the determination of hardness, while the effect is less pronounced for the determination of indentation modulus,
since the piled up material behaves less rigidly [l [2],

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

SO 1514, Paints and varnishes — Standard panels for testing
SO 2808, Paints and varnishes — Determination of film thickness

SO 3270, Paints and varnishes and their raw materials — Temperatures and humidities for conditioning and
testing
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