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National foreword

This British Standard is the official English language version of
EN ISO 14644-4:2001. It is identical with ISO 14644-4:2001. It supersedes
BS 5295-2:1989 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Commaittee
LBI/30, Cleanroom technology, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This British Standard is one of a series, the other parts of BS EN ISO 14644
being as follows:

Part 1: Classification of air cleanliness;

Part 2: Specifications for testing and monitoring to prove continued
compliance with ISO 14644-1,

Part 3: Metrology and test methods;

Part 5: Operations;

Part 6: Terms and definitions;

Part 7: Separative enclosures (clean airhoods, gloveboxes, isolators,
mini-environments),

Part 8: Molecular contamination.

Parts 1 and 2 have been published, while the numbering and titles of parts 3
and 5 to 8 were provisional at the time of publication of part 4.

Attention is also drawn to BS 5295 Parts 0 and 3 and PD 6609, all updated
in 2000, which will remain current documents until further Parts of

BS EN ISO 14644 are published.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title
page, the EN ISO foreword page, the ISO title page, pages ii to v, a blank page,
pages 1 to 51, the Annex ZA page, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No.
14472

Corrigendum No. 1

Date
1 May 2003

Comments

Replacing the EN ISO foreword page and the
Annex ZA page
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CORRECTED 2003-03-26

Foreword

The text of the International Standard ISO 14644-4:2001 has been prepared by Technical
Committee ISO/TC 209 "Cleanrooms and associated controlled environments" in
collaboration with Technical Committee CEN/TC 243 "Cleanroom technology", the secretariat
of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication
of an identical text or by endorsement, at the latest by October 2001, and conflicting national
standards shall be withdrawn at the latest by October 2001.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, ltaly,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United
Kingdom.

Endorsement notice

The text of the International Standard I1ISO 14644-4:2001 was approved by CEN as a
European Standard without any modification.

NOTE: Normative references to International Standards are listed in annex ZA (normative).
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 14644 may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard [SO 14644-4 was prepared by Technical Committee ISO/TC 209, Cleanrooms and
associated controlled environments.

SO 14644 consists of the following parts, under the general title Cleanrooms and associated controlled
environments:

— Part 1: Classification of air cleanliness

— Part 2: Specifications for testing and monitoring to prove continued compliance with

— Part 3: Metrology and test methods

— Part 4: Design, construction and start-up

— Part 5: Operations

— Part 6: Vocabulary

— Part 7: Separative enclosures (clean air hoods, glove boxes, isolators, mini-environments)

Users should note that the titles listed for parts 3 and 5 to 7 are working titles at the time of the release of part 4. In
the event that one or more of these parts are deleted from the work programme, the remaining parts may be

renumbered.

Annexes A to H of this part of |[SO 14644 are for information only.
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Introduction

Cleanrooms and associated controlled environments provide for the control of airborne particulate contamination to
levels appropriate for accomplishing contamination-sensitive activities. Products and processes that benefit from
the control of airborne contamination include those in such industries as aerospace, microelectronics,
pharmaceuticals, medical devices and healthcare.

This part of specifies the requirements for the design and construction of cleanroom facilities. It is
intended for use by purchasers, suppliers and designers of cleanroom installations and provides a check list of
important parameters of performance. Construction guidance is provided, including requirements for start-up and
qualification. Basic elements of design and construction needed to ensure continued satisfactory operation are
identified through the consideration of relevant aspects of operation and maintenance.

This part of ISO 14644 is one of a series of standards concerned with cleanrooms and associated subjects. Many
factors besides design, construction and start-up should be considered in the operation and control of cleanrooms
and other controlled environments. These are covered in some detail in other International Standards prepared by
ISO/TC 209.
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Cleanrooms and associated controlled environments

Part 4:
Design, construction and start-up

1 Scope

This part of ISO 14644 specifies requirements for the design and construction of cleanroom installations but does
not prescribe specific technological or contractual means to meet these requirements. It is intended for use by
purchasers, suppliers and designers of cleanroom installations and provides a checklist of important parameters of
performance. Construction guidance is provided, including requirements for start-up and qualification. Basic
elements of design and construction needed to ensure continued satisfactory operation are identified through the
consideration of relevant aspects of operation and maintenance.

NOTE Further guidance in respect of the above requirements is given in annexes A to H. Other parts of ISO 14644 may
provide complementary information.

Application of this part of ISO 14644 is restricted in the following:
— user requirements are represented by purchaser or specifier;
— specific processes to be accommodated in the cleanroom installation are not specified;

— fire and safety regulations are not considered specifically; the appropriate national and local requirements
should be respected;

— process media and utility services are only considered with respect to their routing between and in the different
zones of cleanliness;

— regarding initial operation and maintenance, only cleanroom construction-specific requirements are
considered.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of . For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 14644 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 14644-1:1999, Cleanrooms and associated controlled environments — Part 1: Classification of air cleanliness.

ISO 14644-2:2000, Cleanrooms and associated controlled environments — Part 2: Specifications for testing and
monitoring to prove continued compliance with |ISO 14644-1.

Documents
Document Sharing Htjb

Full document details: BS EN ISO 14644-4:2001


http://dx.doi.org/10.3403/BSENISO14644
http://dx.doi.org/10.3403/02243394
http://dx.doi.org/10.3403/02169486
http://dx.doi.org/10.3403/02243394U
http://www.avadocuments.com/doc/bs-en-iso-14644-4-2001
http://www.avadocuments.com/doc/bs-en-iso-14644-4-2001

EN ISO 14644-4:2001

SO 14644-3— 1, Cleanrooms and associated controlled environments — Part 3: Metrology and test methods.

SO 14698-1— 1), Cleanrooms and associated controlled environments — Biocontamination control —
Part 1: General principles

SO 14698-3— 1), Cleanrooms and associated controlled environments — Biocontamination control —
Part 2: Evaluation and interpretation of biocontamination data.

ISO 14698-3:— 1), Cleanrooms and associated controlled environements — Biocontamination control —
Part 3: Measurement of the efficiency of processes of cleaning and/or disinfection of inert surfaces bearing
biocontaminated wet soiling or biofilms.

3 Terms and definitions
For the purposes of this part of ISO 14644, the terms and definitions given in ISO 14644-1 and the following apply.

3.1
changing room
room where people using a cleanroom may change into, or out of, cleanroom apparel

3.2
clean air device
stand-alone equipment for treating and distributing clean air to achieve defined environmental conditions

3.3
cleanliness
condition of a product, surface, device, gas, fluid, etc. with a defined level of contamination

NOTE Contamination can be particulate, non-particulate, biological, molecular or of other consistency.

34

commissioning

planned and documented series of inspections, adjustments and tests carried out systematically to set the
installation into correct technical operation as specified

3.5
contaminant
any particulate, molecular, non-particulate and biological entity that can adversely affect the product or process

3.6
non-unidirectional airflow
air distribution where the supply air entering the clean zone mixes with the internal air by means of induction

3.7
particle
minute piece of matter with defined physical boundaries

NOTE For classification purposes refer to |[SO 14644-1.
3.8

pre-filter
air filter fitted upstream of another filter to reduce the challenge on that filter

" To be published.
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3.9
process core
location at which the process and the interaction between the environment and the process occurs

3.10
start-up
act of preparing and bringing an installation into active service, including all systems

EXAMPLE Systems may include procedures, training requirements, infrastructure, support services, statutory under-
takings requirements.

3.11

unidirectional airflow

controlled airflow through the entire cross-section of a clean zone with a steady velocity and approximately parallel
streamlines

NOTE This type of airflow results in a directed transport of particles from the clean zone.

4 Requirements

4.1 The parameters listed in 4.2 to 4.18 shall be defined and agreed between purchaser and supplier:
NOTE In the requirements stated below, references are made to annexes A to H which are for information only.
4.2 The number, edition and date of publication of this part of ISO 14644 shall be given.

4.3 The role of other relevant parties to the project (e.g. consultants, designers, regulatory authorities, service
organizations) shall be established (see examples in annex C).

4.4 The general purpose for which the cleanroom is to be used, the operations to be carried out therein and any
constraint imposed by the operating requirements (see examples in annexes A, B and D).

4.5 The required airborne particulate cleanliness class or demands for cleanliness in accordance with the
relevant International Standard (ISO 14644-1|, ISO 14698-1|, |SO 14698-4 and 1SO 14698-3) (see examples in
annex B).

4.6 The critical environmental parameters, including their specified set points, alert and action levels to be
measured to ensure_compliance, together with the measurement methods to be used, including calibration
(1SO 14644-3 and |SO 14644-3) (see examples in annex F).

4.7 The contamination control concept, including installation, operating and performance criteria, to be used to
achieve the required cleanliness level (see examples in annex A).

4.8 The methods of measurement, control, monitoring and documentation required to meet the parameters
agreed (see examples in annexes C and F).

4.9 The entry or exit of equipment, apparatus, supplies and personnel required to support the installation (see
examples in annex D).

4.10 The specified occupancy states selected from "as-built", "at-rest" and "operational" under which the required
parameters shall be achieved and maintained including variations with time, and the methods of control (see
examples in annex C).

411 The layout and configuration of the installation (see examples in annex D).

412 Critical dimensions and mass restrictions, including those related to available space (see examples in
annex D).
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4.14

4.15

4.16

The process and product requirements that affect the installation (see examples in annexes B and G).
The process equipment list with utility requirements (see examples in annexes D, E and H).
The maintenance requirements of the installation (see examples in annexes D and E).

The assignment of tasks for the preparation, approval, execution, supervision, documentation, statement of

criteria, basis of design, detailed design, construction, testing, commissioning and qualification (including the
performance and witnessing) of tests (see examples in annexes E and G).

417

4.18

The identification and evaluation of external environmental influences (see examples in annex H).

Additional information required by the particular application (see examples in annex H).

5 Planning and design

5.1

5.1.1

Planning procedure

A project plan shall be developed, in consultation with the user and all other involved parties, to define the

requirements of the products, the processes and the scope of the installation.

5.1.2

In order to determine the needs of an installation, a process equipment list shall be compiled, and shall

include the critical requirements for each piece of process equipment.

5.1.3

Diversity factors shall be defined, considering peak and average demand for each utility and environmental

control system.

NOTE

A system may include multiple subsystems which require individual diversity-factor determination.

5.1.4 A contamination control concept shall be developed for each zone of an installation (see examples in
annex A).

5.1.5 The specifications as defined in clause 4 shall be reviewed and refined based on financial and timescale
requirements.

5.1.6 The project plan shall include the following elements:

4

design documentation with support calculations;

cost evaluation;

timescale evaluation;

an outline of anticipated project complications;

design options with records of advantages and disadvantages and any recommendations;
a review of maintenance requirements of the installation;

a review of the degree of flexibility to be included in the installation;

a review of the stand-by capacities to be included in the installation;

a review of the constructability of the design of the installation;

a quality plan.
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The use of a quality system, such as the |SO 9004 family of international standards (e.g. |SO 9009 and
SO 9001)), should be considered, in conjunction with industry-specific quality assurance strategies.

5.1.7 The completed project plan shall be reviewed and agreed upon between purchaser and supplier.

5.2 Design

5.2.1 The design shall accommodate all of the relevant product and process requirements in conjunction with the
selected contamination control concept (see examples in annex A).

5.2.2 The purchaser and supplier shall formally accept the design in accordance with predetermined acceptance
criteria.

5.2.3 The design shall conform to an agreed list of requirements, such as building, environmental and safety
regulations, good manufacturing practice guidelines (e.g. ]SO 14001 and ]SO 14004)).

The design should be reviewed at periodic stages of development, including final completion, to ensure compliance
with the specifications and the acceptance criteria.

6 Construction and start-up
6.1 Construction of an installation shall comply with the drawings and specifications.

6.2 Any changes required during the course of construction shall be checked for acceptance, approved and
documented prior to implementation of the change in accordance with a change control procedure.

6.3 Construction work, whether performed at a manufacturing location or in situ, shall observe the specific
contamination control requirements of the quality plan.

6.4 A clean construction protocol and cleaning procedures shall be developed as part of the quality plan and
enforced to achieve the specified contamination control requirements. Security and access control is essential to
maintain the clean construction protocol.

6.5 The cleaning methods and methods to determine and approve the achieved cleanliness shall be defined and
documented in the quality plan.

6.6 The cleaning of the air systems shall be specified and shall be carried out at assembly, before initial
operation and whenever rebuilding work, repair work and maintenance work are performed.

6.7 Inthe case of start-up of new installations or re-starting existing installations after repair or modification, final
cleaning of the cleanroom is necessary and provisions shall be made for the removal of adherent, imported or
released contamination.

6.8 Before commencing any operational activities, the complete and satisfactory function of the installation shall
be determined by tests carried out in accordance with clause 7.

NOTE In the case of packaged units, such as clean air devices, a manufacturer's certificate of compliance with the
requirements of this part of |SO 14644 may be sufficient, provided that the supplier is qualified (i.e. knowledgeable of or
competent in cleanroom requirements) and the risk of damage during transport, storage and installation can be controlled
adequately.

6.9 During acceptance testing, commissioning and initial operation, the personnel in charge of the installation
shall be trained. Testing, approval of the installation and training shall include all relevant practices for proper
cleanroom operation, maintenance and in-process control. The responsibility for providing training shall be defined.

When training is carried out, all relevant persons such as operators, maintenance and service personnel should be
included.
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7 Testing and approval

7.1 General
During and upon completion of the construction of an installation, an agreed series of documented tests shall be

specified and undertaken prior to operational use of the installation. Annex C gives examples of the design, testing
and approval processes.

7.2 Construction approval

A systematic range of inspections, adjustments, measurements and tests shall be carried out to ensure that each
part of the installation complies with the design requirements.

7.3 Functional approval

A series of tests and measurements shall be carried out to determine that all parts of the installation operate
together to achieve the required conditions in the "as-built" or "at-rest" states.

7.4 Operational approval
A series of tests and measurements shall be carried out to determine that the complete installation achieves the

required "operational" performance with the specified process or activity functioning, and with the specified number
of personnel present working in the agreed manner.

8 Documentation

8.1 General

Details of a completed installation (including instrumentation calibration) and all operation and maintenance
procedures shall be documented. Documents shall be made readily available to all personnel responsible for start-
up, operation and maintenance of the installation.

Such personnel should fully understand the documentation.

8.2 Record of an installation

Details of the completed installation shall be provided and shall contain:

a) a description of the installation and its function;

b) a set of final and approved performance test data, derived from the tests carried out in accordance with
clause 7 of this part of , recording the values of all conditions defined in the specification for the

installation and achieved during the commissioning, testing and start-up procedures;

c) a set of drawings, diagrams (e.g. layout of wiring, piping and instrumentation) and specifications describing the
completed and approved "as-built" installation and its components;

d) alist of parts and equipment and any recommendation for stocking spare parts.

8.3 Operational instructions

Each installation or system shall be provided with a clear set of operating instructions. Such operating instructions
shall contain:

a) schedules of checks and inspections to be completed prior to the start-up of an installation;
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b) schedules of the acceptance range of the critical performance parameters specified;
c) procedures to start and stop the installation under normal and failure mode situations;

d) procedures to be adopted in the event of alert or action levels being reached.

8.4 Instructions for performance monitoring

Performance-monitoring of an installation is essential to demonstrate satisfactory operation. Documentation shall
include:

a) test and measurement frequency;
b) description of test and measurement methods, (or reference to standards and guidelines);
c) action plan in the event of non-compliance;

d) frequency required for assembly, analysis and retention of performance data to enable trends to be analysed.

8.5 Maintenance instructions
Maintenance shall be implemented in accordance with a specified method and programme.

Maintenance and repairs shall be carried out during the construction, commissioning, testing, start-up and normal
operation of an installation. The following items shall be considered:

a) definition of safety procedures prior to carrying out maintenance or repairs;

b) specification of maintenance actions to be taken when the acceptance range of any critical performance
parameter is exceeded;

c) agreed definition of permitted adjustments;

d) methods of making permitted adjustments;

e) methods of checking and calibrating control, safety and monitoring devices;

f)  requirements for checking and replacing all wearing parts (e.g. driving belts, bearings, filters);

g) specification for cleaning of the installation or components prior to, during and after maintenance work;
h) definition of actions, procedures and tests required after maintenance is completed;

i) inclusion of any user-specific or relevant regulatory authority requirements.

8.6 Maintenance record

A documented record of any maintenance carried out upon the installation during construction, commissioning and
start-up shall be maintained. The following items shall form part of the record:

a) definition of the maintenance tasks;
b) identification and approval of personnel undertaking the maintenance;
c) date of carrying out the maintenance;

d) a condition report prior to undertaking the maintenance;
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e) a list of spare parts used;

f)  areport upon completion of the maintenance.

8.7 Record of operation and maintenance training

A documented record of training shall be maintained. The following items shall form part of the record:
a) definition of the training content;

b) identification of personnel providing and receiving the training;

c) training date and duration;

d) areport upon each period of training as it is completed.
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Annex A
(informative)

Control and segregation concepts

A.1 Contamination control zones

For economic, technical and operational reasons, clean zones are often enclosed or surrounded by further zones
of lower cleanliness classification. This can allow the zones with the highest cleanliness demands to be reduced to
the minimum size. Movement of material and personnel between adjacent clean zones gives rise to the risk of
contamination transfer, therefore special attention should be paid to the detailed layout and management of
material and personnel flow.

Figure A.1 illustrates an example of a contamination control concept. In this configuration, the clean zone would be
regarded as a more stringently controlled portion of the cleanroom.
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Figure A.1 — Shell-like contamination control concept
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A.2 Airflow patterns

A.2.1 Cleanroom airflow patterns can be categorized as either unidirectional or non-unidirectional. When a
combination of the two is used it is frequently called mixed airflow. Airflow patterns for cleanrooms of ISO Class 5
and cleaner in operation are often unidirectional, while non-unidirectional and mixed flow is typical for cleanrooms
of ISO Class 6 and less clean in operation.

A.2.2 Unidirectional airflow may be either vertical or horizontal (see Figure A.2). Both types of unidirectional
airflow rely upon a final filtered air supply and air return inlets which are nearly opposite one another in order to
maintain the airstream in as straight a flow pattern as possible. In both designs, the important design feature is the
ability to ensure that the airflow pattern is disrupted as little as possible at the process core.

In a working plane perpendicular to the clean airflow, all positions offer the same cleanliness level. Hence,
horizontally integrated or distributed processes require vertical airflow and vertically integrated processes require
horizontal airflow. Working positions immediately adjacent to the clean air supply offer optimal contamination
control conditions, because working positions downstream of these positions may be subject to particles generated
upstream. Personnel placement should be therefore downstream of clean processing.

A.2.3 In non-unidirectional airflow cleanrooms, air flows from filter outlets located in multiple positions distributed
across the inlet plane and is returned through remote locations. Filter outlets may be distributed at equal intervals
throughout the cleanroom or clean zone or grouped over the process cores. The location of filter outlets is
important for the cleanroom performance. The final filter location may be remote, but special precautions should be
taken to avoid contamination ingress between these filters and the cleanroom (e.g. monitoring of the surface
cleanliness and airtightness of ventilation ducts and supply air inlets to avoid induction of contamination as well as
the deployment of decontamination procedures). While return air locations in non-unidirectional airflow systems are
not as critical as those in unidirectional applications, care should be taken to distribute the returns, as is done with
the supplies, to minimize dead zones within the cleanroom.

A.2.4 Mixed-airflow cleanrooms combine both unidirectional and non-unidirectional airflow in the same room.

NOTE Some special designs are available that provide protection to specific working zones by other managed airflow
techniques.

Figure A.2 gives examples that illustrate the different airflow patterns in cleanrooms. (Thermal effects are not
considered.)
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