BRITISH STANDARD BS EN ISO
14880-4:2006

Optics and photonics —
Microlens arrays —

Part 4: Test methods for geometrical
properties

The European Standard EN ISO 14880-4:2006 has the status of a
British Standard

ICS 31.260

AN
| .y
r. 2 -'L; |

’

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW e
| Br|t|5h Standards

Full document details: BS EN ISO 14880-4:2006


http://www.avadocuments.com/doc/bs-en-iso-14880-4-2006
http://www.avadocuments.com/doc/bs-en-iso-14880-4-2006

BS EN ISO 14880-4:2006

This British Standard was
published under the authority
of the Standards Policy and
Strategy Committee

on 30 June 2006

© BSI 2006

ISBN 0 580 48720 2

National foreword

This British Standard is the official English language version of
EN ISO 14880-4:2006. It is identical with ISO 14880-4:2006.

The UK participation in its preparation was entrusted by Technical Committee
CPW/172, Optics and photonics, to Subcommittee CPW/172/9, Electro-Optical
systems, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title
page, the EN ISO foreword page, the ISO title page, pages ii to v, a blank page,
pages 1 to 22, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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This European Standard was approved by CEN on 3 May 2006.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania,
Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2006 CEN Al rights of exploitation in any form and by any means reserved Ref. No. EN ISO 14880-4:2006: E
worldwide for CEN national Members.
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Foreword

This document (EN ISO 14880-4:2006) has been prepared by Technical Committee ISO/TC 172
"Optics and optical instruments" in collaboration with Technical Committee CEN/TC 123 "Lasers
and photonics ", the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by December 2006, and conflicting national
standards shall be withdrawn at the latest by December 2006.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary,
Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

Endorsement notice

The text of ISO 14880-4:2006 has been approved by CEN as EN ISO 14880-4:2006 without any
modifications.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 14880-4 was prepared by Technical Committee ISO/TC 172, Optics and photonics, Subcommittee SC 9,
Electro-optical systems.

consists of the following parts, under the general title Optics and photonics — Microlens arrays:
— Part 1: Vocabulary

— Part 2: Test methods for wavefront aberrations

— Part 3: Test methods for optical properties other than wavefront aberrations

— Part 4: Test methods for geometrical properties
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Introduction

This part of [SO 14880 specifies methods for testing geometrical properties of microlens arrays. Examples of
applications for microlens arrays include three-dimensional displays, coupling optics associated with arrayed
light sources and photo-detectors, enhanced optics for liquid crystal displays, and optical parallel processor
elements.

The market in microlens arrays has generated a need for agreement on basic terminology and test methods.
Standard terminology and clear definitions are needed not only to promote applications but also to encourage
scientists and engineers to exchange ideas and new concepts based on common understanding.

This part of ]SO 1488( contributes to the purpose of the series of [SO 1488(Q standards, which is to improve
the compatibility and interchangeability of lens arrays from different suppliers and to enhance development of
the technology using microlens arrays.

The measurement of physical characteristics of pitch and surface modulation depth can be made using a

stylus instrument and non-contact optical probe system. Physical thickness can be measured with a
micrometer. The measurement processes are described in the body of this part of ]SO 14880.
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Optics and photonics — Microlens arrays —

Part 4:
Test methods for geometrical properties

1 Scope

This part of ISO 1488( specifies methods for testing geometrical properties of microlenses in microlens arrays.
It is applicable to microlens arrays with very small lenses formed on one or more surfaces of a common
substrate and to graded index microlenses.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

SO 14880-1|, Optics and photonics — Microlens arrays — Part 1. Vocabulary

3 Terms, definitions and symbols

For the purposes of this document, the terms, definitions given in |SO 14880-1| and the following apply.

NOTE 1 The symbols adopted for this part of ]SO 14880 are chosen for clarity in this application to microlens arrays
but some may not be those commonly used for surface texture measurement.

NOTE2  The parameters P,, P, and & are used in this part of to describe geometrical parameters
encountered in the measurement o?surface texture. P,, Py are spacing parameters and are defined as the average value
of the length of the mean line section containing a profile peak and adjacent valley. An amplitude parameter, 4, is defined
as the average difference between peak of the lens profile and the rim. Figure 1 illustrates the geometrical properties of
microlens arrays which are to be measured.

31
pitch

P,P
y
distance between the centres of adjacent lenses which may vary across and will vary with direction

See Figure 1.

NOTE 1 The pitch is expressed in millimetres.

[[SO 14880-1:2001, term 6.2.1.5]

NOTE 2  For a stylus instrument this will generally equate to the mean width of the profile elements calculated from the
roughness profile, RS, (see 3.2.2 and 4.3.1 in |SO 4287:1997).
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