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National foreword

This British Standard is the UK implementation of
EN ISO 15186-3:2010. It is identical to ISO 15186-3:2002. It
supersedes BS ISO 15186-3:2002 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee EH/1/6, Building acoustics.

A list of organizations represented on this committee can be obtained
on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

Amendments/corrigenda issued since publication
This British Standard, having
been prepared under the
direction of the Health and Amd. No. Date Comments
Environment Sector Policy and
Strategy Committee, was . .
published under the authority 30 November This corrigendum renumbers
of the Standards Policy and 2010 BS ISO 15186-3:2002 as

Strategy Committee on
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This European Standard was approved by CEN on 5 August 2010.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
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This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
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Foreword

The text of ISO 15186-3:2002 has been prepared by Technical Committee ISO/TC 43 “Acoustics” of the
International Organization for Standardization (ISO) and has been taken over as EN ISO 15186-3:2010 by
Technical Committee CEN/TC 126 “Acoustic properties of building elements and of buildings” the secretariat
of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by March 2011, and conflicting national standards shall be withdrawn at
the latest by March 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of 1SO 15186-3:2002 has been approved by CEN as a EN ISO 15186-3:2010 without any
modification.
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Acoustics — Measurement of sound insulation in buildings and of
building elements using sound intensity —

Part 3:
Laboratory measurements at low frequencies

1 Scope

1.1 General

This part of ISO 15186 specifies a sound intensity method to determine the sound reduction index and the element-
normalized level difference of building elements at low frequencies. This method has significantly better
reproducibility in a typical test facility than those of ISO 140-3, ISO 140-10 and ISO 15186-1. The results are more
independent of the room dimensions of the laboratory and closer to values that would be measured between rooms
of volume greater than 300 m®. This part of ISO 15186 is applicable in the frequency range 50 Hz to 160 Hz but is
mainly intended for the frequency range 50 Hz to 80 Hz.

NOTE For elements faced with thick, porous absorbers, the recommended frequency range is 50 Hz to 80 Hz.

The main differences between the methods of ISO 15186-1 and ISO 15186-3 are that in ISO 15186-3
a) the sound pressure level of the source room is measured close to the surface of the test specimen, and

b) the surface opposite the test specimen in the receiving room is highly absorbing and converts the room
acoustically into a duct with several propagating cross-modes above the lowest cut-on frequency.

The results found by the method of ISO 15186-3 can be combined with those of ISO 140-3 and ISO 15186-1 to
produce data in the frequency range 50 Hz to 5 000 Hz.

1.2 Precision

The reproducibility of this intensity method is, for all frequencies, estimated to be equal to or better than that found
with the method of ISO 140-3 at 100 Hz.

Some comparisons of data obtained with the methods of this part of ISO 15186 and ISO 140-3 are given in annex B.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 15186. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 15186 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated references,
the latest edition of the normative document referred to applies. Members of ISO and IEC maintain registers of
currently valid International Standards.

ISO 140-1, Acoustics — Measurement of sound insulation in buildings and of building elements — Part 1:
Requirements for laboratory test facilities with suppressed flanking transmission

ISO 140-3:1995, Acoustics — Measurement of sound insulation in buildings and of building elements — Part 3:
Laboratory measurements of airborne sound insulation of building elements
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