BRITISH STANDARD BS EN ISO
15614-2:2005

Specification and
qualification of welding
procedures for metallic
materials — Welding
procedure test —

Part 2: Arc welding of aluminium and its
alloys

The European Standard EN ISO 15614-2:2005 has the status of a
British Standard

ICS 25.160.10

AN
| -y
r Ta
b
British Standards

za

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN I1SO 15614-2:2005


http://www.avadocuments.com/doc/bs-en-iso-15614-2-2005
http://www.avadocuments.com/doc/bs-en-iso-15614-2-2005

BS EN ISO 15614-2:2005

This British Standard was
published under the authority
of the Standards Policy and
Strategy Committee on

26 April 2005

© BSI 26 April 2005

ISBN 0 580 45973 X

National foreword

This British Standard is the official English language version of
EN ISO 15614-2:2005. It is identical with ISO 15614-2:2004. It supersedes

BS EN 288-4:1999 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
WEE/36, Approval testing of welding procedures and welders, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN ISO title
page, pages 2 to 35 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Foreword

This document (EN ISO 15614-2:2005) has been prepared by Technical Committee CEN/TC 121 “Welding”,
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by October 2005, and conflicting national standards shall be withdrawn at
the latest by October 2005.

This document supersedes EN 288-4:1992.

EN ISO 15614 consists of the following parts, under the general title Specification and qualification of welding
procedures for metallic materials — Welding procedure test:

— Part 1: Part 1: Arc and gas welding of steels and arc welding of nickel and nickel alloys
— Part 2: Arc welding of aluminium and its alloys

—  Part 3: Welding procedure tests for the arc welding of casts iron 1)
—  Part 4: Finishing welding of aluminium castings 1)

— Part 5: Arc welding of titanium, zirconium and their alloys

—  Part 6: Arc welding of copper and its alloys 1)

— Part 7: Overlay welding?)

— Part 8: Welding of tubes to tube-plate joints

— Part 10: Hyperbaric dry welding 7)

— Part 11: Electron and laser beam welding

— Part 12: Spot, seam and projection welding

— Part 13: Resistance butt and flash welding 7)

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.

1) To be published.
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Introduction

All new welding procedure tests are to be carried out in accordance with this document from the date of this
issue.

However, this document does not invalidate previous welding procedure tests made to former standards or
specifications or previous issues of this document.

Where additional tests have to be carried out to make the qualification technically equivalent, it is only
necessary to do the additional tests on a test piece which should be made in accordance with this document.

Requests for official interpretations of any aspect of this document should be directed to the Secretariat of
ISO/TC 44/SC 10 via your national standards body, a complete listing which can be found at www.iso.org.

Documents

Document Sharing Hub

5
Full document details: BS EN I1SO 15614-2:2005


http://www.avadocuments.com/doc/bs-en-iso-15614-2-2005
http://www.avadocuments.com/doc/bs-en-iso-15614-2-2005

EN ISO 15614-2:2005 (E)

1 Scope

This document specifies how a preliminary welding procedure specification is qualified by welding procedure
tests.

This document is part of a series of standards, details of this series are given in EN ISO 15607:2003, Annex A.

This document defines the conditions for the execution of welding procedure tests and the range of
qualification for welding procedures for all practical welding operations within the range of variables listed in
Clause 8.

This document applies to the arc welding of wrought and cast aluminium and its alloys. In this document the
term aluminium stands for aluminium and for aluminium alloys.

This document does not apply to finishing welding of aluminium castings which is dealt by prEN ISO 15614-4.
Arc welding of aluminium is covered by the following welding processes in accordance with :

— 131 : metal inert gas welding (MIG welding);

— 141 : tungsten inert gas welding (TIG welding);

— 15 :plasma arc welding.

NOTE Specific service, material or manufacturing conditions may require more comprehensive testing than is
specified by this document (see 7.1).

The principles of this document may be applied to other fusion welding processes.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.
EN 515, Aluminium and aluminium alloys — Wrought products — Temper designations.

N 571-1|, Non destructive testing — Penetrant testing — Part 1: General principles.

N 1714, Non-destructive examination of welds — Ultrasonic examination of welded joints.

N ISO 6947, Welds — Working positions — Definitions of angles of slope and rotation (ISO 6947:1993).

N _ISO 9606-2, Qualification test of welders — Fusion welding — Part 2: Aluminium and aluminium alloys
SO 9606-2:2004).

N 1SO 15607:2003, Specification and qualification of welding procedures for metallic materials — General
rules (ISO 15607:2003).

EN _1SO 15609-1, Specification and qualification of welding procedures for metallic materials — Welding
procedure specification — Part 1: Arc welding ISO_15609-1:2004).

N _ISO 15613, Specification and qualification of welding procedures for metallic materials — Qualification
based on pre-production welding test (ISO _15613:2004).

S0 4136, Destructive tests on welds in metallic materials — Transverse tensile test.

SO 5173, Destructive tests on welds in metallic materials — Bend tests. Documents
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SO 9017, Destructive tests on welds in metallic materials — Fracture test.

SO 10042, Arc-welded joints in aluminium and its weldable alloys — Guidance on quality levels for
imperfections.

SO 14178, Welding consumables — Shielding gases for arc welding and cutting.

SO 14732, Welding personnel — Approval testing of welding operators for fusion welding and resistance
weld setters for fully mechanized and automatic welding of metallic materials.

SO 17638, Non-destructive testing of welds — General rules for fusion welds in metallic materials .
SO 17638, Non-destructive testing of welds —Radiographic testing of fusion-welded joints.
SO 17637, Non-destructive testing of welds — Visual testing of fusion-welded joints

SO 17639, Destructive tests on welds in metallic materials — Macroscopic and microscopic examination of
welds.

SO/TR 15608, Welding — Guidelines for a metallic material grouping system.

ISO/TR 17671-1, Welding — Recommendations for welding of metallic materials — Part 1: General guidance
for arc welding.

ISO/TR 17671-4, Welding — Recommendations for welding of metallic materials — Part 4: Arc welding of
aluminium and aluminium alloys.

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN_ISO 15607:2003 and the following
apply.

3.1

finishing welding

welding carried out during production in order to remove casting defects and core openings to ensure the
agreed quality of castings

4 Preliminary welding procedure specification (pWPS)

The preliminary welding procedure specification shall be prepared in accordance with EN ISO 15609-1. It shall
specify the tolerance for all the relevant parameters.

Guidance for the welding of aluminium is given in ISO/TR 17671-1 and ISO/TR 17671-4.

5 Welding procedure test

The welding and testing of test pieces shall be in accordance with Clauses 6 and 7.
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The welder or welding operator who undertakes the welding procedure test satisfactorily in accordance with
this document is qualified for the appropriate range of qualification in accordance with EN_ISO 9606-4 or
SO 14732, providing that the relevant testing requirements are met.

6 Test piece

6.1 General

The welded joint to which the welding procedure will relate in production shall be represented by making a
standardized test piece or pieces, as specified in 6.2. Where the production/joint geometry requirements do
not represent the standardized test pieces as shown in this document, the use of EN ISO 15613 shall be

required.
6.2 Shape and dimensions of test pieces

6.2.1 General
The length or number of test pieces shall be sufficient to allow all required tests to be carried out.

Additional test pieces, or longer test pieces than the minimum size, may be prepared in order to allow for extra
and or for re-testing specimens (see 7.6).

For all test pieces except branch connections (see Figure 4) and T-joints (see Figure 3) the material thickness,
t, shall be the same for both plates/pipes to be welded. If required by the application standard, the direction of
working, e.g. for extrusion, shall be marked on the test piece.

The material thickness and/or pipe outside diameter of the test pieces shall be selected in accordance
with 8.3.2.1 t0 8.3.2.4.

The shape and minimum dimensions of the test piece shall be as follows:

6.2.2 Butt joint in plate with full penetration

The test piece shall be prepared in accordance with Figure 1.
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)

Key

1 Joint preparation and fit-up as detailed in the preliminary Welding Procedure Specification (pWPS)
a  Minimum value 150 mm (transverse bend test specimens may require a larger a, see 7.4)

b Minimum value 300 mm

t  Material thickness

Figure 1 — Test piece for a butt joint in plate with full penetration

6.2.3 Butt joint in pipe with full penetration
The test piece shall be prepared in accordance with Figure 2.

NOTE The word "pipe" alone or in combination is used to mean "pipe", "tube" or "hollow section".
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1
— —_— Q
a a
Key
1 Joint preparation and fit-up as detailed in the preliminary Welding Procedure Specification (pWPS)
a  Minimum value 150 mm
D Outside pipe diameter
t  Material thickness

Figure 2 — Test piece for a butt joint in pipe with full penetration
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