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National foreword

This British Standard is the UK implementation of EN ISO 15750-2:2008. It is 
identical with ISO 15750-2:2002. It supersedes BS ISO 15750-2:2002 which is 
withdrawn.
The UK participation in its preparation was entrusted to Technical Committee 
PKW/5, Primary and transport packaging.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application. 
Compliance with a British Standard cannot confer immunity from 
legal obligations.
Amendments/corrigenda issued since publication

Date Comments

30 November 2008 This corrigendum renumbers BS ISO 15750-2:2002 
as BS EN ISO 15750-2:2008
50-2:2008
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Foreword 

The text of ISO 15750-2:2002 has been prepared by Technical Committee ISO/TC 122 “Packaging” of the 
International Organization for Standardization (ISO) and has been taken over as EN ISO 15750-2:2008 by 
Technical Committee CEN/TC 261 “Packaging” the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by December 2008, and conflicting national standards shall be withdrawn 
at the latest by December 2008. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 15750-2:2002 has been approved by CEN as a EN ISO 15750-2:2008 without any 
modification. 

 

BS EN ISO 15750-2:2008

Full document details: BS EN ISO 15750-2:2008

http://www.avadocuments.com/doc/bs-en-iso-15750-2-2008
http://www.avadocuments.com/doc/bs-en-iso-15750-2-2008


Introduction

Throughout the world a large number of steel drum types with different dimensions and characteristics are being
used. The differences in location of the filling opening and outer dimensions result in differences in filling, handling
and transportation.

This part of ISO 15750 gives uniform specifications for three main types of drums for use in international trade and
the preferred target option is drum type A (see Table 1).

It specifies the characteristics and dimensions of steel drums which are of importance for the exchangeability and
does not give detailed performance requirements and related test methods. The performance requirements depend
on the specific application.

Where the drums are intended to be used for the transport of dangerous goods, attention is drawn to the regulatory
requirements which govern the transport of those goods in the countries concerned, including capseals/overseals
fitted in accordance with the certificate. Depending upon the mode of transport, this means meeting the
requirements of:

 UN (United Nations): Recommendations on the transport of dangerous goods. Model regulations;

 ICAO (International Civil Aviation Organization): Technical instructions for safe transport of dangerous goods
by air ;

 IMO (International Maritime Organization): International Maritime Dangerous Goods (IMDG) Code.

This involves the certification and marking of the drums according to the regulations.
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