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National foreword

This British Standard is the UK implementation of EN ISO
15758:2014. It supersedes BS EN 14114:2002 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/540, Energy performance of materials components and
buildings.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2014. Published by BSI Standards
Limited 2014

ISBN 978 0 580 74686 4
1CS 91.120.10; 91.140.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2014.
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Foreword

This document (EN ISO 15758:2014) has been prepared by Technical Committee ISO/TC 163 “Thermal
performance and energy use in the built environment” in collaboration with Technical Committee CEN/TC 89
“Thermal performance of buildings and building components” the secretariat of which is held by SIS.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2014, and conflicting national standards shall be withdrawn
at the latest by November 2014.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 14114:2002.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 15758:2014 has been approved by CEN as EN ISO 15758:2014 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any
patent rights identified during the development of the document will be in the Introduction and/or on
the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical
Barriers to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is I[SO/TC 163, Thermal performance and energy use in the
built environment, Subcommittee SC 2, Calculation methods.

This second edition cancels and replaces the first edition (ISO 15758:2004), which has been technically
revised. The main changes are the following:

— in Clause 5, b), the alternative of using annual mean temperature and vapour pressure has been
removed;

— the method of calculation given in 6.3 has been changed such that the total amount of condensation
water in the whole pipe system is calculated based only on the outermost tangent to the saturation
pressure, psat;

— Figure 1 has been modified;
— the example given in A.3 has been changed;
— in Annex B, an explanation of the system with capacity for drying has been added;

— references have been added to the Bibliography.
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Introduction

If the thermal insulation of a cold pipe system is not completely water vapour tight, there will be a flow
of water vapour from the warm environment to the surface of the pipe, whenever the temperature of
the surface of the cold pipe is below the dew point of the ambient air. This flow of water vapour leads
to an interstitial condensation in the insulation layer and/or dew formation on the surface of the pipe
itself. Interstitial condensation may cause the insulation material to deteriorate and dew formation on
the surface of a metal pipe may cause corrosion over time. If the temperature is below 0 °C ice will be
formed and the methods of this standard will not apply.

In period, when the dew point of the ambient air is higher than the temperature of the outer surface of
the insulation, surface condensation will occur. This is dealt with in [SO 12241].

Different measures are available to control water vapour transfer and reduce the amount of condensation.
The following are normally applied:

a) Installation of a vapour retarder;
b) Use of insulation materials with a high water vapour resistance factor (low permeability);

c) Useofavapourretarder and a capillary active fabric to continuously remove condensed water from
the pipe surface to the environment; see Annex B for an example.

Which protection measure is chosen depends on the ambient climate, the temperature of the medium in
the pipe and the water vapour diffusion resistance of the insulation layer. The success of any system is
strongly dependent on workmanship and maintenance. In any case anti-corrosion measures should be
applied to a metal pipe in severe conditions.

The expected economic lifetime of an insulation system, assuming a maximum acceptable accumulated
moisture content, can be calculated using the methods in this standard.
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