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National foreword

This British Standard is the UK implementation of EN ISO
16000-26:2012.

The UK participation in its preparation was entrusted to Technical
Committee EH/2/3, Ambient atmospheres.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012

ISBN 978 0 580 66373 4
1CS 13.040.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 August 2012.
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This European Standard was approved by CEN on 31 July 2012.
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status as the official versions.
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Foreword

This document (EN ISO 16000-26:2012) has been prepared by Technical Committee ISO/TC 146 "Air quality"
in collaboration with Technical Committee CEN/TC 264 “Air quality” the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by February 2013, and conflicting national standards shall be withdrawn
at the latest by February 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of 1ISO 16000-26:2012 has been approved by CEN as a EN ISO 16000-26:2012 without any
modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

was prepared by Technical Committee ISO/TC 146, Air quality, Subcommittee SC 6, Indoor air.
consists of the following parts, under the general title Indoor air —:

— Part 1: General aspects of sampling strategy

— Part 2: Sampling strategy for formaldehyde

— Part 3: Determination of formaldehyde and other carbonyl compounds in indoor air and test chamber air —
Active sampling method

— Part 4: Determination of formaldehyde — Diffusive sampling method
— Part 5: Sampling strategy for volatile organic compounds (VOCs)

— Part 6: Determination of volatile organic compounds in indoor and test chamber air by active sampling on
Tenax TA® sorbent, thermal desorption and gas chromatography using MS or MS-FID

— Part 7: Sampling strategy for determination of airborne asbestos fibre concentrations
— Part 8: Determination of local mean ages of air in buildings for characterizing ventilation conditions

— Part 9: Determination of the emission of volatile organic compounds from building products and furnishing —
Emission test chamber method

— Part 10: Determination of the emission of volatile organic compounds from building products and
furnishing — Emission test cell method

— Part 11: Determination of the emission of volatile organic compounds from building products and
furnishing — Sampling, storage of samples and preparation of test specimens

— Part 12: Sampling strategy for polychlorinated biphenyls (PCBs), polychlorinated dibenzo-p-dioxins
(PCDDs), polychlorinated dibenzofurans (PCDFs) and polycyclic aromatic hydrocarbons (PAHS)

— Part 13: Determination of total (gas and particle-phase) polychlorinated dioxin-like biphenyls (PCBs) and
polychlorinated dibenzo-p-dioxins/dibenzofurans (PCDDs/PCDFs) — Collection on sorbent-backed filters

— Part 14: Determination of total (gas and particle-phase) polychlorinated dioxin-like biphenyls (PCBs) and
polychlorinated dibenzo-p-dioxins/dibenzofurans (PCDDs/PCDFs) — Extraction, clean-up and analysis
by high-resolution gas chromatography and mass spectrometry

— Part 15: Sampling strategy for nitrogen dioxide (NO2)

— Part 16: Detection and enumeration of moulds — Sampling by filtration
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— Part 17: Detection and enumeration of moulds — Culture-based method
— Part 18: Detection and enumeration of moulds — Sampling by impaction
— Part 19: Sampling strategy for moulds

— Part 21: Detection and enumeration of moulds — Sampling from materials

— Part 23: Performance test for evaluating the reduction of formaldehyde concentrations by sorptive
building materials

— Part 24: Performance test for evaluating the reduction of volatile organic compound (except formaldehyde)
concentrations by sorptive building materials

— Part 25: Determination of the emission of semi-volatile organic compounds by building products — Micro-
chamber method

— Part 26: Sampling strategy for carbon dioxide (COy)

— Part 28: Determination of odour emissions from building products using test chambers
— Part 29: Test methods for VOC detectors

— Part 30: Sensory testing of indoor air

— Part 31: Measurement of flame retardants and plasticizers based on organophosphorus compounds —
Phosphoric acid ester

The following parts are under preparation:

— Part 27: Determination of settled fibrous dust on surfaces by SEM (scanning electron microscopy)
(direct method)

— Part 32: Investigation of buildings for pollutants and other injurious factors — Inspections
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Introduction

In [SO_16000-1, general requirements relating to the measurement of indoor air pollutants and the important
conditions to be observed before or during the sampling of individual pollutants or groups of pollutants are described.

This part of [SO 16000 describes basic aspects to be considered when working out a sampling strategy for
SO 16000-1

the measurements of carbon dioxide in indoor air. It is intended to be a link between and the
analytical procedures.

This part of [SO 16000 presupposes knowledge of ]SO 16000-1.
This part of ]SO _1600Q uses the definition for indoor environment defined in |]SO 16000-1 and Reference

[12] as dwellings having living rooms, bedrooms, DIY (do-it-yourself) rooms, recreation rooms and cellars,
kitchens and bathrooms; workrooms or work places in buildings which are not subject to health and safety
inspections with regard to air pollutants (for example, offices, sales premises); public buildings (for example
hospitals, schools, kindergartens, sports halls, libraries, restaurants and bars, theatres, cinemas and other
function rooms), and also cabins of vehicles and public transport.

The sampling strategy procedure described in this part of [SO 1600 is based on VDI 4300 Part 9.[11]
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