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Foreword 

This document (EN ISO 16014-5:2012) has been prepared by Technical Committee ISO/TC 61 "Plastics" in 
collaboration with Technical Committee CEN/TC 139 “Paints and varnishes” the secretariat of which is held by 
DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by January 2013, and conflicting national standards shall be withdrawn at 
the latest by January 2013. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 16014-5:2012 has been approved by CEN as a EN ISO 16014-5:2012 without any 
modification. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International 
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO  16014-5 was prepared by Technical Committee ISO/TC  61, Plastics, Subcommittee SC  5, Physical-
chemical properties.

ISO 16014 consists of the following parts, under the general title Plastics — Determination of average molecular 
mass and molecular mass distribution of polymers using size-exclusion chromatography:

—	 Part 1: General principles

—	 Part 2: Universal calibration method

—	 Part 3: Low-temperature method

—	 Part 4: High-temperature method

—	 Part 5: Method using light-scattering detection

© ISO 2012 – All rights reserved� v
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Plastics — Determination of average molecular mass and 
molecular mass distribution of polymers using size-exclusion 
chromatography —

Part 5: 
Method using light-scattering detection

1	 Scope

This part of ISO  16014 specifies a general method for determining the average molecular mass and the 
molecular mass distribution of polymers using SEC‑LS, i.e. size-exclusion chromatography coupled with light-
scattering detection. The average molecular mass and the molecular mass distribution are calculated from 
molecular mass data and mass concentrations determined continuously with elution time. The molecular mass 
at each elution time is determined absolutely by combining a light-scattering detector with a concentration-
sensitive detector. Therefore, SEC‑LS is classified as an absolute method.

For the applicability of the method, see ISO 16014‑1:2012, Clause A.1.

2	 Normative references

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced document 
(including any amendments) applies.

ISO 472, Plastics — Vocabulary

ISO 16014‑1:2012, Plastics — Determination of average molecular mass and molecular mass distribution of 
polymers using size-exclusion chromatography — Part 1: General principles

ISO 16014‑2, Plastics — Determination of average molecular mass and molecular mass distribution of polymers 
using size-exclusion chromatography — Part 2: Universal calibration method

ISO 16014‑3:2012, Plastics — Determination of average molecular mass and molecular mass distribution of 
polymers using size-exclusion chromatography — Part 3: Low-temperature method

ISO 16014‑4:2012, Plastics — Determination of average molecular mass and molecular mass distribution of 
polymers using size-exclusion chromatography — Part 4: High-temperature method

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO  472 and ISO  16014‑1 and the 
following apply.

3.1
light-scattering detection
LS detection
a technique for determining the mass or size of polymer molecules in solution by measuring the light scattered 
by the polymer molecules
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© ISO 2012 – All rights reserved� 1

Full document details: BS EN ISO 16014-5:2012

http://dx.doi.org/10.3403/BSENISO16014
http://dx.doi.org/10.3403/BSENISO16014
http://dx.doi.org/10.3403/02406520U
http://dx.doi.org/10.3403/BSENISO16014
http://dx.doi.org/10.3403/BSENISO16014
http://dx.doi.org/10.3403/BSENISO16014
http://dx.doi.org/10.3403/BSENISO16014
http://dx.doi.org/10.3403/02406520U
http://dx.doi.org/10.3403/BSENISO16014
http://www.avadocuments.com/doc/bs-en-iso-16014-5-2012
http://www.avadocuments.com/doc/bs-en-iso-16014-5-2012


BS EN ISO 16014-5:2012

﻿

ISO 16014-5:2012(E)

3.2
refractive index increment
dn/dc
rate of change of the refractive index n of a polymer solution as a function of the mass concentration c

NOTE 1	 It is also called the “specific refractive index increment” in the literature.

NOTE 2	 The limiting value of dn/dc at zero concentration is commonly used in light scattering.

3.3
L‑point
measured data point of a low molecular mass compound on the graph of molecular mass vs. elution time used 
for justification of the polynominal fit of the calibration curve and/or construction of the calibration curve.

NOTE	 In the lower molecular mass region, the LS signal is too low to calculate molecular mass. Therefore the 
measurement of the L‑point is needed for justification or construction of the molecular mass calibration curve for the whole 
range of molecular mass. The L‑point is determined by measuring an oligomer of the polymer or an organic compound with 
a similar chemical structure to the oligomer.

4	 Symbols

Rg radius of gyration of a polymer molecule in solution nm

A2 second virial coefficient for a polymer molecule in solution cm3⋅mol⋅g−2

c mass concentration of polymer in solution g⋅cm−3

dn/dc refractive index increment cm⋅g−1

Hi excess signal intensity of a concentration detector at the ith elution time  

ILS,i excess signal intensity of scattered light at the ith elution time  

Ve volume eluted during data acquisition time (interval) cm3

5	 Principle

5.1	 SEC

For a discussion of size-exclusion chromatography in general, see ISO 16014‑1:2012, Clause 4.

5.2	 Light-scattering SEC

In SEC‑LS, polymer molecules eluted from the SEC columns are irradiated by a beam of monochromatic 
visible light. The light scattered by the molecules is continuously detected by a light-scattering detector. Since 
the eluate is a dilute polymer solution, the intensity of the scattered light is approximately proportional to the 
product of the molecular mass and the mass concentration of the polymer molecules. The scattered-light 
intensity divided by the concentration therefore gives the molecular mass at a particular elution time. The 
values of the molecular mass and the mass concentration or mass fraction at each elution time are used to 
calculate the molecular mass distribution and the average molecular mass of the polymer.

6	 Reagents

6.1	 Eluent

For a general discussion of eluents, see ISO 16014‑1:2012, 5.1.

For examples of eluents used for SEC measurements at temperatures below and above 60 °C, see Annex B of 
ISO 16014‑3:2012 and Annex B of ISO 16014‑4:2012, respectively.

2� © ISO 2012 – All rights reserved
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6.2	 Reagent for column evaluation

For examples of low molecular mass compounds used for column evaluation, see ISO 16014‑3:2012, 5.2, for 
measurements at temperatures below 60 °C and ISO 16014‑4:2012, 5.2, for those above 60 °C.

6.3	 Calibration standards

Since the Rayleigh ratios of toluene and benzene are well-known, these solvents are recommended for 
determining the calibration constant of the light-scattering detector (see Annex B, Clause B.2).

Aqueous solutions of potassium chloride (KCl) or sodium chloride (NaCl) are used for determining the calibration 
constant of a refractive index detector. The concentration dependence of the differential refractive index of the 
solutions is used to calculate the constant.

A low molecular mass, monodisperse polymer is used to determine the delay volume between the light-
scattering and concentration-sensitive detectors. This polymer may also be used to calibrate the angular 
dependence of the detector sensitivity of a multiple-angle light-scattering detector. The radius of gyration Rg of 
the polymer molecule used to calibrate the detector sensitivity, should preferably be less than 10 nm. A radius 
of gyration less than 5 nm is desirable. Other compounds with a well-known Rg value may also be used.

Polymer reference materials are used for molecular mass calibration ranges from 20 000 to 50 000.

Low molecular mass organic compounds or oligomers of the polymer in the sample under investigation are 
used for determining the “L‑point”.

6.4	 Reagent for flow rate marker

See ISO 16014‑1:2012, 5.4.

For examples of compounds suitable for use as a flow rate marker, see ISO 16014‑3:2012, 5.4, for measurements 
at temperatures below 60 °C and ISO 16014‑4:2012, 5.4, for those above 60 °C.

6.5	 Additives

See ISO 16014‑1:2012, 5.5.

Some examples of additives are given in ISO  16014‑3:2012, 5.5, for measurements below 60  °C and 
ISO 16014‑4:2012, 5.5, for those above 60 °C.

7	 Apparatus

7.1	 General

A typical schematic diagram of an SEC‑LS system is shown in Figure 1, which is similar to that shown in 
ISO 16014‑1:2012, Figure 1. The main difference is that a light-scattering detector is connected in series with 
the concentration-sensitive detector. The light-scattering detector and concentration-sensitive detector may 
also be connected in parallel. Any component that meets the performance requirements specified for this 
method may be used.

Either commercially available SEC‑LS systems or SEC‑LS systems assembled in the laboratory may be used 
for this method, provided they meet the levels of performance required.
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