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Foreword

This document (EN ISO 16122-4:2015) has been prepared by Technical Committee ISO/TC 23 “Tractors and
machinery for agriculture and forestry” in collaboration with Technical Committee CEN/TC 144 “Tractors and
machinery for agriculture and forestry” the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2015, and conflicting national standards shall be
withdrawn at the latest by September 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,

Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 16122-4:2015 has been approved by CEN as EN ISO 16122-4:2015 without any modification.
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Introduction

There are two main reasons for the inspection:
— less potential risk of environmental contamination by plant protection products;
— good control of the pest with the minimum possible input of plant protection product.

In order to use plant protection products in agricultural production safely, it is necessary to define the

requirements and test methods for sprayers in use. This is a relevant step after having standardized
[SO 4254-

minimum requirements for new sprayers, in respect of safety hazards (see 8) and potential
risks of environmental contamination (see [SO 16119 series).

Standardising the requirements and methods for inspection of sprayers in use, takes into consideration
not only the original performance of the sprayer, but also its use, care and maintenance. This is a logical
link to ensure the continued benefit arising from the supply of new sprayers of good quality.

The inspection of sprayers in use can be a mandatory requirement or adopted on a voluntary basis. In
both cases further requirements, outside the scope of this standard, are necessary for the management
of inspections. These include, for example, requirements for the competence of persons carrying out
inspections and the frequency of inspections.

NOTE National orlocal regulations may also apply concerning the qualificationsand competence of inspectors.
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INTERNATIONAL STANDARD ISO 16122-4:2015(E)

Agricultural and forestry machines — Inspection of
sprayers in use —

Part 4:
Fixed and semi-mobile sprayers

1 Scope
This part of [SO 16122, when used together with [SO 16122-1| specifies the requirements and test

methods for the inspection of fixed and semi-mobile sprayers, when in use.

The requirements relate mainly to the condition of the sprayer with respect to its potential risk for the
environment and its performance to achieve good application.

It does not apply to application equipment for spatial treatment (e.g. foggers).

NOTE Requirements for the protection of inspectors during an inspection are given in [SO 16122-1|.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

[SO 5682-2:1997, Equipment for crop protection — Spraying equipment — Part 2: Test methods for
hydraulic sprayers

[SO 16122-1:2015, Agricultural and forestry machinery — Inspection of sprayers in use — Part 1: General

3 Terms and definitions
For the purposes of this document, the terms and definitions given in [SO 16122-1|and the following apply.

31

fixed sprayer

machine primarily for spraying plant protection products in covered structures, and where the
pump/tank unit (3.3) and/or application unit (3.4) do not move

[SOURCE: [SO 16119-4:2014, 3.1]

3.2

semi-mobile sprayer

machine primarily for spraying plant protection products on crops grown in covered structures, and
where the pump/tank unit (3.3) and application unit (3.4) are moveable

[SOURCE: [SO 16119-4:2014} 3.2]

3.3
pump/tank unit
device made at least by the pump and the spray liquid tank

Note 1 to entry: They can be built together as one unit or separate units.
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