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National foreword

This British Standard is the UK implementation of EN ISO 16122‑5:2020. 
It is identical to ISO 16122‑5:2020.

The UK participation in its preparation was entrusted to Technical 
Committee AGE/15, Equipment for crop protection and application of 
liquid fertilizer.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

This publication does not purport to include all the necessary provisions 
of a contract. Users are responsible for its correct application.

This publication has been prepared under a mandate given to the 
European Standards Organizations by the European Commission and the 
European Free Trade Association and is intended to support essential 
requirements of the EU legislation detailed in the European foreword. 
Annex ZA/ZZ describes how the publication relates to the legislation.

For the Great Britain market (England, Scotland and Wales), if the UK 
Government has designated this publication for conformity with UKCA 
marking legislation and has not amended the essential requirements 
of that legislation, Annex ZA/ZZ and any references to EU law in 
the publication should be read in accordance with the designation 
as applying to UK legislation in the same way as to EU law. Further 
information on designated standards can be found at 
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement 
relevant EU law subject to periodic confirmation. References to EU 
legislation are therefore still valid.

More information on legislation can be found at www.gov.uk.

© The British Standards Institution 2021 
Published by BSI Standards Limited 2021

ISBN 978 0 580 90427 1

ICS 65.060.40; 13.020.99

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 31 January 2021.
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This European Standard was approved by CEN on 5 March 2020.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving 
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical 
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre 
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language 
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC 
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, 
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, 
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European foreword

This document (EN ISO 16122‑5:2020) has been prepared by Technical Committee ISO/TC 23 "Tractors 
and machinery for agriculture and forestry" in collaboration with Technical Committee CEN/TC 144 
“Tractors and machinery for agriculture and forestry” the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by June 2021, and conflicting national standards shall be 
withdrawn at the latest by June 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s).

For the relationship with EU Directive(s) see informative Annex ZA, which is an integral part of 
this document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic 
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 
United Kingdom.

Endorsement notice
The text of ISO  16122‑5:2020 has been approved by CEN as EN  ISO  16122‑5:2020 without any 
modification.
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EN ISO 16122‑5:2020 (E)

Annex ZA 
 (informative) 

 
Relationship between this European Standard and the essential 

requirements of Directive 2009/128/EC aimed to be covered

This European Standard has been prepared under Commission’s standardization request "M/435 
Mandate to CEN, CENELEC and ETSI for the development of standards on inspection of pesticide 
application equipment in use" to provide one voluntary means of conforming to essential requirements 
of the Directive 2009/128/EC of the European Parliament and of the Council of 21 October 2009 
establishing a framework for Community action to achieve the sustainable use of pesticides.

Once this standard is cited in the Official Journal of the European Union under that Directive, compliance 
with the normative clauses of this standard given in Table ZA.1 confers, within the limits of the scope 
of this standard, a presumption of conformity with the corresponding Essential Requirements, of that 
Directive and associated EFTA regulations.

Table ZA.1 — Correspondence between this European Standard and annex II of  
EU Directive 2009/128/EC 

Essential Requirements of EU Directive 
2009/128/EC

Clause(s)/sub-clause(s) 
of this EN

Remarks/Notes

Annex II
The pesticide application equipment must 
function reliably and be used properly 
for its intended purpose ensuring that 
pesticides can be accurately dosed and 
distributed. 

4.2.5, 4.4, 4.5, 4.7, 4.8, 4.11

The equipment must be in such a condition 
as to be filled and emptied safely, easily 
and completely and prevent leakage of 
pesticides. 

4.1, 4.2

It must permit easy and thorough cleaning. 4.2.4
It must ensure safe operations, and be con‑
trolled and capable of being immediately 
stopped from the operator’s seat.

4.3, 4.5, 4.7, 4.8, 4.9, 4.10

Where necessary, adjustments must be 
simple, accurate and capable of being 
reproduced.

4.8.1, 4.8.2, 4.8.5

      2.   Pump 4.5, 4.7.2, 5.2 No direct pump testing since 
most pumps on aircraft are air 
driven i.e. only operate when the 
aircraft is in flight. The specified 
tests should show whether the 
pump is adequate.

      3.   Agitation 4.2.7
      4.   Spray liquid tank 4.2
      5.   Measuring systems, control and 
regulation systems

4.2.5, 4.8

      6.   Pipes and hoses 4.1.2, 4.3
      7.   Filtering 4.2.2, 4.6
      8.   Spray boom 4.4
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EN ISO 16122‑5:2020 (E)

Essential Requirements of EU Directive 
2009/128/EC

Clause(s)/sub-clause(s) 
of this EN

Remarks/Notes

      9.   Nozzles 4.7
      10.   Distribution 4.9

WARNING 1	 Presumption of conformity stays valid only as long as a reference to this European Standard 
is maintained in the list published in the Official Journal of the European Union. Users of this standard should 
consult frequently the latest list published in the Official Journal of the European Union.

WARNING 2	 Other Union legislation may be applicable to the product(s) falling within the scope of 
this standard.
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