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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 16539:2022. It
is identical to ISO 16539:2013.

The UK participation in its preparation was entrusted to Technical
Committee ISENFE/8.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 18077 0
ICS 77.060

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2013.

Amendments/corrigenda issued since publication

Date Text affected

30 September 2022  This corrigendum renumbers BS ISO 16539:2013
as BSEN ISO 16539:2022
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EUROPEAN STANDARD EN ISO 16539
NORME EUROPEENNE
EUROPAISCHE NORM June 2022

ICS 77.060
English Version
Corrosion of metals and alloys - Accelerated cyclic
corrosion tests with exposure to synthetic ocean water
salt-deposition process - "Dry" and "wet" conditions at
constant absolute humidity (ISO 16539:2013)
Corrosion des métaux et alliages - Essais de corrosion Korrosion von Metallen und Legierungen -
cyclique accélérée avec exposition a 'eau de mer Beschleunigte zyklische Korrosionspriifungen unter
synthétique par procédé de dépot de sel - Conditions Aussetzung von synthetischem Meerwassersalz im
"seches" et conditions "humides" a taux d'humidité Absetzungsprozess - "Trockene" und "feuchte”
absolue constant (ISO 16539:2013) Bedingungen, bei einer konstanten absoluten

Feuchtigkeit (ISO 16539:2013)

This European Standard was approved by CEN on 20 June 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 16539:2022 E
worldwide for CEN national Members.
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EN ISO 16539:2022 (E)

European foreword

The text of ISO 16539:2013 has been prepared by Technical Committee ISO/TC 156 "Corrosion of
metals and alloys” of the International Organization for Standardization (ISO) and has been taken over
as ENISO 16539:2022 by Technical Committee CEN/TC 262 “Metallic and other inorganic coatings,

including for corrosion protection and corrosion testing of metals and alloys” the secretariat of which is
held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by December 2022, and conflicting national standards
shall be withdrawn at the latest by December 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO 16539:2013 has been approved by CEN as EN ISO 16539:2022 without any modification.
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ISO 16539:2013(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 16539 was prepared by Technical Committee ISO/TC 156, Corrosion of metals and alloys.

Documents

. Document Sharing Hub
v © ISO 2013 - All rights reserved

Full document details: BS EN ISO 16539:2022


http://www.avadocuments.com/doc/bs-en-iso-16539-2022
http://www.avadocuments.com/doc/bs-en-iso-16539-2022

ISO 16539:2013(E)

Introduction

Corrosion of metallic materials, with or without corrosion protection, is influenced by many
environmental factors, the importance of which can vary with the type of metallic materials and with
the type of environment. It is impossible, therefore, to design accelerated laboratory corrosion tests in
such a way that all environmental factors influencing resistance to corrosion are taken into account.
Laboratory tests are, therefore, designed to simulate the effects of most important factors, which
enhance the corrosion of metallic materials.

The accelerated corrosion tests described in this International Standard are designed to simulate and
enhance the environmental influence on a metallic material of exposure to outdoor climates, where
exposure to salt-contaminated conditions occurs and can promote corrosion. It has been prepared by
reference to technical papers and reports (see the Bibliography).

The particular advantages of two tests described in this International Standard over conventional
accelerated tests, such as the neutral salt spray test (NSS) as specified in ISO 9227 and the wet (salt
fog)/dry/humidity test as specified in ISO 14993, lies in their better ability to reproduce the corrosion
that occurs in atmospheric environments which contain much sea salt.

Accelerated corrosion tests to simulate atmospheric corrosion in such environments are
intended/expected to include the following requirements.

a) Constantabsolute humidity: Itis generally observed that temperature and relative humidity change
under a constant absolute humidity in outdoor environments. The water absorption of deposited
salts is an important factor affecting atmospheric corrosion behaviour. The same relationship,
constant absolute humidity, as an actual environment is intended /expected to exist for temperature
and relative humidity during dry/wet cycles.

b) Control of the amount of salt deposition: The amount of the salt deposition on test specimens is
intended/expected to be changed according to the corrosivity of the atmosphere in which the tested
metallic material can be used. A salt-containing test solution is intended/expected to be diluted or
the spraying time is intended/expected to be adjusted to provide the same yearly average amount
of the salt deposition as an actual environment.

Therefore, the tests described in this International Standard involve the salt deposition and cyclic
dry/wet conditions under a constant absolute humidity.

The results obtained do not permit far-reaching conclusions on the corrosion resistance of the
tested metallic material under the whole range of environmental conditions in which it can be used.
Nevertheless, the tests provide valuable information on the relative performance of materials exposed
to salt-contaminated environments similar to those used in the tests.

The International Organization for Standardization (ISO) draws attention to the fact that it is claimed
that compliance with this International Standard can involve the use of a patent concerning the tests
given in Clause 8, Table 3, and Figure 2.

[SO takes no position concerning the evidence, validity, and scope of this patent right.

The holder of this patent right has ensured the ISO that he/she is willing to negotiate licences under
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In
this respect, the statement of the holder of this patent right is registered with ISO. Information can be
obtained from:

JFE Steel Corporation
2-2-3, Uchisaiwaicho, Chiyoda-ku, Tokyo 100-0011, JAPAN

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights other than those identified above. ISO shall not be held responsible for identifying any or

all such patent rights.
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INTERNATIONAL STANDARD ISO 16539:2013(E)

Corrosion of metals and alloys — Accelerated cyclic
corrosion tests with exposure to synthetic ocean water
salt-deposition process — “Dry” and “wet” conditions at
constant absolute humidity

1 Scope

This International Standard specifies two accelerated corrosion test procedures, Methods A and B, for
the evaluation of corrosion behaviour of surface-treated metals and their alloys with and without paint
on them in atmospheric environments. It also specifies the apparatus used. The two tests involve salt
deposition and dry/wet conditions at a constant absolute humidity:.

Method A applies to:

metals and their alloys (including corrosion-resistance alloys)
Method B applies to:

metals and their alloys

metals and their alloys with coatings [including metallic coatings (anodic or cathodic), organic
coatings, and conversion coatings]

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 4628-1, Paints and varnishes — Evaluation of degradation of coatings — Designation of quantity
and size of defects, and of intensity of uniform changes in appearance — Part 1: General introduction and
designation system

[SO 4628-2, Paints and varnishes — Evaluation of degradation of coatings — Designation of quantity and
size of defects, and of intensity of uniform changes in appearance — Part 2: Assessment of degree of blistering

ISO 4628-3, Paints and varnishes — Evaluation of degradation of coatings — Designation of quantity and
size of defects, and of intensity of uniform changes in appearance — Part 3: Assessment of degree of rusting

ISO 4628-4, Paints and varnishes — Evaluation of degradation of coatings — Designation of quantity and
size of defects, and of intensity of uniform changes in appearance — Part 4: Assessment of degree of cracking

ISO 4628-5, Paints and varnishes — Evaluation of degradation of coatings — Designation of quantity and
size of defects, and of intensity of uniform changes in appearance — Part 5: Assessment of degree of flaking

IS0 8407, Corrosion of metals and alloys — Removal of corrosion products from corrosion test specimens

ISO 8993, Anodizing of aluminium and its alloys — Rating system for the evaluation of pitting
corrosion — Chart method

IS0 9227, Corrosion tests in artificial atmospheres — Salt spray tests

ISO 10289, Method:s for corrosion testing of metallic and other inorganic coatings on metallic substrates —
Rating of test specimens and manufactured articles subjected to corrosion tests
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