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National foreword

This British Standard is the UK implementation of EN I1SO
16701:2015. It supersedes BS EN ISO 16701:2008 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee ISE/NFE/8, Corrosion of metals and alloys.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015. Published by BSI Standards
Limited 2015

ISBN 978 0 580 72176 2
ICS 77.060

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2015.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN ISO 16701:2015


http://dx.doi.org/10.3403/02948315
http://www.avadocuments.com/doc/bs-en-iso-16701-2015
http://www.avadocuments.com/doc/bs-en-iso-16701-2015

EUROPEAN STANDARD EN ISO 16701
NORME EUROPEENNE
EUROPAISCHE NORM May 2015

ICS 77.060 Supersedes EN 1SO 16701:2008

English Version

Corrosion of metals and alloys - Corrosion in artificial
atmosphere - Accelerated corrosion test involving exposure
under controlled conditions of humidity cycling and intermittent
spraying of a salt solution (ISO 16701:2015)

Corrosion des métaux et alliages - Corrosion en Korrosion von Metallen und Legierungen - Korrosion in
atmosphére artificielle - Essai de corrosion accélérée kiinstlicher Atmosphare - Beschleunigte
comprenant des expositions sous conditions contrélées a Korrosionsprifungen unter zyklischer Einwirkung von
des cycles d'humidité et a des vaporisations intermittentes Feuchte und intermittierendem Versprihen einer
de solution saline (ISO 16701:2015) Salzlésung unter kontrollierten Bedingungen (ISO

16701:2015)

This European Standard was approved by CEN on 16 April 2015.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
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EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2015 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 16701:2015 E
worldwide for CEN national Members.
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Foreword

This document (EN ISO 16701:2015) has been prepared by Technical Committee ISO/TC 156 “Corrosion of
metals and alloys” in collaboration with Technical Committee CEN/TC 262 “Metallic and other inorganic
coatings” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2015, and conflicting national standards shall be withdrawn
at the latest by November 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 16701:2008.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

Endorsement notice

The text of ISO 16701:2015 has been approved by CEN as EN ISO 16701:2015 without any modification.

Documents

Document Sharing Hub

Full document details: BS EN ISO 16701:2015


http://dx.doi.org/10.3403/02948315
http://www.avadocuments.com/doc/bs-en-iso-16701-2015
http://www.avadocuments.com/doc/bs-en-iso-16701-2015

BS EN ISO 16701:2015
ISO 16701:2015(E)

Contents Page
FFOT@WOTM ........ooccccceeeesse e85 5588585555555 iv
TIUETOQUICEION........ccoo s \%
1 SCOPI .. 1
2 NOFIMATIVE FE@FET@IICES .........coo e 1
3 REAGEIIL ...k 2
4 Apparatus..........cn

4.1 Climate chamber..

4.2 Spraying device............c...

4.3 SYSEEM fOI FOrCEOA AIFITIZ .....ooo oot

T@SE ODJECES ...

PIOCEAUIE. ...

6.1  Arrangement of the test objects........ccoc.

6.2 Exposure conditions of test cycle

6.3 DUration Of teSt. ...

6.4 Treatment of teSt ODJECES AftEr TEST ... 6
7 EVAIUATION OF T@SULTS ... 6
8 T@ST TEPOTE ...t 7
Annex A (informative) Recommended periods Of teSTING. ... 8
Annex B (informative) Suitable design of test apparatus with spraying device...............ccn 9
Annex C (informative) Method for evaluation of corrosivity of test ... 11
BIDLEOZTAPIY . ...t 13

Documents

] Document Sharin%Hub
© ISO 2015 - All rights reserved 1

Full document details: BS EN ISO 16701:2015


http://www.avadocuments.com/doc/bs-en-iso-16701-2015
http://www.avadocuments.com/doc/bs-en-iso-16701-2015

BS EN ISO 16701:2015
ISO 16701:2015(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 156, Corrosion of metals and alloys.

This second edition cancels and replaces the first edition (ISO_16701:2003), of which it constitutes a
minor revision.
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Introduction

Atmospheric corrosion of metallic materials, with or without corrosion protection, is influenced by
many environmental factors, the importance of which might vary with the type of metallic material
and with the type of environment. It is therefore not possible to design a laboratory corrosion test in
such a way that the full complexity of real in-service conditions are taken into account. Acceleration
(forced conditions) as such can also have a negative impact on the correlation to field performance.
Nevertheless, tests with humidity cycling and only intermittent exposure to salt solution will generally
provide a better correlation to field performance than tests using continuous salt spray.

This International Standard was developed in the automotive context, where the major contributor to
corrosion is the use of winter time de-icing road saltin cool/cold temperate areas around the world, here
as sodium chloride compounds acting in cyclic humidity conditions. The test procedure is moderately
forced by humidity and salt and intended to be applicable for quality assurance of the metals and
corrosion protections typically encountered in motor vehicles. The method can have relevance also
in other areas of application, provided representing similar climatic conditions with an influence of
sodium chloride compounds.
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