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National foreword

This British Standard is the UK implementation of EN ISO 16784-1:2008. It is
identical with ISO 16784-1:2006. It supersedes BS ISO 16784-1:2006 which 1s
withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
ISE/NFE/8, Corrosion of metals and alloys.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

Amendments/corrigenda issued since publication

This British Standard was

published under the authority Date Comments
of the Standards Policy and

Sltlr;;eiircﬂo%%léttee 29 August 2008 This corrigendum renumbers BS ISO 16784-1:2006

as BS EN ISO 16784-1:2008
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industrial cooling water systems - Part 1: Guidelines for
conducting pilot-scale evaluation of corrosion and fouling control
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Lignes directrices pour I'évaluation pilote des additifs Leitfaden fiir die Bewertung von Zusatzstoffen gegen
anticorrosion et antitartre pour circuits de refroidissement a Korrosion und Fouling in offenen
eau a recirculation ouverts (ISO 16784-1:2006) Klhlwasserrezirkulationssystemen (ISO 16784-1:2006)

This European Standard was approved by CEN on 21 March 2008.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the

official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,

Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2008 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 16784-1:2008: E

worldwide for CEN national Members.
Documents

Document Sharing Hub

Full document details: BS EN ISO 16784-1:2008


http://dx.doi.org/10.3403/30107019U
http://www.avadocuments.com/doc/bs-en-iso-16784-1-2008
http://www.avadocuments.com/doc/bs-en-iso-16784-1-2008

BS EN ISO 16784-1:2008

Foreword

The text of ISO 16784-1:2006 has been prepared by Technical Committee ISO/TC 156 “Corrosion of metals
and alloys” of the International Organization for Standardization (ISO) and has been taken over as EN ISO
16784-1:2008 by Technical Committee CEN/TC 262 “Metallic and other inorganic coatings” the secretariat of
which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by October 2008, and conflicting national standards shall be withdrawn at
the latest by October 2008.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 16784-1:2006 has been approved by CEN as a EN ISO 16784-1:2008 without any
modification.
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Introduction

Environmental requirements, water shortages, and business pressures have forced industrial plants and
power stations to operate with longer production runs, reduced maintenance outages, fewer operating
personnel, and increased stress on cooling water systems. Similarly, commercial refrigeration (heating,
ventilating, and air conditioning [HVAC]) systems have experienced increased heat loads and requirements
for a long-term, continuous, cooling water supply to computer facilities, large retail establishments, campuses,
and office complexes.

Under these increasingly severe conditions, cooling water chemical treatment programmes are expected to
maintain optimum operating efficiency and, at the same time, protect the economic life of the equipment by
inhibiting corrosion, mineral scaling, microbiological fouling, and miscellaneous deposition on heat-transfer
surfaces.

Cooling system design and operating characteristics vary widely, within individual plants, from site to site, and
worldwide. Thus, selection and optimization of water treatment programmes must be a site-specific process.
In most systems, optimized cooling water chemical treatment is the key to successful long-term operations.
The subject of this part of is, therefore, the establishment of criteria for the pilot-scale evaluation of
the performance of cooling water additives under field-specific operating conditions.

This part of |[SO 16784 is intended for use by cooling system owners/operators, water treatment companies
and others who must evaluate the performance of cooling water additives under field-specific operating
conditions.

This part of ]SO 16784 was developed on the basis of NACE RP0300 [41.
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