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Foreword 

This document (EN ISO 16808:2014) has been prepared by Technical Committee ISO/TC 164 “Mechanical 
testing of metals” in collaboration with Technical Committee ECISS/TC 101 “Test methods for steel (other 
than chemical analysis)” the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by January 2015, and conflicting national standards shall be withdrawn at 
the latest by January 2015. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom. 

Endorsement notice 

The text of ISO 16808:2014 has been approved by CEN as EN ISO 16808:2014 without any modification. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1.  In particular, the different approval criteria needed for the 
different types of ISO documents should be noted.  This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.  Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers 
to Trade (TBT) see the following URL:  Foreword - Supplementary information

The committee responsible for this document is ISO/TC 164, Mechanical testing of metals, Subcommittee 
SC 2, Ductility testing.
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INTERNATIONAL STANDARD� ISO 16808:2014(E)

Metallic materials — Sheet and strip — Determination 
of biaxial stress-strain curve by means of bulge test with 
optical measuring systems

1	 Scope

This International Standard specifies a method for determination of the biaxial stress-strain curve 
of metallic sheets having a thickness below 3 mm in pure stretch forming without significant friction 
influence. In comparison with tensile test results, higher strain values can be achieved.

NOTE	 In this document, the term “biaxial stress-strain curve” is used for simplification. In principle, in the 
test the “biaxial true stress-true strain curve” is determined.

2	 Symbols and abbreviated terms

The symbols and designations used are given in Table 1.

Table 1

Symbol Designation Unit
ddie Diameter of the die (inner) mm
dBH Diameter of the blank holder (inner) mm
R1 Radius of the die (inner) mm
h Height of the drawn blank (outer surface) mm
t0 Initial thickness of the sheet (blank) mm
t Actual thickness of the sheet mm
p Pressure in the chamber MPa
rms Standard deviation (root mean square) -
ρ Radius of curvature mm
r1 Surface radius for determining curvature mm
r2 Surface radius for determining strain mm
r1_100 Surface radius to determine curvature with a die diam-

eter of 100 mm
mm

ai , bi Coefficients for response surface -
σΒ Biaxial stress MPa
e Engineering strain -
ε1 Major true strain -
ε2 Minor true strain -
ε3 True thickness strain -
εΕ Equivalent true strain -
ls Coordinate and length of a section mm
dz Displacement in the z-direction mm
dzmv Displacement after movement correction mm
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3	 Principle

A circular blank is completely clamped at the edge in a tool between die and blank holder. A bulge is 
formed by pressing a fluid against the blank until final fracture occurs (Figure  1). During the test, 
the pressure of the fluid is measured and the evolution of the deformation of the blank is recorded by 
an optical measuring system.[1],[2],[3] Based on the recorded deformation of the blank, the following 
quantities near the centre of the blank are determined: the local curvature, the true strains at the 
surface, and, by assuming incompressible deformation of the material, the actual thickness of the blank. 
Furthermore, assuming the stress state of a thin-walled spherical pressure vessel at the centre of the 
blank, the true stress is calculated from the fluid pressure, the thickness and the curvature radius.

NOTE	 In addition to the bulge test procedures with optical measurement systems introduced in Reference [1] 
and described in the following, there are also laser systems[4],[5],[6] or tactile systems[7],[8],[9] valid for bulge test 
investigation, which are not covered in this International Standard.

Key
h height of the drawn blank (outer surface) ρ radius of curvature
p pressure in the chamber t0 initial thickness of the sheet (blank)
ε3 true thickness strain (at the apex of the dome) t actual thickness of the sheet
ddie diameter of the die (inner)

Figure 1 — Principle of the bulge test

The coordinate origin shall be in the centre of the blank holder. The XY-plane should be parallel to the 
surface of the blank holder (parallel to the clamped metal sheet before forming). Herein, the x-direction 
corresponds to the rolling direction. The z-direction shall be normal to the clamped metal sheet before 
forming, with the positive direction towards the optical sensor.

4	 Test equipment

4.1	 The bulge test shall be carried out on a machine equipped with a die, a blank holder and a fluid 
chamber. The proposed equipment is illustrated in Figure 2.
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Key
1 deformation measurement system 3 chamber with fluid
2 lock bead 4 pressure measurement system

Figure 2 — Proposal of a testing equipment (principle drawing)

4.2	 The lay out of the test equipment shall be such that it is possible to continuously measure the 
outside surface of the test piece continuously during the test, i.e. to be able to determine the deformation 
of the geometry by recording the evolution of X, Y, Z coordinates of a grid of points on the bulging blank 
surface, in order to calculate the shape and the true strains in the central area of interest until failure 
occurs.

4.3	 During the test, the system shall be able to measure optically (without contact) the X, Y, Z coordinates 
of a grid of points on the bulging surface of the specimen. Out of these coordinates, the true strains ε1 and 
ε2 for each point of the selected area, the thickness strain ε3 and the curvature radius ρ for the apex of the 
dome are calculated.

4.4	 The system should be equipped with a chamber fluid pressure measurement system. An indirect 
measurement system is also possible. Starting from 20 % of the maximum measured pressure value, the 
precision should be 1 % of the actual measured value.

4.5	 The die, the blank holder and the fluid chamber shall be sufficiently rigid to minimize deformation 
during testing. The blank-holder force shall be high enough to keep the blank holder closed. Any movement 
of the test piece between the blank holder and die should be prevented. Typically during the test, the 
bulge pressure is acting on parts of the blank holder reducing the effective blank-holder force. This shall 
be taken in consideration when defining the necessary blank-holder force.

4.6	 The fluid shall be in contact with the blank surface (without any air bubbles) to prevent energy 
storage during the test through compressed air bubbles which would lead to higher energy release and 
greater oil splashing at failure. No fluid shall be lost through the blank holder, die and sheet or elsewhere 
during the test until failure occurs.

4.7	 A lock bead (or comparable geometry in the circular surface), designed to suppress any material 
flow, is recommended. The lock bead shall not initiate cracks in the material. The lock bead shall be located 
between blank holder and die. A location close to the die radius is recommended. The lock bead geometry 
should avoid a curvature and a wrinkling of the blank when closing the tool and prevent the sliding of the 
blank during the test.
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4.8	 It is recommended to place glass plates in front of the lenses and the illumination in order to protect 
the optical measuring system from oil splashing due to blank failure at the end of the test.[7],[12] The 
plates can be fixed on the blank holder (thick glass) or near the camera lenses and illumination (thinner 
glass); see Figure 3. The inserted protection shall not to disturb the optical measurement quality (see 
Clause 5). After each test, the glass plates shall be well cleaned without damaging or scratching them and 
precisely repositioned to not alter calibration. Typically, a calibration of the optical system including the 
protection increases the measurement quality.

4.9	 The smallest die diameter recommended should have a ratio of die diameter to initial thickness 
ddie / t0 ≥ 33 (see Figure 2). The radius of the die should not lead to cracks in the blank during the test. A 
recommendation is (5 × t0) to (15 × t0) (maximum 15 mm).
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a) b)

c)

Key
1 lamp 4 test piece
2 cameras 5 fluid
3 glass plates

Figure 3 — Examples for possible positions of oil shielding plates and lamps
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