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National foreword

This British Standard is the UK implementation of EN ISO 17556:2019.
[t is identical to ISO 17556:2019. It supersedes BS EN ISO 17556:2012,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/89, Plastics - Environmental Aspects.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019
Published by BSI Standards Limited 2019

ISBN 978 0 580 52245 1
ICS 83.080.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2019.
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ICS 83.080.01 Supersedes EN ISO 17556:2012

English Version

Plastics - Determination of the ultimate aerobic
biodegradability of plastic materials in soil by measuring
the oxygen demand in a respirometer or the amount of
carbon dioxide evolved (ISO 17556:2019)

Plastiques - Détermination de la biodégradabilité Kunststoffe - Bestimmung der vollstandigen
aérobie ultime des matériaux plastiques dans aeroben Bioabbaubarkeit von Kunststoffmaterialien
le sol par mesure de la demande en oxygéene im Boden durch Messung des Sauerstoffbedarfs
dans un respirometre ou de la teneur en in einem Respirometer oder der Menge des
dioxyde de carbone libéré (ISO 17556:2019) entstandenen Kohlendioxids (ISO 17556:2019)

This European Standard was approved by CEN on 17 August 2018.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark,
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Turkey and United Kingdom.
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European foreword

This document (EN ISO 17556:2019) has been prepared by Technical Committee ISO/TC 61 "Plastics" in
collaboration with Technical Committee CEN/TC 249 “Plastics” the secretariat of which is held by NBN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2019, and conflicting national standards
shall be withdrawn at the latest by November 2019.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 17556:2012.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands,
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
the United Kingdom.

Endorsement notice
The text of ISO 17556:2019 has been approved by CEN as EN ISO 17556:2019 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 14,
Environmental aspects.

This third edition cancels and replaces the second edition (ISO 17556:2012), which has been technically
revised. The main changes compared to the previous edition are as follows:

a) the unit for BOD, COD and DIC has been corrected (see Clause 3);

b) the formula for calculating the percent biodegradation has been modified (see 9.1.1);
c) the test period has been revised to two years at the longest (see Clause 4);

d) the number of replicates has been corrected to three (see 9.2).

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

A number of plastic materials and products have been designed for applications ending up in or on
soil. They have been developed for applications where biodegradation is beneficial from a technical,
environmental, social or economic standpoint. Examples can be found in agriculture (e.g. mulching
film), horticulture (e.g. twines and clips, flower pots, pins), funeral items (e.g. body bags), recreation (e.g.
plastic “clay” pigeons for shooting, hunting cartridges), etc. In many cases, recovery and/or recycling of
these plastic items is either difficult or not economically viable. Various types of biodegradable plastics
have been developed which have been designed to biodegrade and disappear in situ at the end of their
useful life. Several International Standards specify test methods for determining the ultimate aerobic
or anaerobic biodegradation of plastic materials in aqueous or compost conditions. Considering the
use and disposal of biodegradable plastics, it is important to establish a test method to determine the
ultimate aerobic biodegradation of such plastic materials in soil.
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INTERNATIONAL STANDARD ISO 17556:2019

Plastics - Determination of the ultimate aerobic
biodegradability of plastic materials in soil by measuring
the oxygen demand in a respirometer or the amount of
carbon dioxide evolved

WARNING — Appropriate precautions should be taken when handling soil because it might
contain potentially pathogenic organisms. Toxic test compounds and those whose properties
are unknown should be handled with care.

1 Scope

This document specifies a method for determining the ultimate aerobic biodegradability of plastic
materials in soil by measuring the oxygen demand in a closed respirometer or the amount of carbon
dioxide evolved. The method is designed to yield an optimum degree of biodegradation by adjusting the
humidity of the test soil.

If a non-adapted soil is used as an inoculum, the test simulates the biodegradation processes which take
place in a natural environment; if a pre-exposed soil is used, the method can be used to investigate the
potential biodegradability of a test material.

This method applies to the following materials:

— natural and/or synthetic polymers, copolymers or mixtures of these;

— plastic materials which contain additives such as plasticizers or colorants;
— water-soluble polymers.

It does not necessarily apply to materials which, under the test conditions, inhibit the activity of the
microorganisms present in the soil. Inhibitory effects can be measured using an inhibition control or
by another suitable method. If the test material inhibits the microorganisms in the soil, a lower test
material concentration, another type of soil or a pre-exposed soil can be used.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

IS0 10390, Soil quality — Determination of pH

ISO 10694, Soil quality — Determination of organic and total carbon after dry combustion
(elementary analysis)

ISO 11274, Soil quality — Determination of the water-retention characteristic — Laboratory methods

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp
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— IEC Electropedia: available at http://www.electropedia.org/

31

ultimate aerobic biodegradation

breakdown of an organic compound by microorganisms in the presence of oxygen into carbon dioxide,
water and mineral salts of any other elements present (mineralization) plus new biomass

3.2

biochemical oxygen demand

BOD

mass concentration of dissolved oxygen consumed under specified conditions by the aerobic biological
oxidation of a chemical compound or organic matter

Note 1 to entry: It is expressed as milligrams of oxygen uptake per kilogram of test soil.

3.3

dissolved organic carbon

DOC

part of the organic carbon in water which cannot be removed by specified phase separation

Note 1 to entry: It is expressed as milligrams of carbon per litre.

Note 2 to entry: Typical means of separation are centrifugation at 40 000 m-s=2 for 15 min or membrane filtration
using membranes with pores of diameter 0,2 pm to 0,45 pm.

3.4

theoretical oxygen demand

ThOD

maximum theoretical amount of oxygen required to oxidize a chemical compound completely, calculated
from the molecular formula

Note 1 to entry: It is expressed as milligrams of oxygen uptake per milligram or gram of test compound.

3.5

theoretical amount of evolved carbon dioxide

ThCO>

maximum theoretical amount of carbon dioxide evolved after completely oxidizing a chemical
compound, calculated from the molecular formula

Note 1 to entry: It is expressed as milligrams of carbon dioxide evolved per milligram or gram of test compound.

3.6

lag phase

time, measured in days, from the start of a test until adaptation and/or selection of the degrading
microorganisms is achieved and the degree of biodegradation of a chemical compound or organic
matter has increased to about 10 % of the maximum level of biodegradation (3.8)

3.7

biodegradation phase

time, measured in days, from the end of the lag phase (3.6) of a test until about 90 % of the maximum
level of biodegradation (3.8) has been reached

3.8

maximum level of biodegradation

degree of biodegradation of a chemical compound or organic matter in a test, above which no further
biodegradation takes place during the test

3.9
plateau phase
time from the end of the biodegradation phase (3.7) until the end of the test

Note 1 to entry: It is measured in days. Documents
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3.10

pre-conditioning

pre-incubation of soil under the conditions of the subsequent test in the absence of the chemical
compound or organic matter under test, with the aim of improving the performance of the test by
acclimatization of the microorganisms to the test conditions

3.11

pre-exposure

pre-incubation of soil in the presence of the chemical compound or organic matter under test, with the
aim of enhancing the ability of the soil to biodegrade the test material by adaptation and/or selection of
the microorganisms

3.12

water content

mass of water which evaporates from the soil when the soil is dried to constant mass at 105 °C, divided
by the dry mass of the soil

Note 1 to entry: This is simply the ratio between the mass of the water and that of the soil particles in a soil sample.

3.13

total water-holding capacity

mass of water which evaporates from soil saturated with water when the soil is dried to constant mass
at 105 °C, divided by the dry mass of the soil

3.14

total organic carbon

TOC

amount of carbon bound in an organic compound

Note 1 to entry: It is expressed as milligrams of carbon per 100 mg of the compound.

4 Principle

This method is designed to yield the optimum rate of biodegradation of a plastic material in a test soil
by controlling the humidity of the soil, and to determine the ultimate biodegradability of the material.

The plastic material, which is the sole source of carbon and energy, is mixed with the soil. The mixture
is allowed to stand in a flask over a period of time during which the amount of oxygen consumed
(BOD) or the amount of carbon dioxide evolved is determined. Provided the CO; evolved is absorbed,
the BOD can be determined, for example, by measuring the amount of oxygen required to maintain
a constant gas volume in a respirometer flask, or by measuring either automatically or manually the
change in volume or pressure (or a combination of the two). An example of a suitable respirometer is
shown in Annex A. The amount of carbon dioxide evolved is measured at intervals dependent on the
biodegradation kinetics of the test substance by passing carbon-dioxide-free air over the soil and then
determining the carbon dioxide content of the air by a suitable method. Examples of suitable methods
are given in Annexes B and C.

The level of biodegradation, expressed as a percentage, is determined by comparing the BOD with
the theoretical oxygen demand (ThOD) or by comparing the amount of carbon dioxide evolved with
the theoretical amount (ThCO3). The influence of possible nitrification processes on the BOD has to
be considered. The normal test period is six months. The test may be shortened or extended until the
plateau phase (see 3.9) is reached, but the total test period shall not exceed two years.

Unlike ISO 11266, which is used for a variety of organic compounds, this document is specially designed
to determine the biodegradability of plastic materials.
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