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National foreword

This British Standard is the UK implementation of EN ISO
1833-2:2010. It is identical to ISO 1833-2:2006. It supersedes B9
B407:1988 which will be withdrawn on publication of the other
parts of the BS EN ISO 1833 series.

The UK participation in its preparation was entrusted to Technical
Committee TCI/80, Chemical testing of textiles.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 72123 6
ICS 59.060.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2011.
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Foreword

The text of ISO 1833-2:2006 has been prepared by Technical Committee ISO/TC 38 “Textiles” of the
International Organization for Standardization (ISO) and has been taken over as EN ISO 1833-2:2010 by
Technical Committee CEN/TC 248 “Textiles and textile products” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2011, and conflicting national standards shall be withdrawn at the
latest by April 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

Endorsement notice

The text of ISO 1833-2:2006 has been approved by CEN as a EN ISO 1833-2:2010 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.
International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

was prepared by Technical Committee ISO/TC 38, Textiles.

This first edition cancels and replaces ISO 5088:1976, which has been withdrawn.

consists of the following parts, under the general title Textiles — Quantitative chemical analysis:
— Part 1: General principles of testing

— Part 2: Ternary fibre mixtures

— Part 3: Mixtures of acetate and certain other fibres (method using acetone)

— Part 4: Mixtures of certain protein and certain other fibres (method using hypochlorite)

— Part 5: Mixtures of viscose, cupro or modal and cotton fibres (method using sodium zincate)

— Part 7: Mixtures of polyamide and certain other fibres (method using formic acid)

— Part 8: Mixtures of acetate and triacetate fibres (method using acetone)

— Part 9: Mixtures of acetate and triacetate fibres (method using benzyl alcohol)

— Part 10: Mixtures of triacetate or polylactide and certain other fibres (method using dichloromethane)
— Part 11: Mixtures of cellulose and polyester fibres (method using sulfuric acid)

— Part 12: Mixtures of acrylic, certain modacrylics, certain chlorofibres, certain elastanes and certain other
fibres (method using dimethylformamide)

— Part 13: Mixtures of certain chlorofibres and certain other fibres (method using carbon disulfide /acetone)
— Part 14: Mixtures of acetate and certain chlorofibres (method using acetic acid)

— Part 15: Mixtures of jute and certain animal fibres (method by determining nitrogen content)
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— Part 16: Mixtures of polypropylene fibres and certain other fibres (method using xylene)

— Part 17: Mixtures of chlorofibres (homopolymers of vinyl chloride) and certain other fibres (method using
sulfuric acid)

— Part 18: Mixtures of silk and wool or hair (method using sulfuric acid)
— Part 19: Mixtures of cellulose fibres and asbestos (method by heating)

— Part 21: Mixtures of chlorofibres, certain modacrylics, certain elastanes, acetates, triacetates and certain
other fibres (method using cyclohexanone)

The following parts are under preparation:

— Part 6: Mixtures of viscose or certain types of cupro or modal or lyocell and cotton fibres (method using
formic acid and zinc chloride)

— Part 20: Mixtures of elastane and certain other fibres (method using dimethylacetamide)

— Part 22: Mixtures of viscose or certain types of cupro or modal or lyocell and flax fibres (method using
formic acid and zinc chlorate)

— Part 23: Mixtures of polyethylene and polypropylene (method using cyclohexanone)

— Part 24: Mixtures of polyester and some other fibres (method using phenol and tetrachloroethane)
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] [
Introduction

The mmantitative analysis of mixtures of textile fibres are based on two processes: the manual
separa chemical separation of fibre types.

The method of manual separation should be used whenever possible, since it generally gives more accurate
results Memical method. It can be used for all textiles whose component fibres do not form an
intimate mixture, as, for example, in the case of yarns composed of several elements each of which is made
up of one type of fibre, or fabrics in which the warp is of a different type of fibre from the weft, or knitted fabrics
capable[ of bein§ uhravelled and made up of yarns of different types.

In general, the methods for quantitative chemical analysis of ternary fibre mixtures are based on the selective
solutiorl of the indi Pidual components of the mixture. Four variants of this procedure are possible.

— Variant 1: Using two different test specimens, component (a) is dissolved from the first test specimen and
comrom the second test specimen. The insoluble residues of each test specimen are weighed
and the percentage of each soluble component is calculated from the respective losses in mass. The

percenta?e of the third component (c) is calculated by difference.

— Variant 2: Using two different test specimens, a component (a) is dissolved from the first test specimen,
anbﬁﬁﬁnents (a and b) from the second test specimen. The insoluble residue of the first test
sp ighed and the percentage of the component (a) is calculated from the loss in mass. The

insoluble residue of the second test specimen is weighed: it corresponds to component (c). The

percentage of the third component (b) is calculated by difference.

— Vam two different test specimens, two components (a and b) are dissolved from the first test
specimen and two components (b and c) from the second test specimen. The insoluble residues
cor, he two components (c) and (a) respectively. The percentage of the third component (b) is
caliﬁ%&ference.

— Vﬁﬁsing only one test specimen, one of the components is removed, after which the insoluble
resi |1ed by the two other fibres is weighed and the percentage of the soluble component is
cal om the loss in mass. One of the two fibres of the residue is dissolved, the insoluble
com weighed and the percentage of the second soluble component is calculated from the loss in

mass.

Where a choice is possible, it is advisable to use one of the first three variants. Where chemical analysis is
used, take care to choose methods prescribing solvents which dissolve only the required fibre or fibres, and
leave undissolved the other fibre or fibres.

By way of example, Annex B contains a certain number of ternary mixtures, together with methods for
analysing binary mixtures which can, in principle, be used for analysing these ternary mixtures.

In order to reduce the possibility of error to a minimum, it is recommended that, whenever possible, chemical
analysis using at least two of the four above-mentioned variants should be made.

Mixtures of fibres used during processing and, to a lesser extent, in finished textiles may contain non-fibrous
matter such as fats, waxes or dressings, or water-soluble matter either occurring naturally or added to
facilitate processing. Non-fibrous matter should be removed before analysis. A method of pre-treatment for
removing oils, fats, waxes and water-soluble matter is given in ]SO 1833-1:2006, Annex A.

In addition, textiles may contain resins or other matter added to confer special properties. Such matter,
including dyestuffs in exceptional cases, may interfere with the action of the reagent on the soluble
components and/or it may be partially or completely removed by the reagents.
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