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Foreword 

This document (EN ISO 18365:2013) has been prepared by Technical Committee ISO/TC 113 “Hydrometry” 
in collaboration with Technical Committee CEN/TC 318 “Hydrometry” the secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2014, and conflicting national standards shall be withdrawn at 
the latest by June 2014. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom. 

Endorsement notice 

The text of ISO 18365:2013 has been approved by CEN as EN ISO 18365:2013 without any modification. 
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any 
patent rights identified during the development of the document will be in the Introduction and/or on 
the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers 
to Trade (TBT) see the following URL:  Foreword - Supplementary information

The committee responsible for this document is ISO/TC 113, Hydrometry, Subcommittee SC 1, Velocity 
area methods.

ISO 18365 cancels and replaces ISO 1100-1:1996 and ISO/TR 8363:1997, which have been merged and 
technically revised.
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INTERNATIONAL STANDARD� ISO 18365:2013(E)

Hydrometry — Selection, establishment and operation of a 
gauging station

1	 Scope

This International Standard gives requirements for the establishment and operation of a gauging station 
for the measurement of stage, or stage and discharge, of a lake, reservoir, river or canal or other artificial 
open channel. It also describes how a gauging station utilizing one of the measurement methods listed 
should be operated and maintained.

Requirements are provided for stage only measurement stations, stage–discharge stations and direct-
discharge measurement stations in natural channels, as well as for stage–discharge stations with 
artificial structures. Additionally, some requirements are given for measurements under difficult 
conditions, such as under ice conditions.

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 772, Hydrometry — Vocabulary and symbols

3	 Terms, definitions and symbols

For the purposes of this document, the terms, definitions and symbols given in ISO 772 apply.

4	 General requirements and considerations

4.1	 Requirements

Before commencing work on establishment and operation of a gauging station, the following requirements 
shall be identified:

a)	 range of levels required to be measured;

b)	 range of flows required to be measured;

c)	 customer’s requirements for type of data;

d)	 customer’s requirements for timeliness of data;

e)	 allowable uncertainty in the results;

f)	 other potential users of the data;

g)	 life expectancy of the station;

h)	 available budget;

i)	 agreements for access to land and construction permits.

© ISO 2013 – All rights reserved� 1
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4.2	 Other constraints

In addition to the requirements as in 4.1, other constraints shall be identified including the following:

a)	 local environmental issues;

b)	 accessibility of the site under all conditions of flow;

c)	 availability of power and communication links;

d)	 stability of the watercourse embankments;

e)	 stability of the watercourse bed;

f)	 identification of any proposed hydraulic modifications planned for the future;

e.g.	 bridges, tunnels (including pipe crossings), harbours or piers;

g)	 potential of vandalism;

h)	 influence of submergence of the gauging site due to downstream impounding

structures (lakes, dams, weirs);

i)	 potential stream losses in karst areas;

j)	 aquatic weed growth in the watercourse;

k)	 ice conditions during winter in cold and arctic regions.

Knowledge of the above requirements and local constraints will ensure the provision of appropriate 
measurement and recording facilities as well as the adoption of an appropriate maintenance philosophy.

5	 Water level (Stage) only gauging stations

5.1	 Preliminary survey and selection criteria

5.1.1	 General

The site selected for determination of stage shall be selected according to the purpose for which the 
readings are required. Accessibility of the site and the availability of an observer if the gauge is to be 
non-recording are important criteria as is the availability of an appropriate power supply and data 
communication capabilities if the gauge is to be recording.

Gauges on lakes and reservoirs are normally located near the outlet, but shall be located sufficiently far 
away from the zone where an increase in velocity causes a drawdown in water level. Gauges on large 
bodies of water shall also be located so as to reduce the effect of strong winds which may cause misleading 
data which may not be representative of the body of water being measured. Hydraulic conditions 
(preferably a sufficiently long uniform stretch of water channel with uniform bed topography) are 
important factors in site selection in open channels, particularly where water levels may later be used 
in the computation of discharge. To ensure repeatability of the readings, ideally a bed or channel control 
shall be present, which itself shall be stable and sensitive to changes in the level of the water. For the 
purpose of monitoring water levels e.g. for flood warning purposes, this may not be a strict requirement.

5.1.2	 Preliminary survey

A detailed examination of a 1:50,000 or larger scale map of the area is required in the first instance. 
Aerial surveys, satellite imagery, or maps available in the public domain such as Google Earth can be 
used as a basis for selecting potential sites, which can then be evaluated more precisely by ground 
reconnaissance. This will include a detailed visual examination. Enquiries shall be made to determine 
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