
BSI Standards Publication

Iodine charcoal sorbents for nuclear 
facilities – Method for defining sorption 
capacity index (ISO 18417:2017)

BS EN ISO 18417:2019

Full document details: BS EN ISO 18417:2019

http://www.avadocuments.com/doc/bs-en-iso-18417-2019
http://www.avadocuments.com/doc/bs-en-iso-18417-2019


 

 

 
EUROPEAN STANDARD 
NORME EUROPÉENNE 
EUROPÄISCHE NORM 

 
 EN ISO 18417 
  

 
 June 2019 

ICS 13.280 

English Version 

 Iodine charcoal sorbents for nuclear facilities - Method for 
defining sorption capacity index (ISO 18417:2017) 

Pièges à iode pour installations nucléaires - Méthode 
pour définir la capacité de rétention (ISO 18417:2017)

 Jodkohlenstoffsorptionsmittel für kerntechnische 
Anlagen - Verfahren zur Bestimmung des 

Sorptionsvermögensindexes (ISO 18417:2017) 

This European Standard was approved by CEN on 8 March 2019.  
 
CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this 
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references 
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN 
member. 
 
This European Standard exists in three official versions (English, French, German). A version in any other language made by 
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management 
Centre has the same status as the official versions. 
 
CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia, 
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and United Kingdom. 
 
 
 

 
EUROPEAN COMMITTEE FOR STANDARDIZATION 
C O M I T É  E U R O P É E N  D E  N O R M A L I S A T I O N 
E U R O P Ä I S C H E S  K O M I T E E  F Ü R  N O R M U N G  
 

 

CEN-CENELEC Management Centre:  Rue de la Science 23,  B-1040 Brussels 

© 2019 CEN All rights of exploitation in any form and by any means reserved 
worldwide for CEN national Members. 

Ref. No. EN ISO 18417:2019 E

National foreword

This British Standard is the UK implementation of EN ISO 18417:2019. 
It is identical to ISO 18417:2017. It supersedes BS ISO 18417:2017, which 
is withdrawn.

The UK participation in its preparation was entrusted to Technical 
Committee NCE/2, Radiation protection and measurement.

A list of organizations represented on this committee can be obtained on 
request to its secretary.

This publication does not purport to include all the necessary provisions 
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019 
Published by BSI Standards Limited 2019

ISBN 978 0 539 05734 8

ICS 13.280

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 31 March 2017.

Amendments/corrigenda issued since publication

Date Text affected

31 July 2019 This corrigendum renumbers BS ISO 18417:2017 
as BS EN ISO 18417:2019

BRITISH STANDARD

Full document details: BS EN ISO 18417:2019

https://doi.org/10.3403/30290144
https://doi.org/10.3403/30290144
http://www.avadocuments.com/doc/bs-en-iso-18417-2019
http://www.avadocuments.com/doc/bs-en-iso-18417-2019


  

 EUROPEAN STANDARD NORME EUROPÉENNE EUROPÄISCHE NORM 

 
 EN ISO 18417   
  June 2019 

ICS 13.280 
English Version  Iodine charcoal sorbents for nuclear facilities - Method for defining sorption capacity index (ISO 18417:2017) Pièges à iode pour installations nucléaires - Méthode pour définir la capacité de rétention (ISO 18417:2017)  Jodkohlenstoffsorptionsmittel für kerntechnische Anlagen - Verfahren zur Bestimmung des Sorptionsvermögensindexes (ISO 18417:2017) 

This European Standard was approved by CEN on 8 March 2019.   CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.  This European Standard exists in three official versions (English, French, German). A version in any other language made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same status as the official versions.  CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United Kingdom.    

 EUROPEAN COMMITTEE FOR STANDARDIZATION C O M I T É  E U R O P É E N  D E  N O R M A L I S A T I O N E U R O P Ä I S C H E S  K O M I T E E  F Ü R  N O R M U N G    
CEN-CENELEC Management Centre:  Rue de la Science 23,  B-1040 Brussels 

© 2019 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national Members. Ref. No. EN ISO 18417:2019 E

Full document details: BS EN ISO 18417:2019

http://www.avadocuments.com/doc/bs-en-iso-18417-2019
http://www.avadocuments.com/doc/bs-en-iso-18417-2019


EN ISO 18417:2019 (E) 

3 

European foreword 

The text of ISO 18417:2017 has been prepared by Technical Committee ISO/TC 85 "Nuclear energy, 
nuclear technologies, and radiological protection” of the International Organization for Standardization 
(ISO) and has been taken over as EN ISO 18417:2019 by Technical Committee CEN/TC 430 “Nuclear 
energy, nuclear technologies, and radiological protection” the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by December 2019, and conflicting national standards 
shall be withdrawn at the latest by December 2019. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 

Endorsement notice 

The text of ISO 18417:2017 has been approved by CEN as EN ISO 18417:2019 without any modification. 
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ISO 18417:2017(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/​directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/​patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO’s adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following 
URL: www​.iso​.org/​iso/​foreword​.html.

This document was prepared by Technical Committee ISO/TC 85, Nuclear energy, nuclear technologies, 
and radiological protection, Subcommittee SC 2, Radiological protection.
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ISO 18417:2017(E)

Introduction

Iodine sorbents are extensively used in nuclear facilities to remove radioiodine from gases and air in 
off-gas cleaning systems and ventilation installations. The sorbents are very important for protection 
of the members of the public and environment from iodine radionuclides radiation.

In the normal operation of nuclear installations, the main hazard comes from radioactive isotopes of 
iodine; as examples, for reactors 131I and a minor extent 133I, for fuel processing facilities 129I, etc. 
Iodine is one of the main contributors of the radiation impact on the environment. Under abnormal and 
accident conditions, some other isotopes 132I, 134I and 135I have also some significant effects on the 
total iodine dose (thyroid dose)[3].

The volatile radioiodine forms can occur in the gaseous radioactive wastes as elemental iodine, the 
simplest organic compound methyl iodide, and some others such as hydrogen iodide under reducing 
conditions.

Radioactive iodine can create a serious danger to the members of the public and workers in abnormal 
and accident conditions at nuclear facilities as far as the exposure in these conditions could be much 
higher than the exposure due to the natural background radiation.

The need to prevent widespread dispersal of gaseous radioiodine from nuclear facilities is a major 
purpose of iodine sorbents. It is universally recognized that radioactive methyl iodide is the less readily 
removable radioiodine form. The removal of radioactive iodine from gaseous radioactive wastes at 
nuclear facilities is almost always performed with the help of impregnated activated charcoals that 
have become often accepted as the preferred iodine sorbents used in these facilities. Impregnated 
charcoals require a high efficiency especially from humid gases containing iodine in order to trap all 
the iodine gaseous compounds.

Two types of tests are considered[2][4]: laboratory and in situ tests.

—	 Laboratory tests are done to establish the performance characteristics of the charcoal to be used in 
retention systems under specified operating conditions.

—	 In situ tests are done to obtain a measure of the performance of retention systems under appropriate 
operational conditions.

This document concerns only the laboratory tests. Laboratory tests of representative samples of 
charcoal (e.g. new charcoal, aged charcoal from iodine absorbers, etc.) are performed to establish their 
efficiency for a given test agent under specified conditions.

The quality of sorbents and its potential application at nuclear facilities can be estimated by means of 
a criterion that defines specifically the sorption capacity of the sorbent. Such criterion is called in this 
document the sorption capacity index.

The index is defined by the result of a laboratory test on the basis of radioiodine activity distribution 
inside the sorbent. This index characterizes the total kinetic sorption process for established test 
conditions and show whether the sorbent can be used as iodine filters for nuclear facilities. One example 
of criteria is given in Annex D.

This document provides a method to determine the quantitative quality of a sorbent and also to 
compare the performance of different iodine sorbents at the specified conditions. It is useful for users 
of iodine sorbents (filter or sorbent manufacturers as well as operators).
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Iodine charcoal sorbents for nuclear facilities — Method 
for defining sorption capacity index

1	 Scope

The scope of this document covers

—	 iodine sorbents for nuclear power plants, nuclear facilities, research and other nuclear reactors,

—	 iodine sorbents for laboratories, including nuclear medicine, and

—	 iodine sorbents for sampling equipment on sample lines.

This document applies to iodine sorbents manufacturers and operators in order to measure the actual 
performance of these sorbents and their sorption capacity for radioiodine.

This document applies to granulated and crushed iodine sorbents based on activated charcoal 
(hereinafter referred to as “sorbents”) used for trapping gaseous radioiodine and its compounds. This 
document establishes the method and conditions for defining sorption capacity index in a laboratory.

2	 Normative references

There are no normative references in this document.

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 IEC Electropedia: available at http://​www​.electropedia​.org/​

—	 ISO Online browsing platform: available at http://​www​.iso​.org/​obp

3.1
gaseous radioactive wastes
wastes that contain radioactive material in gas form for which no further use is foreseen and have 
radionuclides at concentrations or activities greater than clearance levels as established by a 
regulatory body

3.2
discharge
planned and controlled release of (gas or liquid) radioactive material to the environment

3.3
mass transfer zone
defined zone (range) of sorbent volume in which the phenomena of substance mass transfer from gas to 
solid phases takes place

3.4
iodine sorbent
sorbent intended for trapping radioiodine in gaseous radioactive wastes
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