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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN ISO 18984:2025. It
is identical to ISO 18984:2025.

The UK participation in its preparation was entrusted to Technical
Committee PRI/88, Plastics piping systems.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 25410 5
ICS 23.060.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 August 2025.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN ISO 18984
NORME EUROPEENNE
EUROPAISCHE NORM August 2025

ICS 23.060.20

English Version

Ball valves for thermoplastics piping systems for hot and
cold water installations under pressure - Types,
dimensions and requirements (ISO 18984:2025)

Robinets a tournant sphérique pour systémes de Kugelventile fiir thermoplastische Heif3- und
canalisations en matieres thermoplastiques pour Kaltwasserdruckrohrleitungen - Arten, Abmessungen
installations d'eau chaude et froide sous pression - und Anforderungen (ISO 18984:2025)

Types, dimensions et exigences (ISO 18984:2025)

This European Standard was approved by CEN on 3 August 2025.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2025 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN ISO 18984:2025 E
worldwide for CEN national Members.
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EN ISO 18984:2025 (E)

European foreword

This document (EN ISO 18984:2025) has been prepared by Technical Committee ISO/TC 138 "Plastics
pipes, fittings and valves for the transport of fluids " in collaboration with Technical Committee CEN/TC
155 “Plastics piping systems and ducting systems” the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by February 2026, and conflicting national standards
shall be withdrawn at the latest by February 2026.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 18984:2025 has been approved by CEN as EN ISO 18984:2025 without any modification.
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ISO 18984:2025(en)

Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and valves for the
transport of fluids, Subcommittee SC 7, Valves and auxiliary equipment of plastics materials, in collaboration
with the European Committee for Standardization (CEN) Technical Committee CEN/TC 155, Plastics piping
systems and ducting systems, in accordance with the Agreement on technical cooperation between ISO and
CEN (Vienna Agreement).

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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ISO 18984:2025(en)

Introduction

Ball valves made by thermoplastic materials such as mineral-filled thermoplastic polymer, fibre-reinforced
thermoplastics, plasticized thermoplastics, blends and alloys can have specific considerations with regards
to prediction of long term strength. These considerations have to be taken into account in the corresponding

product standards.
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International Standard ISO 18984:2025(en)

Ball valves for thermoplastics piping systems for hot and cold
water installations under pressure — Types, dimensions and
requirements

1 Scope

This document is applicable to two-way or multi-way ball valves manufactured with all types of
polypropylene (PP) and chlorinated polyvinylchloride (PVC-C) thermoplastic materials to be used for the
transport of pressurized water whether or not intended for human consumption (domestic systems) for
applications in buildings and utility branches.

NOTE1 The two-way valve is generally used for sectioning and control of flows, and the multi-way valve is used to
divert or mix the flows. For information on their functionality, see ISO 16135:2006, Annex B.

NOTE 2  The reader of this document is informed that the water intended for human consumption is subjected to
national, regional or local regulatory provisions as applicable.

The application classes are indicated in [SO 15874 and [SO 15877 series.

This document specifies valve characteristics as follows:
— dimensions for assembly in the relevant pipelines,
— physical and mechanical requirements.

Other materials can fit the scope of this document if the application classes are specified in a material related
specific standard.

Ball valves specified in this document are not intended to be used in conjunction with pipes made by metallic
material and copper alloys.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 5211, Industrial valves — Part-turn actuator attachments
[SO 8233, Thermoplastics valves — Torque — Test method

ISO 9080, Plastics piping and ducting systems — Determination of the long-term hydrostatic strength of
thermoplastics materials in pipe form by extrapolation

[SO 9393-2:2005, Thermoplastics valves for industrial applications — Pressure test methods and requirements
— Part 2: Test conditions and basic requirements

IS0 9624, Thermoplastics piping systems for fluids under pressure — Flange adapters and loose backing flanges
— Mating dimensions

ISO 15874-1, Plastics piping systems for hot and cold water installations — Polypropylene (PP) — Part 1: General
ISO 15874-2, Plastics piping systems for hot and cold water installations — Polypropylene (PP) — Part 2: Pipes
[SO 15874-3, Plastics piping systems for hot and cold water installations — Polypropylene (PP) — Part 3: Fittings

Documents

© IS0 2025 - All rights reserved Document Sharing Hub
1
Full document details: BS EN 1SO 18984:2025


https://doi.org/10.3403/BSENISO15874?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/BSENISO15877?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-iso-18984-2025
http://www.avadocuments.com/doc/bs-en-iso-18984-2025

