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European foreword

This document (EN ISO 19085-3:2017) has been prepared by Technical Committee ISO/TC 39 “Machine
tools” in collaboration with Technical Committee CEN/TC 142 “Woodworking machines - Safety” the
secretariat of which is held by UNI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2018, and conflicting national standards shall be
withdrawn at the latest by June 2018.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes [EN 848-3:2012,

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this
document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Serbia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

Endorsement notice

The text of ISO 19085-3:2017 has been approved by CEN as EN ISO 19085-3:2017 without any
modification.
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Annex ZA
(informative)

Relationship between this European Standard and the Essential
Requirements of EU Directive 2006/42 /EC

This European standard has been prepared under a Commission’s standardisation request “M/396” to
provide one voluntary means of conforming to essential requirements of the new approach Machinery

Directive 2006/42.

Once this standard is cited in the Official Journal of the European Union under that Directive, compliance
with the normative clauses of this standard given in Table ZA.1 confers, within the limits of the scope of
this standard, a presumption of conformity with the corresponding essential requirements of that

Directive, and associated EFTA regulations.

Table ZA.1 — Correspondence between this European Standard and Directive 2006/42/EC

Essential Requirements (ERs) of Directive
2006/42/EC

Clause(s)/sub-clause(s) of this
EN

Remarks/Notes

1.1.2 Principles of safety integration

a) fitted for its function

Clauses 5,6, 7, 8

b) eliminate or reduce the risks, give
measures, inform

Clauses 5,6,7,8

c) intended use and reasonably foreseeable
misuse

Clauses 5,6,7,8

d) constraints in use 7.5,8.3
e) equipment 6.1,8.3
1.1.3 Materials and products 6.2,7.3
1.1.4 Lighting 7.6,8.3
1.1.5 Design of machinery to facilitate its 7.5
handling

1.1.6 Ergonomics 7.5
1.1.7 Operating position 5.2

1.2.1 Safety and reliability of control systems

5.1,5.6,5.7,58,5.9,5.10,5.11,
5.12,5.13,6.5,6.6,7.7,7.8,7.13

1.2.2 Control devices

5.2,5.3,54,5.6,5.7,5.13

1.2.3 Starting 5.3,5.13

1.2.4 Stopping 5.4,5.5,5.8, 6.4
1.2.4.1 Normal stop 5.4.2

1.2.4.2 Operational stop 5.4.3

1.2.4.3 Emergency stop 5.4.4

1.2.5 Selection of control or operating mode |5.6

1.2.6 Failure of the power supply 5.8,7.7,7.8
1.3.1 Risk of loss of stability 6.1,8.3

1.3.2 Risk of break-up during operation 6.2,8.3

1.3.3 Risks due to falling or ejected objects

5.7.3,6.2,6.3,6.5,6.8,6.9,8.3

1.3.4 Risk due to surfaces, edges or angles

Not significant, see
EN ISO 12100:2010
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1.3.6 Risks relating to variations in the 5.7,5.11
operating conditions

1.3.7 Risks related to moving parts 6.5, 6.6,6.7,8.3
1.3.8 Choice of protection against risks 6.6, 6.7, 6.8
related to moving parts

1.3.8.1 Moving transmission parts 6.6.3

1.3.8.2 Moving parts involved in the process | 6.6.1, 6.6.2, 6.6.4, 6.7
1.3.9 Risk of uncontrolled movements 6.1.1

1.4.1 General requirements 6.9

1.4.2.1 Fixed guards 6.5.1

1.4.2.2 Interlocking movable guards 6.5.2

1.5.1 Electricity supply 7.4,7.13
1.5.2 Static electricity 7.11

1.5.3 Energy supply other than electricity 7.7,7.8

1.5.4 Errors of fitting 7.12

1.5.6 Fire 7.1

1.5.8 Noise 7.2

1.5.11 External radiation 7.9

1.5.12 Laser radiation 7.10

1.5.13 Emission of hazardous materialsand | 7.3
substances

1.6.1 Machinery maintenance 7.14, 8.3
1.6.2 Access to operating position and 7.14,8.3
servicing points

1.6.3 Isolation of energy sources 7.13,8.3
1.6.4 Operator intervention 7.14, 8.3
1.6.5 Cleaning of internal parts 7.14,8.3
1.7.1 Information and warnings on the 7.10,8.1, 8.2
machinery

1.7.2 Warning devices 8.1

1.7.3 Marking of machinery 8.2

1.7.4 Instructions 8.3

2.3 Machinery for working wood and

analogous materials

a) guiding 6.10

b) ejection 5.7.3,6.2,6.3,6.5,6.8,6.9,8.3
c) brake 5.5, 6.4

WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European
standard is maintained in the list published in the Official Journal of the European Union. Users of this
standard should consult frequently the latest list published in the Official Journal of the European
Union.

WARNING 2 — Other Union legislation may be applicable to the product(s) falling within the scope of
this standard.

Documents
Document SharingsHub

Full document details: BS EN ISO 19085-3:2017


http://www.avadocuments.com/doc/bs-en-iso-19085-3-2017
http://www.avadocuments.com/doc/bs-en-iso-19085-3-2017

ISO 19085-3:2017(E)

Contents Page
FOT@WOT .........oocccc e85 55858555555855 8 5555 \%
IIMETOUICEION. ..ot vi
1 S0P ... 1
2 NOTTNATIVE FEECI@INICES .........oocco e 2
3 Terms and AeFIMITIOIIS ... 2
4 List of significant hazards
5 Safety requirements and measures for CONIolS.............. e, 10
51 Safety and reliability 0f CONtIOl SYSTEIMS. ..o 10

5.2 Control devices
521 General
5.2.2 Hand-held control sets

5.3 R3] 7 ) o
54  Safe stops........

54.1 General......

5.4.2  Normal stop.........

5.4.3  Operational stop..

TR U8 v =) o3 4 10y ] 0 o1
55 Braking function of t00] SPINAIES ...
5.6 Mode SEleCtionN ...

561  General....n

5.6.2  Machining mode [MODE 1].......cccccc...

5.6.3  Machine setting mode [MODE 2]
5.6.4  Clamping device manual positioning mode [MODE 3]

5.7 Spindle SPeed ChANGINIG ...t
5.7.1  Spindle speed changing by changing belts on the pulleys..........cccnee
5.7.2  Spindle speed changing by incremental speed change motor
5.7.3  Infinitely variable speed by frequency inVerter......... .
5.8  Failure of any POWET SUPPLY ..o
59 Manual reset control
5.10 Enabling control.........s
5.11 Machine moving parts speed monitoring
512 Time delay ...
5.13  T@IESEIVICE oot
6 Safety requirements and measures for protection against mechanical hazards................ 15
6.1 SHADIIIEY e
6.1.1  Stationary machines..................
6.1.2  Displaceable machines........c..cco....
6.2 Risk of break-up during operation
6.3 Tool holder and t00] AESIGIN........c.cciiiiiiie e e
0.3.1  GEIIETAL oo
6.3.2  Spindle locking
6.3.3  Circular saw blade fiXing deVICe ... 16
6.3.4  Flange dimension for circular saw blades ... 16
6.4 2 1 1 1 OO
6.4.1  Braking of tool spindle
6.4.2  Maximum runN-AOWIL T ... 16
6.4.3  BIaKe TELIEASE ... 16
6.5 Safeguards
6.5. 1 FIXEA GUATTS ..ot 16
6.5.2  Interlocking moveable GUATdS. ... 16
6.5.3  Hold-to-run control

6.5.4  TWO-hand CONTIOL. ..o

] Document Sharin%Hub
© IS0 2017 - All rights reserved 1

Full document details: BS EN ISO 19085-3:2017


http://www.avadocuments.com/doc/bs-en-iso-19085-3-2017
http://www.avadocuments.com/doc/bs-en-iso-19085-3-2017

ISO 19085-3:2017(E)

6.5.5  Electro-sensitive protective equipment (ESPE)........coccee
6.5.6  Pressure-sensitive protective equipment (PSPE)
6.6 Prevention of access t0 MOVING PATES.......oiiressieeseeeseeeseesseese
0.6.1  GOIIETAL ..o
6.6.2  GUATAING OF TOOIS ..o

6.6.3  Guarding of drives
6.6.4  Guarding of shearing and/or crushing zones

6.7 TMIPACT NAZAT ...t
6.8 Clamping device.........occscscss
6.9 Measures against ejection
0.9. 1 GEIIETAL e
6.9.2  Guards materials and characteriStiCs.... ...
6.10  Workpiece SUPPOTt AN GUIAES ..o
7 Safety requirements and measures for protection against other hazards
7.1 i
7.2
7.2.1  Noise reduction at the design stage ...
7.2.2  Noise emission measurement.........
7.3 Emission of Chips and AUST ...
2 1 =T od o (o0 1 S
7.4.1  General
7.4.2  Displaceable machines
7.5 Ergonomics and Nandling ...t
7.6 LAGhHING s
7.7 Pneumatics....
7.8 HYATAULICS -t
7.9 Electromagnetic COmMPatiDIlItY ...
7.10
711 SEALIC @LOCEITCIEY oo
712 EITOTS OF FIEEIIE oo
7.13 Isolation........
7.14 Maintenance
8 INFOTTATION O WIS 28
8.1 WG QOVICES. et 28
8.2 IVLATKITIG e

8.2.1 General
8.2.2  Additional markings

8.3 INSTrUCtion NANADOOK ........ooocooiie st

8.3.1 General....cecen

8.3.2  Additional information
Annex A (informative) Performance levels reqUIIed ... 31
Annex B (normative) Test for braKing funCtion ... 33
Annex C (normative) Stability test for displaceable machines............ccccoccsins 34
Annex D (normative) IMPact teSt fOr GUATMS ... 35
Annex E (normative) Noise emission measurement for machines not in [SO 7960 ..o 36

Annex F (normative) Impact test for curtains

Annex G (normative) Wear teSt fOr CUTTAINS ...
Annex H (normative) Dynamic test for pressure-sensitive bumpers, edges, trip bars, trip plates.54

Annex ZA (informative) Relationship between this European Standard and the Essential
Requirements of EU Directive 2006/42 /EC

BIBDLIOZGTAPIY ...
Documents

. Document Sharing Hub
v © ISO 2017 - All rights reserved

Full document details: BS EN ISO 19085-3:2017


https://doi.org/10.3403/00558278U
http://www.avadocuments.com/doc/bs-en-iso-19085-3-2017
http://www.avadocuments.com/doc/bs-en-iso-19085-3-2017

ISO 19085-3:2017(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of [SO specific terms and expressions related to conformity assessment,
as well as information about ISO's adherence to the World Trade Organization (WTO) principles in the
Technical Barriers to Trade (TBT) see the following URL: www.iso.org/iso/foreword.html.

The committee responsible for this document is ISO/TC 39, Machine tools, Subcommittee SC 4,
Woodworking machines.

This document is intended to be used in conjunction with ISO 19085-1:2017, which gives requirements
common to different machine types.

Alist of all parts in the [SO 19085 series can be found on the ISO website.
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Introduction

The series of International Standards provides technical safety requirements for the
design and construction of woodworking machinery. It concerns designers, manufacturers, suppliers
and importers of the machines specified in the Scope. It also includes a list of informative items to be
provided the user by the manufacturer.

This document is a type-C standard as stated in [SO 12100,

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events
are covered are indicated in the Scope of this document.

When requirements of this type-C standard are different from those which are stated in type-A or
type-B standards, the requirements of this type-C standard take precedence over the requirements of
the other standards for machines that have been designed and built according to the requirements of
this type-C standard.

The full set of requirements for a particular type of woodworking machine are those given in the part

of [SO 19083 applicable to that type, together with the relevant requirements from ISO 19085-1:2017, to
the extent specified in the Scope of the applicable part of [SO 19085,

As far as possible, in parts of [SO 19085 other than ISO 19085-1:2017, safety requirements are referenced
to the relevant sections of ISO 19085-1:2017 to avoid repetition and reduce their length. The other parts
contain replacements and additions to the common requirements given in ISO 19085-1:2017.

This document is intended to be used in conjunction with ISO 19085-1:2017, which gives requirements
common to the different machine types.

Thus, Clauses 5, 6, 7 and 8, with their subclauses and the annexes of this document can either
— confirm as a whole,

— confirm with additions,

— exclude in total, or

— replace with specific text,

the corresponding subclauses or annexes of ISO 19085-1:2017.

This interrelation is indicated in the first paragraph of each clause, subclause or annex, right after the
title, by one of the following statements:

— “This subclause of ISO 19085-1:2017 applies”;

— “This subclause of ISO 19085-1:2017 applies with the following additions”, or “This subclause of
ISO 19085-1:2017 applies with the following additions, subdivided into further specific subclauses.”;

— “This subclause of ISO 19085-1:2017 does not apply.”;

— “This subclause of ISO 19085-1:2017 is replaced by the following text.”, or “This subclause of
ISO 19085-1:2017 is replaced by the following text, subdivided into further specific subclauses.”.
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Specific subclauses and annexes in this document without correspondent in ISO 19085-1:2017 are
indicated by the introductory sentence: “This subclause (or annex) is specific to this document.”

Clauses 1, 2 and 4 replace the correspondent clauses of ISO 19085-1:2017, with no need for indication
since they are specific to each part of the series.

NOTE Requirements for tools are given in [EN 847-1:2013 and EN 847-2:2013.
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Woodworking machines — Safety requirements —

Part 3:
Numerically controlled (NC) boring and routing machines

1 Scope

This document gives the safety requirements and measures for numerically controlled (NC) boring
machines, NC routing machines and NC combined boring/routing machines (as defined in 3.1),
hereinafter referred to as "machines".

This document deals with all significant hazards, hazardous situations and events, listed in Clause 4,
relevant to the machines when they are operated, adjusted and maintained as intended and under the
conditions foreseen by the manufacturer including reasonably foreseeable misuse. Also, transport,
assembly, dismantling, disabling and scrapping phases have been taken into account.

NOTE For relevant but not significant hazards, e.g. sharp edges of the machine frame, see [SO 12100:2010.

This document is also applicable to machines fitted with one or more of the following devices/ additional
working units, whose hazards have been dealt with:

— additional equipment for sawing, sanding, edge banding or assembly units and dowel devices;
— fixed or movable workpiece support;

— mechanical, pneumatic, hydraulic or vacuum workpiece clamping;

— automatic tool change facilities.

Machines covered in this document are designed for workpieces consisting of

— solid wood,

— material with similar physical characteristics to wood (see ISO 19085-1:2017, 3.2),

— gypsum boards, gypsum bounded fibreboards,

— composite materials with core consisting of polyurethane or mineral material laminated with
light alloy,

— polymer-matrix composite materials and reinforced thermoplastic/thermoset/elastomeric
materials, and

— composite boards made from the materials listed above.
This document does not deal with specific hazards related to
— edge-banding equipment fitted to the machines,

— use of grinding wheels,

— ejection from milling and/or sawing tools through openings guarded by curtains on machines where
the distance between the workpiece support surface and the lower edge of the partial enclosure
exceeds 600 mm,

— ejection due to failure of milling tools with a cutting circle diameter equal to or greater than 16 mm

and sawing tools not conforming to EN 847-1:2013 and EN 847-2:2013,
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— the combination of a single machine being used with other machines (as a part of a line),

— the necessity to step onto or into the machine body due to its large size, e.g. to adjust clamping
elements on machines for wooden walls, and

— integrated workpiece loading/unloading systems (e.g. robots).

This document is not applicable to single spindle hand fed or integrated fed routing machines, machines
intended for use in potentially explosive atmosphere, or to machines manufactured prior to its
publication.

2 Normative references

The following documents are referred to in text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

IS0 2602:1980, Statistical interpretation of test results — Estimation of the mean — Confidence interval

[SO 4413:2010, Hydraulic fluid power — General rules and safety requirements for systems and their
components

[SO 4414:2010, Pneumatic fluid power — General rules and safety requirements for systems and their
components

[SO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk reduction

ISO 19085-1:2017, Woodworking machines — Safety — Part 1: Common requirements

[SO 13849-1:2015, Safety of machinery — Safety-related parts of control systems — Part 1: General
principles for design

[SO_13856-3:2013, Safety of machinery — Pressure-sensitive protective devices — Part 3: General
principles for design and testing of pressure-sensitive bumpers, plates, wires and similar devices

[SO 13857:2008, Safety of machinery — Safety distances to prevent hazard zones being reached by upper
and lower limbs

EN 847-1:2013|, Tools for woodworking — Safety requirements — Part 1: Milling tools, circular saw blades
EN 847-2:2013, Tools for woodworking — Safety requirements — Part 2: Requirements for the shank of

shank mounted milling tools

3 Terms and definitions

For the purposes of this document, the terms and definitions given in [SO 12100:2010}, [SO 13849-1:2015,
[SO 19085-1:2017 and the following apply.

ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.or

— IEC Electropedia: available at http://www.electropedia.org/
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3.1

numerically controlled boring and routing machine

NC boring and routing machine

integrated fed machine designed for the machining of workpieces by the use of milling and/or boring
tools having at least two orthogonal axes programmable by the user (e.g. X, Y) for positioning and/or
machining, where the axes operate in accordance with a NC work programme

Note 1 to entry: The machine may also be fitted with one or more of the following devices/facilities:
a) additional equipment for sawing, sanding, edge banding or assembly units and dowel devices;
b) fixed or movable workpiece support;

¢) mechanical, pneumatic, hydraulic or vacuum workpiece clamping;

d) automatic tool change facilities.

Examples of different machine designs are illustrated in Figures 1 to 9.

NOTE Safeguarding devices are not illustrated.

Figure 1 — Example of a C frame machine with fixed table and moveable machining head
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NOTE Safeguarding devices are not illustrated.

Figure 2 — Example of a portal frame machine with fixed portal, fixed table, moving
machining head

NOTE Safeguarding devices are not illustrated.

Figure 3 — Example of an overhead router with moving table
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NOTE Safeguarding devices are not illustrated.

Figure 4 — Example of overhead router with moving tables, fixed portal, moving machining heads

NOTE Safeguarding devices are not illustrated.

Figure 5 — Example of a machining centre with moving table, fixed portal, moving
machining head
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NOTE Safeguarding devices are not illustrated.

Figure 6 — Example of an overhead router with fixed table, moving portal, moving
machining head

NOTE Safeguarding devices are not illustrated.

Figure 7 — Example of a C frame boring machine with moving tables, fixed portal, moving
machining head
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NOTE Safeguarding devices are not illustrated.

Figure 8 — Example of a vertical machine with moving support, fixed frame, moving
machining head

NOTE Safeguarding devices are not illustrated.

Figure 9 — Example of a portal frame boring machine with moving tables, fixed portal, moving
machining head

3.2

control power-on

control that after activation enables providing power to machines actuators, also on a lower control
level, e.g. by the PLC (Programmed Logic Control)

3.3

machining mode

MODE 1

automatic, programmed, sequential operation of the machine
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machine setting mode

MODE 2

setting, programming, fault finding, program verification, testing and manually controlled (under
power) non-sequential operation of the machine

3.5

clamping device manual positioning mode

MODE 3

manual positioning of clamping devices with laser indication

3.6

Numerical Control

NC

Computerized Numerical Control

CNC

automatic control of a process by a device that makes use of numerical data

3.7

partial enclosure

combination of fixed and moveable guards, protective devices and curtains which encloses the defined
machine danger zone and which may or may not have apertures or a ceiling

3.8

peripheral enclosure

combination of fixed and moveable guards which encloses the machine danger zone preventing access
to it and also forms a means of safeguarding against ejected parts (e.g. wood dust and chips) which may
or may not have a ceiling

3.9
stopping distance
distance between positions at initiation of the stop signal and standstill of the movement

Note 1 to entry: See also [EC 61800-5-2:2007

3.10

remaining safety distance

closest horizontal distance between the outer edge/surface of a PSPE and any hazard point of the
machine (i.e. crushing, shearing, drawing-in and entanglement points) measured after the machine has
come to a stop from the maximum feeding speed

3.11
loading/unloading zone
area close to the machine accessible to the operator for workpiece loading and/or unloading

Note 1 to entry: See Figure 10, key E as an example.

3.12

teleservice

machine diagnosis (including trouble-shooting), software update and telecontrol from a remote
service site

3.13
telecontrol
control of the machine movements from a remote service site

4 List of significant hazards

This Clause contains all significant hazards, hazardous situations and events (see [SO 12100:2010),
identified by risk assessment as significant for the machines as defined in the scope and w}'ﬁ}bré uire
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action to eliminate or reduce the risk. This document deals with these significant hazards by defining
safety requirements and/or measures or by reference to relevant standards. These hazards are listed

in Table 1.
Table 1 — List of significant hazards
No |[Hazards, hazardous situations ISO 12 100:201!] Relevant Clauses of
and hazardous events this document
1 |Mechanical hazards related to machine parts or workpiece due to:
a) shape 6.2.2.1 6.5,6.6,6.8,7.5
b) relative location 6.2.2.2,6.3 6.5,6.6
c) mass and stability (potential energy of elements which 6.1,6.3
may move under the effect of gravity) 75,714
d) mass and velocity (kinetic energy of elements in 5.7, 6.5
controlled or uncontrolled motion) 6.6,6.8
e) mechanical strength 6.9,
Annexes B,D,F, G, H
— accumulation of energy inside the machinery:
f) liquids or gases under pressure, or 6.2.10, 77,78
g) vacuum 6.3.5.4 6.8
1.1 |Crushing hazard — 6.6,8.3
1.2 |Shearing hazard 6.6,8.3
1.3 |Cutting or severing hazard 6.6,8.3
1.4 |Entanglement hazard 6.6
1.5 |Drawing in or trapping hazard 6.6
1.6 |Impact hazard 6.7
1.7 |Stabbing or puncture hazard 6.6
1.8 |Friction or abrasion hazard 6.6
1.9 |High pressure fluid injection or ejection hazard 6.2.10 7.8
2 |Electrical hazards
2.1 |Contact of persons with live parts (direct contact) 6.29,6.3.5.4 74
2.2 |Contact of persons with parts which have become live 6.29 7.4
under faulty conditions (indirect contact)
4 |Hazards generated by noise, resulting in:
4.1 |Hearing loss (deafness), other physiological disorders (loss |6.2.2.2, 7.2
of balance, loss or awareness) 6.3
4.2 |Interference with speech communication, acoustic signals 7.2
6 |Hazards generated by radiation
6.1 |Low frequency, radio frequency radiation, microwaves — 79
6.5 |Lasers 6.3.4.5 710
7 |Hazards generated by materials and substances (and their constituent elements) processed, or
used by the machinery:
7.1 |Hazards from contact with or inhalation of 6.2.3, 7.3
harmful fluids and dusts 6.2.4
7.2 |Fire hazard 6.2.4 71,711
8 |Hazards generated by neglecting ergonomic principles in machine design:
8.1 |Unhealthy postures or excessive efforts 6.2.7,6.2.8,6.2.11.12,|5.2,
6.3.5.5,6.3.5.6 75
8.2 |Hand-arm or foot-leg anatomy 6.2.8 75
8.4 |Local lighting 6.2.8.6 7.6.8.3
pocuments
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Table 1 (continued)

No |Hazards, hazardous situations [S012100:2010 |Relevant Clauses of
and hazardous events this document
8.5 |Mental overload and underload, stress 6.2.8.5 7.5
8.6 |Human error 6.2.8.1,6.2.11.8, 712,
6.2.11.10,6.3.5.2,6.4 |8.3
8.7 |Design, location or identification of manual controls 6.2.8.7,6.2.11.8 5.2,8.3
8.8 |Design or location of visual display units 6.2.8,6.4.2 5.2
9 |Hazard combination 6.3.2.1 5.2
10 |Unexpected start-up, unexpected overrun/overspeed (or any similar malfunction) from
10.1 |Failure/disorder of the control system 6.2.11,6.3.5.4 5.1,5.8
10.2 |Uncontrolled restoration of energy supply after 6.2.11.4 5.8
an interruption
10.3 |External influences on electrical equipment 6.2.11.11 5.1,
10.5 |Errors in the software 6.2.11.7 51
11 |Impossibility of stopping the machine in the best 6.2.11.1,6.2.11.3, |51
possible conditions 6.3.5.2
12 |Variations in the rotational speed of tools 6.2.2.2,6.2.3 57
13 |Failure of the power supply 6.2.11.1,6.2.11.4 5.8
14 |Failure of the control circuit 6.2.11,6.3.5.4 51
15 |Errors of fitting 6.2.7,6.4.5 712
16 |Break-up during operation 6.2.3 6.2
17 |Falling or ejected objects or fluids 6.2.3,6.2.10 6.2,6.3,69.2,6.5,6.6
18 |Loss of stability/overturning of machinery 6.3.2.6 6.1,6.2
19 |Slip, trip and fall of persons (related to machinery) 6.3.5.6 6.9.2

5 Safety requirements and measures for controls

5.1 Safety and reliability of control systems

This subclause of ISO 19085-1:2017 applies.

5.2 Control devices

This subclause of ISO 19085-1:2017 applies with the following additions, subdivided into further
specific subclauses.

5.2.1

General

The control devices for control power-on, operational/normal stop, emergency stop, mode selection
shall be located at the operator's position adjacent to the control display (at the main control panel).

Hold-to-run control devices and/or enabling control devices for tool or axes movements shall be located
on the main control panel and/or on a hand-held set of controls connected to the machine by cable or
wireless;

As an exception to the requirement in ISO 19085-1:2017 at machines with more than one
loading/unloading zone, the reset of the safeguarding system at the loading/unloading zone may be
achieved by the manual control device for cycle start. In this case reset and cycle start may occur at the
same time.
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The emergency stop device shall be provided at each working station and in particular,
a) atthe main control panel,

b) atthe hand-held control set,

c) adjacent to all hold-to-run control devices,

d) atthe workpiece loading and unloading station,

e) close to or inside the tool magazine, where this is separated from the machining area and the
magazine is under power during loading and unloading of the tools,

f) inside any enclosure fitted with access door when required according 6.6.2.2, and
g) adjacent to all cycle start control devices.

If, in fulfilment of the above requirements, the distance between two separate emergency-stop devices
results to be less than 1 m, one device is sufficient and its position can be chosen.

Verification: By checking the relevant drawings and/or circuit diagrams, inspection of the machine and
relevant functional testing of the machine.

5.2.2 Hand-held control sets

Additional control devices for cycle starting (not including reset function), operational/normal stopping
(if provided) may be duplicated/provided on hand-held control sets with or without cable connection
taking account of the requirements of 5.4.4 for emergency stop. Reset function control devices, control
power-on control devices and mode selector shall not be fitted on hand-held control sets.

When a wireless control set loses its connection to the machine, an emergency stop shall be
automatically activated.

Verification: By checking the relevant drawings and/or circuit diagrams, inspection of the machine and
relevant functional testing of the machine.

5.3 Start
This subclause of ISO 19085-1:2017 is replaced by the following specific text.

Control power-on activation shall only be possible if all relevant safeguards are in place and operational.
This is achieved by the interlocking arrangement, including PL required, described in 5.6, 6.5, 6.6 and
6.8. The control power-on device shall be protected against unintended actuation, e.g. by shroud.

Cycle start or restart shall only be possible after actuation of a control device provided for that purpose,
and after control power-on activation.

The SRP/CS for control power-on and for interlocking of control power-on with safeguards shall achieve
PL:=c.

NOTE1 No PLisrequired for cycle start and restart functions.

Closure of interlocking movable guards or moving away from a triggered ESPE or PSPE shall not lead
to an automatic restart of dangerous movements. For each restart, a deliberate action of the operator
is required, i.e. safeguard reset. If only one safeguard is triggered, safeguard local reset and cycle start
may occur at the same time.

NOTE 2  Dangerous movement means movement affecting the safety of the operator or other persons not the
integrity of the machine.

Verification: By checking the relevant drawings and/or circuit diagrams, inspection of the machine and
relevant functional testing of the machine.
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5.4 Safe stops

5.4.1 General
This subclause of ISO 19085-1:2017 applies with the following additions.

At the end of stopping sequence, powered workpiece clamping devices may be de-energized if no
additional hazard will occur.

Stop initiated by opening of moveable guards or activation/triggering of the safety related control
system of a protective device shall be either a normal stop or an operational stop or an emergency stop.

If the machine is divided into physically separated danger zones, actuators to be stopped may be only
those of the relevant danger zone. In this case, a local manual reset control device is required.

5.4.2 Normal stop
This subclause of ISO 19085-1:2017 applies.

5.4.3 Operational stop
This subclause of ISO 19085-1:2017 applies.

5.4.4 Emergency stop
This subclause of ISO 19085-1:2017 applies.

5.5 Braking function of tool spindles
This subclause of ISO 19085-1:2017 applies with the following addition.

Only electric braking systems are allowed, except for a mechanical device for positioning and locking.

5.6 Mode selection

This subclause of ISO 19085-1:2017 applies with the following addition, subdivided into further specific
subclauses.

5.6.1 General
In addition to the requirements in ISO 19085-1:2017, 5.6 a) to d), the following requirements also apply:

a) the mode selection switch shall be located outside the hazards zone, e.g. on the main control panel
and not reachable from inside the hazards zone;

b) the safeguarding requirements given in 5.6.2, 5.6.3 and 5.6.4 shall be effective in their respective
mode of operation.

NOTE In ISO 19085-1:2017, 5.6 d), “mode with lower safety measure” refers to MODE 2 or MODE 3, “mode
with higher safety measure” refers to MODE 1.

5.6.2 Machining mode [MODE 1]

In machining mode, movement shall only be possible when the interlocking moveable guards and
protective devices are in place and functional.

The safety related maximum speed of axes movement and spindle rotation shall fulfil the requirements
of 5.11 and 5.7.3 respectively.
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