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National foreword

This British Standard is the UK implementation of EN ISO
21009-2:2015. It supersedes BS EN 13458-3:2003 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PVE/18, Cryogenic vessels.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015. Published by BSI Standards
Limited 2015

ISBN 978 0 580 78168 1
1CS 23.020.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2015.

Amendments issued since publication
Date Text affected
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concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.
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European foreword

This document (ENISO21009-2:2015) has been prepared by Technical Committee
ISO/TC 220 “Cryogenic vessels” in collaboration with Technical Committee CEN/TC 268 “Cryogenic
vessels and specific hydrogen technologies applications” the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2016, and conflicting national standards shall be
withdrawn at the latest by June 2016.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent
rights.

This document supersedes [EN 13458-3:2003.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive.

For relationship with EU Directive, see informative Annex ZA, which is an integral part of this
document.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

Endorsement notice

The text of ISO21009-2:2015 has been approved by CEN as EN ISO 21009-2:2015 without any
modification.
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Annex ZA
(informative)

BS EN ISO 21009-2:2015

Relationship between this European Standard and the Essential
Requirements of EU Directive 2014/68/EU

This European Standard has been prepared under a mandate given to CEN by the European
Commission to provide a means of conforming to Essential Requirements of the New Approach
Directive 2014/68/EU of the European Parliament and of the Council of 15 May 2014 on the
harmonization of the laws of the Member States relating to the making available on the market of

pressure equipment.

Once this standard is cited in the Official Journal of the European Union under that Directive and has
been implemented as a national standard in at least one Member State, compliance with the clauses of
this standard given in Table ZA.1 confers, within the limits of the scope of this standard, a presumption of
conformity with the corresponding Essential Requirements of that Directive and associated EFTA

regulations.

Table ZA.1 — Correspondence between this International Standard and Directive 2014/68/EU

Clause(s)/sub-clause(s) of this | Essential Requirements (ERs) | Qualifying remarks/Notes
standard of Directive 2014/68/EU

Clauses 5, 6, 7, 8,9, 10, 11 and | Annex I §3.4 Operating instructions

12

WARNING — Other requirements and other EU Directives may be applicable to the product(s) falling

within the scope of this standard.

4
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical
Barriers to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is I[SO/TC 220, Cryogenic vessels.

This second edition cancels and replaces the first edition (ISO 21009-2:2006), which has been
technically revised.

ISO 21009 consists of the following parts, under the general title Cryogenic vessels — Static vacuum
insulated vessels:

— Part 1: Design, fabrication, inspection and tests

— Part 2: Operational requirements
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Cryogenic vessels — Static vacuum insulated vessels —

Part 2:
Operational requirements

1 Scope

This part of ISO 21009 specifies operational requirements for static vacuum insulated vessels designed
for a maximum allowable pressure of more than 50 kPa (0,5 bar). It may also be used as a guideline for
vessels designed for a maximum allowable pressure of less than 50 kPa (0,5 bar).

This part of ISO 21009 applies to vessels designed for cryogenic fluids specified in [SO 21009-1|.

Static cryogenic vessels are often partly equipped by the manufacturer, but may be installed or re-
installed by another party, such as the operator, user or owner.

NOTE 1  For the installation of these vessels, additional requirements can apply; these are defined in
specific regulations.

NOTE2 Some requirements of this standard can be covered by local regulations, e.g. safety distances,
occupational safety and health. Where there is a conflict between the requirements of this International Standard
and any applicable local regulation, the local regulation always takes precedence.

2 Normative references

The following referenced documents, in whole or in part, are normatively referenced in this document
and are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 23208, Cryogenic vessels — Cleanliness for cryogenic service

[SO 21009-1, Cryogenic vessels — Static vacuum-insulated vessels — Part 1: Design, fabrication,
inspection and tests

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

31
putting into service
operation by which a vessel (3.8) is prepared to be used

Note 1 to entry: It applies to either a new vessel being used for the first time or an existing vessel being
returned to service.

3.2

filling

operation by which a vessel (3.8) undergoes a prefill check, filling with a cryogenic fluid and an
after-fill check

3.3
withdrawal
operation by which the product is taken from a vessel (3.8) connected to the supply system
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