BRITISH STANDARD

Acoustics — Noise test
code for compressors
and vacuum pumps —

Engineering method
(Grade 2)

The European Standard EN ISO 2151:2004 has the status of a
British Standard

ICS 17.140.20; 23.140

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
L ___________________________________________________________________________________|

Full document details: BS EN ISO 2151:2004

BS EN ISO
2151:2004

Incorporating
Corrigenda
Nos.1 and 2

AN
‘
I 1 €
British Standards

;


http://www.avadocuments.com/doc/bs-en-iso-2151-2004
http://www.avadocuments.com/doc/bs-en-iso-2151-2004

BS EN ISO 2151:2004

National foreword

This British Standard is the official English language version of
EN ISO 2151:2004, including Corrigendum March 2004 and January 2006.
It is identical with ISO 2151:2004.

The UK participation in its preparation was entrusted to Technical Committee
MCE/8, Compressors, pneumatic tools, pneumatic machines and vacuum
technology, which has the responsibility to:

— aid enquirers to understand the text:

— present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled "International Standards Correspondence Index", or
by using the "Search" facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immu-
nity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover,
the EN ISO title page, the EN ISO foreword page, the ISO title page,
pages ii to v, a blank page, pages 1 to 26, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

This Britist Standard was Amendments issued since publication

published under the authority
of the Standards Policy and

Strategy Committee on Amd. No. Date Comments
19 Mareh 2004 15134 14 April 2004 Correction to EN ISO foreword page and
© BSI 2006 Corrigendum No. 1 revised Annex ZA

16288 June 2006 Change to Annex ZA

Corrigendum No. 2
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This European Standard was approved by CEN on 16 January 2004.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation

under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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©2004 CEN  All rights of exploitation in any form and by any means reserved Ref. No. ENISO 2151:2004:E
worldwide for CEN national Members.
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CORRECTED 2004-03-17

Foreword

This document (EN ISO 2151:2004) has been prepared by Technical Committee ISO/TC 118
"Compressors, pneumatic tools and pneumatic machines" in collaboration with Technical
Committee CEN/TC 232 "Compressors - Safety", the secretariat of which is held by SIS.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by August 2004, and conflicting national
standards shall be withdrawn at the latest by August 2004.

This document has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association, and supports essential requirements of EU
Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this
document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary,
Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

Endorsement notice

The text of ISO 2151:2004 has been approved by CEN as EN ISO 2151:2004 without any
modifications.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with 1ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 2151 was prepared by Technical Committee ISO/TC 118, Compressors, pneumatic tools and pneumatic
machines, Subcommittee SC 6, Air compressors.

This second edition cancels and replaces the first edition (ISO 2151:1972), which has been technically revised.
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Introduction

The noise test code presented by this International Standard describes methods for determining and
presenting the acoustical characteristics of compressors and vacuum pumps, i.e. the total noise level from the
compressor or vacuum pump expressed as sound power level, or the emission sound pressure level at the
work station or other specified positions.

Based on current industry practice, this noise test code requires the compressor or vacuum pump under test to
be run under conditions representing the noisiest operation in typical usage — full-load for compressors and
off-load for vacuum pumps.

It needs to be noted that operators' exposure to noise depends upon the characteristics of individual
applications and environmental factors beyond the control of the manufacturers of compressors and vacuum
pumps.

This International Standard does not give requirements for octave band analysis, however, where there is an
interest this can be undertaken.
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Acoustics — Noise test code for compressors and vacuum
pumps — Engineering method (Grade 2)

1 Scope

This International Standard specifies methods for the measurement, determination and declaration of the
noise emission from portable and stationary compressors and vacuum pumps. It prescribes the mounting,
loading and working conditions under which measurements are to be made, and includes measurement or
determination of the noise emission expressed as

— the sound power level under specified load conditions,

— the emission sound pressure level at the work station under specified load conditions.

Itis applicable to

— compressors for various types of gases,

— oil-lubricated air compressors,

— oil-flooded air compressors,

— water injected air compressors,

— oil-free air compressors,

— compressors for handling hazardous gases (gas compressors),

— compressors for handling oxygen,

— compressors for handling acetylene,

— high-pressure compressors [over 4 Mpa (40 bar)],

— compressors for application at low inlet temperatures, i.e. below 0 °C,

— large compressors (over 1 000 kW input power),

— portable and skid-mounted air compressors, and

— rotary positive displacement blowers and centrifugal blowers and exhausters in applications < 0,2 MPa
(£ 2bar).

It is not applicable to

— compressors for gases other than acetylene having a maximum allowable working pressure of less than
0,5 bar/0,05 MPa,

— refrigerant compressors used in refrigerating systems or heat pumps,

— hand-held portable compressors.
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2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3744:1994, Acoustics — Determination of sound power levels of noise sources using sound pressure —
Engineering method in an essentially free field over a reflecting plane

ISO 4871:1996, Acoustics — Declaration and verification of noise emission values of machinery and
equipment

ISO 9614-1:1993, Acoustics — Determination of sound power levels of noise sources using sound intensity —
Part 1: Measurement at discrete points

ISO 9614-2:1996, Acoustics — Determination of sound power levels of noise sources using sound intensity —
Part 2: Measurement by scanning

ISO 11201:1995, Acoustics — Noise emitted by machinery and equipment — Measurement of emission
sound pressure levels at a work station and at other specified positions — Engineering method in an
essentially free field over a reflecting plane

ISO 11202:1995, Acoustics — Noise emitted by machinery and equipment — Measurement of emission
sound pressure levels at a work station and at other specified positions — Survey method in situ

ISO 11203:1995, Acoustics — Noise emitted by machinery and equipment — Determination of emission
sound pressure levels at a work station and at other specified positions from the sound power level

IEC 61672-1:2002, Electroacoustics — Sound level meters — Specifications

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
compressor
machine which compresses air, gases or vapours to a pressure higher than the inlet pressure

NOTE A compressor comprises the bare compressor itself, the prime mover and any component or device supplied
with the compressor.

3.2
vacuum pump
device for creating, improving and/or maintaining vacuum

NOTE A vacuum pump comprises the bare pump, the prime mover and any component or device supplied with the
vacuum pump.

3.3

emission

airborne sound radiated by a well-defined noise source (e.g. the machine under test) under specified
operating and mounting conditions

NOTE 1  Adapted from ISO 11203:1995.
NOTE 2 Noise emission values can be incorporated in a product label and/or published in a product specification. The

basic noise emission descriptors are the sound power level of the product itself and the emission sound pressure levels at
the work station and at other specified positions in the vicinity of the product (if any).
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