BRITISH STANDARD BS EN ISO
21587-2:2007

Chemical analysis of
aluminosilicate
refractory products
(alternative to the X-ray
fluorescence method) —

Part 2: Wet chemical analysis

The European Standard EN ISO 21587-2:2007 has the status of a
British Standard

ICS 81.080

2 ¥V o X
LAY W =
R

ST AN e
British Standards

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN ISO 21587-2:2007


http://www.avadocuments.com/doc/bs-en-iso-21587-2-2007
http://www.avadocuments.com/doc/bs-en-iso-21587-2-2007

BS EN ISO 21587-2:2007

National foreword

This British Standard is the UK implementation of EN ISO 21587-2:2007.
Together with BS EN ISO 21587-1:2007, it supersedes BS EN 955-2:1995

which 1s withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
RPI/1, Refractory products and materials.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Y Amd. No. Date Comments

on 31 October 2007
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Foreword

The text of ISO 21587-2:2007 has been prepared by Technical Committee ISO/TC 33
"Refractories” of the International Organization for Standardization (ISO) and has been taken
over as EN ISO 21587-2:2007 by Technical Committee CEN/TC 187 "Refractory products and
materials", the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by March 2008, and conflicting national
standards shall be withdrawn at the latest by March 2008.

This document supersedes EN 955-2:1994.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United
Kingdom.

Endorsement notice

The text of ISO 21587-2:2007 has been approved by CEN as EN I1SO 21587-2:2007 without any
modifications.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 21587-2 was prepared by Technical Committee ISO/TC 33, Refractories.

SO 21587 consists of the following parts, under the general titte Chemical analysis of aluminosilicate
refractory products (alternative to the X-ray fluorescence method):

— Part 1: Apparatus, reagents, dissolution and gravimetric silica
— Part 2: Wet chemical analysis

— Part 3: Inductively coupled plasma and atomic absorption spectrometry methods

Documents

. Document Sharing Hub
iv

Full document details: BS EN ISO 21587-2:2007


http://dx.doi.org/10.3403/30166120U
http://dx.doi.org/10.3403/BSENISO21587
http://www.avadocuments.com/doc/bs-en-iso-21587-2-2007
http://www.avadocuments.com/doc/bs-en-iso-21587-2-2007

EN ISO 21587-2:2007

Chemical analysis of aluminosilicate refractory products
(alternative to the X-ray fluorescence method) —

Part 2:
Wet chemical analysis

1 Scope

This part of ISO 21587 specifies traditional ("wet") methods for the chemical analysis of aluminosilicate
refractory products and raw materials.

The methods are applicable to the determination of the following:
— silicon(IV) oxide (SiO,)

— aluminium oxide (Al,O3)

— iron(lll) oxide (total iron oxide calculated as Fe,05)
— titanium(IV) oxide (TiO,)

— manganese(ll) oxide (MnO)

— calcium oxide (CaO)

— magnesium oxide (MgO)

— sodium oxide (Na,0)

— potassium oxide (K,0)

— chromium(lll) oxide (Cr,053)

— zirconium oxide (ZrO,)

— phosphorous(V) oxide (P,05)

This part of ]SO 21587 gives alternatives to the X-ray fluorescence (XRF) method given in |SO 12677:2003,
Chemical analysis of refractory products by XRF — Fused cast bead method.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 21587-1:2007, Chemical analysis of aluminosilicate refractory products (alternative to the X-ray
fluorescence method) — Part 1: Apparatus, reagents, dissolution and gravimetric silica

SO 26845, Chemical analysis of refractories — General requirements for wet chemical analysis, atomic
absorption spectrometry and inductively coupled plasma methods
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