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National foreword

This British Standard is the UK implementation of EN ISO 21813:2022.
[t is identical to ISO 21813:2019. It supersedes BS ISO 21813:2019 and
BS EN 725-2:2007, which are withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee RPI/13, Advanced technical ceramics.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 21762 9
ICS 81.060.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2019.

Amendments/corrigenda issued since publication

Date Text affected

28 February 2023  This corrigendum renumbers BS ISO 21813:2019
as BS EN ISO 21813:2022. The supersession details
in the national foreword have also been updated.
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ENISO 21813:2022 (E)

European foreword

The text of ISO 21813:2019 has been prepared by Technical Committee ISO/TC 206 "Fine ceramics” of
the International Organization for Standardization (ISO) and has been taken over as EN SO 21813:2022
by Technical Committee CEN/TC 184 “Advanced technical ceramics” the secretariat of which is held by
DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2023, and conflicting national standards shall be
withdrawn at the latest by May 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 725-2:2007.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 21813:2019 has been approved by CEN as EN IS0 21813:2022 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso
.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 206, Fine ceramics.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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INTERNATIONAL STANDARD ISO 21813:2019(E)

Fine ceramics (advanced ceramics, advanced technical
ceramics) — Methods for chemical analysis of high purity
barium titanate powders

1 Scope

This document specifies methods for the chemical analysis of fine high purity barium titanate powders
used as the raw material for fine ceramics.

This document stipulates the determination methods of the barium, titanium, aluminium, cadmium,
calcium, cobalt, dysprosium, iron, lead, magnesium, manganese, nickel, niobium, potassium, silicon,
sodium, strontium, vanadium, zirconium, carbon, oxygen and nitrogen contents in high purity barium
titanate powders. The barium and titanium contents, the major elements, are determined by using
an acid decomposition-gravimetric method or an acid decomposition-inductively coupled plasma-
optical emission spectrometry (ICP-OES) method. The aluminium, cadmium, calcium, chromium,
cobalt, dysprosium, iron, lead, magnesium, manganese, nickel, niobium, potassium, silicon, strontium,
vanadium and zirconium contents are simultaneously determined via an acid digestion-ICP-OES
method. The nitrogen content is determined by using an inert gas fusion-thermal conductivity method,
while that of oxygen is determined via an inert gas fusion-IR absorption spectrometry method.
Finally, the carbon content is determined using a combustion-IR absorption spectrometry method or a
combustion-conductometry method.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 3696, Water for analytical laboratory use — Specification and test methods

[SO 6353-1, Reagents for chemical analysis — Part 1: General test methods

[SO 6353-2, Reagents for chemical analysis — Part 2: Specifications — First series
ISO 6353-3, Reagents for chemical analysis — Part 3: Specifications — Second series

ISO 8656-1, Refractory products — Sampling of raw materials and unshaped products — Part 1:
Sampling scheme

3 Terms and definitions
No terms and definitions are listed in this document.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

4 Analytes and ranges

a) Barium (Ba), range of 40 % to 60 % (mass fraction).
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b) Titanium (Ti), range of 10 % to 30 % (mass fraction).

c) Aluminium (Al), range of 0,001 % to 0,03 % (mass fraction).
d) Cadmium (Cd), range of 0,001 % to 0,03 % (mass fraction).

e) Calcium (Ca), range of 0,001 % to 0,03 % (mass fraction).

f) Cobalt (Co), range of 0,001 % to 0,03 % (mass fraction).

g) Dysprosium (Dy), range of 0,001 % to 0,03 % (mass fraction).
h) Iron (Fe), range of 0,001 % to 0,03 % (mass fraction).

i) Lead (Pb), range of 0,001 % to 0,03 % (mass fraction).

j)  Magnesium (Mg), range of 0,001 % to 0,03 % (mass fraction).
k) Manganese (Mn), range of 0,001 % to 0,03 % (mass fraction).
1) Nickel (Ni), range of 0,001 % to 0,03 % (mass fraction).

m) Niobium (Nb), range of 0,001 % to 0,03 % (mass fraction).

n) Potassium (K), range of 0,001 % to 0,03 % (mass fraction).

o) Silicon (Si), range of 0,001 % to 0,03 % (mass fraction).

p) Sodium (Na), range of 0,001 % to 0,03 % (mass fraction).

q) Strontium (Sr), range of 0,001 % to 0,03 % (mass fraction).

r) Vanadium (V), range of 0,001 % to 0,03 % (mass fraction).

s) Zirconium (Zr), range of 0,001 % to 0,03 % (mass fraction).
t) Total nitrogen (T.N), range of 0,01 % to 5 % (mass fraction).
u) Oxygen (0), range of 10 % to 30 % (mass fraction).

v) Carbon (C), range of 0,01 % to 5 % (mass fraction).

5 Preparation of test sample

5.1 General

The sample preparation method shall be in accordance with ISO 8656-1, unless otherwise mutually
agreed upon by the analyser and customer.

5.2 Sampling

The sample shall be collected in accordance with ISO 8656-1.

5.3 Drying

Place a 10 g sample into a flat-type weighing bottle (60 mm x 30 mm) and spread it uniformly over the
bottom of the bottle. Place the bottle in an air bath at 110 °C = 5 °C for 2 h, uncovered, and cool in a
desiccator (desiccant: magnesium perchlorate), covered, for 1 h.
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5.4 Weighing

Weigh the sample to the nearest 0,1 mg of the required quantity using a balance.

6 Reporting the analytical values

6.1 Number of analyses

Analyse the sample twice on different days.

6.2 Blank test

Upon analysis, perform a blank test to correct the measured values.

6.3 Evaluation of the analytical values

When the difference between the two analytical values does not exceed the tolerance value (Table 1),
the average value shall be reported. When the difference between the two analytical values exceeds the
tolerance value, perform two additional analyses. When the difference in these further two analyses
does not exceed the tolerance value, the average value thereof shall be reported. If the difference also
exceeds the tolerance value, the median of four analytical values shall be reported.

6.4 Expression of the analytical values

The analytical values shall be given in % (mass fraction), in dryness.

a) Barium, titanium, oxygen, and nitrogen: express the results to two decimal places.
b) Others: express the results to three decimal places.

Table 1 — Tolerances for the analytical values

Units: % (mass fraction)

. Al, Cd, Ca, Co, Dy, Fe, Pb, Mg, Mn, Nj,
Element Ba Ti Nb, K, Si. Na, St. V, Zr. Total N 0 C
0,30a 0,20a 0,001c¢ 0,01e
Tolerance 0,50 0,005
0,40b 0,30b 0,005d 0,05f

a  Acid decomposition-gravimetric method.

b Acid decomposition-ICP-OES method.

¢ Applicable to content of less than 0,01 % (mass fraction).

d  Applicable to content of not less than 0,01 % (mass fraction).

e Applicable to content of less than 1,0 % (mass fraction).

f Applicable to content of not less than 1,0 % (mass fraction).

7 Determination of the barium and titanium contents

7.1 Classification of the determination methods
The barium and titanium contents shall be determined by either of the following methods:
— Method A, acid decomposition-gravimetric method;

— Method B, acid decomposition-ICP-OES method.
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