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National foreword

This British Standard is the UK implementation of

EN ISO 22282-2:2012. Together with parts 1, 3, 4, 5, and 6 of

BS EN ISO 22282, it partially supersedes BS 5930:1999+A2:2010,

which is currently being revised in order to remove conflicting material.
In the meantime, where conflict arises between these documents, the
provisions of BS EN ISO 22282-2:2012 take precedence.

The test given in this standard is included in BS 5930:1999+A2:2010
(Clause 25.4), and conflicting parts are now withdrawn.

The UK participation in its preparation was entrusted by
Technical Committee B/526, Geotechnics, to Subcommittee B/526/3,
Site investigation and ground testing.

A list of organizations represented on this subcommittee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2012.
Published by BSI Standards Limited 2012.
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Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard was published under the authority of the
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Foreword

This document (EN ISO 22282-2:2012) has been prepared by Technical Committee CEN/TC 341
“Geotechnical Investigation and Testing", the secretariat of which is held by ELOT, in collaboration with
Technical Committee ISO/TC 182 "Geotechnics".

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2012, and conflicting national standards shall be withdrawn
at the latest by December 2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland, Turkey and the United Kingdom.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

was prepared by the European Committee for Standardization (CEN) Technical Committee
CEN/TC 341, Geotechnical investigation and testing, in collaboration with Technical Committee ISO/TC 182,
Geotechnics, Subcommittee SC 1, Geotechnical investigation and testing, in accordance with the Agreement
on technical cooperation between ISO and CEN (Vienna Agreement).

SO 22287 consists of the following parts, under the general title Geotechnical investigation and testing —
Geohydraulic testing:

— Part 1: General rules

— Part 2: Water permeability tests in a borehole using open systems
— Part 3: Water pressure tests in rock

— Part 4: Pumping tests

— Part 5: Infiltrometer tests

— Part 6: Water permeability tests in a borehole using closed systems
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Geotechnical investigation and testing — Geohydraulic testing —

Part 2:
Water permeability tests in a borehole using open systems

1 Scope

This part of ]SO 22282 specifies requirements for the determination of the local permeability in soils and rocks
below and above groundwater level in an open hole by water permeability tests as part of the geotechnical

investigation services according to EN 1997-1 and EN_1997-2.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

SO 14688-1 Geotechnical investigation and testing — Identification and classification of soil — Part 1:
Identification and description

SO 14689-1, Geotechnical investigation and testing — Identification and classification of rock — Part 1:
Identification and description

SO 22282-1: 2011, Geotechnical investigation and testing — Geohydraulic testing — Part 1: General rules

SO 22475-1, Geotechnical investigation and testing — Sampling methods and groundwater measurements —
Part 1: Technical principles for execution

3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in |]SO 22475-1 and |SO 22282-1| apply.

3.2 Symbols

For the purposes of this document, the symbols given in Table 1 apply.
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Table 1 — Symbols

Symbol Designation Unit
Ac area of the inner cross-section of the casing m2
Ar area of the water surface in the reservoir m?2
D borehole diameter, diameter of the test section m
F shape factor m
h hydraulic head of the test m
h1, ho, h3 applied hydraulic heads m
ho distance of the water level from the ground level m
Ah change in hydraulic head m
k permeability coefficient m/s
kfs field saturated permeability coefficient m/s
L length (height) of the test section m
0 flow rate m3/s
r radius -
S storage coefficient -
T transmissivity -
t time needed to reach the equilibrium s
t time S
to time at start of test s
1% volume flow rate

4 Test principle

The test is based on the assumption that the test section is isolated and located above or below the
groundwater surface.

The results can vary depending on the test type chosen (water withdrawal or injection) according to the purpose
of the test.

Three test methods are available:
a) Constant flow rate test method (suitable for k-value greater than 1076 m/s)

This test consists of producing a change in hydraulic head in a section of a borehole by injecting or withdrawing
a constant flow rate. The change in hydraulic head is measured against time.

b) Variable head test method (suitable for k-value between 1076 m/s and 1079 m/s)

This test consists of producing an instant change in hydraulic head in a section of a borehole. The change in
hydraulic head is measured against time.

c) Constant head test method (suitable for k-value between 10~4 m/s and 107 m/s)

This test consists of maintaining a constant hydraulic head in a section of a borehole. The flow rate is measured
against time.

5 Equipment

In addition to a casing or a piezometer, the following equipment is necessary:

a) water supply or plain rod for the falling head test;

2

Full document details: BS EN ISO 22282-2:2012

Documents

Document Sharing Hub
© 1SO 2012 — All rights reserved


http://www.avadocuments.com/doc/bs-en-iso-22282-2-2012
http://www.avadocuments.com/doc/bs-en-iso-22282-2-2012

BS EN ISO 22282-2:2012
ISO 22282-2:2012(E)

b) pump or bail system for the rising head test;

c) device to determine the flow rate with an accuracy of 5 % of the measuring range for constant head and
constant flow;

d) device to maintain the flow rate for constant flow;

e) perforated tube and/or filter material (for filter criteria see ;

f)  device to measure the water level in the casing or piezometer with an accuracy of 0,01 m;
g) atime measuring and/or recording device, reading in s.

All the equipment and measuring devices shall be calibrated according to their use, either periodically or before
they are used.

6 Test procedure

6.1 Preparation of a test section

6.1.1 General

The test section shall be prepared in accordance with [SO 22282-1: 2011, Annex A.

6.1.2 Preparation of a test section in non-stable soil and rock below the groundwater surface

Drilling shall be executed with the use of a casing. After drilling the test section and cleaning the borehole, the
test section shall be prepared according to one of these three alternatives (see Figure 1):

a) A perforated tube that is closed by a perforated or closed disc at the bottom shall be installed through the
casing tube in the test section [Figure 1 a)]. After that the casing tube shall be withdrawn by the length L
shortly above the upper end of the perforated section.

NOTE If the bottom of the boreholes cannot be cleaned, a full disc can be used at the bottom of the tube. In this

case a specific shape factor is used (see ]SO 22282-1)).

b) Before withdrawing the casing tube, an appropriate filter material shall be filled into the test section. After
that the casing tube shall be withdrawn up to the upper edge of the filter [Figure 1 b)].

c) Open end test: the test is performed at the bottom of the casing through the open section of diameter D
[Figure 1 c)].

Documents

) Document Sharing3Hub
© 1SO 2012 — All rights reserved

Full document details: BS EN ISO 22282-2:2012


http://dx.doi.org/10.3403/30250474U
http://dx.doi.org/10.3403/30250474U
http://dx.doi.org/10.3403/30250474U
http://www.avadocuments.com/doc/bs-en-iso-22282-2-2012
http://www.avadocuments.com/doc/bs-en-iso-22282-2-2012

BS EN ISO 22282-2:2012
ISO 22282-2:2012(E)

| 1
I |
i J e | |\|?,_||‘/|2
T T T T e T T
1 . -l [ A
| | |
N | |
- TP AsKe)
| N 8 0000:0 OZQO%OO
' N RO N W0 ~ 4
| N S o~ <0 o
NENNEN Wje lg)&
I Q o1 0 OO
D D ‘ D
||
a) With perforated tube b) With filter material
Key
1 ground
2 top surface
3 water table
4 test section
5 perforated or closed disc
6 casing
7 perforated tube
8 filter pack
L length of the test section
D diameter of the test section
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Figure 1 — Test section in non-stable soil and rock

6.1.3 Preparation of a test section in stable soil and rock

After drilling the test section and cleaning the borehole, the test section shall be prepared according to one of
the following alternatives (see Figure 2):

a) A packer is inflated above the test section [Figure 2 a)]. A perforated tube can be used below the packer.

b) In atemporary open piezometer, a perforated tube shall be used in the test section. An appropriate filter
material shall fill the space between the tube and the borehole wall into the test section. A sealing plug
shall be installed above the filter pack [Figure 2 b)].

c) Before withdrawing the casing tube, an appropriate filter material shall be filled into the test section. After
that the casing tube shall be withdrawn up to the upper edge of the test section [Figure 2 c)].

d) The same preparation as in c), but without filter material [Figure 2 d)].
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