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European foreword

The text of ISO 22970:2019 has been prepared by Technical Committee ISO/TC 35 "Paints and
varnishes” of the International Organization for Standardization (ISO) and has been taken over as
EN ISO 22970:2020 by Technical Committee CEN/TC 139 “Paints and varnishes” the secretariat of
which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2021, and conflicting national standards shall be
withdrawn at the latest by June 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice
The text of ISO 22970:2019 has been approved by CEN as EN ISO 22970:2020 without any modification.

Documents

i Document Sharing Hub

Full document details: BS EN ISO 22970:2020


http://www.avadocuments.com/doc/bs-en-iso-22970-2020
http://www.avadocuments.com/doc/bs-en-iso-22970-2020

BS EN ISO 22970:2020

IS0 22970:2019
Contents Page
FFOT@WOTM ........oooccceesse 8525585858585 iv
1 SCOPI ... 1
2 NOITNATIVE TEECI@INCES .........cccccocovoveeieiesse st ss st 1
3 Terms and AefiMETIOMNIS ... 1
4 PIAIICEPI@ ..otk
4.1  Adhesive strength test method A — Peel adhesion
4.2 Adhesive strength test method B — Peel strength ...
4.3 Adhesive strength test method C — Tensile lap-shear strength
4.4 CONAUCTION OF TNE TESE ...
5 ApPParatus AN tESE IMMEAIA ...
5.1 Adhesive strength test method A — Peel adhesion
5.2 Adhesive strength test method B — Peel strength ...
5.3 Adhesive strength test method C — Tensile lap-shear strength..........cciin,
5.4  Exposure method 1 — Condensation atmosphere with constant humidity ..
5.5 Exposure method 2 — Cataplasm SEOTAZE ...
Sequence of adhesive strength tests A, B and C ... 5
7 Preparation Of SPECITIIEINS ...............ooe et
7.1 Preparation of test panels ...
7.2 Adhesive strength test method A — Peel adhesion
7.2.1  Bead Shape ...
7.2.2  Application of the adhesive bead.........
7.3 Adhesive strength test method B — Peel strength ...
7.4  Adhesive strength test method C — Tensile lap-shear strength...........cnn 11
8 Curing and exposure of specimens with applied adhesive................. 14
8.1 CUTINIE s 14
8.2 Reference value determination
8.3 Exposure methods
8.3.1 Exposure method 1 — Condensation atmosphere with constant humidity........... 15
8.3.2  Exposure method 2 — Cataplasm StOIaZE . ... 15
9 TESE PIOCEAUTE ..........c e 15
9.1 Adhesive strength test method A — Peel adhesion ... 15
9.2 Adhesive strength test method B — Peel strength ... 17
9.3  Adhesive strength test method C — Tensile lap-shear strength ... 18
10 EXPIeSSION Of TE@SULLS ...........ooii e
10.1 Adhesive strength test method A — Peel adhesion
10.2  Adhesive strength test method B — Peel strength ...
10.3  Adhesive strength test method C — Tensile lap-shear strength ... 20
11 Designation
12 PI@CISTON ..o
13 T@ST T@POTL ...k 21
BIDIIOGIAPIIY ... 23

Documents
Document Sharin%lHub

© IS0 2019 - All rights reserved

Full document details: BS EN ISO 22970:2020


http://www.avadocuments.com/doc/bs-en-iso-22970-2020
http://www.avadocuments.com/doc/bs-en-iso-22970-2020

BS EN ISO 22970:2020
ISO 22970:2019

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee
SC 9, General test methods for paints and varnishes.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.

Documents

. Document Sharing Hub
v © ISO 2019 - All rights reserved

Full document details: BS EN ISO 22970:2020


http://www.iso.org/directives
http://www.iso.org/patents
http://www.iso.org/iso/foreword.html
http://www.iso.org/iso/foreword.html
http://www.iso.org/members.html
http://www.avadocuments.com/doc/bs-en-iso-22970-2020
http://www.avadocuments.com/doc/bs-en-iso-22970-2020

BS EN ISO 22970:2020

INTERNATIONAL STANDARD ISO 22970:2019

Paints and varnishes — Test method for evaluation
of adhesion of elastic adhesives on coatings by peel
test, peel strength test and tensile lap-shear strength
test with additional stress by condensation test or
cataplasm storage

1 Scope

This document specifies three methods for testing the peel adhesion, peel strength and tensile lap-
shear strength in order to evaluate the adhesive bond as well as the type, location and structure of
failures of elastic adhesives on coatings. These methods are used, for example, for testing the assembly
with respect to the bond of panes or built-on parts, such as plastic covers, spoilers, instrument panel
covers, headlights, with coatings for automobile construction. The two methods of climatic exposure of
specimens described herein are the condensation test and cataplasm storage.

This document does not specify requirements for adhesives and coatings.
NOTE The peel strength test (method B) for rigid car body construction adhesives is described in ISO 8510-2.

The tensile lap-shear strength test (method C) for rigid car body construction adhesives is described in EN 1465.
Testing of rigid car body construction adhesives is generally conducted on small joint thicknesses, i.e. <1 mm.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 3270, Paints and varnishes and their raw materials — Temperatures and humidities for
conditioning and testing

IS0 4618, Paints and varnishes — Terms and definitions

ISO 6270-2, Paints and varnishes — Determination of resistance to humidity — Part 2: Condensation (in-
cabinet exposure with heated water reservoir)

ISO 10365, Adhesives — Designation of main failure patterns

ISO 17872, Paints and varnishes — Guidelines for the introduction of scribe marks through coatings on
metallic panels for corrosion testing

DIN 55997, Solvents for paints and varnishes — Deionized water — Requirements and methods of test

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 4618 and the following apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/
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adhesive

non-metallic substance capable of joining materials by surface bonding (adhesion), where the bond
possessing adequate internal strength for force transmission

3.2
adherend
body that s, or is intended to be, held to another body

Note 1 to entry: “Adherend” is a narrower term than “substrate”.
[SOURCE: ISO 472:2013, 2.13]

3.3

tensile lap-shear strength

stressing in shear of an overlap specimen between rigid adherends (3.2) by applying to the adherends a
tensile force which is parallel to the bond area and to the major axis of the specimen

34

cohesion failure

cohesive failure

failure of an adhesive bond within the body of the adhesive (3.1), i.e. not at the interface

[SOURCE: ISO 472:2013, 2.159]

3.5

adhesion failure

adhesive failure

failure of an adhesive bond in such a way that the separation appears to be at the
adhesive/adherend interface

[SOURCE: ISO 472:2013, 2.30]

4 Principle

4.1 Adhesive strength test method A — Peel adhesion

It describes the peel adhesion test of adhesives on coatings. This method is suitable where a qualitative,
i.e.visual, evaluation of an adhesive’s behaviour is sufficient or when testing large and voluminous parts.

The adhesive is applied to the test panel in form of a (round or triangular) bead, dried and peeled off
the coating using a cutter knife and, if required, pliers. This is followed by a visual evaluation of the
failure pattern.

4.2 Adhesive strength test method B — Peel strength

It describes the adhesive strength testing of adhesives by determination of the peel force. This method
enhances the range of results obtained using method A by additional quantitative measurement values
and enables a statement as to which forces are transmitted to the adherend.

The adhesive is applied to the test panel to be bonded in form of a (round or triangular) bead, pressed
to the required thickness using a suitable thin plate and cured. A tensile force is applied to the plate
thereby peeling it off the bond in a defined angle. The reported result is the maximum force measured
for each bond width (see Figure 20).
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4.3 Adhesive strength test method C — Tensile lap-shear strength

It describes the adhesive strength testing of adhesives on coatings by determination of the tensile lap-
shear strength. This method yields both qualitative and quantitative results. It is suitable for testing
complete bonded assemblies as later used in practice. This also includes the use of original adherends.

The tensile lap-shear strength of overlap specimens is determined by stressing in shear of an overlap
joint between rigid adherends by applying to the adherends a tensile force which is parallel to the bond
area and to the major axis of the specimen. The reported result is the maximum force or maximum
tensile shear stress measured for each bond width.

4.4 Conduction of the test

After complete curing of the adhesive, testing is conducted according to adhesive strength test method A,
B or C, either immediately or following subsequent climatic exposure (exposure method 1 or 2).

5 Apparatus and test media

Normal laboratory equipment together with the following.
5.1 Adhesive strength test method A — Peel adhesion

5.1.1 Test panel, e.g. coated plates having dimensions of approximately 200 mm x 100 mm and
a thickness of 0,7 mm to 1,2 mm or coated plastic or coated glass (float glass) having a thickness of
approximately 4 mm. The thickness shall be sufficient to prevent deformation or fracture of the test
panel in combination with the specimen grip under the expected tensile load when peeling off the bead.

Specimen preparation, coating and drying/curing shall be indicated in the test report.
5.1.2 Adhesive, as agreed between the interested parties, supplied in a commercially available can.
5.1.3 Application gun, for applying the adhesive.

5.1.4 Doctor blade, for forming the adhesive beads (see Figure 1).

Dimensions in millimetres

22 11 25 1l

Figure 1 — Example for doctor blade design

5.1.5 Vapour barrier, e.g. strips of PE film or siliconized paper, e.g. baking paper, having dimensions
of approximately 200 mm x 25 mm and a thickness of about 0,1 mm. Documents
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